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Company Introduct�on - F�rma Hakkında

Company Profile

W�th a total qual�ty management 
approach, METALICO METAL have 
ga�ned rel�able bus�ness partners �n 
many countr�es around the world. 
Expand�ng day by day through a network 
of sales , we are proud to export %80 of 
our product�on to more than 60 
countr�es.

METALICO METAL performs �ts act�v�t�es 
�n accordance w�th ISO 9001 and IEC 
61537 Qual�ty Standards.

Our qual�ty pol�cy �s to offer qual�ty �tems 
and serv�ces that would meet 
requ�rements of our customers for 
compet�t�ve pr�ces, to make t�mely 
del�ver�es and to ensure cont�nuance of 
serv�ce and qual�ty. Our target �s 
constantly produc�ng h�gh qual�ty �tems. 
Our bas�c target �s to be a world brand at 
our field of operat�on.

We are gratefull for trust you place �n our 
products and �n our company.

In �ts 8.000 m2 fully automated fac�l�ty METALICO METAL have all the 
resources to guarantee the h�ghest effic�ency and speed of del�very.

W�th �ts extens�ve exper�ence and customer-or�ented serv�ce pol�cy, 
METALICO METAL �s proud to be one of the lead�ng manufacturers of cable 
management solut�ons �n Turkey. 

Cont�n�ously growth and non stop �nvestment �n product�ve equ�pments allow 
METALICO METAL, to offer h�gh qual�ty and competat�ve range of cable 
trays that contr�butes to the customer sat�sfact�on. 

As spec�l�ased �n Cable Management Systems , METALICO METAL �s 
cont�nuously grow�ng by extend�ng �ts range of products by add�ng Electr�cal 
Equ�pments & L�ght�ng and Earth�ng Mater�als.



Company Introduct�on - F�rma Hakkında

Company Profile

METALICO METAL; yıllara uzanan deney�m� ve müşter� odaklı h�zmet pol�t�kasıyla, Sel�mpaşa fabr�kasında toplam 8.000 
m2 kapalı alanda gerçekleşt�rd�ğ� otomasyona dayalı üret�m�yle; Türk�ye'n�n önde gelen kablo kanalı üret�c�ler� arasında yer 
almaktadır.

Kurulduğu �lk günden bu yana hızla büyüyen METALICO METAL , üret�m�n� ve faal�yet alanlarını sürekl� gen�şletmekted�r. 
Ana konusu kablo koruma ve taşıma s�stemler� olan METALICO METAL, bünyes�ne topraklama ve yıldırımdan koruma 
ek�pmanları g�b� d�ğer elektr�k malzemeler�n�  de katarak büyümes�n� sürdürmüştür. 

METALICO METAL, üret�m faal�yetler�n� ISO 9001 ve TSE EN 61537 standartlarına  uygun şek�lde sürdürmekted�r.
Kal�te pol�t�kası, müşter�ler�n�n �stekler�n� karşılayacak kal�tel� ürün ve h�zmetler� en ekonom�k şek�lde sunmak, zamanında 
tesl�m etmek, h�zmet�n ve kal�ten�n sürekl�l�ğ�n� sağlamaktır. Amacı kal�tel� ve �y� malzemey� sürekl� olarak üretmek olan 
METALICO METAL '�n temel hedefi, konusunda b�r dünya markası olmaktır.

Ben�msed�ğ� toplam kal�te yönet�m� anlayışı sayes�nde dünyanın b�rçok ülkes�nde güven�l�r �ş ortakları kazanmıştır. 
Hergeçen gün gen�şleyen satış ağıyla üret�m�n�n %80 �n� 60'tan fazla ülkeye �hraç etmen�n haklı gururunu yaşamaktadır.

Ürünler�m�ze ve firmamıza duyduğunuz güvenden dolayı teşekkür eder�z.



VI

Perforated and Sol�d Cable Tray - Del�kl� ve Del�ks�z Kablo Kanalı

Perforated and Sol�d Cable Tray �s a one p�ece support w�th e�ther vent�lated (perforated) or sol�d bottom (non perforated) 

sect�ons. These sect�ons are used w�th a s�ngle power cable, mult�ple control, or s�gnal c�rcu�t cables.

Kablo kanalı, yapıların enerj� dağıtımı veya haberleşme �ç�n kullanılan tes�satlarında, �zole elektr�k kablolarının güvenl� 

b�r şek�lde taşınması, sab�tlenmes� ve desteklenmes�n� sağlayan b�rb�r�yle uyumlu b�r�mlerden oluşan s�stemlerd�r. 

Kablo kanalı s�stemler� genell�kle t�car� ve endüstr�yel yapılarda kablo yönet�m� �ç�n kullanılan s�stemler olup kullanım 

yer�ne göre farklı t�pler� mevcuttur. Ana olarak:  Del�kl� ve del�ks�z kablo kanalı, kablo merd�ven� ve tel kablo kanalı 

olarak sınıflandırab�l�r�z.

Cable Tray systems prov�de r�g�d structural support for cables �n a var�ety of commerc�al and �ndustr�al appl�cat�ons. The bas�c 

styles of cable tray are: Perforated and Sol�d Cable Tray, Cable Ladder and  W�re Mesh Cable Tray (Basket type).

Del�kl� t�p kablo kanaları taban ve yanlarındak� del�kler� sayes�nde taşıdığı kablolar �ç�n b�r m�ktar havalandırma 

oluşmasını sağlar. Bu yüzden, daha çok tes�satta ısının oluştuğu  fakat ısıların ortalamayı geçmed�ğ� alanlarda terc�h 

ed�l�r. Çok uzun destek aralığı gerekt�rmeyen tes�satlarda kullanımı uygundur. Del�ks�z t�p kablo kanalları tamamen 

kapalı olup haberleşme ve b�lg�sayar kabloları g�b� kabloların korunmasının öneml� olduğu ve ısınmanın problem 

oluşturmadığı durumlarda terc�h ed�l�r.

Features & Benefits:

* Des�gned to support cabl�ng �n 3.0m spans or less. Two flange des�gns to prov�de added overall strength to tray

*Perforated bottom des�gn allows for hold down attachment, cable attachment, and heat d�ss�pat�on

*Cont�nuous sol�d bottom tray allows for constant cable support

*Ava�lable �n Pregalvan�sed, Hot D�p Galvan�zed or Sta�nless Steel

*Ava�lable from 0,6mm upto 2,0mm th�ckness

*Covers ava�lable for added cable protect�on from env�ronmental factors

*Length opt�ons: 2000mm, 2500mm, 3000mm

*W�dths from  50mm to 1000mm

*S�de He�ght opt�ons: 25, 30, 35, 40, 50, 60, 70, 75, 80, 100, 110, 125, 150mm

*Ava�lable �n var�ous mount�ng methods – c-hanger, trapeze mount, or wall mount

*Bend rad�us opt�ons: 50mm, 150mm, 300mm, 600mm

Ürün Açıklamaları

Product Descr�pt�on
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Merd�ven t�p� kablo kanalları, üzer�nde merd�ven basamağını andıran düzenl� aralıklarla kaynatılmış barlar sebeb�yle 

bu şek�lde adlandırılırlar. Basamak aralarında havalandırmanın yüksell�ğ� neden�yle tes�satta ısının oluştuğu ve 

yüksek sev�yelere er�şeb�ld�ğ� alanlarda kullanımı yaygındır. Daha uzun destek aralıklarında da yeterl� taşıma 

kapas�tes� sağlar ancak basamak aralıkları, k�r�ş formu ve et kalınlıklarının doğru b�r şek�lde hesaplanmış olması 

gerek�r.

Features & Benefits:

Cable Ladders - Kablo Merd�venler�

Ladder cons�sts of two long�tud�nal s�de members (s�de beams) connected by �nd�v�dual traverse (rungs) members. It �s �ntended 

for use as a power cable or control cable support.

*L�ghtwe�ght – des�gn opt�m�zed to exceed load requ�rements wh�le keep�ng we�ght to a m�n�mum

*Des�gned to reduce overall we�ght �n we�ght sens�t�ve env�ronments wh�le �ncreas�ng strength.  Ideal for offshore and modular 

appl�cat�ons where we�ght �s a challenge.

*I-Beam s�de ra�l - max�m�zes strength – reduces we�ght

*Slotted s�de ra�ls reduce labor when spl�c�ng after cutt�ng

*Slotted rungs for cable and accessory attachment

* Ava�lable from 1,2mm upto 2,5mm th�ckness

*Ava�lable �n Pregalvan�sed, Hot D�p Galvan�zed or Sta�nless Steel

*W�dths from  100mm to 1500mm

*Length opt�ons: 2000mm, 2500mm, 3000mm

*Covers ava�lable for added cable protect�on from env�ronmental factors

*Ava�lable �n var�ous mount�ng methods – c-hanger, trapeze mount, or wall mount

*S�de He�ght opt�ons: 50, 60, 70, 75, 80, 100, 110, 125, 150, 200mm

*Bend rad�us opt�ons: 125mm, 150mm, 300mm, 450mm, 600mm

Ürün Açıklamaları

Product Descr�pt�on
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W�re mesh cable trays - Tel Kablo Kanalları

METALICO w�re mesh cable trays produced from h�gh mechan�cal strength steel w�re that �s welded �nto a 50 x 100 mesh 

system.  Th�s mesh �s then  formed �nto channel, and fin�sh�ng after fabr�cat�on. The 50 x 100 mesh perm�ts cont�nuous a�rflow to 

help prevent heat bu�ldup. Th�s un�que open des�gn also prevents the bu�ldup of dust, contam�nants and bacter�al prol�ferat�on.  

Pr�mar�ly used for support of low voltage, telecommun�cat�on and fiber opt�c cables.

Tel t�p� kablo kanalları kısa destek aralarının bulunduğu b�na �çler�nde ve alçak ger�l�m, haberleşme ve fiber opt�k 

kabloları g�b� hafif ama çok sayıda kablonun bulunduğu tes�satlarda yaygın olarak kullanılır. Tozlanmanın problem 

oluşturacağı ve h�jyen�n öneml� olduğu yapılarda genell�kle terc�h ed�len ürünlerd�r.

METALICO w�re mesh cable tray systems offers a number of advantages over trad�t�onal type cable trays apart from an 

econom�cal po�nt �nclud�ng:

*L�ght we�ght yet strong and effect�ve- can be handled by one person

*Adaptable- cables can be ex�t tray at any po�nt

*Open trays allow a�r c�rculat�ng to keep w�r�ng cool and makes for easy �dent�ficat�on of cable

* Ava�lable �n 4mm upto 6mm w�re th�ckness

*W�dths from  50mm upto 1000mm

*Covers ava�lable for added cable protect�on from env�ronmental factors

*S�de He�ght opt�ons: 35, 60, 85, 110, 160mm

*Ava�lable �n var�ous mount�ng methods – c-hanger, trapeze mount, or wall mount

*S�mple fix�ng systems

Features & Benefits:

*Fast and s�mple on-s�te assembly

*Easy to create tees, crosses, reducers, r�sers and bends on s�te

*Cable save- flush smooth surface and edges

*Ava�lable �n Electrogalvan�sed, Hot D�p Galvan�zed or Sta�nless Steel

*Length opt�ons: 2500mm, 3000mm

Ürün Açıklamaları

Product Descr�pt�on
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All METALICO cable tray systems are manufactured to meet the requ�rements of Turk�sh and Europ�an standards EN 61537 – 

cable trays & ladder systems for electr�cal �nstallat�ons.

Installat�on and ma�ntenance of cable tray w�r�ng systems shall be conducted only by qual�fied personnel.

Hazardous voltages �n electr�cal equ�pment can cause severe personal �njury or death. Safety related work pract�ces should be 

followed at all t�mes. The performance of a cable tray w�r�ng system �s dependent on �ts proper �nstallat�on, �nclud�ng supports 

and cables. Neglect�ng �nstallat�on and ma�ntenance gu�del�nes may lead to personal �njury as well as damage to property.

Kablo kanal s�stem�n�n genel tasarımı ve üret�m� EN 61537 standartları �le uyumlu olarak yapılmaktadır. Montaj 

seçenekler� sadece bu yazıda bel�rt�len uygulamalarla sınırlı değ�ld�r.

METALICO METAL bu katalogta bel�rt�len bütün b�lg�ler� habers�z olarak değ�şt�rme hakkına sah�pt�r. Katalogta 

yapılmış hatalar �ç�n firmamız yasal olarak sorumlu tutulamaz.

Bu katalogta yer alan bütün b�lg�ler METALICO METAL firmasına a�tt�r ve �z�ns�z olarak kullanılamaz.

Manufacturer reserves the r�ght to change spec�ficat�ons and des�gn data �n the catalog as product development. Publ�shed 

�nformat�on �s the study and may be changed w�thout pr�or not�ce.

UYARI : Kablo kanallarını �nsanlar �ç�n yürüme, merd�ven ya da b�r destek olarak kullanmayınız. Kablo kanalı, kablolar 

�ç�n mekan�k destek olarak kullanılır. Kablo kanalları merd�ven veya yürüyüş yolları g�b� kullanılırsa k�ş�sel 

yaralanmalara neden olab�l�r ve ayrıca kablo kanalının kend�s�ne ve yüklü olan kablolara hasar da vereb�l�r. Kablo 

kanalın performansı, düzgün kurulumuna bağlıdır. Kablo kanalın montajı ve sonrak� bakımı sadece yetk�l� ve yeterl� 

eğ�t�m görmüş personel tarafından yapılmalıdır.

Güvenl�k kurallarına uygun olarak bu k�ş�ler�n montaj ve bakımı sırasında: last�k eld�ven, kasket, toz maskes� vb. 

gerekl� ek�pmanları bulunmalıdır.

WARNING!—Do not use a cable tray as a walkway, ladder or support for people; cable tray �s a mechan�cal support system for 

cables and raceways. Us�ng cable trays as walkways can  cause personal �njury and also damage cable tray and �nstalled 

cables.

Ürün Açıklamaları

Product Descr�pt�on
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The l�fe expectancy of a cable support system �s dependent on the env�ronment �n wh�ch �t �s placed. Therefore, �t �s �mportant to 

establ�sh the corros�ve propert�es of an env�ronment to ensure that the r�ght treatment and the r�ght mater�al are chosen.

Chem�cal Corros�on: 

All metal surfaces are affected by corros�on. Depend�ng on the phys�cal propert�es of the metal and the env�ronment to wh�ch �t �s 

exposed, chem�cal or Electromechn�cal corros�on may occur.

Atmospher�c Corros�on:

Atmospher�c corros�on occurs when metal �s exposed to a�rborne l�qu�ds, sol�d or gases. Some sources of atmospher�c 

corros�on are mo�sture, salt, d�rt and sulphur�c ac�d. Th�s form of corros�on �s typ�cally worse outdoors, espec�ally near mar�ne 

env�ronments.

Electrochem�cal corros�on: 

When two d�ss�m�lar metals are �n contact and become damp �t �s poss�ble for corros�on to be �nduced �n one of the metals. Such 

corros�on may progress rap�dly and cause cons�derable damage so �t �s �mportant to cons�der and, �f necessary, take steps to 

el�m�nate th�s process.

Galvan�c corros�on: 

Galvan�c Corros�on occurs when two or more d�ss�m�lar metals are �n contacts �n the presence of an electrolyte (�e. Mo�sture). An 

electrolyte cell �s created and the metals form an anode or a cathode depend�ng on the�r relat�ve pos�t�on on the Galvan�c Ser�es 

Table. The anod�c mater�al w�ll be the one to corrode. Whether a mater�al �s anod�c depends on the relat�ve pos�t�on of the 

mater�al. For example: If z�nc and steel are �n contact, the z�nc acts as the anode and w�ll corrode; the steel acts as the cathode, 

and w�ll be protected. If steel and copper are �n contact, the steel �s now the anode and w�ll corrode.

Chem�cal corros�on takes place when metal comes �n d�rect contact w�th corros�ve med�a. Some factors wh�ch affect the sever�ty 

of chem�cal corros�on �nclude: chem�cal concentrat�on level, durat�on of contact, frequency of wash�ng and operat�ng 

temperature.

Malzeme Seç�m�

Cho�ce Of Mater�als
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Malzeme Seç�m�

Cho�ce of Mater�als

C1 Very low - 
Heated Bu�ld�ngs, l�ke 

offices, shops, schools and 
hotels. 

Electro- 
galvan�sed or Pre-

galvan�sed 
accord�ng w�th EN 

10142 

C2 Low >0.1 to 0.7 

Atmospheres 
w�th low levels 

of a�rborne 
pollut�on Rural 

areas. 

Non-heated areas w�th 
format�on of condensate 

l�ke sport halls and 
warehouses. 

Pre-galvan�sed 
accord�ng w�th EN 

10142 

C3 Average >0.7 to 2.1 

Atmospheres 
conta�n�ng some 
salt or average 

levels of 
a�rborne 

pollut�on. Urban 
and l�ght 

�ndustr�al areas. 
Areas effected 

by coastal 
cond�t�ons. 

Areas w�th average levels 
of hum�d�ty and some 

a�rborne pollut�on result�ng 
from product�on processes, 
l�ke da�r�es, brewer�es and 

laundr�es. 

Hot d�p galvan�sed 
after manufacture 

�n accordance 
w�th EN ISO 1461 

C4 H�gh >2.1 to 4.2 

Atmospheres 
w�th average 

salt content or 
d�scern�ble 

levels of a�rborn 
pollut�on 

Industr�al and 
coastal areas. 

Areas of h�gh hum�d�ty and 
cons�derable a�rborne 

pollut�on exper�ance as the 
result of product�on 

processes l�ke chem�cal 
plants, sw�mm�ng pools and 

dockyards 

Hot d�p galvan�sed 
after manufacture 

�n accordance 
w�th EN ISO 1461 

C5-I 
Very h�gh 
(�ndustr�al) 

>4.2 to 8.4 

Industr�al areas 
w�th h�gh levels 
of hum�d�ty and 

aggress�ve 
atmospheres. 

Areas w�th almost 
permanent condensat�on 

and large quant�t�es of 
a�rborne pollut�on. 

Sta�nless Steel 
AISI 304 

C5-M 
Very h�gh 
(mar�ne) 

>4.2 to 8.4 

Coastal and 
offshore areas 
w�th h�gh salt 

content 

Areas w�th almost 
permanent condensat�on 

and large quant�t�es of 
a�rborne pollut�on. 

Sta�nless Steel 
AISI 316 

≤ 0.1

Corros�on
Class

Env�ronmental
Corros�on

Mass loss of
z�nc per 1

year of
exposure

(µm)

Typ�cal Env�ronment

IndoorsOutdoors

Recommended m�n.
Surface treatment

Metal�co

As regards env�ronmental corros�on, a steel des�gn component can usually be ass�gned to one of the corros�on classes (C1-

C5-M) as shown �n table below.
In th�s table you can see also the average level of corros�on �n z�nc. The corros�on classes comply w�th those st�pulated �n EN 

ISO 12944-2.

The table below shows var�ous corros�on classes. As a gu�de, we have �ncluded the surface treatment recommended by 

Metal�co for the d�fferent classes. On the next pages, we br�efly outl�ne the var�ous surface treatments and mater�als.
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Mater�al plated by pre-galvan�z�ng method w�ll be protected aga�nst corros�on on cut surfaces due to cathod�c effect between z�nc 

and �ron elements. (It �s val�d and effect�ve up to 2mm th�ckness).

The z�nc coat�ng, that has a br�ght v�ew at the first t�mes, w�ll later ha ve a protect�ve layer w�th a dull gray color.

Pre-galvan�sed (PG)

Usage l�fe of hot-d�p galvan�sed cable trays & support un�ts �s pred�ctable �n any env�ronments and �t can keep �ts protect�ve 

feature even �n the heav�est atmospher�c cond�t�ons. It can last at least 10-20 years �n the heav�est �ndustr�al med�ums and �n 

reg�ons close to seas�de, and longer than 25 years �n less harmful env�ronments, w�thout requ�r�ng any repa�r ma�ntenance 

serv�ce. In s�tuat�ons where a ma�ntenance �s actually requ�red, galvan�s�ng �s very s�mple compared w�th the repa�r requ�red by 

other protect�on methods.

In order that the ment�oned �ron-z�nc react�on can be started, the mater�al should be kept �ns�de the molten z�nc bath unt�l the 

temperature of d�pped mater�al reaches to the temperature of the bath. When mater�als placed �ns�de the z�nc bath are coated, a 

th�n layer occurs on the z�nc bath surface wh�ch �s caused by the clean�ng chem�cals and ox�dat�on. These wastes should be 

removed from the bath surface before tak�ng the coated mater�al out of the bath.

In hot-d�p galvan�z�ng method, all the surfaces of the mater�al, wh�ch �s d�pped to the molten z�nc, even to the most cr�t�cal po�nts 

(sharp edges, cut corners, holes) are coated completely w�th z�nc.

Th�s homogeneous coat�ng th�ckness on the surfaces has a chang�ng value from 10µm to 20µm (70gr/m2 140gr/m2) �n 

accordance w�th EN 10346.

Hot-d�p Galvan�s�ng �s a coat�ng method performed by d�pp�ng �ron and steel products su�table for galvan�s�ng �nto a molten z�nc 

bath at 450 oC, whereby d�ffus�on of �ron (Fe) and z�nc (Zn) atoms �s occured. In the galvan�sat�on process, z�nc and �ron �n steel 

body react w�th each other, form�ng a z�nc – �ron alloy on the mater�al surface. When galvan�sed mater�al �s removed from the 

bath, the upper layer formed on the mater�al surface has a s�m�lar compos�t�on w�th the galvan�s�ng bath. D�pp�ng per�ods of steel 

mater�als for galvan�s�ng depends on the �tem we�ght and wall th�ckness. 

Th�s galvan�zat�on method �s the one wh�ch �s pract�ced before there �s any fabr�cat�on done over the mater�al. Wh�le th�s �s also a 

method of hot-d�p galvan�z�ng, �t d�ffers �n the th�ckness of coat�ng and �ts order �n the flowchart of the process. At the very 

s�mplest sense, after the co�l of steel �s flattened, �t enters �nto an ammon�um chlor�de (flux) m�xture bath and then enters �nto the 

molten z�nc bath cont�nuously. After the z�nc coat�ng �s smoothened �t �s then re-co�led and the manufactur�ng company uses th�s 

as a raw mater�al for �tself.

The m�n�mum coat�ng th�ckness on the surfaces �s 45µm (325gr/m2) and the average coat�ng th�ckness on the surfaces �s about 

55µm (395gr/m2) �n accordance w�th EN ISO 1461 qual�ty standard.

 

Th�s form of galvan�zat�on affords very good value-for-money ant�-corros�on protect�on �n atmospheres w�th a pH value of 

between 6 and 13. However, �n ac�d�c env�ronments where pH levels fall below 6 and �n alkal�ne env�ronments where the pH 

value exceeds 13, the protect�ve z�nc layer breaks down relat�vely qu�ckly.

Hot D�p Galvan�sed (HDG)

Cable trays & support elements manufactured from a steel w�th such character�st�cs �s recommended to be used �ns�de bu�ld�ngs 

where dry a�r �s present and lack�ng harm�ng products and the�r related effects wh�ch may result �n corros�on. Consequently, 

choos�ng cable trays made out of pre-galvan�zed steel where su�table cond�t�ons are ava�lable �nstead of hot-d�p galvan�zed 

cable trays prov�des an econom�cal advantage.
,

Malzeme Seç�m�

Cho�ce Of Mater�als
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Sta�nless steel products are also �deal for use �n env�ronments where spec�al hyg�ene requ�rements are �n force, such as da�r�es, 

abatto�rs, other food �ndustr�es and pharmaceut�cals factor�es.

When assess�ng the needs of factor�es, cons�derat�on should be g�ven to the mater�als prev�ously used to suspend equ�pment 

such as p�pe tub�ng, and from th�s determ�ne whether sta�nless steel AISI 304 or AISI 316L mater�al �s requ�red. 

Pass�vat�on

Sta�nless steel AISI 304 or AISI 316L

Metal�co sta�nless steel products, manufactured �n accordance w�th SS 2333 AISI 304, or �n accordance w�th SS 2348 AISI 316L 

are des�gned for use �n h�ghly aggress�ve env�ronments, e�ther �ndoors or outdoors, on �ndustr�al s�tes where there are h�gh 

levels of potent a�rborne pollut�on such as �n certa�n chem�cal �ndustr�es, celluloserelated �ndustr�es, refiner�es or art�fic�al 

fert�l�ser factor�es, h�gh hum�d�ty tunnels, etc.

The dec�d�ng factor �n choos�ng between sta�nless steel AISI 304 or AISI 316L �s the aggress�veness of the env�ronment �n wh�ch 

�t �s to be used, and for th�s atmospher�c chlor�ne content plays a s�gn�ficant role. Env�ronments w�th a h�gh chlor�ne content - 

coastal areas be�ng a pr�me example - are aggress�ve and usually requ�re the use of AISI 316L mater�als.

Sta�nless steel

Rate of d�ssolut�on
 
The rate of d�ssolut�on �s determ�ned by the pH value of pure z�nc �n d�st�lled oxygenated water that has been pH adjusted to 

var�ous levels us�ng HCl or NaOH. NB The curve only appl�es to cond�t�ons shown, and g�ves only an �nd�cat�on of the propens�ty 

for corros�on w�thout cons�derat�on.

Pass�vat�on of the sta�nless steel w�ll occur naturally after p�ckl�ng when the oxygen �n the a�r w�ll react w�th the surface of the 

steel to form a pass�ve chrom�um ox�de layer. However �t �s usual for th�s pass�vat�on process to be speeded up by �mmers�ng the 

art�cle �n a n�tr�c ac�d or other pass�vat�ng agent.

In var�ous �ndustr�es such as food, pharmaceut�cal and electron�cs, there �s a requ�rement for eas�er clean�ng and reduced 

bacter�al growth on the surface of the sta�nless steel.

Th�s �ncreased surface smoothness �s ach�eved by a process called electropol�sh�ng.

Electropol�sh�ng �s, �n pr�nc�ple, a reversal of the electroplat�ng process. The art�cle �s submerged �n a spec�al ac�d electrolyte and 

a DC current passed �nto the art�cle and through the electrolyte. Th�s process removes the h�gh spots from the surface m�cro 

roughness leav�ng a surface wh�ch �s br�ght and smooth.

Electropol�sh�ng

EPOXY

Powder coated fin�shes g�ve excellent protect�on aga�nst scratches as they are normally between 50 - 100% harder than the 

equ�valent wet pa�nt fin�shes. They are ava�lable �n a w�de range of colours and can have matt or var�ous gloss fin�shes. In 

add�t�on to the aesthet�c qual�t�es powder coat�ng are ava�lable �n var�ous grades to cope w�th d�fferent s�te cond�t�ons. Grades 

are produced to cope w�th exter�or appl�cat�ons where there can be h�gh levels of ultra v�olet l�ght or low smoke and fume 

appl�cat�ons for fire r�sk areas such as occur �n tunnels. Because powder coated fin�shes are �nherently res�l�ent and res�stant to 

chem�cal or corros�ve attack, these fin�shes are frequently used for protect�on only where there �s no aesthet�c requ�rement.

Electro-Galvan�z�ng

Electrolyt�cally, a z�nc coat�ng �s depos�ted on the steel. The baths used cos�st of ac�d or alkal� solut�ons of z�nc salts. The anodes 

are z�nc and the parts to be coated, prev�ously degreased and cleaned, are connected to the cathode. The m�n�mum coat�ng 

th�ckness by th�s method �s 8µm.  Such products are �ntended for use only �n warm, dry areas w�th negl�g�ble pollutant levels.

Malzeme Seç�m�
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The tens�oned band�ng used for secur�ng bundles of equ�pment dur�ng transport �s not su�table for l�ft�ng purposes. When 

cutt�ng th�s band�ng appropr�ate eye protect�on must be worn to avo�d �njury. Sheared steel (part�cularly pre-galvan�zed or 

sta�nless steel) does have relat�vely sharp edges and protect�ve gloves must be worn dur�ng handl�ng.

S�te del�ver�es should preferably only be made where su�table mechan�cal handl�ng 

equ�pment �s ava�lable on s�te.
 
The del�vered mater�al must be treated w�th care. L�ft�ng must only be carr�ed out from the 

s�des and the forkl�ft truck t�nes must pass below a complete bundle. T�nes must never* be �nserted �nto the end of the bundle, 

unless prov�s�on �s made such as spec�al packag�ng and/or extended t�nes, otherw�se the safety l�m�ts of the l�ft�ng veh�cle may 

be exceeded and damage may be caused to the equ�pment be�ng l�fted. For offload�ng by crane su�table l�ft�ng beams should be 

�nserted from s�de to s�de beneath a bundle and these must be suffic�ently long to avo�d undue pressure on the edges of the 

bottom components.

Load�ng and Offload�ng Recommend�t�ons - Yükleme ve İnd�rme

Storage - Depolama

Warehous�ng of products �n roofed and a�red prem�ses.  Keep away from water! For 

protect�on of uncovered places damaged at assembly spray z�nc pa�nt �s recommended.

Ürünler terc�hen üstü kapalı ve kuru ortamda depolanmalı, neml� ve ıslak şartlardan 

uzak tutulmalıdır.

Islak depolama lekes� (beyaz pas), kötü havalandırılan ve b�t�ş�k paketlenen metaller�n yüzeyler�nde oluşur. Beyaz pas 

yüzeysel olduğu �ç�n malzemen�n karakter�st�ğ�n� etk�lemez. Küçük lekeler havalandırınca geçer. Malzeme ıslak �se 

paketlenmemel� ve kuruması �ç�n beklet�lmel�d�r. Kuru ürünler �y� havalandırılmış ve az neml� ortamlarda 

saklanmalıdır. Dış ortamda depolama terc�h ed�lmemel�d�r.

order to allow the format�on of normal protect�ve film. Proper handl�ng and storage w�ll help 

to assure sta�n-fee mater�al. If product arr�ves wet, �t should be unpacked and dr�ed before 

storage. Dry mater�al should be stored �n a well vent�lated low mo�sture” env�ronment to 

avo�d condensat�on format�on.

Storage Corros�on - Depolama Korozyonu

Wet storage sta�n (Wh�te Rust) �s caused by the entrapment of mo�sture between surfaces of closely packed and poorly 

vent�lated mater�al for an extended per�od. Wet storage sta�n �s usually superfic�al, hav�ng no affect on the propert�es of the 

metal.

Outdoor storage �s undes�rable, and should be avo�ded whenever poss�ble.

L�ght sta�n�ng normally d�sappears w�th weather�ng. Med�um to heavy bu�ld up should be 

removed �n

Ürünler�n açık alanda depolanması öner�lmemekted�r.

Yükleme, İnd�rme & Depolama Uyarıları

Load�ng, Offload�ng and Storage Warn�ngs
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Cable tray system des�gn shall comply w�th NEC Art�cle 318, NEMA VE 1, and NEMA FG 1, and shall follow safe work pract�ces 

as descr�bed �n NFPA 70E. These �nstruct�ons and �nformat�on do not �ntend to cover all deta�ls or var�at�ons �n cable tray 

systems nor prov�de for every poss�ble �nstallat�on cont�ngency.

electr�cal w�r�ng systems.

the cutt�ng or dr�ll�ng of structural bu�ld�ng members w�thout the approval of the project

persons fam�l�ar w�th standard electr�cal construct�on pract�ces, electr�cal equ�pment, and safety of

leader on s�te.

Cable ladders, cable trays, w�re mesh cable trays and the�r supports should be strong enough to meet the load requ�rements of 

the cable management system �nclud�ng cables and any future cable
add�t�ons and any other add�t�onal loads appl�ed to the system.

Construct�on Exper�ence—It �s recommended that the work descr�bed be performed by qual�fied

When cons�der�ng the �nstallat�on of the cable supports system �t �s �mperat�ve to avo�d

Support systems can be broken down �nto a number of elements or components.

    that any declared deflect�on l�m�ts are not exceeded.

To des�gn a safe system �t �s necessary to check each element �n turn to ensure:
    that �t can safely support the loads be�ng �mposed upon �t, and
    that the proposed fix�ngs to adjacent components are also suffic�ent for the �ntended load and

Cable Tray Supports

Destek S�stemler�

Hor�zontal  Wall and Profile Brackets

Duvar Konsolları

Wall

Sleeve Anchor

Wall Bracket DKK

Montaj Rehber�

Installat�on Gu�de
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Ce�l�ng

Bracket DK

Sleeve Anchor

Bolt & Nuts

Wall

Bolt & Nuts

YDT
Brackets for 
Wall & Floor Mount�ng

Sleeve
Anchor

U ProfileVert�cal Wall or Floor Appl�cat�on

Yere ve Duvara Sab�tleme Elemenı

Cable tray should not be la�d exactly on the floor or roof. It should be mounted far enough off the floor or roof to allow the 

cables to ex�t through the bottom of the cable tay 

U Support, C Support, I Support, L Support

U,C,L ve L Destek S�stemler�

Threaded Rod

T�jl� Askı Taşıyıcılar

Montaj Rehber�

Installat�on Gu�de

Tray Carr�er TK3
Threaded Rod

Nuts & Washers

2 P�eces

Ce�l�ng

Hanger Clamp
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Stra�ght connectors (couplers, spl�ce plates)

Place the next stra�ght sect�on across the next support, and 

attach �t to the prev�ous sect�on w�th a pa�r of connect�on plates 

and hardware. Connect�on plates should be placed on the 

outs�de of the cable tray, w�th the bolt heads on the �ns�de of the 

cable tray. Metal Cable tray connectors requ�re bond�ng for 

electr�cal cont�nu�ty. Supports should be located w�th�n 600 mm of 

each s�de of connect�on plates. 

For changes �n vert�cal d�rect�on not requ�r�ng a rad�us, vert�cal 

adjustable connectors can be used. Supports should be located 

w�th�n 600 mm of each s�de of vert�cal adjustable connectors.

Vert�cal adjustable connectors (spl�ce plates)

The support span should not be greater than the stra�ght sect�on length to ensure no more than one connector �s located between 

supports. As a general pract�ce, avo�d plac�ng connector over supports or at m�d-span. However, certa�n cable tray systems  and 

certa�n connect�on plate des�gns allow for random coupl�ng locat�on.

1500 mm

1500 mm

Quarter Po�nt

    375 mm

When supports are �nstalled, the �nstallat�on of the cable tray can beg�n at any place that �s conven�ent. It �s not necessary to 

start at one end of the run. It �s �deal to lay out the system so that tray connectors fall between the support and the quarter po�nt. 

Th�s max�m�zes the r�g�d�ty of the cable tray.

Installat�on:

Installat�on:

Stra�ght Sect�on Pos�t�on

Boy Kanalların Uygulaması

Montaj Rehber�

Installat�on Gu�de

B�rleşt�rme Ek Elemanı

D�key Sev�ye Değ�şt�rme Ek�
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For changes �n hor�zontal d�rect�on not requ�r�ng a rad�us, 

hor�zontal adjustable connectors can be used. Supports should be 

located w�th�n 600 mm of each s�de of hor�zontal adjustable 

connectors.

Installat�on:

For �mmed�ate w�dth changes, use reduc�ng bend or parc�al 

reducer.  Supports should be located w�th�n 600 mm of each s�de of 

reducers.

Reducer Connector  (Set)

Installat�on:

Stop Ends (End Plates)

For dead-end closure �nd�cat�ng term�nat�on of cable tray run use 

stop ends.

Installat�on:

Hor�zontal Adjustable Connectors (Spl�ce Plates)

Yatay Sev�ye Değ�şt�rme Ek�

Montaj Rehber�

Installat�on Gu�de

Parçalı Redüks�yon Ek� (Takım)

Sonlandırma
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Hor�zontal Elbrow Support

Yatay Dönüş Desteğ�

Hor�zontal Tee Support

T-Dönüş Desteğ�

Supports for hor�zontal cable tray fitt�ngs should be 

placed w�th�n 600 mm of each fitt�ng extrem�ty, and as 

follows:

d. 30° supports at the 15° po�nt of arc

b. 60° supports at the 30° po�nt of arc.
a. 90° supports at the 45° po�nt of arc.

(except for the 300 mm rad�us).

(except for the 300 mm rad�us).

c. 45° supports at the 22-1/2° po�nt of arc

600 mm Max.

60
0 

m
m

 M
ax

.

R
1 / 2° 

Central support not requ�red on 300mm rad�us 30° and 45° fitt�ngs

Central support not requ�red on 300mm rad�us fitt�ngs

600 mm Max. 600 mm Max.

600 mm Max.

1/2 L

Supports for hor�zontal cable tray fitt�ngs should be 

placed w�th�n 600 mm of each fitt�ng extrem�ty, and as 

follows:

a. 90° supports at the 45° po�nt of arc.

(except for the 300 mm rad�us).

(except for the 300 mm rad�us).

c. 45° supports at the 22-1/2° po�nt of arc

d. 30° supports at the 15° po�nt of arc

b. 60° supports at the 30° po�nt of arc.

R 30, 45
60, 90

Montaj Rehber�

Installat�on Gu�de
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Hor�zontal Cross Support

Dörtlü Bağlantı Desteğ�

Central support not requ�red on 300mm rad�us fitt�ngs

Reducer Support

Redüks�yon Desteğ�

Place reducer supports w�th�n 600 mm of each fitt�ng 

extrem�ty.

600 mm Max. 600 mm Max.

Place hor�zontal cross support w�th�n 600 mm of each of 

the four open�ngs connected to other cable tray �tems for 

the 300 mm rad�us. On all other rad�us, at least one 

add�t�onal support should be placed under each s�de ra�l 

of the hor�zontal cross, preferably as shown.

600 mm Max.

600 mm Max. 600 mm Max.

2/3 R
TYP

Montaj Rehber�

Installat�on Gu�de
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Vert�cal Cable Tray Elbow

İç Dış Bükey Desteğ�

Vert�cal cable tray elbows at the top of runs should be 

supported at each end. At the bottom of runs, they 

should be supported at the top of the elbow and w�th�n 

600 mm of the lower extrem�ty of the elbows.

600 mm Max.

Ø

Ø

30°, 45°, 60°, 90°

Vert�cal Cable Tray Tee Support

D�key T Bükey Desteğ�

Vert�cal cable tray tees should be supported w�th�n 600 

mm of each fitt�ng extrem�ty.

600 mm Max. 600 mm Max.

600 mm Max.

S�de V�ew

Montaj Rehber�

Installat�on Gu�de
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W�dth

W

Cross-Sect�on
mm2 Nom�nal

Kes�t, mm2

Overall

D�ameter, mm

Kablo Dış Çapı,

mm

Net We�ght

Kg/mt

Net Ağırlık

Kg/mt

Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık

Values
Değerler H=40 H=50 H=60 H=80 H=100

50
10

0
15

0
20

0
25

0

4x1.5 13 0,25 8 2 12 3 12 3

4x2.5 14,5 0,33 8 2,64 8 2,64 10 3,3

4x4 16,5 0,435 6 2,61 6 2,61 9 3,915

4x6 17,5 0,545 5 2,725 6 3,27 7 3,815

4x10 19,5 0,745 3 2,235 3 2,235 5 3,725

4x16 21,5 1,03 3 3,09 4 4,12 4 4,12

4x25 27,5 1,61 1 1,61 2 3,22 2 3,22

4x35 30 2,08 1 2,08 1 2,08 2 4,16

4x50 33 2,69 1 2,69 1 2,69 1 2,69

4x1.5 13 0,25 21 5,25 28 7 33 8,25 42 10,5

4x2.5 14,5 0,33 15 4,95 19 6,27 24 7,92 30 9,9

4x4 16,5 0,435 12 5,22 18 7,83 19 8,265 25 10,875

4x6 17,5 0,545 10 5,45 15 8,175 15 8,175 20 10,9

4x10 19,5 0,745 9 6,705 9 6,705 14 10,43 18 13,41

4x16 21,5 1,03 7 7,21 8 8,24 11 11,33 12 12,36

4x25 27,5 1,61 3 4,83 5 8,05 6 9,66 6 9,66

4x35 30 2,08 3 6,24 3 6,24 5 10,4 6 12,48

4x50 33 2,69 2 5,38 3 8,07 3 8,07 5 13,45

4x1.5 13 0,25 32 8 42 10,5 48 12 63 15,75 84 21

4x2.5 14,5 0,33 23 7,59 31 10,23 39 12,87 48 15,84 67 22,11

4x4 16,5 0,435 16 6,96 24 10,44 27 11,745 40 17,4 48 20,88

4x6 17,5 0,545 15 8,175 22 11,99 24 13,08 32 17,44 48 26,16

4x10 19,5 0,745 14 10,43 15 11,175 21 15,645 28 20,86 36 26,82

4x16 21,5 1,03 10 10,3 12 12,36 17 17,51 19 19,57 30 30,9

4x25 27,5 1,61 5 8,05 5 8,05 9 14,49 9 14,49 18 28,98

4x35 30 2,08 4 8,32 6 12,48 8 16,64 8 16,64 14 29,12

4x50 33 2,69 4 10,76 4 10,76 6 16,14 8 21,52 11 29,59

4x1.5 13 0,25 44 11 58 14,5 65 16,25 87 21,75 116 29

4x2.5 14,5 0,33 25 8,25 38 12,54 50 16,5 65 21,45 91 30,03

4x4 16,5 0,435 23 10,005 33 14,355 33 14,355 55 23,925 66 28,71

4x6 17,5 0,545 21 11,445 27 14,715 32 17,44 42 22,89 63 34,335

4x10 19,5 0,745 19 14,155 22 16,39 29 21,605 40 29,8 60 44,7

4x16 21,5 1,03 13 13,39 17 17,51 22 22,66 26 26,78 43 44,29

4x25 27,5 1,61 7 11,27 10 16,1 13 20,93 13 20,93 26 41,86

4x35 30 2,08 6 12,48 8 16,64 11 22,88 12 24,96 18 37,44

4x50 33 2,69 5 13,45 6 16,14 9 24,21 11 29,59 17 45,73

4x1.5 13 0,25 53 13,25 74 18,5 83 20,75 111 27,75 148 37

4x2.5 14,5 0,33 40 13,2 51 16,83 68 22,44 83 27,39 117 38,61

4x4 16,5 0,435 29 12,615 44 19,14 47 20,445 73 31,755 87 37,845

4x6 17,5 0,545 27 14,715 41 22,345 41 22,345 56 30,52 81 44,145

4x10 19,5 0,745 23 17,135 27 20,115 35 26,075 42 31,29 67 49,915

4x16 21,5 1,03 16 16,48 20 20,6 27 27,81 33 33,99 55 56,65

4x25 27,5 1,61 9 14,49 13 20,93 17 27,37 17 27,37 34 54,74

4x35 30 2,08 8 16,64 10 20,8 15 31,2 15 31,2 23 47,84

4x50 33 2,69 7 18,83 7 18,83 11 29,59 14 37,66 21 56,49

Max�mum Load�ng Capac�ty of Cable Trays (Support D�stance 1,mt) 

Kablo Kanalların Max�mum Yükleme Kapas�teler� ( Destek aralığı 1,5 Mt.)

Taşıma Kapas�teler�

Load�ng Data
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W�dth

W

Cross-Sect�on
mm2 Nom�nal

Kes�t, mm2

Overall

D�ameter, mm

Kablo Dış Çapı,

mm

Net We�ght

Kg/mt

Net Ağırlık

Kg/mt

Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık
Quant�t�es

Adet

Tot. We�ght

Top. Ağırlık

Values
Değerler H=40 H=50 H=60 H=80 H=100

30
0

40
0

50
0

60
0

4x1.5 13 0,25 65 16,25 86 21,5 97 24,25 132 33 176 44

4x2.5 14,5 0,33 48 15,84 59 19,47 78 25,74 100 33 140 46,2

4x4 16,5 0,435 36 15,66 53 23,055 58 25,23 87 37,845 94 40,89

4x6 17,5 0,545 32 17,44 47 25,615 47 25,615 66 35,97 99 53,955

4x10 19,5 0,745 29 21,605 32 23,84 44 32,78 62 46,19 91 67,795

4x16 21,5 1,03 20 20,6 26 26,78 38 39,14 39 40,17 65 66,95

4x25 27,5 1,61 10 16,1 14 22,54 20 32,2 24 38,64 36 57,96

4x35 30 2,08 9 18,72 12 24,96 18 37,44 18 37,44 29 60,32

4x50 33 2,69 8 21,52 8 21,52 13 34,97 17 45,73 26 69,94

4x1.5 13 0,25 89 22,25 118 29,5 130 32,5 150 37,5 210 52,5

4x2.5 14,5 0,33 68 22,44 80 26,4 107 35,31 133 43,89 186 61,38

4x4 16,5 0,435 47 20,445 71 30,885 71 30,885 118 51,33 141 61,335

4x6 17,5 0,545 41 22,345 65 35,425 65 35,425 88 47,96 132 71,94

4x10 19,5 0,745 40 29,8 46 34,27 59 43,955 82 61,09 112 83,44

4x16 21,5 1,03 26 26,78 35 36,05 44 45,32 54 55,62 90 92,7

4x25 27,5 1,61 14 22,54 19 30,59 28 45,08 32 51,52 56 90,16

4x35 30 2,08 13 27,04 17 35,36 26 54,08 25 52 38 79,04

4x50 33 2,69 11 29,59 11 29,59 18 48,42 23 61,87 35 94,15

4x1.5 13 0,25 134 33,5 178 44,5 196 49 270 67,5 360 90

4x2.5 14,5 0,33 98 32,34 116 38,28 155 51,15 203 66,99 284 93,72

4x4 16,5 0,435 72 31,32 105 45,675 108 46,98 178 77,43 213 92,655

4x6 17,5 0,545 65 35,425 65 35,425 98 53,41 134 73,03 201 109,545

4x10 19,5 0,745 58 43,21 58 43,21 88 65,56 126 93,87 158 117,71

4x16 21,5 1,03 41 42,23 53 54,59 65 66,95 81 83,43 135 139,05

4x25 27,5 1,61 21 33,81 31 49,91 42 67,62 53 85,33 84 135,24

4x35 30 2,08 19 39,52 25 52 37 76,96 38 79,04 57 118,56

4x50 33 2,69 17 45,73 17 45,73 27 72,63 36 96,84 54

4x1.5 13 0,25 113 28,25 113 28,25 163 40,75 225 56,25 300 75

4x2.5 14,5 0,33 80 26,4 99 32,67 115 37,95 168 55,44 235 77,55

4x4 16,5 0,435 57 24,795 87 37,845 93 40,455 118 51,33 177 76,995

4x6 17,5 0,545 55 29,975 55 29,975 74 40,33 112 61,04 168 91,56

4x10 19,5 0,745 49 36,505 49 36,505 44 32,78 102 75,99 156 116,22

4x16 21,5 1,03 35 36,05 44 45,32 54 55,62 68 70,04 113 116,39

4x25 27,5 1,61 18 28,98 26 41,86 32 51,52 53 85,33 70 112,7

4x35 30 2,08 16 33,28 20 41,6 14 29,12 32 66,56 48 99,84

4x50 33 2,69 14 37,66 14 37,66 22 59,18 29 78,01 44 118,36

145,26

Max�mum Load�ng Capac�ty of Cable Trays (Support D�stance 1,mt) 

Kablo Kanalların Max�mum Yükleme Kapas�teler� ( Destek aralığı 1,5 Mt.)

Taşıma Kapas�teler�

Load�ng Data
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Tekn�k B�lg�ler

Techn�cal Gu�de

On supports, max�mum F deformat�on and tw�st�ng occurs at the ends. The standard requ�res that the max�mum F = L/20 mm. 

The deformat�on, F �s called deflect�on, and �s expressed �n mm.

L

F max = L/100 mm

F

L

F max = L/100 mm

F

All metal tray systems must have proper electr�cal cont�nu�ty. However, to ensure safety, �t �s adv�sable to make an earth 

connect�on us�ng a su�table conductor for each part of the system.

Earth�ng  (Electr�cal cont�nu�ty) 

Th�s cannot be done on pa�nted or epoxy-coated trays w�thout remov�ng the protect�ve layer at that po�nt and at the jo�n-po�nts 

between the var�ous lengths, wh�ch w�ll �nev�tably lead to ox�d�sat�on
W�thout ensur�ng  safety

The allowable value (F) of deformat�on �s purely aesthet�c, always tak�ng care not to exceed the values �nd�cated by the 

manufacturer, wh�ch, �n accordance w�th �nternat�onal standard EN 61537, should be as follows:

Tray and support deformat�on

The we�ght of cables deforms trays, the most v�s�ble po�nt be�ng �n the centre between supports.

L

F
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Project Name:
UNF PROJECT (Ammonia and urea fer�liser plant) by Mitshubishi Heavy 

Industries Ltd.

Loca�on /Country: NAVOIY / UZBEKISTAN

Year: 2018-2019

Scope of supply: HDG cable ladders , HDG perforated cable trays & earthing materials

Referans L�stes�

Reference L�st 

Project Name:
CPC Expansion Project / CPC PS Tengiz & Atyrau  Pump Sta�ons 

(Construc�on of pipeline 116-204 km pump sta�ons)

Loca�on /Country: ATYRAU / KAZAKHSTAN

Year: 2013-2014

Scope of supply: HDG cable trays & cable ladders

Project Name: Roghun Hydroelectric Power Plant

Loca�on /Country: ROGUN / TAJIKISTAN

Year: 2017-2018

Scope of supply: HDG cable ladders & support systems

Project Name: Caspian Waterfront Project

Loca�on /Country: BAKU/ AZERBAIJAN

Year: 2016

Scope of supply: Cable ladders (HDG), Cable Trays, Wire mesh cable trays & accessories

Project Name: KERNEL, GRAIN SILOS 

Loca�on /Country: UKRAINE

Year: 2012

Scope of supply: HDG cable trays

Project Name: MallDova Shopping Mall Project (renova�on) 

Loca�on /Country: MOLDOVA

Year: 2018-2019

Scope of supply: HDG Cable Trays & PG Cable trays

Project Name: Khurmala oilfield CPS-Amine  Stabilizer & Pumps Sta�on

Loca�on /Country: ERBIL / IRAQ

Year: 2013-2019

Scope of supply: HDG cable trays & cable ladders

Project Name: CLEAN FUELS PROJECT 2020 FLUOR PROJECT NO.A2WD (KNPC)

Loca�on /Country: KUWAIT

Year: 2016-2018

Scope of supply: HDG cable trays
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Project Name: AYLA PROJECT TOTAL AREA 43 km2

Loca�on /Country: AQABA / JORDAN

Year: 2015

Scope of supply: HDG Cable trays, GI Cable trunkings & Flexible steel conduits 

Project Name: Eco Bank Head Office Project / TOTAL AREA 22.000 M2

Loca�on /Country: GHANA

Year: 2015

Scope of supply: Cable trays & Trunkings, Wire mesh cable trays & Flexible conduits 

Project Name: Defence Headquarters Complex Project Block 6 & Block 7

Loca�on /Country: SRI LANKA

Year: 2015

Scope of supply: Cable trays & Cable Ladders (HDG)

Project Name: DOLMEN MALL / SIEMENS PAKISTAN

Loca�on /Country: PAKISTAN

Year: 2018-2019

Scope of supply: Perforated cable trays, cable ladders (HDG)

Project Name: Sports Complex of Tizi Ouzou - Algeria

Loca�on /Country: ALGERIA

Year: 2015-2016

Scope of supply: Wire mesh cable trays (HDG)

Project Name: Mauri�us Container Terminal (MCT) Quay Project at Port Louis Harbour

Loca�on /Country: MAURITIUS

Year: 2015

Scope of supply: Perforated cable trays, cable ladders (HDG)

Project Name: GICC ELCOGAS (in Puertollano), SENER SPAIN

Loca�on /Country: SPAIN

Year: 2019

Scope of supply: HDG cable ladders & support systems

Project Name: SPH JV Greenline Elavated Metro Rail Site

Loca�on /Country: QATAR

Year: 2018

Scope of supply: HDG cable trays & steel trunkings

Referans L�stes�

Reference L�st 



XXVII

Üret�m Alanı

Product�on Fac�l�ty

Punch�ng - Delme

Press Punch�ng Cnc Punch�ng

Steel Form�ng (Bend�ng) - Sac Şek�llend�rme (Büküm)

Roll Form�ng Cnc Bend�ng

Weld�ng - Kaynak 

Robot ARC Weld�ng Spot Weld�ng

Mold Manufactur�ng - Kalıphane

W�re Euros�on Cnc M�l�ng
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E30- E90E30- E90
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Kal�te Sert�fikaları 

Qual�ty Cer�t�fcates

METALICO METAL SAN. TIC. LTD STI

Ortakoy Sanayi Sitesi Mor. Menekse Sokak No:6 Selimpasa - Istanbul / TURKIYE

Tel: 00 90 532 580 73 88 Fax: 00 90 212 549 06 87

info@metalicometal.com www.metalicometal.com

EU Declara�on of Conformity

 

Manufacturer

 

:

 

METALICO METAL SAN. TIC. LTD STI

 

Products

 

:

 

Non perforated

 

Cable Tray

 

(GDK, SDK, ADK series), and Accessories

 

Perforated Cable Tray (GPK, SPK, APK series) and Accessories 

 

Cable Trunkings (TRUG, TRS, TRU series) and Accessories

 

Cable Ladders

 

(SKM, PKM, GKM, GZM, UKM

 

series)

 

and Accessories 

 

Wire Mesh Cable Trays

 

(TOK series)

 

and Accessories

 

Support Channels (C channel: C 4141, C 2141; U channel: U 3050)

 

All fixing & connec�ng Units include Bolts & Nuts

 
Metal, non-flame, CONDUCTIVE -20 C / +105 C temperature between the use of products does not 

affect the mechanical proper�es change.

 

We are confirming that the equipments writes upside products and product group made in 

Metalico Metal

 

Company fit to the standards. 

 

Standart

    

IEC 61537:2007

 

CE – Direc�ve

    

2014/35/EU

 

LOW VOLTAGE DIRECTIVES

 

DATE

     

METALICO METAL SAN. TIC. LTD STI

 

04.01.2020

                                                                                                          



Cable Tray Systems 

Cable Trays Systems - Kablo Kanalı S�stemler�
Перфорированные и сплошные кабельные лотки 
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Cable Tray Systems 

Accessor�es

BYD BDD RT SEP

KA90SON KA45 KAD

KAIB KADB

KAT

KA90E KATE CFS

KBE

45° Yat. Kanal dönüşü

Tee Hor. Cable Tray bend 

T Kanal dönüşü
Cross bend cover

Dörtlü Kanal dönüşüSonlandırma

Cable Trays Systems - Kablo Kanalı S�stemler�
Перфорированные и сплошные кабельные лотки 

90° Hor. Cable Tray bend 

90° Yat. Kanal dönüşü
Stop End 45° Hor. Cable Tray Bend

Vert�cal Ins�de 90° Cable Tray

90° D�key İç Bükey Kanal Dönüşü

Vert�cal Outs�de 90° Cable Tray

90° D�key Dış Bükey Kanal Dönüşü

Add on 90° Hor�zontal Corner Bend

90° Köşe Yatay Kanal Dönüş Ek�

Add on Tee hor�zonrtal Bend

T Yatay Kanal Dönüş Ek�

Round Head Bolt & Nut

Kanal C�vata - Somun

Stra�ght Connector

Ek Eleman

Adjustable Hor�zontal Connector

Yatay Sev�ye Değ�şt�rme Ek�

Adjustable Vert�cal Connector

D�key Sev�ye Değ�şt�rme Ek�

Reducer Connector - S�ngle Type

Redüks�yon

Barr�er Str�p

Seperatör

APK SPKGPK

ADK SDKGDK
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Sl�d�ng �n - To �nstall cable tray - stra�ght use Screw 
Sets  CFS M6 or CFS M8

To �nstall cable tray - stra�ght use 2 p�eces of KBE 
and CFS bolts and nuts (M6 or M8)    

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

Appl�cat�on Example of SEP

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use 2 p�eces of KBE 
and CFS bolts and nuts (M6 or M8) 

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use 2 p�eces of KBE 
and CFS bolts and nuts (M6 or M8) 

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

Installat�on Examples

Appl�cat�on Example of KBEAppl�cat�on Example of GPK

Appl�cat�on Example of RTAppl�cat�on Example of BDDAppl�cat�on Example of BYD

Appl�cat�on Example of KADAppl�cat�on Example of KATAppl�cat�on Example of KA90

Appl�cat�on Example of KA45Appl�cat�on Example of KADBAppl�cat�on Example of KAIB

Appl�cat�on Example of KATEAppl�cat�on Example of KA90EAppl�cat�on Example of SON

1 2 3

4 5 6

7 8 9

10 11 12

13 14 15

Cable Tray Systems 
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Cable Trays Systems - Kablo Kanalı S�stemler�
Перфорированные и сплошные кабельные лотки 

Cable Tray Systems 

2

4

5

6

7

8

10

11

12

13

15
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SPK 450 15 PG 3000 5.46500
450SPK 445 15 PG 3000 4.99

SPK 460 15 PG 3000 6.41600

SPK 422 15 PG 3000 3.01

SPK 405 15 PG 3000 1.30

225

50

SPK 407 15 PG 3000 1.5575
SPK 410 15 PG 3000 1.80100
SPK 412 15 PG 3000 2.20125

150SPK 415 15 PG 3000 2.30
200SPK 420 15 PG 3000 2.64

SPK 425 15 PG 3000 3.11250
SPK 430 15 PG 3000 3.58300
SPK 440 15 PG 3000 4.52400

1.5mm

Cable Trays - System of Side Height H40

Pre - Galvan�sed

SPK 405 06 PG 300050

SPK 407 06 PG 300075
SPK 410 06 PG 3000100
SPK 412 06 PG 3000125

150SPK 415 06 PG 3000
200SPK 420 06 PG 3000

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

SPK 422 08 PG 3000

SPK 405 08 PG 3000 0.69

225

50

SPK 407 08 PG 300075
SPK 410 08 PG 3000100
SPK 412 08 PG 3000125

150SPK 415 08 PG 3000
200SPK 420 08 PG 3000

SPK 425 08 PG 3000250

0.8mm
SPK 422 12 PG 3000 2.41

SPK 405 12 PG 3000 1.04

225

50

SPK 407 12 PG 3000 1.2475
SPK 410 12 PG 3000 1.44100
SPK 412 12 PG 3000 1.76125

150SPK 415 12 PG 3000 1.84
200SPK 420 12 PG 3000 2.11

SPK 425 12 PG 3000 2.49250
SPK 430 12 PG 3000 2.86300
SPK 440 12 PG 3000 3.62400

1.2mmSPK ... H40SPK ... H40 

SPK 445 12 PG 3000 3.99450
SPK 450 12 PG 3000 4.37500
SPK 460 12 PG 3000 5.12600

SPK 422 10 PG 3000

SPK 405 10 PG 3000

225

50

SPK 407 10 PG 300075
SPK 410 10 PG 3000100
SPK 412 10 PG 3000125

150SPK 415 10 PG 3000
200SPK 420 10 PG 3000

SPK 425 10 PG 3000250
SPK 430 10 PG 3000300
SPK 440 10 PG 3000400

1.0mm

SPK 430 08 PG 3000300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KBE 240 12 PG 175 0.08

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

175 0.1

CODE
Length

L
mm 1pc

kg

1.5mm

CODE

15 0.014M8

S�ze

mm
CODE

Length

L
mm Set

kgCODE

CFS M6 EG 15 0.008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

KBE 240 15 PG

M6 M8

KBE 2 ... H40 

CFS M6CFS M6 CFS M8CFS M8

500500

100100

Stra�ght Connector
Birleştirme Elemanı - Прямой соединитель

Pre - Galvan�sed

Electro - Galvan�sed

pcspcs

pcspcs

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

0.52

0.62
0.72
0.88
0.92
1.12

0.83
0.96
1.17
1.23
1.49
1.71
1.76
2.03

0.87

1.03
1.20
1.47
1.53
1.76
2.01
2.07
2.39
3.01

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

In Box
pcs

In Box

KBE 2 ... H40 

To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. ( M6 or 
M8 )

Perforated Cable Trays - W�thout Return Flanges
Standart Kablo Kanalı - Перфорированные лотки

Steel, acc. to the Sendzimir method strip-galv. 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- steelstainless  AISI 304L and AISI 316L  (SS) 
EP- powder in a full range of colours (coating RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

50

150
200
300
400
500

220 cm 

600

260 cm
280 cm
2120 cm 
2160 cm 
2200 cm 
2240 cm 

Width
Usable

Cross-Section

2100 40 cm

40

a

T

2
5

8,5

4
1

,7
5

L

3
5

T

15 8,5

L

20

25

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

CFS

M6x15
M6

SPK H40

KBE 2

SPK ... H40SPK ... H40 
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SDK 450 15 PG 3000 6.83500
450SDK 445 15 PG 3000 6.24

SDK 460 15 PG 3000 8.01600

SDK 422 15 PG 3000 3.77

SDK 405 15 PG 3000 1.53

225

50

SDK 407 15 PG 3000 1.8375
SDK 410 15 PG 3000 2.12100
SDK 412 15 PG 3000 2.59125

150SDK 415 15 PG 3000 2.71
200SDK 420 15 PG 3000 3.30

SDK 425 15 PG 3000 3.89250
SDK 430 15 PG 3000 4.47300
SDK 440 15 PG 3000 5.65400

1.5mm

Pre - Galvan�sed

SDK 405 06 PG 3000 0.6150

SDK 407 06 PG 3000 0.7375
SDK 410 06 PG 3000 0.85100
SDK 412 06 PG 3000 1.04125

150SDK 415 06 PG 3000 1.08
200SDK 420 06 PG 3000 1.32

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

SDK 422 08 PG 3000 2.01

SDK 405 08 PG 3000 0.82

225

50

SDK 407 08 PG 3000 0.9775
SDK 410 08 PG 3000 1.13100
SDK 412 08 PG 3000 1.38125

150SDK 415 08 PG 3000 1.44
200SDK 420 08 PG 3000 1.76

SDK 425 08 PG 3000 2.07250

0.8mm
SDK 422 12 PG 3000 3.01

SDK 405 12 PG 3000 1.22

225

50

SDK 407 12 PG 3000 1.4675
SDK 410 12 PG 3000 1.70100
SDK 412 12 PG 3000 2.07125

150SDK 415 12 PG 3000 2.17
200SDK 420 12 PG 3000 2.64

SDK 425 12 PG 3000 3.11250
SDK 430 12 PG 3000 3.58300
SDK 440 12 PG 3000 4.52400

1.2mmSDK ... H40SDK ... H40 

SDK 445 12 PG 3000 4.99450
SDK 450 12 PG 3000 5.46500
SDK 460 12 PG 3000 6.41600

SDK 422 10 PG 3000 2.51

SDK 405 10 PG 3000 1.02

225

50

SDK 407 10 PG 3000 1.2275
SDK 410 10 PG 3000 1.41100
SDK 412 10 PG 3000 1.73125

150SDK 415 10 PG 3000 1.81
200SDK 420 10 PG 3000 2.20

SDK 425 10 PG 3000 2.59250
SDK 430 10 PG 3000 2.98300
SDK 440 10 PG 3000 3.77400

1.0mm

SDK 430 08 PG 3000 2.39300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

SDK ... H40SDK ... H40 

22

Pre - Galvan�sed

Seperator
Seperatör - Перегородка

SEP 140 10 PG 3000 0.43

CODE
Length

L
mm 1 pc

kg

1.0mmSEP  1 ... H40 

CODE

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

SEP 140 15 PG 3000 0.64

pcspcs

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

SEP  1 ... H40 

1

To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

Important! 

To Install Sepertor use CFS bolts and nuts. ( M6 
or M8 )

Cable Trays - System of Side Height H40

Non - Perforated Cable Trays - W�thout Return Flanges
Standart Deliksiz Kablo Kanalı - Сплошные лотки

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SDK H40

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

3
7

20

T

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
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m
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.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

50

150
200
300
400
500

220 cm

600

260 cm
280 cm
2120 cm
2160 cm
2200 cm
2240 cm

Width
Usable

Cross-Section

2100 40 cm

40

a

T

2
5

8,5

4
1
,7

5

L

L

SEP 1  H40

1
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CABLE
 TRAYS

INFO
LADDER

 SYSTEM
S

W
IRE M

ESH
 CABLE TRAYS 

SUPPO
RT

SYSTEM
S

M
ARINE

TRAYS
ELECTRICAL
CO

NDUITS
CABLE
 TRAYS

INFO
LADDER

 SYSTEM
S

W
IRE M

ESH
 CABLE TRAYS 

SUPPO
RT

SYSTEM
S

M
ARINE

TRAYS
ELECTRICAL
CO

NDUITS

Pre - Galvan�sed

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Pre - Galvan�sed

KDB 405 10 PG 600 0.550

KDB 407 10 PG 600 0.6175
KDB 410 10 PG 600 0.7100
KDB 412 10 PG 600 0.8125

150KDB 415 10 PG 600 0.9
200KDB 420 10 PG 600 1.1

Width

a
mm

CODE
Length

L
mm 1 mt

kg

1.0mmKDB ... H40KDB ... H40

CODE

KDB 430 12 PG 600 1.78300
KDB 440 12 PG 600 2.7400

1.2mm

KDB 445 12 PG 600 2.99450
KDB 450 12 PG 600 3.27500
KDB 460 12 PG 600 3.84600

KDB 425 10 PG 600 1.29250

KDB 450 15 PG 600 4.08500
450KDB 445 15 PG 600 3.73

KDB 460 15 PG 600 4.78600

KDB 422 15 PG 600 1.78

KDB 405 15 PG 600 0.75

225

50

KDB 407 15 PG 600 0.975
KDB 410 15 PG 600 1.05100
KDB 412 15 PG 600 1.19125

150KDB 415 15 PG 600 1.34
200KDB 420 15 PG 600 1.63

KDB 425 15 PG 600 1.93250
KDB 430 15 PG 600 2.22300
KDB 440 15 PG 600 3.38400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KIB 405 10 PG 600 0.550

KIB 407 10 PG 600 0.6175
KIB 410 10 PG 600 0.7100
KIB 412 10 PG 600 0.8125

150KIB 415 10 PG 600 0.9
200KIB 420 10 PG 600 1.1

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KIB 430 12 PG 600 1.78300
KIB 440 12 PG 600 2.7400

1.2mm

KIB 445 12 PG 600 2.99450
KIB 450 12 PG 600 3.27500
KIB 460 12 PG 600 3.84600

KIB 425 10 PG 600 1.29250

KIB 450 15 PG 600 4.08500
450KIB 445 15 PG 600 3.73

KIB 460 15 PG 600 4.78600

KIB 422 15 PG 600 1.78

KIB 405 15 PG 600 0.75

225

50

KIB 407 15 PG 600 0.975
KIB 410 15 PG 600 1.05100
KIB 412 15 PG 600 1.19125

150KIB 415 15 PG 600 1.34
200KIB 420 15 PG 600 1.63

KIB 425 15 PG 600 1.93250
KIB 430 15 PG 600 2.22300
KIB 440 15 PG 600 3.38400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

1.0mm

KDB ... H40KDB ... H40 

KIB ... H40KIB ... H40 KIB ... H40KIB ... H40 

225KDB 422 10 PG 600 1.19

225KIB 422 10 PG 600 1.19

pcspcs

pcspcs

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

 To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Important! 

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8 ).

Cable Trays - System of Side Height H40

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KDB and KIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KDB and KIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

a

40T

3
0
0
+

H

300+H

R360

42

1
8

9

360

3
6
0

R300

42

1
8

9

a

40T

KDB H40

KIB H40
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45° Hor�zontal Bend Of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

Pre - Galvan�sed

90° Hor�zontal Bend Of Cable Tray
90° Yatay Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�sed

K90 405 10 PG 0.250

K90 407 10 PG 0.2675
K90 410 10 PG 0.41100
K90 412 10 PG 0.5125

150K90 415 10 PG 0.58
200K90 420 10 PG 0.79

Width

a=b
mm

CODE

1 pc
kg

1.0mmK90 ... H40K90 ... H40 

CODE

K90 430 12 PG 1.66300
K90 440 12 PG 2.45400

1.2mm

K90 445 12 PG 2.9450
K90 450 12 PG 3.38500
K90 460 12 PG 4.47600

K90 425 10 PG 1.03250

K90 450 15 PG 4.23500
450K90 445 15 PG 3.62

K90 460 15 PG 5.58600

K90 422 15 PG 1.36

K90 405 15 PG 0.3

225

50

K90 407 15 PG 0.3975
K90 410 15 PG 0.62100
K90 412 15 PG 0.74125

150K90 415 15 PG 0.88
200K90 420 15 PG 1.18

K90 425 15 PG 1.54250
K90 430 15 PG 2.08300
K90 440 15 PG 3.06400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

K45 405 10 PG 0.2050

K45 407 10 PG 0.2675
K45 410 10 PG 0.34100
K45 412 10 PG 0.45125

150K45 415 10 PG 0.54
200K45 420 10 PG 0.74

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

K45 430 12 PG 1.49300
K45 440 12 PG 2.24400

1.2mm

K45 445 12 PG 2.68450
K45 450 12 PG 3.14500
K45 460 12 PG 4.20600

K45 425 10 PG 0.98250

K45 450 15 PG 3.94500
450K45 445 15 PG 3.34

K45 460 15 PG 5.26600

K45 422 15 PG 1.28

K45 405 15 PG 0.30

225

50

K45 407 15 PG 0.3975
K45 410 15 PG 0.50100
K45 412 15 PG 0.66125

150K45 415 15 PG 0.80
200K45 420 15 PG 1.10

K45 425 15 PG 1.46250
K45 430 15 PG 1.86300
K45 440 15 PG 2.80400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

K90 ... H40K90 ... H40 

K45 ... H40K45 ... H40 K45 ... H40K45 ... H40 

pcspcs

225K45 422 10 PG 0.86

pcspcs

225K90 422 10 PG 0.9

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Cable Trays - System of Side Height H40

Steel, strip-galv. acc. to the Sendzimir method 
to EN 10 :  (PG)TS- 346 2011

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS AISI 304L and AISI 316L - stainless steel  (SS) 
EP RAL- powder coating in a full range of colours ( )

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a
R90

18

9

40

50

a+55

a
+

1
0
5

b

a

b

4
0

9x18

45°

40

9x18

40

9x18

K90 H40

K45 H40
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Pre - Galvan�sed

Tee Hor�zontal Bend of Cable Tray
“T” Yatay Dönüş Elemanı - Т-отвод горизонтальный

Pre - Galvan�sed

KT 405 10 PG 0.2650

KT 407 10 PG 0.3275
KT 410 10 PG 0.5100
KT 412 10 PG 0.6125

150KT 415 10 PG 0.7
200KT 420 10 PG 0.93

Width

a=b=c
mm

CODE

1 pc
kg

1.0mmKT ... H40KT ... H40 

CODE

KT 430 12 PG 1.97300
KT 440 12 PG 2.82400

1.2mm

KT 445 12 PG 3.3450
KT 450 12 PG 3.82500
KT 460 12 PG 4.96600

KT 425 10 PG 1.18250

KT 450 15 PG 4.77500
450KT 445 15 PG 4.12

KT 460 15 PG 6.2600

KT 422 15 PG 1.58

KT 405 15 PG 0.38

225

50

KT 407 15 PG 0.4875
KT 410 15 PG 0.76100
KT 412 15 PG 0.9125

150KT 415 15 PG 1.05
200KT 420 15 PG 1.38

KT 425 15 PG 1.78250
KT 430 15 PG 2.46300
KT 440 15 PG 3.52400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KD 405 10 PG 0.3250

KD 407 10 PG 0.3975
KD 410 10 PG 0.62100
KD 412 10 PG 0.73125

150KD 415 10 PG 0.84
200KD 420 10 PG 1.08

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

KD 430 12 PG 2.32300
KD 440 12 PG 3.23400

1.2mm

KD 445 12 PG 3.74450
KD 450 12 PG 4.3500
KD 460 12 PG 5.51600

KD 422 10 PG 1.22225

KD 450 15 PG 5.37500
450KD 445 15 PG 4.68

KD 460 15 PG 6.89600

KD 422 15 PG 1.82

KD 405 15 PG 0.48

225

50

KD 407 15 PG 0.5975
KD 410 15 PG 0.94100
KD 412 15 PG 1.09125

150KD 415 15 PG 1.26
200KD 420 15 PG 1.62

KD 425 15 PG 2.04250
KD 430 15 PG 2.9300
KD 440 15 PG 4.04400

1.5mm

Width

mm
CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KT ... H40KT ... H40 

KD ... H40KD ... H40 KD ... H40KD ... H40 

Cross Bend of Cable Tray
Dörtlü Kanal Bağlantı Elemanı - Крестовина

1.0mm

pcspcs

pcspcs

a=b=c

225KT 422 10 PG 1.05

KD 425 10 PG 1.36250

a=b=c=d

1

1
1
1
1
1

1
1

1
1
1
1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1

1
1
1
1
1
1
1

1

1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Cable Trays - System of Side Height H40

KT H40

9

18
40a

R90

b

ca+55

b+210

40

9x18

18

9 40

b

b+110

c

R90

a

d

b
+

1
1

0

40

9x18

KD H40 
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Pre - Galvan�sed

Add on 90º Hor�zontal Corner Bend of Cable Tray
90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Pre - Galvan�sed

a
mm

CODE
Rad�us

R
1pc
kg

1.0mmK90E ... H40K90E ... H40

CODE

0.22

0.34
0.73

1.5mm

a
mm

CODE

1pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Add on Tee hor�zontal bend
“T” Yatay Kanal Dönüş Eki - Т-отвод горизонтальный врезной

K90E 4 10 PG 90 0.1455

K90ER1 4 10 PG 150 0.2290
K90ER2 4 10 PG 300 0.49180

KTER1 450 15 PG 1.93
KTER1 445 15 PG 1.82

KTER1 460 15 PG 2.17

KTER1 422 15 PG

KTER1 410 15 PG 0.99
KTER1 412 15 PG 1.05
KTER1 415 15 PG 1.1
KTER1 420 15 PG 1.22

KTER1 425 15 PG 1.34
KTER1 430 15 PG 1.46
KTER1 440 15 PG 1.7

1.5mm

Width

a
mm

CODE

1pc
kgCODE

K90E Mount�ng KTE Mount�ng

K90E ... H40K90E ... H40 

KTER1 ... H40KTER1 ... H40 

K90E 4 15 PG 9055

K90ER1 4 15 PG 15090
K90ER2 4 15 PG 300180

500
450

600

225

100
125
150
200

250
300
400

mm

Rad�us

R
mm

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcspcs

pcs

KTER1 H40

KTE H40

1.28

Width

a
mm

CODE
Rad�us

R
1pc
kg

KTE ... H40KTE ... H40 

CODE

KTE 450 12 PG 90 0.85500
450KTE 445 12 PG 90 0.79

KTE 460 12 PG 90 0.96600

KTE 430 12 PG 90 0.62300
KTE 440 12 PG 90 0.74400

mm
pcs

1.2 mm

Width

a
mm

CODE
Rad�us

R
1pc
kg

KTE ... H40KTE ... H40 

CODE

KTE 422 10 PG 90 0.45225

KTE 410 10 PG 90 0.33100
KTE 412 10 PG 90 0.35125

150KTE 415 10 PG 90 0.38
200KTE 420 10 PG 90 0.42

KTE 425 10 PG 90 0.47250

mm
pcs

1mm

1

1
1

1

1
1

1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Cable Trays - System of Side Height H40

K90E H40

a

a

a
+

5
0

a+50

50

R

25

18

9

4
0

1
8

9

20

a
5

5

a
+

1
1
0

2
5

2
5

9x18

R90

7
5

a
9
0

2
5

2
5

9x18

R150

7
5

a
+

1
8
0
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Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Pre - Galvan�sed

Pre - Galvan�sed

Stop End (Bl�nd End)
Sonlandırma - Заглушка

RT 40 575 15 PG 0.307

RT 40 425 15 PG 0.244

RT 40 450 15 PG 0.255
RT 40 475 15 PG 0.265
RT 40 500 15 PG 0.275
RT 40 525 15 PG 0.286
RT 40 550 15 PG 0.297

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H40RT ... H40 

RT 40 375 15 PG 0.222
RT 40 350 15 PG 0.212

RT 40 400 15 PG 0.233

RT 40 225 15 PG 0.159

RT 40 50 15 PG 0.085

RT 40 75 15 PG 0.095
RT 40 100 15 PG 0.106
RT 40 125 15 PG 0.117
RT 40 150 15 PG 0.127

RT 40 200 15 PG 0.149

RT 40 250 15 PG 0.169

RT 40 275 15 PG 0.18

RT 40 325 15 PG 0,202

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H40RT ... H40 

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

SON 450 15 PG 0.263
SON 445 15 PG 0.241

SON 460 15 PG 0.305

SON 422 15 PG 0.146

SON 405 15 PG 0,072

SON 407 15 PG 0,083
SON 410 15 PG 0,094
SON 412 15 PG 0.104
SON 415 15 PG 0.114
SON 420 15 PG 0.136

SON 425 15 PG 0.157
SON 430 15 PG 0.178
SON 440 15 PG 0.221

1.5mm

CODE

1 pc
kgCODE

SON ... H40SON ... H40 

SON 450 12 PG 0.211
SON 445 12 PG 0.194

SON 460 12 PG 0.244

SON 422 12 PG 0.117

SON 405 12 PG 0.058

SON 407 12 PG 0.066
SON 410 12 PG 0.075
SON 412 12 PG 0.083
SON 415 12 PG 0.092
SON 420 12 PG 0.109

SON 425 12 PG 0.125
SON 430 12 PG 0.142
SON 440 12 PG 0.176

1.2mm

CODE

1 pc
kgCODE

SON ... H40SON ... H40 

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

RT 40 25 15 PG 0.07425

RT 40 175 15 PG 0.138175

Width

a
mm

Width

a
mm

pcspcs

pcspcs

RT 40 300 15 PG 0.191300

1

1

1
1
1
1

1

1

1

1

1

1

1

1

1
1
1
1

1

1

1

1

1

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

Important! 

Important! 
To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

Cable Trays - System of Side Height H40

RT H40

3
5

a

T

4
0

1
8

9

35

42

75

L

75

T

18x9

35

SON H40
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Pre - Galvan�sed

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

BDD 240 12 PG 250 0.14

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H40 

CODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�sed

BYD 240 12 PG 175 0.08

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 240 15 PG 175 0.1

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 140 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H40 

CODE

BYDU 140 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H40 

Adjustable Hor�zontal Connector - Long Type 
Yatay Seviye Değiştirme Eki Uzun Tip - Угловой соединитель - длинный

BDD 240 15 PG 250 0.17

pcspcs

pcspcs

pcspcs

BYDU 1 ... H40 

1 1

1 1

1 1

BDD 2 ... H40 

BYD 2 ... H40 

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8)

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8)

To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

Important! 

Cable Trays - System of Side Height H40

BDD 2 H40

BYD 2 H40

BYDU 1 H40

124 124

L=250
155

22 22 22

2
3

8,5
R20

3
5

15

T

3
5

15

T

L=175

25
20x8.5

3
5

L=1000

8,5

25

2

T

50
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Integrated Perforated Cable Trays - Return Flanges 

Thickn. (ga) [mm]:  0.6  1.0  0.8 

Pre - Galvan�sed

Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

GPK 405 06 PG 3000 0.5650

GPK 407 06 PG 3000 0.6675
GPK 410 06 PG 3000 0.75100
GPK 412 06 PG 3000 0.85125

150GPK 415 06 PG 3000 0.94
200GPK 420 06 PG 3000 1.13

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

GPK 422 08 PG 3000 1.62

GPK 405 08 PG 3000 0.74

225

50

GPK 407 08 PG 3000 0.8775
GPK 410 08 PG 3000 0.99100
GPK 412 08 PG 3000 1.12125

150GPK 415 08 PG 3000 1.25
200GPK 420 08 PG 3000 1.50

GPK 425 08 PG 3000 1.74250

0.8mm

GPK 422 10 PG 3000 2.02

GPK 405 10 PG 3000 0.92

225

50

GPK 407 10 PG 3000 1.0875
GPK 410 10 PG 3000 1.23100
GPK 412 10 PG 3000 1.39125

150GPK 415 10 PG 3000 1.55
200GPK 420 10 PG 3000 1.86

GPK 425 10 PG 3000 2.18250
GPK 430 10 PG 3000 2.49300
GPK 440 10 PG 3000 3.12400

1.0mm

GPK 430 08 PG 3000 2.00300

GPK ... H40GPK ... H40 

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GPK 445 12 PG 3000450 2
GPK 450 12 PG 3000500
GPK 460 12 PG 3000600

2
2

1.2mm

 1.2 4.12
4.50
5.25

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

Mount�ng Example

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

50x40 300x40250x40200x40100x40 600x40500x40400x40

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

Cable Trays - System of Side Height H40

GPK H40

T

L

40

a

10

2
5

8,5

41,75

GPK 405 07 PG 3000 0.7050

GPK 407 07 PG 3000 0.8275
GPK 410 07 PG 3000 0.93100
GPK 412 07 PG 3000 1.03125

150GPK 415 07 PG 3000 1.17
200GPK 420 07 PG 3000 1.40

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE
pcs

2

2
2
2
2
2

 0.7 

GPK ... H40GPK ... H40 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL
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Integrated Non Perforated Cable Trays - Return Flanges

Pre - Galvan�sed

GDK 405 06 PG 3000 0.7050

GDK 407 06 PG 3000 0.8275
GDK 410 06 PG 3000 0.94100
GDK 412 06 PG 3000 1.06125

150GDK 415 06 PG 3000 1.17
200GDK 420 06 PG 3000 1.41

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Geçmeli Tip Deliksiz Kablo Kanalı - Интегрированные Сплошные лотки 

pcs

2
2
2

2
2

GDK ... H40 

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

GDK 422 08 PG 3000 2.03

GDK 405 08 PG 3000 0.93

225

50

GDK 407 08 PG 3000 1.0975
GDK 410 08 PG 3000 1.24100
GDK 412 08 PG 3000 1.40125

150GDK 415 08 PG 3000 1.56
200GDK 420 08 PG 3000 1.87

GDK 425 08 PG 3000 2.18250

GDK 422 10 PG 3000 2.52

GDK 405 10 PG 3000 1.15

225

50

GDK 407 10 PG 3000 1.3575
GDK 410 10 PG 3000 1.54100
GDK 412 10 PG 3000 1.74125

150GDK 415 10 PG 3000 1.94
200GDK 420 10 PG 3000 2.33

GDK 425 10 PG 3000 2.72250
GDK 430 10 PG 3000 3.11300
GDK 440 10 PG 3000 3.90400

1.0mm

GDK 430 08 PG 3000 2.50300

pcs

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

GDK 445 12 PG 3000450 2
GDK 450 12 PG 3000500
GDK 460 12 PG 3000600

2
2

1.2mm

5.15
5.62
6.56

GDK ... H40 0.8mm

Mount�ng Example

50x40 300x40250x40200x40100x40 600x40500x40400x40

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl
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tio

n 
f i

n 
[m

m
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t Q
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.

5

20

15

25

30

10

1.5

0.0

S
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W
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 L
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Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

L L L L

Spacing of Supports in [m]

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

Cable Trays - System of Side Height H40

GDK H40

T40

a

10

8
,5

25

2
9
6
0

L
GDK 405 07 PG 3000 0.8250

GDK 407 07 PG 3000 0.9675
GDK 410 07 PG 3000 1.09100
GDK 412 07 PG 3000 1.23125

150GDK 415 07 PG 3000 1.37
200GDK 420 07 PG 3000 1.64

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE

2

pcs

2
2
2

2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL
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APK 450 15 PG 3000 5.60500
450APK 445 15 PG 3000 5.13

APK 460 15 PG 3000 6.54600

APK 422 15 PG 3000 3.01

APK 405 15 PG 3000 1.36

225

50

APK 407 15 PG 3000 1.5975
APK 410 15 PG 3000 1.83100
APK 412 15 PG 3000 2.06125

150APK 415 15 PG 3000 2.30
200APK 420 15 PG 3000 2.78

APK 425 15 PG 3000 3.25250
APK 430 15 PG 3000 3.71300
APK 440 15 PG 3000 4.66400

1.5mm

Perforated Cable Trays - Return Flanges

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�zed

APK 405 06 PG 3000 0.5650

APK 407 06 PG 3000 0.6675
APK 410 06 PG 3000 0.75100
APK 412 06 PG 3000 0.85125

150APK 415 06 PG 3000 0.94
200APK 420 06 PG 3000 1.13

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

APK 422 08 PG 3000 1.62

APK 405 08 PG 3000 0.74

225

50

APK 407 08 PG 3000 0.8775
APK 410 08 PG 3000 0.99100
APK 412 08 PG 3000 1.12125

150APK 415 08 PG 3000 1.25
200APK 420 08 PG 3000 1.50

APK 425 08 PG 3000 1.74250

0.8mm
APK 422 12 PG 3000 2.42

APK 405 12 PG 3000 1.10

225

50

APK 407 12 PG 3000 1.3075
APK 410 12 PG 3000 1.48100
APK 412 12 PG 3000 1.67125

150APK 415 12 PG 3000 1.86
200APK 420 12 PG 3000 2.23

APK 425 12 PG 3000 2.61250
APK 430 12 PG 3000 2.99300
APK 440 12 PG 3000 3.74400

1.2mmAPK ... H40APK ... H40 

APK 445 12 PG 3000 4.12450
APK 450 12 PG 3000 4.50500
APK 460 12 PG 3000 5.25600

APK 422 10 PG 3000 2.02

APK 405 10 PG 3000 0.92

225

50

APK 407 10 PG 3000 1.0875
APK 410 10 PG 3000 1.23100
APK 412 10 PG 3000 1.39125

150APK 415 10 PG 3000 1.55
200APK 420 10 PG 3000 1.86

APK 425 10 PG 3000 2.18250
APK 430 10 PG 3000 2.49300
APK 440 10 PG 3000 3.12400

1.0mm

APK 430 08 PG 3000 2.00300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

M6x15 Round head squ�re neck bolt & M6 Flanged nut

KBE 240 12 PG 175 0.08

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

175 0.1

CODE
Length

L
mm 1pcs

kg

1.5mm

CODE

KBE 240 15 PG

APK ... H40APK ... H40 

KBE 2 ... H40 

100100

2

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Pre - Galvan�sed

Electro - Galvan�sed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

15 0,014M8

S�ze

mm
CODE

Length

L
mm Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H40 

Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

Important! 

To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. 
(M6 or M8 )

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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 D
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Q
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m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

APK H40

KBE 2 H40

a

T

10

25

8,5

4
1
,7

5L

L

20

8,5 25

3
5

T

15

CFS

M6x15
M6

Cable Trays - System of Side Height H40
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ADK 450 15 PG 3000 7.00500
450ADK 445 15 PG 3000 6.41

ADK 460 15 PG 3000 8.18600

ADK 422 15 PG 3000 3.76

ADK 405 15 PG 3000 1.70

225

50

ADK 407 15 PG 3000 1.9975
ADK 410 15 PG 3000 2.29100
ADK 412 15 PG 3000 2.58125

150ADK 415 15 PG 3000 2.88
200ADK 420 15 PG 3000 3.47

ADK 425 15 PG 3000 4.06250
ADK 430 15 PG 3000 4.64300
ADK 440 15 PG 3000 5.82400

1.5mm

Non Perforated Cable Trays - Return Flanges 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�zed

ADK 405 06 PG 3000 0.7050

ADK 407 06 PG 3000 0.8275
ADK 410 06 PG 3000 0.94100
ADK 412 06 PG 3000 1.06125

150ADK 415 06 PG 3000 1.17
200ADK 420 06 PG 3000 1.41

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

ADK 422 08 PG 3000 2.03

ADK 405 08 PG 3000 0.93

225

50

ADK 407 08 PG 3000 1.0975
ADK 410 08 PG 3000 1.24100
ADK 412 08 PG 3000 1.40125

150ADK 415 08 PG 3000 1.56
200ADK 420 08 PG 3000 1.87

ADK 425 08 PG 3000 2.18250

0.8mm
ADK 422 12 PG 3000 3.03

ADK 405 12 PG 3000 1.38

225

50

ADK 407 12 PG 3000 1.6275
ADK 410 12 PG 3000 1.85100
ADK 412 12 PG 3000 2.09125

150ADK 415 12 PG 3000 2.32
200ADK 420 12 PG 3000 2.79

ADK 425 12 PG 3000 3.26250
ADK 430 12 PG 3000 3.74300
ADK 440 12 PG 3000 4.68400

1.2mmADK ... H40ADK ... H40 

ADK 445 12 PG 3000 5.15450
ADK 450 12 PG 3000 5.62500
ADK 460 12 PG 3000 6.56600

ADK 422 10 PG 3000 2.52

ADK 405 10 PG 3000 1.15

225

50

ADK 407 10 PG 3000 1.3575
ADK 410 10 PG 3000 1.54100
ADK 412 10 PG 3000 1.74125

150ADK 415 10 PG 3000 1.94
200ADK 420 10 PG 3000 2.33

ADK 425 10 PG 3000 2.72250
ADK 430 10 PG 3000 3.11300
ADK 440 10 PG 3000 3.90400

1.0mm

ADK 430 08 PG 3000 2.50300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

ADK ... H40ADK ... H40 

2

Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

SEP 140 10 PG 3000 0.43

CODE
Length

L
mm 1m

kg

1.0mmSEP ... H40SEP ... H40 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP ... H40SEP ... H40 

SEP 140 15 PG 3000

pcspcs

pcspcs

2
2
2

2
2

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2

2
2

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2
2
2
2

0.641 1

Seperator
Seperatör - Перегородка

Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

Important! 

To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install Sepertor use CFS bolts and nuts. ( M6 
or M8 )

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

50

150
200
300
400
500

218 cm

600

258 cm
278 cm
2118 cm
2158 cm
2198 cm
2238 cm

Width
Usable

Cross-Section

2100 38 cm

APK H40

SEP H40

T

L

2
5

8,5

41,75

40

a

10

3
7

20

T

L

Cable Trays - System of Side Height H40
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90° Hor�zontal Bend of Cable Tray

Pre - Galvan�zed

90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�zed

KA90 405 10 PG 0.2250

KA90 407 10 PG 0.2975
KA90 410 10 PG 0.44100
KA90 412 10 PG 0.53125

150KA90 415 10 PG 0.62
200KA90 420 10 PG 0.84

Width

a=b
mm

CODE

1 pc
kg

1.0mmKA90 ... H40KA90 ... H40 

CODE

KA90 430 12 PG 1.74300
KA90 440 12 PG 2.54400

1.2mm

KA90 445 12 PG 2.99450
KA90 450 12 PG 3.49500
KA90 460 12 PG 4.58600

KA90 425 10 PG 1.08250

KA90 450 15 PG 4.35500
450KA90 445 15 PG 3.74

KA90 460 15 PG 5.73600

KA90 422 15 PG 1.43

KA90 405 15 PG 0.34

225

50

KA90 407 15 PG 0.4375
KA90 410 15 PG 0.66100
KA90 412 15 PG 0.79125

150KA90 415 15 PG 0.94
200KA90 420 15 PG 1.26

KA90 425 15 PG 1.62250
KA90 430 15 PG 2.17300
KA90 440 15 PG 3.17400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

KA45 405 10 PG 0.2350

KA45 407 10 PG 0.3075
KA45 410 10 PG 0.37100
KA45 412 10 PG 0.49125

150KA45 415 10 PG 0.58
200KA45 420 10 PG 0.79

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KA45 430 12 PG 1.57300
KA45 440 12 PG 2.34400

1.2mm

KA45 445 12 PG 2.78450
KA45 450 12 PG 3.26500
KA45 460 12 PG 4.33600

KA45 425 10 PG 1.03250

KA45 450 15 PG 4.07500
450KA45 445 15 PG 3.47

KA45 460 15 PG 5.41600

KA45 422 15 PG 1.36

KA45 405 15 PG 0.34

225

50

KA45 407 15 PG 0.4575
KA45 410 15 PG 0.55100
KA45 412 15 PG 0.73125

150KA45 415 15 PG 0.87
200KA45 420 15 PG 1.18

KA45 425 15 PG 1.55250
KA45 430 15 PG 1.96300
KA45 440 15 PG 2.92400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KA90 ... H40KA90 ... H40 

KA45 ... H40KA45 ... H40 KA45 ... H40KA45 ... H40 

pcspcs

225KA45 422 10 PG 0.91

pcspcs

225KA90 422 10 PG 0.95

1

1
1
1
1
1

1
1

1

1
1
1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Cable Trays - System of Side Height H40

KA90 H40

KA45 H40

a

R9018

9

40

a+55

a
+

1
0
5

b

50

a

b

4
0

9x18

45°

9x18

9x18

40

40
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Tee Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Pre - Galvan�zed

KAT 405 10 PG 0.2850

KAT 407 10 PG 0.3575
KAT 410 10 PG 0.54100
KAT 412 10 PG 0.64125

150KAT 415 10 PG 0.74
200KAT 420 10 PG 0.98

Width

a=b=c
mm

CODE

1 pc
kg

1.0mmKAT ... H40KAT ... H40 

CODE

KAT 430 12 PG 2.04300
KAT 440 12 PG 2.90400

1.2mm

KAT 445 12 PG 3.39450
KAT 450 12 PG 3.92500
KAT 460 12 PG 5.09600

KAT 425 10 PG 1.24250

KAT 450 15 PG 4.90500
450KAT 445 15 PG 4.24

KAT 460 15 PG 6.35600

KAT 422 15 PG 1.66

KAT 405 15 PG 0.42

225

50

KAT 407 15 PG 0.5375
KAT 410 15 PG 0.81100
KAT 412 15 PG 0.96125

150KAT 415 15 PG 1.11
200KAT 420 15 PG 1.46

KAT 425 15 PG 1.86250
KAT 430 15 PG 2.55300
KAT 440 15 PG 3.63400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KAD 405 10 PG 0.3450

KAD 407 10 PG 0.4275
KAD 410 10 PG 0.66100
KAD 412 10 PG 0.77125

150KAD 415 10 PG 0.88
200KAD 420 10 PG 1.14

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

KAD 430 12 PG 2.41300
KAD 440 12 PG 3.34400

1.2mm

KAD 445 12 PG 3.86450
KAD 450 12 PG 4.41500
KAD 460 12 PG 5.64600

KAD 422 10 PG 1.27225

KAD 450 15 PG 5.51500
450KAD 445 15 PG 4.82

KAD 460 15 PG 7.05600

KAD 422 15 PG 1.90

KAD 405 15 PG 0.52

225

50

KAD 407 15 PG 0.6475
KAD 410 15 PG 0.99100
KAD 412 15 PG 1.15125

150KAD 415 15 PG 1.33
200KAD 420 15 PG 1.70

KAD 425 15 PG 2.13250
KAD 430 15 PG 3.01300
KAD 440 15 PG 4.17400

1.5mm

Width

mm
CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KAT ... H40KAT ... H40 

KAD ... H40KAD ... H40 KAD ... H40KAD ... H40 

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

1.0mm

pcspcs

pcspcs

a=b=c

225KAT 422 10 PG 1.10

KAD 425 10 PG 1.42250

a=b=c=d

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Cable Trays - System of Side Height H40

KAT H40

KAD H40

R90

b

18

9

40 caa+55

b+210

c

18

9

40

R90

a

b

d

b+110

b
+

11
0

9x18

40

9x18

40
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Vert�cal Outs�de Bend of Cable Tray (Flex�ble)

Pre - Galvan�zed

Kanal Dış Bükey - Арка универсальная, внешний изгиб

Pre - Galvan�zed

KADB 405 10 PG 600 0.5850

KADB 407 10 PG 600 0.6775
KADB 410 10 PG 600 0.78100
KADB 412 10 PG 600 0.87125

150KADB 415 10 PG 600 0.97
200KADB 420 10 PG 600 1.17

Width

a
mm

CODE
Length

L
mm 1 pc

kg

1.0mmKADB ... H40KADB ... H40

CODE

KADB 430 12 PG 600 1.87300
KADB 440 12 PG 600 2.81400

1.2mm

KADB 445 12 PG 600 3.09450
KADB 450 12 PG 600 3.38500
KADB 460 12 PG 600 3.94600

KADB 425 10 PG 600 1.36250

KADB 450 15 PG 600 4.20500
450KADB 445 15 PG 600 3.85

KADB 460 15 PG 600 4.90600

KADB 422 15 PG 600 1.88

KADB 405 15 PG 600 0.85

225

50

KADB 407 15 PG 600 1.0075
KADB 410 15 PG 600 1.14100
KADB 412 15 PG 600 1.30125

150KADB 415 15 PG 600 1.44
200KADB 420 15 PG 600 1.74

KADB 425 15 PG 600 2.03250
KADB 430 15 PG 600 2.32300
KADB 440 15 PG 600 3.50400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 405 10 PG 600 0.5850

KAIB 407 10 PG 600 0.6775
KAIB 410 10 PG 600 0.78100
KAIB 412 10 PG 600 0.87125

150KAIB 415 10 PG 600 0.97
200KAIB 420 10 PG 600 1.17

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 430 12 PG 600 1.87300
KAIB 440 12 PG 600 2.81400

1.2mm

KAIB 445 12 PG 600 3.09450
KAIB 450 12 PG 600 3.38500
KAIB 460 12 PG 600 3.94600

KAIB 425 10 PG 600 1.36250

KAIB 450 15 PG 600 4.20500
450KAIB 445 15 PG 600 3.85

KAIB 460 15 PG 600 4.90600

KAIB 422 15 PG 600 1.88

KAIB 405 15 PG 600 0.85

225

50

KAIB 407 15 PG 600 1.0075
KAIB 410 15 PG 600 1.14100
KAIB 412 15 PG 600 1.30125

150KAIB 415 15 PG 600 1.44
200KAIB 420 15 PG 600 1.74

KAIB 425 15 PG 600 2.03250
KAIB 430 15 PG 600 2.32300
KAIB 440 15 PG 600 3.50400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.0mm

KADB ... H40KADB ... H40 

KAIB ... H40KAIB ... H40 KAIB ... H40KAIB ... H40 

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

225KADB 422 10 PG 600 1.26

225KAIB 422 10 PG 600 1.26

pcspcs

pcspcs

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1

1
1

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Cable Trays - System of Side Height H40

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

KADB H40

KAIB H40

3
0
0
+

H

300+H

R360

42

1
8

9

360

3
6
0

R300

42

1
8

9

a

40T

a

40T
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Add On 90º Hor�zontal Corner Bend of Cable Tray

Pre - Galvan�zed

90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Pre - Galvan�zed

a
mm

CODE
Rad�us

R
1pc
kg

1.0mmKA90E ... H40KA90E ... H40

CODE

0.22

0.34
0.73

1.5mm

a
mm

CODE

1pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KA90E 4 10 PG 90 0.1455

KA90ER1 4 10 PG 150 0.2290
KA90ER2 4 10 PG 300 0.49180

Width

a
mm

CODE
Rad�us

R
1pc
kg

KATE ... H40KATE ... H40 

CODE

KATER1 450 15 PG
KATER1 445 15 PG

KATER1 460 15 PG

KATER1 422 15 PG

KATER1 410 15 PG
KATER1 412 15 PG
KATER1 415 15 PG
KATER1 420 15 PG

KATER1 425 15 PG
KATER1 430 15 PG
KATER1 440 15 PG

1.5mm

Width

a
mm

CODE

1pc
kgCODE

KATE 422 10 PG 90 0.45225

KATE 410 10 PG 90 0.33100
KATE 412 10 PG 90 0.35125

150KATE 415 10 PG 90 0.38
200KATE 420 10 PG 90 0.42

KATE 425 10 PG 90 0.47250

KA90E Mount�ng KATE Mount�ng

KA90E ... H40KA90E ... H40 

KATER1 ... H40KATER1 ... H40 

KA90E 4 15 PG 9055

KA90ER1 4 15 PG 15090
KA90ER2 4 15 PG 300180

500
450

600

225

100
125
150
200

250
300
400

mm

mm

Rad�us

R
mm

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcspcs

pcspcs

1.0mm

1.46

1.1
1.22
1.28
1.34

1.7
1.82

1.93
2.17

1

1
1
1
1

1

1
1

1

1

1
1
1
1

1
1
1

1

1
1

1

1
1

Width

a
mm

CODE
Rad�us

R
1pc
kgCODE

KATE 450 12 PG 90 0.85500
450KATE 445 12 PG 90 0.79

KATE 460 12 PG 90 0.96600

KATE 430 12 PG 90 0.62300
KATE 440 12 PG 90 0.74400

mm
pcs

1.2mm

1
1

1

1
1

0.99
1.05

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Cable Trays - System of Side Height H40

KA90 E H40

Add on tee hor�zontal bend
“T” yatay kanal dönüş eki - Т-отвод горизонтальный врезной

a
5

5

a
+

1
1

0

2
5

2
5

9x18

R90

7
5

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

4
0

1
8

9

20

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

KATE H40

KATER1 H40
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Pre - Galvan�zed

BDD 240 12 PG 250 0.14

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H40 

CODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�zed

BYD 240 12 PG 175 0.08

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 240 15 PG 175 0.1

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 140 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H40 

CODE

BYDU 140 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H40 BYD 2 ... H40 

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

BDD 240 15 PG 250 0.17

pcspcs

pcspcs

pcspcs

BYDU 1 ... H40 

50 50

100 100

100 100

BDD 2 ... H40 

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8 )

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8 )

To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

Important! 

Cable Trays - System of Side Height H40

124 124

L=250
155

22 22 22

2
3

8,5 R 20

3
5

15

T

3
5

15

T

L=175

25
20x8.5

3
5

L=1000

8,5

25

2

T

50

BDD 2 H40

BYD 2 H40

BYDU 1 H40
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Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

Pre - Galvan�zed

1.5mm

kg

RT ... H40RT ... H40 

SON 450 15 PG 0.263
SON 445 15 PG 0.241

SON 460 15 PG 0.305

SON 422 15 PG 0.146

SON 405 15 PG 0.072

SON 407 15 PG 0.083
SON 410 15 PG 0.094
SON 412 15 PG 0.104
SON 415 15 PG 0.114
SON 420 15 PG 0.136

SON 425 15 PG 0.157
SON 430 15 PG 0.178
SON 440 15 PG 0.221

1.5mm

CODE

1 pc
kgCODE

SON ... H40SON ... H40 

0.211
0.194

0.244

0.117

0.058

0.075
0.083
0.092
0.109

0.125
0.142
0.176

1.2mm

1 pc
kg

SON ... H40SON ... H40 

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm

pcs

pcspcs

0.066

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1.5mm

CODE

1 pc
kgCODE

RT ... H40RT ... H40 

pcs

1

1
1
1
1
1

1
1

1

1RT 40 325 15 PG
RT 40 350 15 PG
RT 40 375 15 PG
RT 40 400 15 PG
RT 40 425 15 PG
RT 40 450 15 PG
RT 40 475 15 PG
RT 40 500 15 PG
RT 40 525 15 PG
RT 40 550 15 PG

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

Important! 

Cable Trays - System of Side Height H40

RT H40

SON 450 12 PG
SON 445 12 PG

SON 460 12 PG

SON 422 12 PG

SON 405 12 PG

SON 407 12 PG
SON 410 12 PG
SON 412 12 PG
SON 415 12 PG
SON 420 12 PG

SON 425 12 PG
SON 430 12 PG
SON 440 12 PG

CODECODE

1

1

1
1
1
1
1

1
1

1

1

1

1 pc
0,074
0,085

0,095
0,106
0,117
0,127
0,138
0,149
0,159
0,169

0,18
0,191

Length

L
mm

225

50

75
100
125
150

200

250

275

25

175

300

CODECODE

RT 40 25 15 PG
RT 40 50 15 PG
RT 40 75 15 PG
RT 40 100 15 PG
RT 40 125 15 PG
RT 40 150 15 PG
RT 40 175 15 PG
RT 40 200 15 PG
RT 40 225 15 PG
RT 40 250 15 PG
RT 40 275 15 PG
RT 40 300 15 PG

Length

L
mm

375
350

400

325

425
450
475
500
525
550

0,224
0,236
0,247
0,259
0,271
0,283
0,294
0,306
0,318
0,330

3
5

a

T

4
0

1
8

9

35

42

75

L

75

T

18x9

35

SON H40

1RT 40 575 15 PG 575 0,342
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Integrated Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

GPK 505 06 PG 3000 0.6450

GPK 507 06 PG 3000 0.7375
GPK 510 06 PG 3000 0.82100
GPK 512 06 PG 3000 0.92125

150GPK 515 06 PG 3000 1.02
200GPK 520 06 PG 3000 1.20

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

GPK 522 08 PG 3000 1.72

GPK 505 08 PG 3000 0.84

225

50

GPK 507 08 PG 3000 0.9775
GPK 510 08 PG 3000 1.10100
GPK 512 08 PG 3000 1.22125

150GPK 515 08 PG 3000 1.34
200GPK 520 08 PG 3000 1.60

GPK 525 08 PG 3000 1.85250

0.8mm

GPK 522 10 PG 3000 2.14

GPK 505 10 PG 3000 1.05

225

50

GPK 507 10 PG 3000 1.2075
GPK 510 10 PG 3000 1.36100
GPK 512 10 PG 3000 1.52125

150GPK 515 10 PG 3000 1.67
200GPK 520 10 PG 3000 1.99

GPK 525 10 PG 3000 2.30250
GPK 530 10 PG 3000 2.62300
GPK 540 10 PG 3000 3.25400

1.0mm

GPK 530 08 PG 3000 2.10300

GPK ... H50

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GPK 545 12 PG 3000450 2
GPK 550 12 PG 3000500
GPK 560 12 PG 3000600

2
2

1.2mm

4.27
4.65
5.40

GPK ... H50

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm

Width
Usable

Cross-Section

2100 48 cm

2198 cm
2248 cm
2298 cm

Mount�ng Example

50x50 300x50250x50200x50100x50 600x50500x50400x50

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Cable Trays - System of Side Height H50

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

GPK H50

T

L

50

a

10

2
5

8,5

4
1
,7

5

GPK 505 07 PG 3000 0.8050

GPK 507 07 PG 3000 0.9175
GPK 510 07 PG 3000 1.02100
GPK 512 07 PG 3000 1.14125

150GPK 515 07 PG 3000 1.26
200GPK 520 07 PG 3000 1.49

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE
pcs

2

2
2
2
2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL



23

Integrated Non Perforated Cable Trays - Return Flanges

Pre - Galvan�sed

GDK 505 06 PG 3000 0.8050

GDK 507 06 PG 3000 0.9175
GDK 510 06 PG 3000 1.03100
GDK 512 06 PG 3000 1.15125

150GDK 515 06 PG 3000 1.27
200GDK 520 06 PG 3000 1.5

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Geçmeli Tip Deliksiz Kablo Kanalı - Интегрированные Сплошные лотки 

pcs

2
2
2

2
2

GDK ... H50

Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

Important! 

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm

Width
Usable

Cross-Section

2100 48 cm

2198 cm
2248 cm
2298 cm

GDK 522 08 PG 3000 2.15

GDK 505 08 PG 3000 1.05

225

50

GDK 507 08 PG 3000 1.2175
GDK 510 08 PG 3000 1.37100
GDK 512 08 PG 3000 1.52125

150GDK 515 08 PG 3000 1.68
200GDK 520 08 PG 3000 2.00

GDK 525 08 PG 3000 2.31250

0.8mm

GDK 522 10 PG 3000 2.68

GDK 505 10 PG 3000 1.31

225

50

GDK 507 10 PG 3000 1.5075
GDK 510 10 PG 3000 1.70100
GDK 512 10 PG 3000 1.90125

150GDK 515 10 PG 3000 2.09
200GDK 520 10 PG 3000 2.49

GDK 525 10 PG 3000 2.88250
GDK 530 10 PG 3000 3.27300
GDK 540 10 PG 3000 4.06400

1.0mm

GDK 530 08 PG 3000 2.62300

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

GDK 545 12 PG 3000450 2
GDK 550 12 PG 3000500
GDK 560 12 PG 3000600

2
2

1.2mm

5.34
5.81
6.75

GDK ... H50
Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

Mount�ng Example

50x50 300x50250x50200x50100x50 600x50500x50400x50

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Cable Trays - System of Side Height H50

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

GDK H50

T
50

a

10

L

8
,5

25

2
9
6
0

GDK 505 07 PG 3000 0.9350

GDK 507 07 PG 3000 1.0775
GDK 510 07 PG 3000 1.20100
GDK 512 07 PG 3000 1.34125

150GDK 515 07 PG 3000 1.48
200GDK 520 07 PG 3000 1.75

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE

2

pcs

2
2
2

2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL
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APK 550 15 PG 3000 5.78500
450APK 545 15 PG 3000 5.32

APK 560 15 PG 3000 6.73600

APK 522 15 PG 3000 3.20

APK 505 15 PG 3000 1.55

225

50

APK 507 15 PG 3000 1.7875
APK 510 15 PG 3000 2.02100
APK 512 15 PG 3000 2.26125

150APK 515 15 PG 3000 2.49
200APK 520 15 PG 3000 2.96

APK 525 15 PG 3000 3.43250
APK 530 15 PG 3000 3.90300
APK 540 15 PG 3000 4.85400

1.5mm

Perforated Cable Trays - Return Flanges

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�sed

APK 505 06 PG 3000 0.6450

APK 507 06 PG 3000 0.7375
APK 510 06 PG 3000 0.82100
APK 512 06 PG 3000 0.92125

150APK 515 06 PG 3000 1.02
200APK 520 06 PG 3000 1.20

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

APK 522 08 PG 3000 1.72

APK 505 08 PG 3000 0.84

225

50

APK 507 08 PG 3000 0.9775
APK 510 08 PG 3000 1.10100
APK 512 08 PG 3000 1.22125

150APK 515 08 PG 3000 1.34
200APK 520 08 PG 3000 1.60

APK 525 08 PG 3000 1.85250

0.8mm
APK 522 12 PG 3000 2.58

APK 505 12 PG 3000 1.26

225

50

APK 507 12 PG 3000 1.4475
APK 510 12 PG 3000 1.63100
APK 512 12 PG 3000 1.82125

150APK 515 12 PG 3000 2.01
200APK 520 12 PG 3000 2.38

APK 525 12 PG 3000 2.76250
APK 530 12 PG 3000 3.14300
APK 540 12 PG 3000 3.90400

1.2mm

APK 545 12 PG 3000 4.27450
APK 550 12 PG 3000 4.65500
APK 560 12 PG 3000 5.40600

APK 522 10 PG 3000 2.14

APK 505 10 PG 3000 1.05

225

50

APK 507 10 PG 3000 1.2075
APK 510 10 PG 3000 1.36100
APK 512 10 PG 3000 1.52125

150APK 515 10 PG 3000 1.67
200APK 520 10 PG 3000 1.99

APK 525 10 PG 3000 2.30250
APK 530 10 PG 3000 2.62300
APK 540 10 PG 3000 3.25400

1.0mm

APK 530 08 PG 3000 2.10300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KBE 250 12 PG 175 0.09

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

175 0.11

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 250 15 PG

APK ... H50

KBE 2 ... H50

100100

2

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Pre - Galvan�sed

Electro - Galvan�zed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H50 

APK ... H50

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

Cable Trays - System of Side Height H50

M6x15 Round head squ�re neck bolt & M6 Flanged nut

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5
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223 cm
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273 cm
298 cm
2148 cm
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Cross-Section

2100 48 cm
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Spacing of Supports in [m]
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Thickn. (ga) [mm]:
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ADK 550 15 PG 3000 7.23500
450ADK 545 15 PG 3000 6.65

ADK 560 15 PG 3000 8.41600

ADK 522 15 PG 3000 4.00

ADK 505 15 PG 3000 1.94

225

50

ADK 507 15 PG 3000 2.2375
ADK 510 15 PG 3000 2.52100
ADK 512 15 PG 3000 2.82125

150ADK 515 15 PG 3000 3.11
200ADK 520 15 PG 3000 3.70

ADK 525 15 PG 3000 4.29250
ADK 530 15 PG 3000 4.88300
ADK 540 15 PG 3000 6.06400

1.5mm

Non Perforated Cable Trays - Return Flanges 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�sed

ADK 505 06 PG 3000 0.8050

ADK 507 06 PG 3000 0.9175
ADK 510 06 PG 3000 1.03100
ADK 512 06 PG 3000 1.15125

150ADK 515 06 PG 3000 1.27
200ADK 520 06 PG 3000 1.50

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

ADK 522 08 PG 3000 2.15

ADK 505 08 PG 3000 1.05

225

50

ADK 507 08 PG 3000 1.2175
ADK 510 08 PG 3000 1.37100
ADK 512 08 PG 3000 1.52125

150ADK 515 08 PG 3000 1.68
200ADK 520 08 PG 3000 2.00

ADK 525 08 PG 3000 2.31250

0.8mm
ADK 522 12 PG 3000 3.22

ADK 505 12 PG 3000 1.57

225

50

ADK 507 12 PG 3000 1.8075
ADK 510 12 PG 3000 2.04100
ADK 512 12 PG 3000 2.28125

150ADK 515 12 PG 3000 2.51
200ADK 520 12 PG 3000 2.98

ADK 525 12 PG 3000 3.45250
ADK 530 12 PG 3000 3.92300
ADK 540 12 PG 3000 4.87400

1.2mm

ADK 545 12 PG 3000 5.34450
ADK 550 12 PG 3000 5.81500
ADK 560 12 PG 3000 6.75600

ADK 522 10 PG 3000 2.68

ADK 505 10 PG 3000 1.31

225

50

ADK 507 10 PG 3000 1.5075
ADK 510 10 PG 3000 1.70100
ADK 512 10 PG 3000 1.90125

150ADK 515 10 PG 3000 2.09
200ADK 520 10 PG 3000 2.49

ADK 525 10 PG 3000 2.88250
ADK 530 10 PG 3000 3.27300
ADK 540 10 PG 3000 4.06400

1.0mm

ADK 530 08 PG 3000 2.62300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

SEP 150 10 PG 3000 0.5

CODE
Length

L
mm 1m

kg

1.0mmSEP 1 ... H50 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 150 15 PG 3000

pcspcs

pcspcs

2
2
2

2
2

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2

2
2

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2
2
2
2

0.751 1

Seperator
Seperatör - Перегородка

ADK ... H50 ADK ... H50 

SEP 1 ... H50 

Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

Important! 

To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install Sepertor use CFS bolts and nuts. ( M6 
or M8)
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223 cm
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273 cm
298 cm
2148 cm
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Usable

Cross-Section
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2198 cm
2248 cm
2298 cm
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Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

ADK H50

SEP 1

Cable Trays - System of Side Height H50
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90° Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�sed

KA90 505 10 PG 0.2550

KA90 507 10 PG 0.3275
KA90 510 10 PG 0.47100
KA90 512 10 PG 0.57125

150KA90 515 10 PG 0.66
200KA90 520 10 PG 0.88

Width

a=b
mm

CODE

1 pc
kg

1.0mmKA90 ... H50 

CODE

KA90 530 12 PG 1.81300
KA90 540 12 PG 2.62400

1.2mm

KA90 545 12 PG 3.09450
KA90 450 12 PG 3.58500
KA90 560 12 PG 4.70600

KA90 525 10 PG 1.14250

KA90 550 15 PG 4.49500
450KA90 545 15 PG 3.86

KA90 560 15 PG 5.88600

KA90 522 15 PG 1.50

KA90 505 15 PG 0.38

225

50

KA90 507 15 PG 0.4875
KA90 510 15 PG 0.71100
KA90 512 15 PG 0.85125

150KA90 515 15 PG 0.99
200KA90 520 15 PG 1.33

KA90 525 15 PG 1.70250
KA90 530 15 PG 2.26300
KA90 540 15 PG 3.28400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

KA45 505 10 PG 0.2650

KA45 507 10 PG 0.3375
KA45 510 10 PG 0.41100
KA45 512 10 PG 0.53125

150KA45 515 10 PG 0.62
200KA45 520 10 PG 0.85

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KA45 530 12 PG 1.65300
KA45 540 12 PG 2.43400

1.2mm

KA45 545 12 PG 2.88450
KA45 550 12 PG 3.37500
KA45 560 12 PG 4.45600

KA45 525 10 PG 1.10250

KA45 550 15 PG 4.21500
450KA45 545 15 PG 3.60

KA45 560 15 PG 5.56600

KA45 522 15 PG 1.45

KA45 505 15 PG 0.39

225

50

KA45 507 15 PG 0.5075
KA45 510 15 PG 0.61100
KA45 512 15 PG 0.80125

150KA45 515 15 PG 0.94
200KA45 520 15 PG 1.26

KA45 525 15 PG 1.64250
KA45 530 15 PG 300
KA45 540 15 PG 3.04400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KA45 ... H50 KA45 ... H50 

pcspcs

225KA45 522 10 PG 0.97

pcspcs

225KA90 522 10 PG 1.01

1

1
1
1
1
1

1
1

1

1
1
1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

2.06

KA90 ... H50 

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Cable Trays - System of Side Height H50

KA90 H50

KA45 H50

a
R9018
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4
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a
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1
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9x18

50

50
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Tee Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Pre - Galvan�sed

KAT 505 10 PG 0.3250

KAT 507 10 PG 0.3975
KAT 510 10 PG 0.59100
KAT 512 10 PG 0.70125

150KAT 515 10 PG 0.81
200KAT 520 10 PG 1.05

Width

a=b=c
mm

CODE

1 pc
kg

1.0mmKAT ... H50

CODE

KAT 530 12 PG 2.16300
KAT 540 12 PG 3.05400

1.2mm

KAT 545 12 PG 3.54450
KAT 550 12 PG 4.08500
KAT 560 12 PG 5.27600

KAT 525 10 PG 1.32250

KAT 550 15 PG 5.10500
450KAT 545 15 PG 4.43

KAT 560 15 PG 6.58600

KAT 522 15 PG 1.77

KAT 505 15 PG 0.48

225

50

KAT 507 15 PG 0.5975
KAT 510 15 PG 0.90100
KAT 512 15 PG 1.05125

150KAT 515 15 PG 1.21
200KAT 520 15 PG 1.57

KAT 525 15 PG 1.98250
KAT 530 15 PG 2.70300
KAT 540 15 PG 3.81400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KAD 505 10 PG 0.4150

KAD 507 10 PG 0.5075
KAD 510 10 PG 0.74100
KAD 512 10 PG 0.86125

150KAD 515 10 PG 0.98
200KAD 520 10 PG 1.24

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

KAD 530 12 PG 2.58300
KAD 540 12 PG 3.54400

1.2mm

KAD 545 12 PG 4.07450
KAD 550 12 PG 4.64500
KAD 560 12 PG 5.90600

KAD 522 10 PG 1.38225

KAD 550 15 PG 5.81500
450KAD 545 15 PG 4.09

KAD 560 15 PG 7.38600

KAD 522 15 PG 1.08

KAD 505 15 PG 0.62

225

50

KAD 507 15 PG 0.7475
KAD 510 15 PG 0.12100
KAD 512 15 PG 1.29125

150KAD 515 15 PG 1.47
200KAD 520 15 PG 1.86

KAD 525 15 PG 2.31250
KAD 530 15 PG 3.22300
KAD 540 15 PG 4.42400

1.5mm

Width

mm
CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KAD ... H50

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

1.0mm

pcspcs

pcspcs

a=b=c

225KAT 522 10 PG 1.18

KAD 525 10 PG 1.54250

a=b=c=d

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

KAT ... H50

KAD ... H50

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Cable Trays - System of Side Height H50

KAT H50
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Vert�cal Outs�de Bend of Cable Tray (Flex�ble)

Pre - Galvan�sed

Kanal Dış Bükey - Арка универсальная, внешний изгиб

Pre - Galvan�sed

KADB 505 10 PG 600 0.6650

KADB 507 10 PG 600 0.7575
KADB 510 10 PG 600 0.85100
KADB 512 10 PG 600 0.95125

150KADB 515 10 PG 600 1.05
200KADB 520 10 PG 600 1.25

Width

a
mm

CODE
Length

L
mm 1 pc

kg

1.0mmKADB ... H50

CODE

KADB 530 12 PG 600 1.96300
KADB 540 12 PG 600 2.92400

1.2mm

KADB 545 12 PG 600 3.20450
KADB 550 12 PG 600 3.49500
KADB 560 12 PG 600 4.05600

KADB 525 10 PG 600 1.44250

KADB 550 15 PG 600 4.34500
450KADB 545 15 PG 600 3.99

KADB 560 15 PG 600 5.05600

KADB 522 15 PG 600 2.00

KADB 505 15 PG 600 0.97

225

50

KADB 507 15 PG 600 1.1275
KADB 510 15 PG 600 1.26100
KADB 512 15 PG 600 1.41125

150KADB 515 15 PG 600 1.56
200KADB 520 15 PG 600 1.86

KADB 525 15 PG 600 2.14250
KADB 530 15 PG 600 2.44300
KADB 540 15 PG 600 3.63400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 505 10 PG 600 0.6650

KAIB 507 10 PG 600 0.7575
KAIB 510 10 PG 600 0.85100
KAIB 512 10 PG 600 0.95125

150KAIB 515 10 PG 600 1.05
200KAIB 520 10 PG 600 1.25

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 530 12 PG 600 1.96300
KAIB 540 12 PG 600 2.92400

1.2mm

KAIB 545 12 PG 600 3.02450
KAIB 550 12 PG 600 3.49500
KAIB 560 12 PG 600 4.05600

KAIB 525 10 PG 600 1.44250

KAIB 550 15 PG 600 4.34500
450KAIB 545 15 PG 600 3.99

KAIB 560 15 PG 600 5.05600

KAIB 522 15 PG 600 2.00

KAIB 505 15 PG 600 0.97

225

50

KAIB 507 15 PG 600 1.1275
KAIB 510 15 PG 600 1.26100
KAIB 512 15 PG 600 1.41125

150KAIB 515 15 PG 600 1.56
200KAIB 520 15 PG 600 1.86

KAIB 525 15 PG 600 2.14250
KAIB 530 15 PG 600 2.44300
KAIB 540 15 PG 600 3.63400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.0mmKAIB ... H50

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

225KADB 522 10 PG 600 1.34

225KAIB 522 10 PG 600 1.34

pcspcs

pcspcs

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1

1
1

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

KADB ... H50

KAIB ... H50

To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Important! 

Important! 
 To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Cable Trays - System of Side Height H50

3
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300+H

R360
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R300
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50T
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KADB H50

KAIB H50

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm
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Add On 90º Hor�zontal Corner Bend of Cable Tray

Pre - Galvan�sed

90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Pre - Galvan�sed

a
mm

CODE
Rad�us

R
1 pc
kg

1.0mmKA90E ... H50

CODE

0.24

0.37
0.76

1.5mm

a
mm

CODE

1 pc
kgCODE

Add on tee hor�zontal bend
“T” yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KA90E 5 10 PG 90 0.1655

KA90ER1 5 10 PG 150 0.2490
KA90ER2 5 10 PG 300 0.51180

Width

a
mm

CODE
Rad�us

R
1 pc
kgCODE

KATER1 550 15 PG
KATER1 545 15 PG

KATER1 560 15 PG

KATER1 522 15 PG

KATER1 510 15 PG
KATER1 512 15 PG
KATER1 515 15 PG
KATER1 520 15 PG

KATER1 525 15 PG
KATER1 530 15 PG
KATER1 540 15 PG

1.5mm

Width

a
mm

CODE

1 pc
kgCODE

KATE 522 10 PG 90 0.49225

KATE 510 10 PG 90 0.36100
KATE 512 10 PG 90 0.38125

150KATE 515 10 PG 90 0.41
200KATE 520 10 PG 90 0.46

KATE 525 10 PG 90 0.51250

KA90E Mount�ng KATE Mount�ng

KA90E ... H50 

KA90E 5 15 PG 9055

KA90ER1 5 15 PG 15090
KA90ER2 5 15 PG 300180

500
450

600

225

100
125
150
200

250
300
400

mm

mm

Rad�us

R
mm

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcspcs

pcspcs

1.0mm

1.54

1.18
1.30
1.36
1.42

1.78
1.91

2.03
2.28

1

1
1
1
1

1

1
1

1

1

1
1
1
1

1
1
1

1

1
1

1

1
1

Width

a
mm

CODE
Rad�us

R
1 pc
kgCODE

KATE 550 12 PG 90 0.92500
450KATE 545 12 PG 90 0.86

KATE 560 12 PG 90 1.04600

KATE 530 12 PG 90 0.67300
KATE 540 12 PG 90 0.79400

mm
pcs

1.2mm

1
1

1

1
1

1.05
1.11

KATE ... H50 KATE ... H50 

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Cable Trays - System of Side Height H50

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

5
0

1
8

9

20

a
5

5

a
+

1
1

0

2
5

2
5

9x18

R90

7
5

KATER1

KATE

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

KA90E H50
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Pre - Galvan�sed

BDD 250 12 PG 250 0.16

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H50

CODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�sed

BYD 250 12 PG 175 0.09

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 250 15 PG 175 0.11

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 150 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H50

CODE

BYDU 150 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H50 BYD 2 ... H50

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

BDD 250 15 PG 250 0.2

pcspcs

pcspcs

pcspcs

BYDU 1 ... H50

1 1

1 1

1 1

BDD 2 ... H50 

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

(M6 or M8)

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 

Pre - Galvan�sed

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8)

To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

Important! 

Cable Trays - System of Side Height H50

124 124

L=250
155

22 22 22

2
3

8,5 R 20

4
5

15

T

4
5

15

T

L=175

25
20x8.5

4
5

L=1000

8,5

25

2

T

50

BDD 2 H50

BYD 2 H50

BYDU 1 H50
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Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H50

225

50

75
100
125
150

200

250

275

SON 550 15 PG 0.329
SON 545 15 PG 0.302

SON 560 15 PG 0.382

SON 522 15 PG 0.183

SON 505 15 PG 0.090

SON 507 15 PG 0.104
SON 510 15 PG 0.117
SON 512 15 PG 0.130
SON 515 15 PG 0.143
SON 520 15 PG 0.169

SON 525 15 PG 0.196
SON 530 15 PG 0.222
SON 540 15 PG 0.275

1.5mm

CODE

1 pc
kgCODE

SON 550 12 PG
SON 545 12 PG

SON 560 12 PG

SON 522 12 PG 0.146

SON 505 12 PG 0.072

SON 507 12 PG
SON 510 12 PG 0.094
SON 512 12 PG 0.104
SON 515 12 PG 0.114
SON 520 12 PG 0.136

SON 525 12 PG 0.157
SON 530 12 PG
SON 540 12 PG

1.2mm

CODE

1 pc
kgCODE

SON ... H50

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

25

175

Width

a
mm

Width

a
mm

pcs

pcspcs

0.083

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

1

1

1
1
1
1
1

1
1

1

1

300 1

RT 50 25 15 PG
RT 50 50 15 PG
RT 50 75 15 PG
RT 50 100 15 PG
RT 50 125 15 PG
RT 50 150 15 PG
RT 50 175 15 PG
RT 50 200 15 PG
RT 50 225 15 PG
RT 50 250 15 PG
RT 50 275 15 PG
RT 50 300 15 PG

0,093
0,106

0,119
0,132
0,146
0,159
0,172
0,185
0,199
0,212

0,225
0,239

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

375
350

400

325

425

450
475
500
525
550

pcs

1

1
1
1
1
1

1
1

1

1RT 50 325 15 PG

RT 50 350 15 PG
RT 50 375 15 PG
RT 50 400 15 PG

RT 50 425 15 PG

RT 50 450 15 PG
RT 50 475 15 PG
RT 50 500 15 PG
RT 50 525 15 PG

RT 50 550 15 PG

0,252
0,265
0,278
0,292
0,305
0,318
0,331
0,345
0,357
0,371

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

0.241
0.221

0.263

0.178

0.305

575 1RT 50 575 15 PG 0,384

SON ... H50

RT ... H50

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

Important! 

Cable Trays - System of Side Height H50

3
5

a

T

4
5

1
8

9

35

42

75

L

75

T

18x9

45

RT H50

SON H50
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Integrated Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

GPK 605 06 PG 3000 0.7150

GPK 607 06 PG 3000 0.8175
GPK 610 06 PG 3000 0.90100
GPK 612 06 PG 3000 0.99125

150GPK 615 06 PG 3000 1.09
200GPK 620 06 PG 3000 1.28

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

GPK 622 08 PG 3000 1.82

GPK 605 08 PG 3000 0.94

225

50

GPK 607 08 PG 3000 1.0775
GPK 610 08 PG 3000 1.19100
GPK 612 08 PG 3000 1.32125

150GPK 615 08 PG 3000 1.45
200GPK 620 08 PG 3000 1.70

GPK 625 08 PG 3000 1.95250

0.8mm

GPK 622 10 PG 3000 2.27

GPK 605 10 PG 3000 1.18

225

50

GPK 607 10 PG 3000 1.3375
GPK 610 10 PG 3000 1.49100
GPK 612 10 PG 3000 1.64125

150GPK 615 10 PG 3000 1.80
200GPK 620 10 PG 3000 2.11

GPK 625 10 PG 3000 2.43250
GPK 630 10 PG 3000 2.74300
GPK 640 10 PG 3000 3.37400

1.0mm

GPK 630 08 PG 3000 2.20300

GPK ... H60

pcs

2

2
2
2
2
2

2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GPK 645 12 PG 3000450 2
GPK 650 12 PG 3000500
GPK 660 12 PG 3000600

2
2

1.2mm

4.42
4.80
5.55

GPK ... H60

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

Mount�ng Example

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

50x60 300x60250x60200x60100x60 600x60500x60400x60

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Cable Trays - System of Side Height H60

GPK H60

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

T

L

60

a

10
2
5

8,5

4
1
,7

5

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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 D
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m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

50

150
200
300
400
500

229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

GPK 605 07 PG 3000 0.8950

GPK 607 07 PG 3000 1.0175
GPK 610 07 PG 3000 1.12100
GPK 612 07 PG 3000 1.24125

150GPK 615 07 PG 3000 1.36
200GPK 620 07 PG 3000 1.59

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE

2

pcs

2
2
2

2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL
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Integrated Non Perforated Cable Trays - Return Flanges

Pre - Galvan�sed

GDK 605 06 PG 3000 0.8950

GDK 607 06 PG 3000 1.0175
GDK 610 06 PG 3000 1.13100
GDK 612 06 PG 3000 1.24125

150GDK 615 06 PG 3000 1.36
200GDK 620 06 PG 3000 1.60

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

2

Geçmeli Tip Deliksiz Kablo Kanalı - Интегрированные Сплошные лотки 

50

150
200
300
400
500

229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

pcs

2
2
2

2
2

GDK ... H60

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

GDK 622 08 PG 3000 2.28

GDK 605 08 PG 3000 1.18

225

50

GDK 607 08 PG 3000 1.3475
GDK 610 08 PG 3000 1.49100
GDK 612 08 PG 3000 1.65125

150GDK 615 08 PG 3000 1.81
200GDK 620 08 PG 3000 2.12

GDK 625 08 PG 3000 2.44250

0.8mm

GDK 622 10 PG 3000 2.84

GDK 605 10 PG 3000 1.47

225

50

GDK 607 10 PG 3000 1.6675
GDK 610 10 PG 3000 1.86100
GDK 612 10 PG 3000 2.05125

150GDK 615 10 PG 3000 2.25
200GDK 620 10 PG 3000 2.64

GDK 625 10 PG 3000 3.04250
GDK 630 10 PG 3000 3.43300
GDK 640 10 PG 3000 4.21400

1.0mm

GDK 630 08 PG 3000 2.75300

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

GDK 645 12 PG 3000450 2
GDK 650 12 PG 3000500
GDK 660 12 PG 3000600

2
2

1.2mm

5.53
6.00

6.94

GDK ... H60
Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

Mount�ng Example

50x60 300x60250x60200x60100x60 600x60500x60400x60

2 Sets 3 Sets 3 Sets 3 Sets 3 Sets 5 Sets 5 Sets 5 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Cable Trays - System of Side Height H60

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

T60
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2
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m
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.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

0.6

0.0

GPK H60

GDK 605 07 PG 3000 1,0450

GDK 607 07 PG 3000 1,1875
GDK 610 07 PG 3000 1.31100
GDK 612 07 PG 3000 1.45125

150GDK 615 07 PG 3000 1.59
200GDK 620 07 PG 3000 1.86

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.7mm

CODE

2

pcs

2
2
2

2
2

Thickn. (ga) [mm]:  0.6  1.0  0.8  1.2  0.7 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

MATERIAL
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APK 650 15 PG 3000500
450APK 645 15 PG 3000

APK 660 15 PG 3000600

APK 622 15 PG 3000 3.38

APK 605 15 PG 3000 1.74

225

50

APK 607 15 PG 3000 1.9875
APK 610 15 PG 3000 2.21100
APK 612 15 PG 3000 2.44125

150APK 615 15 PG 3000 2.68
200APK 620 15 PG 3000 3.15

APK 625 15 PG 3000 3.62250
APK 630 15 PG 3000300
APK 640 15 PG 3000400

1.5mm

Perforated Cable Trays - Return Flanges

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�sed

APK 605 06 PG 3000 0.7150

APK 607 06 PG 3000 0.8175
APK 610 06 PG 3000 0.90100
APK 612 06 PG 3000 0.99125

150APK 615 06 PG 3000 1.09
200APK 620 06 PG 3000 1.28

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

APK 622 08 PG 3000 1.82

APK 605 08 PG 3000 0.94

225

50

APK 607 08 PG 3000 1.0775
APK 610 08 PG 3000 1.19100
APK 612 08 PG 3000 1.32125

150APK 615 08 PG 3000 1.45
200APK 620 08 PG 3000 1.70

APK 625 08 PG 3000 1.95250

0.8mm
APK 622 12 PG 3000 2.73

APK 605 12 PG 3000 1.41

225

50

APK 607 12 PG 3000 1.5975
APK 610 12 PG 3000 1.78100
APK 612 12 PG 3000 1.97125

150APK 615 12 PG 3000 2.16
200APK 620 12 PG 3000 2.54

APK 625 12 PG 3000 2.91250
APK 630 12 PG 3000 3.29300
APK 640 12 PG 3000 4.04400

1.2mm

APK 645 12 PG 3000 4.42450
APK 650 12 PG 3000 4.80500
APK 660 12 PG 3000 5.55600

APK 622 10 PG 3000 2.27

APK 605 10 PG 3000 1.18

225

50

APK 607 10 PG 3000 1.3375
APK 610 10 PG 3000 1.49100
APK 612 10 PG 3000 1.64125

150APK 615 10 PG 3000 1.80
200APK 620 10 PG 3000 2.11

APK 625 10 PG 3000 2.43250
APK 630 10 PG 3000 2.74300
APK 640 10 PG 3000 3.37400

1.0mm

APK 630 08 PG 3000 2.20300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KBE 260 12 PG 175 0.1

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

175 0.13

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 260 15 PG

APK ... H60

KBE 2 ... H60

100100

2

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Pre - Galvan�sed

Electro - Galvan�zed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

pcspcs

2
2
2
2
2

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2
2

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H60 

APK ... H60

5.50
5.03

5.98

4.10

6.92

Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

Important! 

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

Cable Trays - System of Side Height H60

60

a

T

10

2
5

8,5

41,75L

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

50

150
200
300
400
500

229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L
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ADK 650 15 PG 3000 7.47500
450ADK 645 15 PG 3000 6.88

ADK 660 15 PG 3000 8.65600

ADK 622 15 PG 3000 4.23

ADK 605 15 PG 3000 2.17

225

50

ADK 607 15 PG 3000 2.4775
ADK 610 15 PG 3000 2.76100
ADK 612 15 PG 3000 3.05125

150ADK 615 15 PG 3000 3.35
200ADK 620 15 PG 3000 3.94

ADK 625 15 PG 3000 4.53250
ADK 630 15 PG 3000 5.12300
ADK 640 15 PG 3000 6.29400

1.5mm

Non Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

ADK 605 06 PG 3000 0.8950

ADK 607 06 PG 3000 1.0175
ADK 610 06 PG 3000 1.13100
ADK 612 06 PG 3000 1.24125

150ADK 615 06 PG 3000 1.36
200ADK 620 06 PG 3000 1.60

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

ADK 622 08 PG 3000 2.28

ADK 605 08 PG 3000 1.18

225

50

ADK 607 08 PG 3000 1.3475
ADK 610 08 PG 3000 1.49100
ADK 612 08 PG 3000 1.65125

150ADK 615 08 PG 3000 1.81
200ADK 620 08 PG 3000 2.12

ADK 625 08 PG 3000 2.44250

0.8mm
ADK 622 12 PG 3000 3.41

ADK 605 12 PG 3000 1.76

225

50

ADK 607 12 PG 3000 1.9975
ADK 610 12 PG 3000 2.23100
ADK 612 12 PG 3000 2.46125

150ADK 615 12 PG 3000 2.70
200ADK 620 12 PG 3000 3.17

ADK 625 12 PG 3000 3.64250
ADK 630 12 PG 3000 4.11300
ADK 640 12 PG 3000 5.05400

1.2mm

ADK 645 12 PG 3000 5.53450
ADK 650 12 PG 3000 6.00500
ADK 660 12 PG 3000 6.94600

ADK 622 10 PG 3000 2.84

ADK 605 10 PG 3000 1.47

225

50

ADK 607 10 PG 3000 1.6675
ADK 610 10 PG 3000 1.86100
ADK 612 10 PG 3000 2.05125

150ADK 615 10 PG 3000 2.25
200ADK 620 10 PG 3000 2.64

ADK 625 10 PG 3000 3.04250
ADK 630 10 PG 3000 3.43300
ADK 640 10 PG 3000 4.21400

1.0mm

ADK 630 08 PG 3000 2.75300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

2

Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

Pre - Galvan�sed

SEP 160 10 PG 3000 0.57

CODE
Length

L
mm 1m

kg

1.0mmSEP 1 ... H60 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 160 15 PG 3000

pcspcs

pcspcs

2
2
2

2
2

2
2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2
2

2
2
2
2

2
2

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2
2
2
2
2

0.861 1

Seperator
Seperatör - Перегородка

ADK ... H60 ADK ... H60 

SEP 1 ... H60 

To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

To Install Sepertor use CFS bolts and nuts. (M6 
or M8)

Cable Trays - System of Side Height H60

T

L

5
7

20

T

L

2
5

8,5

41,75

60

a

10

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
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288 cm
2118 cm
2178 cm
2238 cm
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Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0
S

af
e 

W
or

ki
ng

 L
oa

d 
Q

 in
 k

N
/m

 
m

ax
.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

ADK H60

SEP 1 H60



36

90° Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�sed

KA90 605 10 PG 0.2850

KA90 607 10 PG 0.3475
KA90 610 10 PG 0.51100
KA90 612 10 PG 0.60125

150KA90 615 10 PG 0.70
200KA90 620 10 PG 0.93

Width

a=b
mm

CODE

1 pc
kg

1.0mmKA90 ... H60 

CODE

KA90 630 12 PG 1.89300
KA90 640 12 PG 2.71400

1.2mm

KA90 645 12 PG 3.18450
KA90 650 12 PG 3.70500
KA90 660 12 PG 4.82600

KA90 625 10 PG 1.19250

KA90 650 15 PG 4.62500
450KA90 645 15 PG 3.98

KA90 660 15 PG 6.03600

KA90 622 15 PG 1.58

KA90 605 15 PG 0.42

225

50

KA90 607 15 PG 0.5275
KA90 610 15 PG 0.77100
KA90 612 15 PG 0.90125

150KA90 615 15 PG 1.06
200KA90 620 15 PG 1.40

KA90 625 15 PG 1.78250
KA90 630 15 PG 2.35300
KA90 640 15 PG 3.39400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

KA45 605 10 PG 0.3050

KA45 607 10 PG 0.3775
KA45 610 10 PG 0.45100
KA45 612 10 PG 0.58125

150KA45 615 10 PG 0.67
200KA45 620 10 PG 0.90

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KA45 630 12 PG 1.73300
KA45 640 12 PG 2.52400

1.2mm

KA45 645 12 PG 2.98450
KA45 650 12 PG 3.47500
KA45 660 12 PG 4.58600

KA45 625 10 PG 1.15250

KA45 650 15 PG 4.34500
450KA45 645 15 PG 3.72

KA45 660 15 PG 5.72600

KA45 622 15 PG 1.53

KA45 605 15 PG 0.44

225

50

KA45 607 15 PG 0.5475
KA45 610 15 PG 0.66100
KA45 612 15 PG 0.86125

150KA45 615 15 PG 1.01
200KA45 620 15 PG 1.34

KA45 625 15 PG 1.73250
KA45 630 15 PG 300
KA45 640 15 PG 3.15400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

KA45 ... H60 KA45 ... H60 

pcspcs

225KA45 622 10 PG 1.02

pcspcs

225KA90 622 10 PG 1.06

1

1
1
1
1
1

1
1

1

1
1
1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

2.15

KA90 ... H60 

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a
R9018
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40

50

a

b

4
0

9x18

45°

a+55

a
+

1
0
5

b

9x18

9x18

60

60

Cable Trays - System of Side Height H60

KA90 H60

KA45 H60
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Tee Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Pre - Galvan�sed

KAT 605 10 PG 0.3650

KAT 607 10 PG 0.4475
KAT 610 10 PG 0.66100
KAT 612 10 PG 0.76125

150KAT 615 10 PG 0.87
200KAT 620 10 PG 1.13

Width

a=b=c
mm

CODE

1 pc
kg

1.0mmKAT ... H60

CODE

KAT 630 12 PG 2.28300
KAT 640 12 PG 3.18400

1.2mm

KAT 645 12 PG 3.70450
KAT 650 12 PG 4.25500
KAT 660 12 PG 5.46600

KAT 625 10 PG 1.41250

KAT 650 15 PG 5.31500
450KAT 645 15 PG 4.62

KAT 660 15 PG 6.82600

KAT 622 15 PG 1.90

KAT 605 15 PG 0.54

225

50

KAT 607 15 PG 0.6675
KAT 610 15 PG 0.98100
KAT 612 15 PG 1.14125

150KAT 615 15 PG 1.31
200KAT 620 15 PG 1.69

KAT 625 15 PG 2.11250
KAT 630 15 PG 2.85300
KAT 640 15 PG 3.98400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KAD 605 10 PG 0.4750

KAD 607 10 PG 0.5775
KAD 610 10 PG 0.84100
KAD 612 10 PG 0.95125

150KAD 615 10 PG 1.08
200KAD 620 10 PG 1.36

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

KAD 630 12 PG 2.76300
KAD 640 12 PG 3.74400

1.2mm

KAD 645 12 PG 4.30450
KAD 650 12 PG 4.88500
KAD 660 12 PG 6.18600

KAD 622 10 PG 1.50225

KAD 650 15 PG 6.10500
450KAD 645 15 PG 5.37

KAD 660 15 PG 7.71600

KAD 622 15 PG 2.26

KAD 605 15 PG 0.71

225

50

KAD 607 15 PG 0.8575
KAD 610 15 PG 1.26100
KAD 612 15 PG 1.43125

150KAD 615 15 PG 1.62
200KAD 620 15 PG 2.04

KAD 625 15 PG 2.50250
KAD 630 15 PG 3.45300
KAD 640 15 PG 4.68400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KAD ... H60

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

1.0mm

pcspcs

pcspcs

a=b=c

225KAT 622 10 PG 1.26

KAD 625 10 PG 1.66250

a=b=c=d

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

1
1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1
1

KAT ... H60

KAD ... H60

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
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40 ca
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Cable Trays - System of Side Height H60

KAT H60

KAD H60



38

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)

Pre - Galvan�sed

Kanal Dış Bükey - Арка универсальная, внешний изгиб

Pre - Galvan�sed

KADB 605 10 PG 600 0.7450

KADB 607 10 PG 600 0.8375
KADB 610 10 PG 600 0.93100
KADB 612 10 PG 600 1.03125

150KADB 615 10 PG 600 1.13
200KADB 620 10 PG 600 1.32

Width

a
mm

CODE
Length

L
mm 1 pc

kg

1.0mmKADB ... H60

CODE

KADB 630 12 PG 600 2.06300
KADB 640 12 PG 600 3.03400

1.2mm

KADB 645 12 PG 600 3.32450
KADB 650 12 PG 600 3.60500
KADB 660 12 PG 600 4.16600

KADB 625 10 PG 600 1.52250

KADB 650 15 PG 600 4.48500
450KADB 645 15 PG 600 4.13

KADB 660 15 PG 600 5.19600

KADB 622 15 PG 600 2.12

KADB 605 15 PG 600 1.09

225

50

KADB 607 15 PG 600 1.2375
KADB 610 15 PG 600 1.38100
KADB 612 15 PG 600 1.53125

150KADB 615 15 PG 600 1.68
200KADB 620 15 PG 600 1.97

KADB 625 15 PG 600 2.26250
KADB 630 15 PG 600 2.56300
KADB 640 15 PG 600 3.78400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 605 10 PG 600 0.7450

KAIB 607 10 PG 600 0.8375
KAIB 610 10 PG 600 0.93100
KAIB 612 10 PG 600 1.03125

150KAIB 615 10 PG 600 1.13
200KAIB 620 10 PG 600 1.32

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 630 12 PG 600 2.06300
KAIB 640 12 PG 600 3.03400

1.2mm

KAIB 645 12 PG 600 3.32450
KAIB 650 12 PG 600 3.60500
KAIB 660 12 PG 600 4.16600

KAIB 625 10 PG 600 1.52250

KAIB 650 15 PG 600500
450KAIB 645 15 PG 600

KAIB 660 15 PG 600600

KAIB 622 15 PG 600

KAIB 605 15 PG 600 1.09

225

50

KAIB 607 15 PG 600 1.2375
KAIB 610 15 PG 600 1.38100
KAIB 612 15 PG 600 1.53125

150KAIB 615 15 PG 600 1.68
200KAIB 620 15 PG 600 1.97

KAIB 625 15 PG 600250
KAIB 630 15 PG 600300
KAIB 640 15 PG 600400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

1.0mmKAIB ... H60

225KADB 622 10 PG 600 1.42

225KAIB 622 10 PG 600 1.42

pcspcs

pcspcs

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1

1
1

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1

1
1
1
1
1

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

KADB ... H60

KAIB ... H60

3.78
2.56

4.13

2.12
2.26

4.48
5.19

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts ( 
M6 or M8).

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

3
0
0
+

H

300+H

R360

42

1
8

9

a

60T

a

60
T

360

3
6
0

R300

42

1
8

9

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

Cable Trays - System of Side Height H60

KADB H60

KAIB H60
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Add On 90º Hor�zontal Corner Bend of Cable Tray

Pre - Galvan�sed

90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

Pre - Galvan�sed

a
mm

CODE
Rad�us

R
1 pc
kg

1.0mmKA90E ... H60

CODE

0.26

0.39
0.80

1.5mm

a
mm

CODE

1 pc
kgCODE

Add on tee hor�zontal bend
“T” yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KA90E 6 10 PG 90 0.1755

KA90ER1 6 10 PG 150 0.2690
KA90ER2 6 10 PG 300 0.54180

Width

a
mm

CODE
Rad�us

R
1 pc
kgCODE

KATER1 650 15 PG
KATER1 645 15 PG

KATER1 660 15 PG

KATER1 622 15 PG

KATER1 610 15 PG
KATER1 612 15 PG
KATER1 615 15 PG
KATER1 620 15 PG

KATER1 625 15 PG
KATER1 630 15 PG
KATER1 640 15 PG

1.5mm

Width

a
mm

CODE

1 pc
kgCODE

KATE 622 10 PG 90 0.53225

KATE 610 10 PG 90 0.39100
KATE 612 10 PG 90 0.42125

150KATE 615 10 PG 90 0.45
200KATE 620 10 PG 90 0.50

KATE 625 10 PG 90 0.55250

KA90E Mount�ng KATE Mount�ng

KA90E ... H60

KA90E 6 15 PG 9055

KA90ER1 6 15 PG 15090
KA90ER2 6 15 PG 300180

500
450

600

225

100
125
150
200

250
300
400

mm

mm

Rad�us

R
mm

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcspcs

pcspcs

1.0mm

1.62

1.25
1.38
1.44
1.50

1.88

2.01
2.14
2.39

1

1
1
1
1

1

1
1

1

1

1
1
1
1

1
1
1

1

1
1

1

1
1

Width

a
mm

CODE
Rad�us

R
1pc
kgCODE

KATE 650 12 PG 90 0.98500
450KATE 645 12 PG 90 0.92

KATE 660 12 PG 90 1.11600

KATE 630 12 PG 90 0.73300
KATE 640 12 PG 90 0.86400

mm
pcs

1.2mm

1
1

1

1
1

1.12
1.18

KATE ... H60 KATER1 ... H60 

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

6
0

1
8

9

20

a
5

5

a
+

1
1
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5
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7
5

a
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a
+

1
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5

2
5
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R150

7
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Cable Trays - System of Side Height H60

KA90E H60

KATER1 H60

KATE H60
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Pre - Galvan�sed

BDD 260 12 PG 250 0.18

CODE
Length

L
mm 1 pc

kg

1.2mmBDD 2 ... H60

CODE

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�sed

BYD 260 12 PG 175 0,1

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 260 15 PG 175 0.13

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 160 12 PG 1000 0.3

CODE
Length

L
mm 1 pc

kg

1.2mmBYDU 1 ... H60

CODE

BYDU 160 15 PG 1000 0.38

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYD 2 ... H60 BYD 2 ... H60 

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

BDD 260 15 PG 250 0.23

pcspcs

pcspcs

pcspcs

BYDU 1 ... H60

1 1

1 1

1 1

BDD 2 ... H60 

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8 )

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8)

Important! 
To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

Cable Trays - System of Side Height H60

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

124 124

L=250
155

22 22 22

2
3

8,5
R 20

5
5

15

T

5
5

15

T

5
5

L=1000

8,5

25

2

T

50

L=175

25 20x8.5

BDD 2 H60

BYD 2 H60

BYDU 1 H60
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Pre - Galvan�sed

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

RT ... H60

225

50

75
100
125
150

200

250

275

25

175

pcs

1

1

1
1
1
1
1

1
1

1

1

300 1

RT 60 25 15 PG
RT 60 50 15 PG
RT 60 75 15 PG
RT 60 100 15 PG
RT 60 125 15 PG
RT 60 150 15 PG
RT 60 175 15 PG
RT 60 200 15 PG
RT 60 225 15 PG
RT 60 250 15 PG
RT 60 275 15 PG
RT 60 300 15 PG

0,112
0,127

0,143
0,159
0,175

0,191
0,207
0,222
0,239
0,255
0,270
0,300

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

375
350

400

325

425

450
475
500
525
550

pcs

1

1
1
1
1
1

1
1

1

1RT 60 325 15 PG

RT 60 350 15 PG
RT 60 375 15 PG
RT 60 400 15 PG

RT 60 425 15 PG

RT 60 450 15 PG
RT 60 475 15 PG
RT 60 500 15 PG
RT 60 525 15 PG

RT 60 550 15 PG

0,302
0,318
0,334
0,350
0,365

0,382
0,398
0,413
0,429
0,446

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

575 1RT 60 575 15 PG 0,461

RT ... H60

SON 650 15 PG 0.394
SON 645 15 PG 0.363

SON 660 15 PG 0.458

SON 622 15 PG 0.220

SON 605 15 PG 0.108

SON 607 15 PG 0.124
SON 610 15 PG 0.140
SON 612 15 PG 0.156
SON 615 15 PG 0.172
SON 620 15 PG 0.203

SON 625 15 PG 0.235
SON 630 15 PG 0.267
SON 640 15 PG 0.330

1.5mm

CODE

1 pc
kgCODE

SON 650 12 PG
SON 645 12 PG

SON 660 12 PG

SON 622 12 PG 0.176

SON 605 12 PG 0.086

SON 607 12 PG
SON 610 12 PG 0.112
SON 612 12 PG 0.124
SON 615 12 PG 0.134
SON 620 12 PG 0.163

SON 625 12 PG 0.188
SON 630 12 PG
SON 640 12 PG

1.2mm

CODE

1 pc
kgCODE

SON ... H60

500
450

600

225

50

75
100
125
150
200

250
300
400

500
450

600

225

50

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

0.099

1
1

1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

0.290
0.265

0.315

0.213

0.366

SON ... H60

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

Important! 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

3
5

a

T

42

75

L

75

T

18x9

55

Cable Trays - System of Side Height H60

RT H60

SON H60

5
5

1
8

9

35
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Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

1.2mm

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

100x80

5 Sets

200x80

5 Sets

250x80

5 Sets

300x80

5 Sets

400x80

7 Sets

500x80

7 Sets

600x80

7 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

GPK H80

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

T

L

80

a

10

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

Pre - Galvan�sed

GPK 807 07 PG 3000 1.1275
GPK 810 07 PG 3000 1.22100
GPK 812 07 PG 3000 1.34125

150GPK 815 07 PG 3000 1.45
200GPK 820 07 PG 3000 1.66

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE
pcs

2
2
2

2
2

GPK 807 06 PG 3000 0.9675
GPK 810 06 PG 3000 1.05100
GPK 812 06 PG 3000 1.14125

150GPK 815 06 PG 3000 1.24
200GPK 820 06 PG 3000 1.43

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE
pcs

2
2
2
2
2

GPK ... H80

GPK 822 08 PG 3000 2.02225

GPK 807 08 PG 3000 1.2775
GPK 810 08 PG 3000 1.39100
GPK 812 08 PG 3000 1.52125

150GPK 815 08 PG 3000 1.65
200GPK 820 08 PG 3000 1.90

GPK 825 08 PG 3000 2.15250

0.8mm

2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GPK ... H80

GPK 807 10 PG 3000 1.5875
GPK 810 10 PG 3000 1.74100
GPK 812 10 PG 3000 1.90125

150GPK 815 10 PG 3000 2.05
200GPK 820 10 PG 3000 2.37

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

2
2
2
2
2

GPK ... H80 1.0mm

GPK 822 10 PG 3000 2,52225
GPK 825 10 PG 3000 2,68250
GPK 830 10 PG 3000 2,99300

400GPK 840 10 PG 3000 3,62

2
2
2
2

GPK 807 12 PG 300075 2
GPK 810 12 PG 3000100
GPK 812 12 PG 3000125

2
2

1.90
2.08
2.27

GPK 815 12 PG 3000150 22.46

GPK 820 12 PG 3000200 22.84

GPK 822 12 PG 3000225 23.02

GPK 825 12 PG 3000250 23.22

GPK 830 12 PG 3000300 23.59
GPK 840 12 PG 3000400 24.34
GPK 845 12 PG 3000450 24.72
GPK 850 12 PG 3000500 25,10
GPK 860 12 PG 3000600 25,85

2
5

8,5

4
1
,7

5

GPK 830 08 PG 3000 2.40300 2

Mount�ng Example
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Width
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Cross-Section

2100 78 cm

2478 cm

Cable Trays - System of Side Height H80
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Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

T80

a

10

50

150
200
300
400
500

238 cm

600

2118 cm
2158 cm
2238 cm
2318 cm
2398 cm

Width
Usable

Cross-Section

2100 78 cm

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

100x80

5 Sets

200x80

5 Sets

250x80

5 Sets

300x80

5 Sets

400x80

7 Sets

500x80

7 Sets

600x80

7 Sets

L

2
5

1.2mm

Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

Important! 

Pre - Galvan�sed

GDK 807 07 PG 3000 1.1275
GDK 810 07 PG 3000 1.22100
GDK 812 07 PG 3000 1.34125

150GDK 815 07 PG 3000 1.45
200GDK 820 07 PG 3000 1.66

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE
pcs

2
2
2

2
2

GDK 807 06 PG 3000 0.9675
GDK 810 06 PG 3000 1.05100
GDK 812 06 PG 3000 1.14125

150GDK 815 06 PG 3000 1.24
200GDK 820 06 PG 3000 1.43

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE
pcs

2
2
2
2
2

GDK 822 08 PG 3000 2.02225

GDK 807 08 PG 3000 1.2775
GDK 810 08 PG 3000 1.39100
GDK 812 08 PG 3000 1.52125

150GDK 815 08 PG 3000 1.65
200GDK 820 08 PG 3000 1.90

GDK 825 08 PG 3000 2.15250

0.8mm

GDK 830 08 PG 3000 2.40300

2
2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GDK 807 10 PG 3000 1.5875
GDK 810 10 PG 3000 1.74100
GDK 812 10 PG 3000 1.90125

150GDK 815 10 PG 3000 2.05
200GDK 820 10 PG 3000 2.37

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

2
2
2
2
2

1.0mm

GDK 822 10 PG 3000 2,52225
GDK 825 10 PG 3000 2,68250
GDK 830 10 PG 3000 2,99300

400GDK 840 10 PG 3000 3,62

2
2
2
2

GDK 807 12 PG 300075 2
GDK 810 12 PG 3000100
GDK 812 12 PG 3000125

2
2

1.90
2.08
2.27

GDK 815 12 PG 3000150 22.46

GDK 820 12 PG 3000200 22.84

GDK 822 12 PG 3000225 23.02

GDK 825 12 PG 3000250 23.22

GDK 830 12 PG 3000300 23.59
GDK 840 12 PG 3000400 24.34
GDK 845 12 PG 3000450 24.72
GDK 850 12 PG 3000500 25,10
GDK 860 12 PG 3000600 25,85

GDK ... H80 GDK ... H80

GDK H80

Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

Mount�ng Example
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Cable Trays - System of Side Height H80
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Cable Trays - System of Side Height H80

APK 850 15 PG 3000500
450APK 845 15 PG 3000

APK 860 15 PG 3000600

APK 822 15 PG 3000 3.76225

APK 807 15 PG 3000 2.3575
APK 810 15 PG 3000 2.58100
APK 812 15 PG 3000 2.82125

150APK 815 15 PG 3000 3.06
200APK 820 15 PG 3000 3.53

APK 825 15 PG 3000 4.00250
APK 830 15 PG 3000300
APK 840 15 PG 3000400

1.5mm

Perforated Cable Trays - Return Flanges

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�sed

0.6mm

APK 822 12 PG 3000 3.02225

APK 807 12 PG 3000 1.9075
APK 810 12 PG 3000 2.08100
APK 812 12 PG 3000 2.27125

150APK 815 12 PG 3000 2.46
200APK 820 12 PG 3000 2.84

APK 825 12 PG 3000 3.22250
APK 830 12 PG 3000 3.59300
APK 840 12 PG 3000 4.34400

1.2mm

APK 845 12 PG 3000 4.72450
APK 850 12 PG 3000 5.10500
APK 860 12 PG 3000 5.85600

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KBE 280 12 PG 175 0.12

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

175 0.15

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 280 15 PG

KBE 2 ... H80

100100

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Pre - Galvan�sed

Electro - Galvan�zed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcs

pcspcs

2
2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H80 

5.88
5.41

6.35

4.47

7.30

To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

50

150
200
300
400
500

2118 cm
2158 cm
2238 cm
2318 cm
2398 cm
2478 cm

Width
Usable

Cross-Section

2100 78 cm

7
5 T

15

L

20

8,5 25

M6x15 Round head squ�re neck bolt & M6 Flanged nut

CFS

M6x15

M6

APK H80

KBE 2

APK ... H80 APK ... H80

APK 807 06 PG 3000 0.9675
APK 810 06 PG 3000 1.05100
APK 812 06 PG 3000 1.14125

150APK 815 06 PG 3000 1.24
200APK 820 06 PG 3000 1.43

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

APK 822 08 PG 3000 2.02225

APK 807 08 PG 3000 1.2775
APK 810 08 PG 3000 1.39100
APK 812 08 PG 3000 1.52125

150APK 815 08 PG 3000 1.65
200APK 820 08 PG 3000 1.90

APK 825 08 PG 3000 2.15250

0.8mm

APK 822 10 PG 3000 2.52225

APK 807 10 PG 3000 1.5875
APK 810 10 PG 3000 1.74100
APK 812 10 PG 3000 1.90125

150APK 815 10 PG 3000 2.05
200APK 820 10 PG 3000 2.37

APK 825 10 PG 3000 2.68250
APK 830 10 PG 3000 2.99300
APK 840 10 PG 3000 3.62400

1.0mm

APK 830 08 PG 3000 2.40300

pcs

2
2
2
2
2

2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2

238 cm
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Cable Trays - System of Side Height H80

ADK 850 15 PG 3000 7.94500
450ADK 845 15 PG 3000 7.35

ADK 860 15 PG 3000 9.12600

ADK 822 15 PG 3000 4.70225

ADK 807 15 PG 3000 2.9475
ADK 810 15 PG 3000 3.23100
ADK 812 15 PG 3000 3.53125

150ADK 815 15 PG 3000 3.82
200ADK 820 15 PG 3000 4.41

ADK 825 15 PG 3000 5.00250
ADK 830 15 PG 3000 5.59300
ADK 840 15 PG 3000 6.76400

1.5mm

Non Perforated Cable Trays - Return Flanges 

Pre - Galvan�sed

ADK 807 06 PG 3000 1.2075
ADK 810 06 PG 3000 1.31100
ADK 812 06 PG 3000 1.43125

150ADK 815 06 PG 3000 1.55
200ADK 820 06 PG 3000 1.79

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.6mm

CODE

ADK 822 08 PG 3000 2.53225

ADK 807 08 PG 3000 1.5975
ADK 810 08 PG 3000 1.74100
ADK 812 08 PG 3000 1.90125

150ADK 815 08 PG 3000 2.06
200ADK 820 08 PG 3000 2.37

ADK 825 08 PG 3000 2.69250

0.8mm
ADK 822 12 PG 3000 3.78225

ADK 807 12 PG 3000 2.3775
ADK 810 12 PG 3000 2.60100
ADK 812 12 PG 3000 2.84125

150ADK 815 12 PG 3000 3.08
200ADK 820 12 PG 3000 3.55

ADK 825 12 PG 3000 4.02250
ADK 830 12 PG 3000 4.49300
ADK 840 12 PG 3000 5.43400

1.2mm

ADK 845 12 PG 3000 5.90450
ADK 850 12 PG 3000 6.37500
ADK 860 12 PG 3000 7.31600

ADK 822 10 PG 3000 3.15225

ADK 807 10 PG 3000 1.9875
ADK 810 10 PG 3000 2.17100
ADK 812 10 PG 3000 2.37125

150ADK 815 10 PG 3000 2.56
200ADK 820 10 PG 3000 2.96

ADK 825 10 PG 3000 3.35250
ADK 830 10 PG 3000 3.74300
ADK 840 10 PG 3000 4.53400

1.0mm

ADK 830 08 PG 3000 3.00300

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

Ağır Hizmet Deliksiz Kablo Kanalı - Сплошные лотки

Pre - Galvan�sed

SEP 180 10 PG 3000 0.75

CODE
Length

L
mm 1m

kg

1.0mm

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 180 15 PG 3000

pcspcs

pcspcs

2
2
2

2
2

2
2
2

2
2

2
2
2

2
2
2
2
2
2
2
2
2

2
2
2

2
2

2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2
2

1.121 1

Seperator
Seperatör - Перегородка

ADK ... H80 ADK ... H80

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install Sepertor use CFS bolts and nuts. (M6 
or M8)

T

L

7
7

20

T

L

2
5

8,5

41,75

80

a

10

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
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600

2120 cm
2160 cm
2240 cm
2320 cm
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Width
Usable

Cross-Section

2100 80 cm

ADK H80
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90° Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

Pre - Galvan�sed

KA90 807 10 PG 0.3875

KA90 810 10 PG 0.55100
KA90 812 10 PG 0.64125
KA90 815 10 PG 0.74150

200KA90 820 10 PG 0.97
225KA90 822 10 PG 1.09

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KA90 830 12 PG 1.91300
KA90 840 12 PG 2.72400

1.2mm

KA90 845 12 PG 3.17450
KA90 850 12 PG 3.66500
KA90 860 12 PG 4.75600

KA90 850 15 PG 4.58500
450KA90 845 15 PG 3.96

KA90 860 15 PG 5.94600

KA90 822 15 PG 1.63225

KA90 807 15 PG 0.5775
KA90 810 15 PG 0.82100
KA90 812 15 PG 0.96125

150KA90 815 15 PG 1.11
200KA90 820 15 PG 1.45

KA90 825 15 PG 1.83250
KA90 830 15 PG 2.39300
KA90 840 15 PG 3.39400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

KA45 807 10 PG 75
KA45 810 10 PG 100
KA45 812 10 PG 125

150KA45 815 10 PG
200KA45 820 10 PG

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KA45 830 12 PG 300
KA45 840 12 PG 400

1.2mm

KA45 845 12 PG 450
KA45 850 12 PG 500
KA45 860 12 PG 600

KA45 825 10 PG 250

KA45 850 15 PG 500
450KA45 845 15 PG

KA45 860 15 PG 600

KA45 822 15 PG 225

KA45 807 15 PG 75
KA45 810 15 PG 100
KA45 812 15 PG 125

150KA45 815 15 PG
200KA45 820 15 PG

KA45 825 15 PG 250
KA45 830 15 PG 300
KA45 840 15 PG 400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

pcspcs

225KA45 822 10 PG

pcspcs

250KA90 825 10 PG 1.22

1

1
1
1
1
1
1

1

1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1

1
1

1
1
1
1
1

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a
R9018

9

40

50

a

b

4
0

9x18

45°

a+55

a
+

1
0
5

b

9x18

9x18

80

80

Cable Trays - System of Side Height H80

KA90 H80

KA45 H80

KA90 ... H80 KA90 ... H80

KA45 ... H80 KA45 ... H80

0,41
0,49
0,62
0,72
0,94

1,76
2,54
2,98
3,46
4,52

1,19
1,06

0,61
0,73
0,93
1,08
1,41

1,78
1,59

2,20
3,18
3,73
4,32
5,65
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Cable Trays - System of Side Height H80

Tee Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Pre - Galvan�sed

KAT 807 10 PG 0,5175
KAT 810 10 PG 0,73100
KAT 812 10 PG 0.84125

150KAT 815 10 PG 0.95
200KAT 820 10 PG 1.20

Width

a=b=c
mm

CODE

1 pc
kg

1.0mmKAT ... H80

CODE

KAT 830 12 PG 2.37300
KAT 840 12 PG 3.26400

1.2mm

KAT 845 12 PG 3.76450
KAT 850 12 PG 4.30500
KAT 860 12 PG 5.47600

KAT 825 10 PG 1.49250

KAT 850 15 PG 5.37500
450KAT 845 15 PG 4.70

KAT 860 15 PG 6.84600

KAT 822 15 PG 2.01225

KAT 807 15 PG 0.7775
KAT 810 15 PG 1.09100
KAT 812 15 PG 1.25125

150KAT 815 15 PG 1.43
200KAT 820 15 PG 1.81

KAT 825 15 PG 2.23250
KAT 830 15 PG 2.96300
KAT 840 15 PG 4.08400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KAD 807 10 PG 0.6875
KAD 810 10 PG 0.97100
KAD 812 10 PG 1,09125

150KAD 815 10 PG 1.22
200KAD 820 10 PG 1.50

Width

a=b=c=d
mm

CODE

1 pc
kgCODE

KAD 830 12 PG 2.94300
KAD 840 12 PG 3.92400

1.2mm

KAD 845 12 PG 4.47450
KAD 850 12 PG 5.04500
KAD 860 12 PG 6.31600

KAD 822 10 PG 1.65225

KAD 850 15 PG 6.31500
450KAD 845 15 PG 5.58

KAD 860 15 PG 7.89600

KAD 822 15 PG 2.48225

KAD 807 15 PG 1.0275
KAD 810 15 PG 1.45100
KAD 812 15 PG 1.63125

150KAD 815 15 PG 1.83
200KAD 820 15 PG 2.25

KAD 825 15 PG 2.72250
KAD 830 15 PG 3.67300
KAD 840 15 PG 4.90400

1.5mm

Width

mm
CODE

1 pc
kgCODE

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

1.0mm

pcspcs

pcspcs

a=b=c

225KAT 822 10 PG 1.34

KAD 825 10 PG 1.81250

a=b=c=d

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1

1
1

1
1
1
1
1

1
1
1
1
1
1
1

1
1
1
1
1

1
1
1
1
1
1
1
1
1
1
1
1

KAT ... H80

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

R90

b

18

9

40 ca

c

18

9

40

R90

a

b

d

a+55

b+210

b+110

b
+

11
0

9x18

9x18

80

80

KAT H80

KAD H80

KAD ... H80 KAD ... H80
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Vert�cal Outs�de Bend of Cable Tray (Flex�ble)

Pre - Galvan�sed

Kanal Dış Bükey - Арка универсальная, внешний изгиб

Pre - Galvan�sed

KADB 807 10 PG 600 0.9375
KADB 810 10 PG 600 1.02100
KADB 812 10 PG 600 1.11125

150KADB 815 10 PG 600 1.20
200KADB 820 10 PG 600 1.39

Width

a
mm

CODE
Length

L
mm 1 pc

kg

1.0mm

CODE

KADB 830 12 PG 600 2.11300
KADB 840 12 PG 600 3.05400

1.2mm

KADB 845 12 PG 600 3.32450
KADB 850 12 PG 600 3.59500
KADB 860 12 PG 600 4.12600

KADB 825 10 PG 600 1.58250

KADB 850 15 PG 600 4.47500
450KADB 845 15 PG 600 4.14

KADB 860 15 PG 600 5.13600

KADB 822 15 PG 600 2.21225

KADB 807 15 PG 600 1.3875
KADB 810 15 PG 600 1.52100
KADB 812 15 PG 600 1.66125

150KADB 815 15 PG 600 1.79
200KADB 820 15 PG 600 2.07

KADB 825 15 PG 600 2.35250
KADB 830 15 PG 600 2.62300
KADB 840 15 PG 600 3.80400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 807 10 PG 600 0.9375
KAIB 810 10 PG 600 1.02100
KAIB 812 10 PG 600 1.11125

150KAIB 815 10 PG 600 1.20
200KAIB 820 10 PG 600 1.39

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

KAIB 830 12 PG 600 2.11300
KAIB 840 12 PG 600 3.05400

1.2mm

KAIB 845 12 PG 600 3.32450
KAIB 850 12 PG 600 3.59500
KAIB 860 12 PG 600 4.12600

KAIB 825 10 PG 600 1.58250

KAIB 850 15 PG 600500
450KAIB 845 15 PG 600

KAIB 860 15 PG 600600

KAIB 822 15 PG 600225

KAIB 807 15 PG 600 1.3875
KAIB 810 15 PG 600 1.52100
KAIB 812 15 PG 600 1.66125

150KAIB 815 15 PG 600 1.79
200KAIB 820 15 PG 600 2.07

KAIB 825 15 PG 600250
KAIB 830 15 PG 600300
KAIB 840 15 PG 600400

1.5mm

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE

1.0mm

225KADB 822 10 PG 600 1.48

225KAIB 822 10 PG 600 1.48

pcspcs

pcspcs

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1

1
1

1
1
1

1
1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1

1
1

1
1
1
1
1

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

3.80
2.62

4.14

2.21
2.35

4.47
5.13

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts ( 
M6 or M8).

To �nstall vert�cal bend -  use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 
or M8).

Important! 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

Cable Trays - System of Side Height H80

KADB H80

KAIB H80

KAIB ... H80 KAIB ... H80

KADB ... H80 KADB ... H80 3
0
0
+

H

300+H

R360

42

1
8

a

80T

9

a

80
T

360

3
6
0

R300

42

1
89
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Cable Trays - System of Side Height H80

Add On 90º Hor�zontal Corner Bend of Cable Tray

Pre - Galvan�sed

90º Köşe Yatay Kanal Dönüş Eki - Угол 90º врезной

a
mm

CODE
Rad�us

R
1 pc
kg

1.0mm

CODE

0.27

0.41
0.81

1.5mm

a
mm

CODE

1 pc
kgCODE

KA90E 8 10 PG 90 0.1855

KA90ER1 8 10 PG 150 0.2790
KA90ER2 8 10 PG 300 0.54180

KA90E Mount�ng KATE Mount�ng

KA90E 8 15 PG 9055

KA90ER1 8 15 PG 15090
KA90ER2 8 15 PG 300180

mm

Rad�us

R
mm pcspcs

1

1
1

1

1
1

Important! 
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KA90E ... H80 KA90E ... H80

Add on tee hor�zontal bend
“T” yatay kanal dönüş eki - Т-отвод горизонтальный врезной

Pre - Galvan�sed
To �nstall cable tray - bend use Screw Sets  CFS 
M6 or CFS M8

Important! 

Width

a
mm

CODE
Rad�us

R
1 pc
kgCODE

KATER1 850 15 PG
KATER1 845 15 PG

KATER1 860 15 PG

KATER1 822 15 PG

KATER1 810 15 PG
KATER1 812 15 PG
KATER1 815 15 PG
KATER1 820 15 PG

KATER1 825 15 PG
KATER1 830 15 PG
KATER1 840 15 PG

1.5mm

Width

a
mm

CODE

1 pc
kgCODE

KATE 822 10 PG 90 0.58225

KATE 810 10 PG 90 0.44100
KATE 812 10 PG 90 0.46125

150KATE 815 10 PG 90 0.49
200KATE 820 10 PG 90 0.55

KATE 825 10 PG 90 0.60250

500
450

600

225

100
125
150
200

250
300
400

mm

Rad�us

R
mm

150
150

150

150

150
150
150
150

150
150
150

pcspcs

1.0mm

1.69

1.31
1.43
1.50
1.56

1.95

2.07
2.20
2.46

1

1
1
1
1

1

Width

a
mm

CODE
Rad�us

R
1pc
kgCODE

KATE 850 12 PG 90 0.98500
450KATE 845 12 PG 90 0.99

KATE 860 12 PG 90 1.19600

KATE 830 12 PG 90 0.79300
KATE 840 12 PG 90 0.93400

mm
pcs

1.2mm

1
1

1

1
1

1.18
1.24

KATE ... H80 KATER1 ... H80

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

8
0

1
8

9

20

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

KATER1 H80

KATE H80

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

KA90E H80

1

1
1
1
1

1

1

1
1
1
1
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Cable Trays - System of Side Height H80

Pre - Galvan�sed

BDD 280 12 PG 250 0.22

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Pre - Galvan�sed

BYD 280 12 PG 175 0,12

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYD 280 15 PG 175 0.15

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

BYDU 180 12 PG 1000 0.29

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

BYDU 180 15 PG 1000 0.36

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

BDD 280 15 PG 250 0.27

pcspcs

pcspcs

pcspcs

1 1

1 1

1 1

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

To Install one lenght; use 2 p�eces of BDD 
connector and 10 sets of CFS bolts and nuts. 
(M6 or M8 )

To Install one lenght; use 2 p�eces of BYD 
connector and 8 sets of CFS bolts and nuts. (M6 
or M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

124 124

L=250
155

22 22 22

2
3

8,5
R 20

7
5

15

T

7
5

15

T

7
5

T

L=175

25 20x8.5

BDD 2 H80

BYD 2 H80

BYDU 1 H60

BDD 2 ... H80 BDD 2 ... H80

BYD 2 ... H80 BYD 2 ... H80 

BYDU 1 ... H80 BYDU 1 ... H80

Pre - Galvan�sed

Important! 
To �nstall cable tray - connector use Screw Sets  
CFS M6 or CFS M8

L=100025

2
5

8,5

1
8

250
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Cable Trays - System of Side Height H80

Pre - Galvan�sed

Pre - Galvan�sed

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

225

50

75
100
125
150

200

250

275

25

175

pcs

1

1

1
1
1
1
1

1
1

1

1

300 1

RT 80 25 15 PG
RT 80 50 15 PG
RT 80 75 15 PG
RT 80 100 15 PG
RT 80 125 15 PG
RT 80 150 15 PG
RT 80 175 15 PG
RT 80 200 15 PG
RT 80 225 15 PG
RT 80 250 15 PG
RT 80 275 15 PG
RT 80 300 15 PG

0,12
0,14

0,16
0,18
0,19

0,21
0,23
0,25
0,26
0,28
0,30
0,32

1.5mm

CODE
Length

L
mm 1 pc

kgCODE

375
350

400

325

425

450
475
500
525
550

pcs

1

1
1
1
1
1

1
1

1

1RT 80 325 15 PG

RT 80 350 15 PG
RT 80 375 15 PG
RT 80 400 15 PG

RT 80 425 15 PG

RT 80 450 15 PG
RT 80 475 15 PG
RT 80 500 15 PG
RT 80 525 15 PG

RT 80 550 15 PG

0,34
0,35
0,37
0,39
0,41

0,42
0,44
0,46
0,48
0,49

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

575 1RT 80 575 15 PG 0,51

SON 850 15 PG 0.44
SON 845 15 PG 0.40

SON 860 15 PG 0.51

SON 822 15 PG 0.24

SON 807 15 PG 0.14
SON 810 15 PG 0.16
SON 812 15 PG 0.17
SON 815 15 PG 0.19
SON 820 15 PG 0.23

SON 825 15 PG 0.26
SON 830 15 PG 0.30
SON 840 15 PG 0.37

1.5mm

CODE

1 pc
kgCODE

SON 850 12 PG
SON 845 12 PG

SON 860 12 PG

SON 822 12 PG 0.19

SON 807 12 PG
SON 810 12 PG 0.12
SON 812 12 PG 0.14
SON 815 12 PG 0.15
SON 820 12 PG 0.18

SON 825 12 PG 0.21
SON 830 12 PG
SON 840 12 PG

1.2mm

CODE

1 pc
kgCODE

SON ... H80

500
450

600

225

75
100
125
150
200

250
300
400

500
450

600

225

75
100
125
150
200

250
300
400

Width

a
mm

Width

a
mm pcspcs

0.11

1
1

1

1

1
1
1
1
1

1
1
1

1
1

1

1

1
1
1
1
1

1
1
1

0.32
0.29

0.35

0.24

0.41

SON ... H80

Important! 
To �nstall cable tray - reducer use Screw Sets  
CFS M6 or CFS M8

Important! 
To �nstall cable tray - stop end use Screw Sets  
CFS M6 or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

RT H80

SON H80

RT ... H80 RT ... H80

3
5

a

T

7
5

1
8

9

35

42

75

L

75

T

95

18x9

3
5
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300x100250x100200x100100x100 600x100500x100400x100

5 Sets 5 Sets 5 Sets 5 Sets 7 Sets 7 Sets 7 Sets

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

1.2mm

Pre - Galvan�sed

GPK 110 07 PG 3000 1.40100
GPK 112 07 PG 3000 1.51125
GPK 115 07 PG 3000 1.62150

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.7mm

CODE
pcs

2
2
2

GPK 110 06 PG 3000 1.20100
GPK 112 06 PG 3000 1.30125
GPK 115 06 PG 3000 1.39150

200GPK 120 06 PG 3000 1.58

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE
pcs

2
2
2
2

GPK 125 08 PG 3000 2.35250

GPK 110 08 PG 3000 1.60100
GPK 112 08 PG 3000 1.72125
GPK 115 08 PG 3000 1.85150

200GPK 120 08 PG 3000 2.10
225GPK 122 08 PG 3000 2.22

GPK 130 08 PG 3000 2.60300

0.8mm

2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GPK 110 10 PG 3000 1.99100
GPK 112 10 PG 3000 2.14125

150GPK 115 10 PG 3000 2.30
200GPK 120 10 PG 3000 2.62

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

2
2
2
2

1.0mm

GPK 122 10 PG 3000 2,78225
GPK 125 10 PG 3000 2,93250
GPK 130 10 PG 3000 3,25300

400GPK 140 10 PG 3000 3,87

2
2
2
2

GPK 110 12 PG 3000 2
GPK 112 12 PG 3000
GPK 115 12 PG 3000

2
2

2.38
2.58
2.76

GPK 120 12 PG 3000 23.14

GPK 122 12 PG 3000 23.33

GPK 125 12 PG 3000 23.51

GPK 130 12 PG 3000 23.90

GPK 140 12 PG 3000 24.65
GPK 145 12 PG 3000 25.02
GPK 150 12 PG 3000 25.40
GPK 160 12 PG 3000 26.15

GPK ... H100 GPK ... H100

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

200GPK 120 07 PG 3000 1.84 2

100
125
150
200
225
250
300
400
450
500

600

Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

Mount�ng Example

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

a

100

2
5

8,5

L

Available finishes:

Thickn. (ga) [mm]:  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

150
200
300
400
500
600

2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

Width
Usable

Cross-Section
2100 98 cm

GPK H100

1.0
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0.0
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Spacing of Supports in [m]
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Thickn. (ga) [mm]:

0.6

Cable Trays - System of Side Height H100
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Cable Trays - System of Side Height H100

Integrated Perforated Cable Trays - Return Flanges 
Geçmeli Tip Kablo Kanalı - Интегрированные Перфорированные лотки

300x100250x100200x100100x100 600x100500x100400x100

5 Sets 5 Sets 5 Sets 5 Sets 7 Sets 7 Sets 7 Sets

Mount�ng Example

1.2mm
GDK 110 07 PG 3000 1.75100
GDK 112 07 PG 3000 1,89125

150GDK 115 07 PG 3000 2.03
200GDK 120 07 PG 3000 2.30

Width

a
mm

CODE
Length

L
mm 1 pc

kg

0.7mm

CODE
pcs

2
2

2
2

GDK 110 06 PG 3000 1.50100
GDK 112 06 PG 3000 1.62125

150GDK 115 06 PG 3000 1.74
200GDK 120 06 PG 3000 1.97

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE
pcs

2
2
2
2

GDK 122 08 PG 3000 2.78225

GDK 110 08 PG 3000 2.00100
GDK 112 08 PG 3000 2.15125

150GDK 115 08 PG 3000 2.31
200GDK 120 08 PG 3000 2.62

GDK 125 08 PG 3000 2.94250

0.8mm

GDK 130 08 PG 3000 3.25300

2
2
2
2
2
2
2

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

GDK 110 10 PG 3000 2.49100
GDK 112 10 PG 3000 2.68125

150GDK 115 10 PG 3000 2.88
200GDK 120 10 PG 3000 3.27

Width

a
mm

CODE
Length

L
mm 1mt

kgCODE
pcs

2
2
2
2

1.0mm

GDK 122 10 PG 3000 3.47225
GDK 125 10 PG 3000 3.66250
GDK 130 10 PG 3000 4.06300

400GDK 140 10 PG 3000 4.84

2
2
2
2

GDK 110 12 PG 3000100
GDK 112 12 PG 3000125

2
2

2.89
3.22

GDK 115 12 PG 3000150 23.45

GDK 120 12 PG 3000200 23.92

GDK 122 12 PG 3000225 24.16

GDK 125 12 PG 3000250 24.39

GDK 130 12 PG 3000300 24.87
GDK 140 12 PG 3000400 25.81
GDK 145 12 PG 3000450 26.28
GDK 150 12 PG 3000500 26.75
GDK 160 12 PG 3000600 27.69

GDK ... H100 GDK ... H100

Pre - Galvan�sed

Important! 
Jo�n�ng cable tray sect�ons together only use 
Screw Sets  CFS M6 or CFS M8

Recommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

H

He�ghtRecommended Quant�t�es of Bolt and Nut For Integrated Cable Tray Connect�ons

W
�d

th
 O

f 
C

a
b

le
 T

ra
y

W 40 50 60 75 80

50

100

150

200

250

300

400

500

600

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

2 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

3 Sets

3 Sets

3 Sets

3 Sets

3 Sets

5 Sets

5 Sets

5 Sets

85 100

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

-

5 Sets

5 Sets

5 Sets

5 Sets

5 Sets

7 Sets

7 Sets

7 Sets

2 Sets

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

Available finishes:

Thickn. (ga) [mm]:  1.5  1.2  1.0  0.8 

SS- stainless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

150
200
300
400
500
600

2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

Width
Usable

Cross-Section
2100 98 cm

a
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L
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Cable Trays - System of Side Height H100

APK 160 15 PG 3000600
500APK 150 15 PG 3000

APK 125 15 PG 3000 4.38250

APK 110 15 PG 3000 2.96100
APK 112 15 PG 3000 3.20125
APK 115 15 PG 3000 3.43150

200APK 120 15 PG 3000 3.90
225APK 122 15 PG 3000 4.14

APK 130 15 PG 3000 4.85300
APK 140 15 PG 3000400
APK 145 15 PG 3000450

1.5mm

Perforated Cable Trays - Return Flanges

Pre - Galvan�sed

0.6mm

APK 125 12 PG 3000 3.51250

APK 110 12 PG 3000 2.38100
APK 112 12 PG 3000 2.58125
APK 115 12 PG 3000 2.76150

200APK 120 12 PG 3000 3.14
225APK 122 12 PG 3000 3.33

APK 130 12 PG 3000 3.90300
APK 140 12 PG 3000 4.65400
APK 145 12 PG 3000 5.02450

1.2mm

APK 150 12 PG 3000 5.40500
APK 160 12 PG 3000 6.15600

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

KBE 210 12 PG 175 0.14

CODE
Length

L
mm 1 pc

kg

1.2mm

CODE

175 0.18

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 210 15 PG 100100

Ağır Hizmet Kablo Kanalı - Перфорированные лотки

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Pre - Galvan�sed

Electro - Galvan�zed

pcs

pcspcs

2
2
2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2
2
2
2

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8

500500

pcspcs

6.73

6.26

7.67

5.78

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  
CFS M6 or CFS M8

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

APK ... H100 APK ... H100

APK 110 06 PG 3000 1.20100
APK 112 06 PG 3000 1.30125
APK 115 06 PG 3000 1.39150

200APK 120 06 PG 3000 1.58

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

APK 125 08 PG 3000 2.35250

APK 110 08 PG 3000 1.60100
APK 112 08 PG 3000 1.72125
APK 115 08 PG 3000 1.85150

200APK 120 08 PG 3000 2.10
225APK 122 08 PG 3000 2.22

APK 130 08 PG 3000 2.60300

0.8mm

APK 125 10 PG 3000 2.93250

APK 110 10 PG 3000 1.99100
APK 112 10 PG 3000 2.14125
APK 115 10 PG 3000 2.30150

200APK 120 10 PG 3000 2.62
225APK 122 10 PG 3000 2.78

APK 130 10 PG 3000 3.25300
APK 140 10 PG 3000 3.87400

1.0mm

pcs

2
2
2
2

2
2
2
2
2
2
2

2
2
2
2
2
2
2
2

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

100

a

T

10

25

8,5

41,75L

9
5

T

15

L

20

8,5 25

M6x15 Round head squ�re neck bolt & M6 Flanged nut

CFS

M6x15

M6

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KBE 2 ... H100KBE 2 ... H100

CFS CFS M8

APK H100

KBE2
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0.0
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Spacing of Supports in [m]
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Thickn. (ga) [mm]:

 1.50.6
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2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

Width
Usable

Cross-Section
2100 98 cm
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Cable Trays - System of Side Height H100

450ADK 160 15 PG 3000 9.59

ADK 130 15 PG 3000 6.06

ADK 110 15 PG 3000 3.70

225

50

ADK 112 15 PG 3000 4.0075
ADK 115 15 PG 3000 4.29100
ADK 120 15 PG 3000 4.88125

150ADK 122 15 PG 3000 5.17
200ADK 125 15 PG 3000 5.47

ADK 140 15 PG 3000 7.23250
ADK 145 15 PG 3000 7.82300
ADK 150 15 PG 3000 8.41400

1.5mm

Cable Tray  Non - Perforated Type

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

Pre - Galvan�zed

Important! 
Joining cable tray sections together only through 
the use of couplers 2 pcs for 1 Lenght
To install cable tray - straight use Screw Sets  
CFS M6 or CFS M8

T

L

ADK 110 06 PG 3000 1.50100

ADK 112 06 PG 3000 1.62125
ADK 115 06 PG 3000 1.74150
ADK 120 06 PG 3000 1.97200

Width

a
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

ADK 122 08 PG 3000 2.78225

ADK 110 08 PG 3000 2.00100
ADK 112 08 PG 3000 2.15125

150ADK 115 08 PG 3000 2.31
200ADK 120 08 PG 3000 2.62

ADK 125 08 PG 3000 2.94250

0.8mm
ADK 122 12 PG 3000 4.16225

ADK 110 12 PG 3000 2.98100
ADK 112 12 PG 3000 3.22125

150ADK 115 12 PG 3000 3.45
200ADK 120 12 PG 3000 3.92

ADK 125 12 PG 3000 4.39250
ADK 130 12 PG 3000 4.87300
ADK 140 12 PG 3000 5.81400

1.2mmADK ... H100ADK ... H100

ADK 145 12 PG 3000 6.28450
ADK 150 12 PG 3000 6.75500
ADK 160 12 PG 3000 7.69600

ADK 130 10 PG 3000 4.06

ADK 110 10 PG 3000 2.49

300

100

ADK 112 10 PG 3000 2.68125
ADK 115 10 PG 3000 2.88150
ADK 120 10 PG 3000 3.27200

225ADK 122 10 PG 3000 3.47
250ADK 125 10 PG 3000 3.66

ADK 140 10 PG 3000 4.84400

1.0mm

ADK 130 08 PG 3000 3.25300

Width

a
mm

CODE
Length

L
mm 1 mt

kgCODE

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5

 of the span and the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)

L = support d�stance (m)

f = Deflect�on (mm) / Max. deflect�on = L/100

Safetly co-effic�ent = 1.5

ADK ... H100ADK ... H100 

2

Deliksiz Tip Kablo Kanalı - Сплошные лотки

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Barr�er Str�p

Pre - Galvan�zed

Seperatör - Перегородка

SEP 110 10 PG 3000 0.90

CODE
Length

L
mm 1m

kg

1.0mm

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 110 15 PG 3000 1.35

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

9
7

20

T

L

150
200
300
400
500
600

2148 cm
2198 cm
2298 cm
2398 cm
2498 cm
2598 cm

Width
Usable

Cross-Section
2100 98 cm

100

a

10

pcspcs

pcspcs

25

8,5

41,75

ADK H100

SEP 1 H100

2
2
2

2
2
2
2
2
2
2

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2

2
2
2

2
2
2
2
2
2
2
2

2
2
2

1 1

SEP 1 ... H100 SEP 1 ... H100

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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Pre - Galvan�zed

Important! 
To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Pre - Galvan�zed

KA90 110 10 PG 0.62100
KA90 112 10 PG 0.72125

150KA90 115 10 PG 0.83
200KA90 120 10 PG 1.06

Width

a=b
mm

CODE

1m
kg

1.0mmKA90 ... H100KA90 ... H100

CODE

KA90 130 12 PG 2.06300
KA90 140 12 PG 2.89400

1.2mm

KA90 145 12 PG 3.36450
KA90 150 12 PG 3.87500
KA90 160 12 PG 4.99600

KA90 125 10 PG 1.33250

KA90 150 15 PG 4.84500
450KA90 145 15 PG 4.20

KA90 160 15 PG 6.23600

KA90 122 15 PG 1.79225

KA90 110 15 PG 0.93100
KA90 112 15 PG 1.08125

150KA90 115 15 PG 2.24
200KA90 120 15 PG 1.60

KA90 125 15 PG 1.99250
KA90 130 15 PG 2.58300
KA90 140 15 PG 3.62400

1.5mm

Width

a=b
mm

CODE

1m
kgCODE

KA45 110 10 PG 0.56100
KA45 112 10 PG 0.70125

150KA45 115 10 PG 0.81
200KA45 120 10 PG 1.04

Width

a=b
mm

CODE

1m
kg

1.0mm

CODE

KA45 130 12 PG 1.91300
KA45 140 12 PG 2.72400

1.2mm

KA45 145 12 PG 3.17450
KA45 150 12 PG 3.66500
KA45 160 12 PG 4.75600

KA45 125 10 PG 1.30250

KA45 150 15 PG 4.58500
450KA45 145 15 PG 3.96

KA45 160 15 PG 5.94600

KA45 122 15 PG 1.75225

KA45 110 15 PG 0.83100
KA45 112 15 PG 1,05125

150KA45 115 15 PG 1.21
200KA45 120 15 PG 1.56

KA45 125 15 PG 1.95250
KA45 130 15 PG 2.39300
KA45 140 15 PG 3.39400

1.5mm

Width

a=b
mm

CODE

1m
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KA90 ... H100KA90 ... H100

KA45 ... H100KA45 ... H100 KA45 ... H100KA45 ... H100

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

a
R9018

9

40

50

a

b

4
0

9x18

45°

a+55

a
+

1
0
5

b

pcspcs

225KA45 122 10 PG 1.17

pcspcs

225KA90 122 10 PG 1.19

1
1
1
1

1
1
1
1
1

1
1

1
1

1

1

1
1
1
1

1
1
1

1
1

1

1

1
1
1
1

1
1
1

90° Hor�zontal Bend of Cable Tray
90° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 90°

45° Hor�zontal Bend of Cable Tray
45° Yatay Kanal Dönüş Elemanı - Угол горизонтальный 45°

KA90 H100

KA45 H100

9x18

100

9x18

100

Cable Trays - System of Side Height H100

1
1

1

1

1
1
1
1

1

1
1
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Cable Trays - System of Side Height H100

Pre - Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Pre - Galvan�zed

KAT 110 10 PG 0.85100
KAT 112 10 PG 0.97125

150KAT 115 10 PG 1.09
200KAT 120 10 PG 1.09

Width

a=b=c
mm

CODE

1pc
kg

1.0mmKAT ... H100KAT ... H100

CODE

KAT 130 12 PG 2.61300
KAT 140 12 PG 3.55400

1.2mm

KAT 145 12 PG 4.07450
KAT 150 12 PG 4.63500
KAT 160 12 PG 5.85600

KAT 125 10 PG 1.66250

KAT 150 15 PG 5.78500
450KAT 145 15 PG 5.09

KAT 160 15 PG 7.31600

KAT 122 15 PG 2.27225

KAT 110 15 PG 1.28100
KAT 112 15 PG 1.45125

150KAT 115 15 PG 1.64
200KAT 120 15 PG 2.05

KAT 125 15 PG 2.50250
KAT 130 15 PG 3.27300
KAT 140 15 PG 4.44400

1.5mm

Width

mm
CODE

1pc
kgCODE

KAD 110 10 PG 1.17100
KAD 112 10 PG 1.30125

150KAD 115 10 PG 1.44
200KAD 120 10 PG 1.75

Width

a=b=c=d
mm

CODE

1pc
kgCODE

KAD 130 12 PG 3.32300
KAD 140 12 PG 4.35400

1.2mm

KAD 145 12 PG 4.93450
KAD 150 12 PG 5.53500
KAD 160 12 PG 6.85600

KAD 122 10 PG 1.91225

KAD 150 15 PG 6.92500
450KAD 145 15 PG 6.16

KAD 160 15 PG 8.57600

KAD 122 15 PG 2.87225

KAD 110 15 PG 1.75100
KAD 112 15 PG 1.95125

150KAD 115 15 PG 2.16
200KAD 120 15 PG 2.62

KAD 125 15 PG 3.13250
KAD 130 15 PG 4.14300
KAD 140 15 PG 5.44400

1.5mm

Width

mm
CODE

1pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KAT ... H100KAT ... H100

KAD ... H100KAD ... H100 KAD ... H100KAD ... H100

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

R90

b

18

9

40 ca

c

18

9

40

R90

a

b

d

1.0mm

a+55

b+210

b+110

b
+

11
0

pcspcs

pcspcs

a=b=c

225KAT 122 10 PG 1.36

KAD 125 10 PG 2.08250

a=b=c=d

Tee Hor�zontal Bend of Cable Tray
“T” Yatay Kanal Dönüş Elemanı - Т-отвод горизонтальный

Cross Bend of Cable Tray
4'lü Bağlantı Elemanı- Крестовина

1
1

1

1

1
1
1
1

1
1
1

1
1

1

1

1
1
1
1

1
1
1

1
1

1

1

1
1
1
1

1

1
1

1
1

1

1
1

1

1
1

1

1
1

KAT H100

KAD H100

9x18

100

9x18

100
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Cable Trays - System of Side Height H100

Pre - Galvan�zed

Pre - Galvan�zed

KADB 110 10 PG 600 1.17100
KADB 112 10 PG 600 1.26125

150KADB 115 10 PG 600 1.35
200KADB 120 10 PG 600 1.54

Width

a
mm

CODE
Length

L
mm 1m

kg

1.0mmKADB ... H100KADB ... H100

CODE

KADB 130 12 PG 600 2.28300
KADB 140 12 PG 600 3.27400

1.2mm

KADB 145 12 PG 600 3.53450
KADB 150 12 PG 600 3.80500
KADB 160 12 PG 600 4.33600

KADB 125 10 PG 600 1.72250

KADB 150 15 PG 600 4.73500
450KADB 145 15 PG 600 4.40

KADB 160 15 PG 600 5.39600

KADB 122 15 PG 600 2.43225

KADB 110 15 PG 600 1.74100
KADB 112 15 PG 600 1.88125

150KADB 115 15 PG 600 2.01
200KADB 120 15 PG 600 2.29

KADB 125 15 PG 600 2.57250
KADB 130 15 PG 600 2.84300
KADB 140 15 PG 600 4.07400

1.5mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

KAIB 110 10 PG 600 1.17100
KAIB 112 10 PG 600 1.26125

150KAIB 115 10 PG 600 1.35
200KAIB 120 10 PG 600 1.54

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

KAIB 130 12 PG 600 2.28300
KAIB 140 12 PG 600 3.27400

1.2mm

KAIB 145 12 PG 600 3.53450
KAIB 150 12 PG 600 3.80500
KAIB 160 12 PG 600 4.33600

KAIB 125 10 PG 600 1.72250

KAIB 150 15 PG 600500
450KAIB 145 15 PG 600

KAIB 160 15 PG 600600

KAIB 122 15 PG 600 2.43225

KAIB 110 15 PG 600 1.74100
KAIB 112 15 PG 600 1.88125

150KAIB 115 15 PG 600 2.01
200KAIB 120 15 PG 600 2.29

KAIB 125 15 PG 600 2.57250
KAIB 130 15 PG 600 2.84300
KAIB 140 15 PG 600400

1.5mm

Width

a
mm

CODE
Length

L
mm 1m

kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con.

1.0mm

3
0
0
+

H

300+H

R360

42

1
8

a

100T

a

100
T

360

3
6
0

R300

42

1
89

KADB ... H100KADB ... H100

KAIB ... H100KAIB ... H100 KAIB ... H100KAIB ... H100

 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

KADB and KAIB are the same �tems, sh�pped flat.
 To �nstall - Bend manually dur�ng appl�cat�on.

Important! 
To �nstall vert�cal bend -  use 2 p�eces of KBE con. 
 and 4 sets of CFS bolts and nuts ( M6 or M8 ).

�n Flat Lenght = 600mm

�n Flat Lenght = 600mm

225KADB 122 10 PG 600 1.63

225KAIB 122 10 PG 600 1.63

pcspcs

pcspcs

9

Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Kanal Dış Bükey - Арка универсальная, внешний изгиб

Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Kanal İç Bükey- Арка универсальная, внутренний изгиб

4.40
4.07

4.73
5.39

1

1
1
1
1

1
1

1
1

1
1

KADB H100

KAIB H100

1
1
1
1

1
1
1
1
1

1
1

1
1

1

1

1
1
1
1

1
1
1

1
1
1
1

1
1
1
1
1

1
1
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Cable Trays - System of Side Height H100

Add on 90º Hor�zontal Corner Bend

Pre - Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

90º Köse yatay kanal dönüs eki                                                      - Угол 90º врезной

Pre - Galvan�zed

a
mm

CODE
Rad�us

R
1pc
kg

1.0mmKA90E ... H100KA90E ... H100

CODE

0.31

0.45
0.88

1.5mm

a
mm

CODE

1pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8

Add on tee hor�zontal bend
T yatay kanal dönüş eki - Т-отвод горизонтальный врезной

KA90E 1 10 PG 90 0.2055

KA90ER1 10 10 PG 150 0.3090
KA90ER2 10 10 PG 300 0.59180

KA90E Mount�ng KATE Mount�ng

a

a

R

a
+

5
0

a+50

18

9

25

7
5

50

KA90E ... H100KA90E ... H100

KA90E 1 15 PG 9055

KA90ER1 10 15 PG 15090
KA90ER2 10 15 PG 300180

mm

Rad�us

R
mm pcspcs

1
0
0

1
8

9

20

a
5

5

a
+

11
0

2
5

2
5

9x18

R90

7
5

KATER1

KATE

a
9
0

a
+

1
8
0

2
5

2
5

9x18

R150

7
5

1

1
1

1

1
1

KATE 110 10 PG 90 0.51100
KATE 112 10 PG 90 0.54125

150KATE 115 10 PG 90 0.57
200KATE 120 10 PG 90 0.63

Width

a
mm

CODE

1m
kg

1.0mm

CODE

KATE 130 12 PG 90 0.91300
KATE 140 12 PG 90 1.05400

1.2mm

KATE 145 12 PG 90 1.13450
KATE 150 12 PG 90 1.20500
KATE 160 12 PG 90 1.35600

KATE 125 10 PG 90 0.69250

KATER1 150 15 PG 150 2.41500
450KATER1 145 15 PG 150 2.27

KATER1 160 15 PG 150 2.68600

KATER1 122 15 PG 150 1.66225

KATER1 110 15 PG 150 1.31100
KATER1 112 15 PG 150 1.38125

150KATER1 115 15 PG 150 1.45
200KATER1 120 15 PG 150 1.59

KATER1 125 15 PG 150 1.72250
KATER1 130 15 PG 150 1.86300
KATER1 140 15 PG 150 2.14400

1.5mm

Width

a
mm

CODE

1m
kgCODE

225KATE 122 10 PG 90 0.66

pcspcs

KATE... H100
Rad�us

R
mm

1
1
1
1

1
1
1
1
1

1
1

Rad�us

R
mm

1
1

1

1

1
1
1
1

1
1
1

KATER1... H100

KA90E H100
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Cable Trays - System of Side Height H100

Pre - Galvan�zed

BDD 210 12 PG 250 0.26

CODE
Length

L
mm 1m

kg

1.2mmBDD 2 ... H100

CODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

R
30

9
5

15

T

9
5

15

T

L=175

2
5

25

20x8.5
9

5

L=1000

8,5

1
8

25

2
5

2

T

1.5mm

CODE
Length

L
mm 1m

kgCODE

Pre - Galvan�zed

BYD 210 12 PG 175 0.14

CODE
Length

L
mm 1m

kg

1.2mm

CODE

BYD 210 15 PG 175 0.18

1.5mm

CODE
Length

L
mm 1m

kgCODE

BYDU 110 12 PG 1000 0.71

CODE
Length

L
mm 1m

kg

1.2mmBYDU 1 ... H100

CODE

BYDU 110 15 PG 1000 0.89

1.5mm

CODE
Length

L
mm 1m

kgCODE

BDD 2 ... H100

BYD 2 ... H100 BYD 2 ... H100

BDD 210 15 PG 250 0.33

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

pcspcs

50

pcspcs

pcspcs

BYDU 1 ... H100

2
3

8,5

5
0

222222
250

125 125

Adjustable hor�zontal connector - Long Type 
Yatay seviye değiştirme eki uzun tip - Угловой соединитель - длинный

Adjustable Vert�cal Connector (2 Pcs)
Dikey Seviye Degistirme Eki (2 Adet) - Шарнирный соединитель для лотка 

Adjustable Hor�zontal Connector
Yatay Seviye Değiştirme Eki - Угловой соединитель

BDD 2 ... H100 BDD 2 ... H100 

1 1

BYD 2 ... H100 BYD 2 ... H100

BYDU 1 ... H100 BYDU 1 ... H100 

BDD 2 H100

BYD 2 H100

BYDU 1

1 1

1 1



61

Cable Trays - System of Side Height H100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

Pre - Galvan�zed

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

RT 10 575 15 PG 0.64

RT 10 425 15 PG 0.51

RT 10 450 15 PG 0.53
RT 10 475 15 PG 0.55
RT 10 500 15 PG 0.57
RT 10 525 15 PG 0.60
RT 10 550 15 PG 0.62

1.5mm

CODE
Length

L
mm 1m

kgCODE

RT ... H100RT ... H100 

RT 10 375 15 PG 0.46
RT 10 350 15 PG 0.44

RT 10 400 15 PG 0.49

RT 10 225 15 PG 0.33

RT 10 50 15 PG 0.18

RT 10 75 15 PG 0.20
RT 10 100 15 PG 0.22
RT 10 125 15 PG 0.24
RT 10 150 15 PG 0.26

RT 10 200 15 PG 0.31

RT 10 250 15 PG 0.35

RT 10 275 15 PG 0.38

RT 10 325 15 PG 0.42

1.5mm

CODE
Length

L
mm 1m

kgCODE

RT ... H100RT ... H100 

Important! 

To install cable tray - bend use Screw Sets  
CFS M6 or CFS M8 

3
5

a

T

9
5

1
8

9

35

375
350

400

225

50

75
100
125
150

200

250

275

325

575

425

450
475
500
525
550

SON 150 15 PG 2.96
SON 145 15 PG 2.28

SON 160 15 PG 2.96

SON 122 15 PG 2.96

SON 110 15 PG 1.98
SON 112 15 PG 1.98
SON 115 15 PG 2.28
SON 120 15 PG 2.28

SON 125 15 PG 2.96
SON 130 15 PG 3.65
SON 140 15 PG 3.65

1.5mm

CODE

1m
kgCODE

SON ... H100SON ... H100 

SON 150 12 PG 2.96
SON 145 12 PG 2.28

SON 160 12 PG 2.96

SON 122 12 PG 2.96

SON 110 12 PG 1.98
SON 112 12 PG 1.98
SON 115 12 PG 2.28
SON 120 12 PG 2.28

SON 125 12 PG 2.96
SON 130 12 PG 3.65
SON 140 12 PG 3.65

1.2mm

CODE

1m
kgCODE

SON ... H100SON ... H100

500
450

600

225

100
125
150
200

250
300
400

500
450

600

225

100
125
150
200

250
300
400

42

75

L

75

T

95
RT 10 25 15 PG 0.1525

RT 10 175 15 PG 0.29175

Width

a
mm

Width

a
mm

pcspcs

pcspcs

18x9

5
0

Reducer Connector - S�ngle Type
Reduksiyon Eki (Tek) - Редукционный переходник

Stop End (Bl�nd End)
Sonlandırma - Заглушка

RT 10 300 15 PG 0.40300

1

1

1
1
1
1
1

1
1

1

1

1
1

1

1

1
1
1
1

1
1
1

1
1

1

1

1
1
1
1

1
1
1

RT H100

SON H100

1

1
1
1
1
1
1

1
1

1

1

1
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Accessor�es

Cable Tray Covers

KT/1

KK90 KKT

KKDKKIB

Cover clamp

Kapak tutucu

90° Hor. bend cover

90° Yat. dönüş kapağı

KK45

45° Hor. bend cover

45° Yat. dönüş kapağı

Tee bend cover

T dönüş kapağı

Cross bend cover
Dörtlü dönüş kapağı

Ver. �ns�de bend cover

İç bükey dönüş kapağı

KKDB

Ver. outs�de bend cover

Dış bükey dönüş kapağı

Cover of Cable Tray 

Kablo Kanalı Kapağı

KK

Covers of Cable Trays and Accessor�es 
          Kanal ve Aksesuar Kapakları  

1 2 3 4

5 6 7 8

Крышка лотков и аксесуаров

1

2

3

4

5

7

6

8
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KK 50 15 PG 3000 6.25500
450KK 45 15 PG 3000 5.66

KK 60 15 PG 3000 7.42600

KK 22 15 PG 3000 3.01

KK 05 15 PG 3000 0.95

225

50

KK 07 15 PG 3000 1.2475
KK 10 15 PG 3000 1.54100
KK 12 15 PG 3000 1.83125

150KK 15 15 PG 3000 2.12
200KK 20 15 PG 3000 2.71

KK 25 15 PG 3000 3.30250
KK 30 15 PG 3000 3.89300
KK 40 15 PG 3000 5.07400

1.5mm

Cover of Cable Tray / Ladder

KK 05 06 PG 3000 0.3850

KK 07 06 PG 3000 0.5075
KK 10 06 PG 3000 0.62100
KK 12 06 PG 3000 0.74125

150KK 15 06 PG 3000 0.85
200KK 20 06 PG 3000 1.09

Width

W
mm

CODE
Length

L
mm 1 mt

kg

0.6mm

CODE

KK 22 08 PG 3000 1.61

KK 05 08 PG 3000 0.51

225

50

KK 07 08 PG 3000 0.6675
KK 10 08 PG 3000 0.82100
KK 12 08 PG 3000 0.98125

150KK 15 08 PG 3000 1.14
200KK 20 08 PG 3000 1.45

KK 25 08 PG 3000 1.76250

0.8mm
KK 22 12 PG 3000 2.41

KK 05 12 PG 3000 0.76

225

50

KK 07 12 PG 3000 0.9975
KK 10 12 PG 3000 1.23100
KK 12 12 PG 3000 1.47125

150KK 15 12 PG 3000 1.70
200KK 20 12 PG 3000 2.17

KK 25 12 PG 3000 2.64250
KK 30 12 PG 3000 3.11300
KK 40 12 PG 3000 4.06400

1.2mmKK ... KK ...  

KK 45 12 PG 3000 4.53450
KK 50 12 PG 3000 5.00500
KK 60 12 PG 3000 5.94600

KK 22 10 PG 3000 2.01

KK 05 10 PG 3000 0.63

225

50

KK 07 10 PG 3000 0.8375
KK 10 10 PG 3000 1.03100
KK 12 10 PG 3000 1.22125

150KK 15 10 PG 3000 1.42
200KK 20 10 PG 3000 1.81

KK 25 10 PG 3000 2.20250
KK 30 10 PG 3000 2.60300
KK 40 10 PG 3000 3.38400

1.0mm

KK 30 08 PG 3000 2.08300

Width

W
mm

CODE
Length

L
mm 1 mt

kgCODE

KT/1 40 PG 40 0.031

CODE H
mm 1 pc

kg

1.2mm

CODE

KK ... KK ...  

KT/1 ...  

100

Kablo Kanalı ve Merdiven Kapağı- Крышка лотков и кабельростов

Cover Clamp
Kapak Tutucu KT/1 Tipi -  Фиксатор крышки боковой, KT/1

Pre - Galvan�sed

pcspcs

pcs

KT/1 50 PG 50 100
KT/1 60 PG 60 100

Pre - Galvan�sed

2

2

2
2
2
2
2

2
2
2
2
2
2

2

2

2
2
2
2
2

2
2
2
2
2
2

0.034
0.037

Important!

For fix�ng cable tray cover sect�ons use 4 pcs of KT/1
cover clamps for 1 lenght

2
2
2
2
2
2

2
2
2
2
2
2
2
2

2

2
2
2
2
2
2
2
2

2
2

Important!
Use 4 pcs of KT/1
cover clamps for 1 lenght

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Re�nforcedStandard

22,5

H

20

W=50 - 100 mm W=150... - 900mm

3000

H

W+5

T

KK 

KT/1

KT/1 80 PG 80 100
KT/1 100 PG 100 100

0.034
0.037

Cable Tray Covers



64

Cover of 90º Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

90° Kanal Yatay Dönüş Kapağı- Крышка на угол горизонтальный 90º

Pre - Galvan�zed

KK90 05 10 PG 0.1050

KK90 07 10 PG 0.1575
KK90 10 10 PG 0.21100
KK90 12 10 PG 0.28125

150KK90 15 10 PG 0.36
200KK90 20 10 PG 0.55

Width

a=b
mm

CODE

1 pc
kg

1.0mmKK90 ... KK90 ...  

CODE

KK90 30 12 PG 1.25300
KK90 40 12 PG 2.03400

1.2mm

KK90 45 12 PG 2.49450
KK90 50 12 PG 3.00500
KK90 60 12 PG 4.16600

KK90 25 10 PG 0.78250

KK90 50 15 PG 3.75500
450KK90 45 15 PG 3.12

KK90 60 15 PG 5.20600

KK90 22 15 PG 0.99

KK90 05 15 PG 0.15

225

50

KK90 07 15 PG 0.2375
KK90 10 15 PG 0.32100
KK90 12 15 PG 0.42125

150KK90 15 15 PG 0.54
200KK90 20 15 PG 0.82

KK90 25 15 PG 1.16250
KK90 30 15 PG 1.56300
KK90 40 15 PG 2.54400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

KK45 05 10 PG 0.0850

KK45 07 10 PG 0.1175
KK45 10 10 PG 0.16100
KK45 12 10 PG 0.21125

150KK45 15 10 PG 0.27
200KK45 20 10 PG 0.41

Width

a=b
mm

CODE

1 pc
kg

1.0mm

CODE

KK45 30 12 PG 0.92300
KK45 40 12 PG 1.49400

1.2mm

KK45 45 12 PG 1.82450
KK45 50 12 PG 2.19500
KK45 60 12 PG 3.02600

KK45 25 10 PG 0.58250

KK45 50 15 PG 2.74500
450KK45 45 15 PG 2.28

KK45 60 15 PG 3.78600

KK45 22 15 PG 0.73

KK45 05 15 PG 0.11

225

50

KK45 07 15 PG 0.1775
KK45 10 15 PG 0.24100
KK45 12 15 PG 0.32125

150KK45 15 15 PG 0.40
200KK45 20 15 PG 0.61

KK45 25 15 PG 0.86250
KK45 30 15 PG 1.15300
KK45 40 15 PG 1.86400

1.5mm

Width

a=b
mm

CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KK90 ... KK90 ...  

KK45 ...  

Cover of 45° Hor�zontal Bend of Cable Tray
45° Kanal Yatay Dönüş Kapağı - Крышка на угол горизонтальный 45º

pcspcs

225KK45 22 10 PG 0.49

pcspcs

225KK90 22 10 PG 0.66

KK45 ...  

1

1
1
1
1
1

1
1

1

1
1
1
1

1

1
1
1
1
1

1
1

1

1
1
1
1

Important!

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

1

1
1
1
1
1

1
1
1
1
1

1
1

1

1
1
1
1
1

1
1
1
1
1

1
1

a

b

KK90

KK45

1
5

b
+

5
5

a+55

b

a

Cable Tray Covers
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Cover of Hor�zontal Bend of Cable Tray

Pre - Galvan�sed

"T" Kanal Yatay Dönüş Kapağı - Крышка Т-отвода горизонтального

KKT 05 10 PG 0.1350

KKT 07 10 PG 0.1975
KKT 10 10 PG 0.26100
KKT 12 10 PG 0.33125

150KKT 15 10 PG 0.42
200KKT 20 10 PG 0.62

Width

a=b=c
mm

CODE

1 pc
kg

1.0mmKKT ... KKT ...  

CODE

KKT 30 12 PG 1.37300
KKT 40 12 PG 2.18400

1.2mm

KKT 45 12 PG 2.66450
KKT 50 12 PG 3.19500
KKT 60 12 PG 4.38600

KKT 25 10 PG 0.86250

KKT 50 15 PG 500
450KKT 45 15 PG

KKT 60 15 PG 600

KKT 22 15 PG 1.10

KKT 05 15 PG 0.20

225

50

KKT 07 15 PG 0.2975
KKT 10 15 PG 0.39100
KKT 12 15 PG 0.50125

150KKT 15 15 PG 0.63
200KKT 20 15 PG 0.93

KKT 25 15 PG 1.29250
KKT 30 15 PG 1.71300
KKT 40 15 PG 2.73400

1.5mm

Width

a=b=c
mm

CODE

1 pc
kgCODE

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

KKT ... KKT ...  

Cover of Cross Bend of Cable Tray
Dörtlü Kanal Dönüş Kapağı - Крышка Крестовины 

pcspcs

225KKT 22 10 PG 0.74

Pre - Galvan�sed

KKD 05 10 PG 0.1750

KKD 07 10 PG 0.2475
KKD 10 10 PG 0.31100
KKD 12 10 PG 0.39125

150KKD 15 10 PG 0.49
200KKD 20 10 PG 0.70

Width

a=b=c=d
mm

CODE

1 pc
kg

1.0mmKKD ... KKD ...  

CODE

KKD 30 12 PG 1.50300
KKD 40 12 PG 2.35400

1.2mm

KKD 45 12 PG 2.84450
KKD 50 12 PG 3.38500
KKD 60 12 PG 4.60600

KKD 25 10 PG 0.96250

KKD 50 15 PG 4.22500
450KKD 45 15 PG 3.55

KKD 60 15 PG 5.75600

KKD 22 15 PG 1.24

KKD 05 15 PG 0.26

225

50

KKD 07 15 PG 0.3675
KKD 10 15 PG 0.47100
KKD 12 15 PG 0.59125

150KKD 15 15 PG 0.73
200KKD 20 15 PG 1.05

KKD 25 15 PG 1.43250
KKD 30 15 PG 1.87300
KKD 40 15 PG 2.93400

1.5mm

Width

mm
CODE

1 pc
kgCODE

KKD ... KKD ...  

pcspcs

225KKD 22 10 PG 0.82

a=b=c=d

3.33
3.98
5.47

1

1
1
1
1
1

1
1
1
1
1

1
1

1

1
1
1
1
1

1
1

1
1

1

1
1

Important!

For fix�ng cable tray cover bend sect�ons use 3 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1
1
1
1
1

1
1
1
1
1

1
1

1
5

a
+

5
5

b

b+110

c

a

1
5

c
+
11

0

d

b+110

a

b

 c
KKT 

KKD 

Cable Tray Covers
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Cover of Vert�cal Outs�de Bend of Cable Tray (Flex�ble)
Dikey Kanal Dış Bükey Kapağı - Крышка арки гибкой внешней 

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�zed

KKIB 05 10 PG 0.4050

KKIB 07 10 PG 0.5275
KKIB 10 10 PG 0.64100
KKIB 12 10 PG 0.77125

150KKIB 15 10 PG 0.89
200KKIB 20 10 PG 1.13

Width

a
mm

CODE

1 pc
kg

1.0mm

CODE

KKIB 30 12 PG 1.95300
KKIB 40 12 PG 3.04400

1.2mm

KKIB 45 12 PG 3.40450
KKIB 50 12 PG 3.75500
KKIB 60 12 PG 4.46600

KKIB 25 10 PG 1.38250

KKIB 50 15 PG 4.69500
450KKIB 45 15 PG 4.24

KKIB 60 15 PG 5.57600

KKIB 22 15 PG 1.88

KKIB 05 15 PG 0.59

225

50

KKIB 07 15 PG 0.7875
KKIB 10 15 PG 0.96100
KKIB 12 15 PG 1.15125

150KKIB 15 15 PG 1.33
200KKIB 20 15 PG 1.70

KKIB 25 15 PG 2.07250
KKIB 30 15 PG 2.43300
KKIB 40 15 PG 3.80400

1.5mm

Width

a
mm

CODE

1 pc
kgCODE

pcspcs

225KKIB 22 10 PG 1.26

Pre - Galvan�sed

KKDB 05 10 PG 0.4050

KKDB 07 10 PG 0.5275
KKDB 10 10 PG 0.64100
KKDB 12 10 PG 0.77125

150KKDB 15 10 PG 0.89
200KKDB 20 10 PG 1.13

Width

a
mm

CODE

1 pc
kg

1.0mmKKDB ...    H15  

CODE

KKDB 30 12 PG 1.95300
KKDB 40 12 PG 3.04400

1.2mm

KKDB 45 12 PG 3.40450
KKDB 50 12 PG 3.75500
KKDB 60 12 PG 4.46600

KKDB 25 10 PG 1.38250

KKDB 50 15 PG 4.69500
450KKDB 45 15 PG 4.24

KKDB 60 15 PG 5.57600

KKDB 22 15 PG 1.88

KKDB 05 15 PG 0.59

225

50

KKDB 07 15 PG 0.7875
KKDB 10 15 PG 0.96100
KKDB 12 15 PG 1.15125

150KKDB 15 15 PG 1.33
200KKDB 20 15 PG 1.70

KKDB 25 15 PG 2.07250
KKDB 30 15 PG 2.43300
KKDB 40 15 PG 3.80400

1.5mm

Width

a
mm

CODE

1 pc
kgCODE

pcspcs

225KKDB 22 10 PG 1.26

Cover of Vert�cal Ins�de Bend of Cable Tray (Flex�ble)
Dikey Kanal İç Bükey Kapağı - Крышка арки гибкой внутренней

KKDB ...    H15  

1

1
1
1
1
1

1
1
1
1
1

1
1

1
1

1

1

1

1
1
1
1
1

1
1
1

KKIB ...  H15  KKIB ...  H15  

1

1
1
1
1
1

1
1
1
1
1

1
1

1

1
1
1
1
1

1
1

1
1
1

1
1

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

Important!

For fix�ng cable tray cover bend sect�ons use 4 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

15

6
0

0

a

15

6
0

0

a

KKDB 

KKIB

Cable Tray Covers
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Cover of Add On Tee Hor�zontal Bend of Cable Tray
"T" Kanal Yatay Dönüş Eki Kapağı - Крышка Т-отвода горизонтального 

Pre - Galvan�sed

KKTE 10 10 PG 0.0850

0.0975
0.10100
0.12125

150 0.13
200 0.14

Width

a
mm

CODE

1 pc
kg

1.0mmKKTE ...    H15  

CODE

0.19300
0.23400

1.2mm

0.26450
0.28500
0.33600

450KKTER1 60 15 PG 1.01

KKTER1 30 15 PG 0.64

KKTER1 10 15 PG 0.39

225

50

KKTER1 12 15 PG 0.4275
KKTER1 15 15 PG 0.45100
KKTER1 20 15 PG 0.51125

150KKTER1 22 15 PG 0.55
200KKTER1 25 15 PG 0.58

KKTER1 40 15 PG 0.76250
KKTER1 45 15 PG 0.83300
KKTER1 50 15 PG 0.89400

1.5mm

Width

a
mm

CODE

1 pc
kgCODE

pcspcs

1

1
1
1
1
1

1
1
1
1
1

1

1

1

1
1
1
1
1

1
1
1

KKTE ...    H15  

KKTE 12 10 PG
KKTE 15 10 PG
KKTE 20 10 PG
KKTE 22 10 PG
KKTE 25 10 PG

KKTE 30 12 PG

KKTE 40 12 PG
KKTE 45 12 PG
KKTE 50 12 PG
KKTE 60 12 PG

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  0.6  1.5  1.2  1.0  0.8 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Important!

For fix�ng cable tray cover bend sect�ons use 2 pcs of
KT/1 cover clamps. Cover clamps fix�ng - s�de sl�d�ng.

a

a+110

5
0

KKTE 

PVC

FIT SNG 50 0.10

CODE
Length

L
mm mt/kg

kg

FIT ... FIT ... 

CODE

FIT DBL 50 0.20

CODE
Length

L
mm mt/kg

kgCODE

Edge Protect�on Str�p
Kenar Koruma Fitili - Лента для защиты кромок

pcspcs

FIT ... FIT ... 

FIT SNG FIT DBL

FIT SNG FIT DBL

LL

11

ZINC 400

CODE
pcs

1

Z�nc Spray
Çinko Sprey - Цинковый спрей

1pc
kg

0.4

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Cable Tray Covers
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Cable Tray Systems 

Cable Ladder Systems - Kablo Merd�ven� S�stemler�
Кабельросты (Лестничные лотки)

Cable Ladder Systems 

Cable Ladder Systems - Kablo Merd�ven� S�stemler�
Кабельросты (Лестничные лотки)

68
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SKM UKM

BKMCKM ZKM

Accessor�es

BYD BDD RT SEP

PM90SON MT/1 PMDPMT

PMDS45

Stra�ght Connector

Ek Elemanı

KBE

F�x�ng un�t 

Merd�ven� konsola sab�tleme

90° Hor. Ladder bend 

90° Yat. merd�ven dönüşü

Tee Hor. Ladder bend 

T merd�ven dönüşü
Cross bend cover

Dörtlü merd�ven dönüşü

Vert�cal �ns�de 90° Ladder bend 

90° D�key �ç bükey merd�ven dönüşü

Vert�cal �ns�de 45° Ladder bend 

45° D�key �ç bükey merd�ven dönüşü
Vert�cal outs�de 45° Ladder bend 
45° D�key dış bükey merd�ven dönüşü

Modular R�ser
Modüler �n�ş-çıkış

Stop End
Sonlandırma

Adjustable hor�zontal connector

Yatay sev�ye değ�şt�rme ek�

Adjustable Vert�cal Connector

Dikey Seviye Degistirme Eki

Reducer Connector - S�ngle Type
Reduksiyon 

Barr�er Str�p
Seperatör

Vert�cal outs�de 90° Ladder bend 

90° D�key dış bükey merd�ven dönüşü

Cable Ladder Systems - Kablo Merd�ven� S�stemler�
Кабельросты (Лестничные лотки)

PKM

PMIS PMDS PMIS45 PMMB

Cable Ladder Systems 
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Cable Ladder 
Kablo Merdiveni  - Кабельросты (Лестничные лотки)

Pre - Galvan�sed

PKM 510 12 PG 3000 1.38100

PKM 515 12 PG 3000 1.47150
PKM 520 12 PG 3000 1.56200
PKM 525 12 PG 3000 1.65250

300PKM 530 12 PG 3000 1.73
400PKM 540 12 PG 3000 1.91

Width

W
mm

CODE
Length

L
mm 1m

kg

1.2mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 545 12 PG 3000 2.00 2
500PKM 550 12 PG 3000 2.08 2
600PKM 560 12 PG 3000 2.26 2

H50...  

PKM 510 15 PG 3000 1.73100

PKM 515 15 PG 3000 1.84150
PKM 520 15 PG 3000 1.95200
PKM 525 15 PG 3000 2.06250

300PKM 530 15 PG 3000 2.17
400PKM 540 15 PG 3000 2.39

Width

W
mm

CODE
Length

L
mm 1m

kg

1.5mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 545 15 PG 3000 2.50 2
500PKM 550 15 PG 3000 2.61 2
600PKM 560 15 PG 3000 2.83 2

H50...  

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

F�x�ng Un�t for Cable Ladder
Merdiven Sabitleme Elemanı -  Фиксатор кабельроста

Pre - Galvan�sed

MT/1 PG 0.036

CODE

1 pc
kgCODE

MT/1...  

pcs

100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

KBE 250 12 PG 175 0.09

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

175 0.11

CODE
Length

L
mm 1pc

kg

1.5mm

CODE

KBE 250 15 PG

KBE 2 ... H50

100100

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

Pre - Galvan�sed

Electro - Galvan�sed

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

pcspcs

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H50 

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

223 cm

600

273 cm
298 cm
2148 cm
2198 cm
2248 cm
2298 cm

Width
Usable

Cross-Section

2100 48 cm

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.2

Thickn. (ga) [mm]:

 1.5

Cable Ladder Systems of S�de He�ght H50 
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Pre - Galvan�sed

PM90 510 12 PG 0.74100

PM90 515 12 PG 0.89150
PM90 520 12 PG 1.03200
PM90 525 12 PG 1.18250

300PM90 530 12 PG 1.32
400PM90 540 12 PG 1.62

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM90 ...  

pcs

1
1
1
1
1
1

450PM90 545 12 PG 1.76 1
500PM90 550 12 PG 1.91 1
600PM90 560 12 PG 2.21 1

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

90° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 90°
90° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 45°
45° Horizontal Bend of Cable Ladder

Width

W
a=b

CODE kgCODE
pcs

H50...  PM90 ...  

PM90 510 15 PG 0.93100

PM90 515 15 PG 1.10150
PM90 520 15 PG 1.29200
PM90 525 15 PG 1.47250

300PM90 530 15 PG 1.66
400PM90 540 15 PG 2.02

1
1
1
1
1
1

450PM90 545 15 PG 2.20 1
500PM90 550 15 PG 2.39 1
600PM90 560 15 PG 2.75 1

1.5mm

Pre - Galvan�sed

Width

W
a=b

CODE kg

1.2mm

CODE

PM45 ...  

pcs

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE kgCODE
pcs

H50...  PM45 ...  1.5mm

PM45 510 12 PG 0.66100

PM45 515 12 PG 0.74150
PM45 520 12 PG 0.83200
PM45 525 12 PG 0.91250

300PM45 530 12 PG 1.00
400PM45 540 12 PG 1.17

1
1
1
1
1
1

450PM45 545 12 PG 1.26 1
500PM45 550 12 PG 1.34 1
600PM45 560 12 PG 1.52 1

PM45 510 15 PG 0.82100

PM45 515 15 PG 0.93150
PM45 520 15 PG 1.03200
PM45 525 15 PG 1.15250

300PM45 530 15 PG 1.25
400PM45 540 15 PG 1.46

1
1
1
1
1
1

450PM45 545 15 PG 1.58 1
500PM45 550 15 PG 1.68 1
600PM45 560 15 PG 1.90 1

Cable Ladder Systems of S�de He�ght H50 

1 pc

1 pc 1 pc

a

b

a

b

13587

PM90 H50

PM45 H50
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Pre - Galvan�sed

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a=b=c=d

CODE kg

1.2mm

CODE

PMD...  

pcs

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b=c=d

CODE kgCODE
pcs

H50...  PMD ...  1.5mm

PMD 510 12 PG 1.16100

PMD 515 12 PG 1.29150
PMD 520 12 PG 1.42200
PMD 525 12 PG 1.79250

300PMD 530 12 PG 1.95
400PMD 540 12 PG 2.28

1
1
1
1
1
1

450PMD 545 12 PG 2.81 1
500PMD 550 12 PG 3.00 1
600PMD 560 12 PG 3.40 1

PMD 510 15 PG 1.38100

PMD 515 15 PG 1.51150
PMD 520 15 PG 1.64200
PMD 525 15 PG 2.00250

300PMD 530 15 PG 2.17
400PMD 540 15 PG 2.50

1
1
1
1
1
1

450PMD 545 15 PG 3.02 1
500PMD 550 15 PG 3.22 1
600PMD 560 15 PG 3.62 1

"T" Merdiven Yatay Dönüş Elemanı  - Т-отвод кабельроста горизонтальный
Tee Horizontal Bend of Cable Ladder

Dörtlü Merdiven Dönüş Elemanı - Крестовина кабельроста
Cross Bend of Cable Ladder

100

150
200
250
300
400

Width

W
a=b=c

CODE kg

1.2mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMT 510 12 PG

PMT 515 12 PG
PMT 520 12 PG
PMT 525 12 PG
PMT 530 12 PG
PMT 540 12 PG
PMT 545 12 PG
PMT 550 12 PG
PMT 560 12 PG

0.94
1.07
1.20
1.56
1.72
2.31
2.51
2.71
3.09

100

150
200
250
300
400

Width

W
a=b=c

CODE kg

1.5mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMT 510 15 PG

PMT 515 15 PG
PMT 520 15 PG
PMT 525 15 PG
PMT 530 15 PG
PMT 540 15 PG
PMT 545 15 PG
PMT 550 15 PG
PMT 560 15 PG

1.13
1.26
1.40
1.77
1.94
2.54
2.75
2.95
3.36

Cable Ladder Systems of S�de He�ght H50 

1 pc 1 pc

1 pc 1 pc

a c

b

a

b

c

d

b+444
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222

222

222

PMT H50

PMD H50
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Pre - Galvan�sed

Important! 
To �nstal vert�cal bend - use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 or 
M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a mm

CODE kg

1.2mm

CODE

PMIS...  

pcs

H50...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE kgCODE
pcs

H50...  PMIS ...  1.5mm

PMIS 510 12 PG 0.88100

PMIS 515 12 PG 0.96150
PMIS 520 12 PG 1.04200
PMIS 525 12 PG 1.12250

300PMIS 530 12 PG 1.19
400PMIS 540 12 PG 1.54

1
1
1
1
1
1

450PMIS 545 12 PG 1.62 1
500PMIS 550 12 PG 1.70 1
600PMIS 560 12 PG 1.85 1

PMIS 510 15 PG 1.10100

PMIS 515 15 PG 1.20150
PMIS 520 15 PG 1.30200
PMIS 525 15 PG 1.40250

300PMIS 530 15 PG 1.50
400PMIS 540 15 PG 1.92

1
1
1
1
1
1

450PMIS 545 15 PG 2.02 1
500PMIS 550 15 PG 2.12 1
600PMIS 560 15 PG 2.31 1

90° Dikey Merdiven Dış Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внешняя 90°  
Vertical 90° Outside Bend of Cable Ladder (Stable)

100

150
200
250
300
400

Width

W
a mm

CODE
1 pc
kg

1.2mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMDS 510 12 PG

PMDS 515 12 PG
PMDS 520 12 PG
PMDS 525 12 PG
PMDS 530 12 PG
PMDS 540 12 PG
PMDS 545 12 PG
PMDS 550 12 PG
PMDS 560 12 PG

0.88
1.96
1.04
1.12
1.19
1.54
1.62
1.70
1.85

100

150
200
250
300
400

Width

W
a mm

CODE kg

1.5mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMDS 510 15 PG

PMDS 515 15 PG
PMDS 520 15 PG
PMDS 525 15 PG
PMDS 530 15 PG
PMDS 540 15 PG
PMDS 545 15 PG
PMDS 550 15 PG
PMDS 560 15 PG

1.10
1.20
1.30
1.40
1.50
1.92
2.02
2.12
2.31

90° Dikey Merdiven İç Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внутренняя 90°
Vertical 90° Inside Bend of Cable Ladder (Stable)

Cable Ladder Systems of S�de He�ght H50 

1 pc

1 pc 1 pc

h

a

a

H

135 H112

135 H112

PMDS H50

PMIS H50
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Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Modüler Merdiven İniş-Çıkış Elemanı - Шарнирный элемент дуги кабельроста
Modular Adjustable Cable Ladder Riser

100

150
200
250
300
400

Width

W
a mm

CODE kg

1.2mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMMB 510 12 PG

PMMB 515 12 PG
PMMB 520 12 PG
PMMB 525 12 PG
PMMB 530 12 PG
PMMB 540 12 PG
PMMB 545 12 PG
PMMB 550 12 PG
PMMB 560 12 PG

0.41
0.44
0.47
0.49
0.52
0.57
0.60
0.62
0.68

100

150
200
250
300
400

Width

W
a mm

CODE kg

1.5mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H50...  

PMMB 510 15 PG

PMMB 515 15 PG
PMMB 520 15 PG
PMMB 525 15 PG
PMMB 530 15 PG
PMMB 540 15 PG
PMMB 545 15 PG
PMMB 550 15 PG
PMMB 560 15 PG

0.52
0.55
0.59
0.62
0.65
0.72
0.75
0.79
0.85

Seperatör - Перегородка
Seperator

Pre - Galvan�sed

SEP 135 10 PG 3000 0.40

CODE
Length

L
mm 1m

kg

1.0mmSEP  1 ... H35 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 135 15 PG 3000 0.59

pcspcs

SEP  1 ... H35 

1

To Install Seperator use CFS bolts and nuts. ( 
M6 or M8 )

1

Duvara Tespit Elemanı - Стеновое крепление лотка
Wall Fixing Bracket

Pre - Galvan�sed

DKE 90 PG 90 0.14

CODE
He�ght

H
mm 1 pc

kg

DKE

CODE
pcs

170

Length

L
mm

3
5

20

T

L

5
0

2

70

9
0 5

0

43

W

270

H

Cable Ladder Systems of S�de He�ght H50 

1 pc 1 pc

PMMB H50

SEP 1 H35

DKE 90
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Cable Ladder 
Kablo Merdiveni  - Кабельросты (Лестничные лотки)

Pre - Galvan�sed

PKM 610 12 PG 3000 1.53100

PKM 615 12 PG 3000 1.62150
PKM 620 12 PG 3000 1.71200
PKM 625 12 PG 3000 1.80250

300PKM 630 12 PG 3000 1.88
400PKM 640 12 PG 3000 2.06

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.2mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 645 12 PG 3000 2.15 2
500PKM 650 12 PG 3000 2.24 2
600PKM 660 12 PG 3000 2.41 2

H60...  

PKM 610 15 PG 3000 1.92100

PKM 615 15 PG 3000 2.03150
PKM 620 15 PG 3000 2.14200
PKM 625 15 PG 3000 2.25250

300PKM 630 15 PG 3000 2.36
400PKM 640 15 PG 3000 2.57

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.5mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 645 15 PG 3000 2.68 2
500PKM 650 15 PG 3000 2.79 2
600PKM 660 15 PG 3000 3.01 2

H60...  

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

F�x�ng Un�t for Cable Ladder
Merdiven Sabitleme Elemanı -  Фиксатор кабельроста

Pre - Galvan�sed

MT/1 PG 0.036

CODE

1 pc
kgCODE

MT/1...  

pcs

100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

228 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

Cable Ladder Systems of S�de He�ght H60

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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f

L L L L

Spacing of Supports in [m]

2.5
 1.0  1.20.8

Thickn. (ga) [mm]:

 1.50.6

MT1

PKM H60

KBE 2 H60

KBE 260 12 PG 175 0.1

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

0,13 0.11

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 260 15 PG

KBE 2 ... H60

100100

Pre - Galvan�sed

Electro - Galvan�zed

pcspcs

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

KBE 2 ... H60 

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

5
5 T

15

L

20

8,5 25

W

6
0

3
0

0

2
3

8,5

4
1

5
4

1
,5

L
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Pre - Galvan�sed

PM90 610 12 PG 0.81100

PM90 615 12 PG 0.97150
PM90 620 12 PG 1.12200
PM90 625 12 PG 1.28250

300PM90 630 12 PG 1.43
400PM90 640 12 PG 1.74

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM90 ...  

pcs

1
1
1
1
1
1

450PM90 645 12 PG 1.90 1
500PM90 650 12 PG 2.05 1
600PM90 660 12 PG 2.36 1

H60...  

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

90° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 90°
90° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 45°
45° Horizontal Bend of Cable Ladder

Width

W
a=b

CODE

1 pc
kgCODE

pcs

H60...  PM90 ...  

PM90 610 15 PG 1.01100

PM90 615 15 PG 1.21150
PM90 620 15 PG 1.40200
PM90 625 15 PG 1.60250

300PM90 630 15 PG 1.79

400PM90 640 15 PG 2.18

1
1
1
1
1
1

450PM90 645 15 PG 2.37 1
500PM90 650 15 PG 2.57 1
600PM90 660 15 PG 2.95 1

1.5mm

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM45 ...  

pcs

H60...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

H60...  PM45 ...  1.5mm

PM45 610 12 PG 0.72100

PM45 615 12 PG 0.81150
PM45 620 12 PG 0.91200
PM45 625 12 PG 0.99250

300PM45 630 12 PG 1.08
400PM45 640 12 PG 1.27

1
1
1
1
1
1

450PM45 645 12 PG 1.35 1
500PM45 650 12 PG 1.45 1
600PM45 660 12 PG 1.63 1

PM45 610 15 PG 0.91100

PM45 615 15 PG 1.02150
PM45 620 15 PG 1.13200
PM45 625 15 PG 1.24250

300PM45 630 15 PG 1.36
400PM45 640 15 PG 1.58

1
1
1
1
1
1

450PM45 645 15 PG 1.70 1
500PM45 650 15 PG 1.81 1
600PM45 660 15 PG 2.04 1

Cable Ladder Systems of S�de He�ght H60

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

b

a

b

13587

PM90 H60

PM45 H60
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Pre - Galvan�sed

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Pre - Galvan�sed

Width

W
a=b=c=d

CODE

1 pc
kg

1.2mm

CODE

PMD...  

pcs

H60...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b=c=d

CODE

1 pc
kgCODE

pcs

H60...  PMD ...  1.5mm

PMD 610 12 PG 1.26100

PMD 615 12 PG 1.40150
PMD 620 12 PG 1.53200
PMD 625 12 PG 1.89250

300PMD 630 12 PG
400PMD 640 12 PG

2.05

1
1
1
1
1
1

450PMD 645 12 PG
2.38

1
500PMD 650 12 PG

2.91
1

600PMD 660 12 PG
3.11

1

PMD 610 15 PG 1.52100

PMD 615 15 PG 1.65150
PMD 620 15 PG 1.78200
PMD 625 15 PG 2.15250

300PMD 630 15 PG 2.31
400PMD 640 15 PG 2.64

1
1
1
1
1
1

450PMD 645 15 PG 3.17 1
500PMD 650 15 PG 3.36 1
600PMD 660 15 PG 3.76 1

"T" Merdiven Yatay Dönüş Elemanı  - Т-отвод кабельроста горизонтальный
Tee Horizontal Bend of Cable Ladder

Dörtlü Merdiven Dönüş Elemanı - Крестовина кабельроста
Cross Bend of Cable Ladder

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.2mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMT 610 12 PG

PMT 615 12 PG
PMT 620 12 PG
PMT 625 12 PG
PMT 630 12 PG
PMT 640 12 PG
PMT 645 12 PG
PMT 650 12 PG
PMT 660 12 PG

1.04
1.17
1.31
1.67
1.83
2.42
2.63
2.83
3.22

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.5mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMT 610 15 PG

PMT 615 15 PG
PMT 620 15 PG
PMT 625 15 PG
PMT 630 15 PG
PMT 640 15 PG
PMT 645 15 PG
PMT 650 15 PG
PMT 660 15 PG

1.25
1.39
1.53
1.90

2.07
2.69
2.89
3.11
3.52

3.50

Cable Ladder Systems of S�de He�ght H60

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a c

b

a

b

c

d

b+444

222

222

222

222

PMT H60

PMD H60
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Pre - Galvan�sed

Important! 
To �nstal vert�cal bend - use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 or 
M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PMIS...  

pcs

H60...  

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

H60...  PMIS ...  1.5mm

PMIS 610 12 PG 0.97100

PMIS 615 12 PG 1.05150
PMIS 620 12 PG 1.13200
PMIS 625 12 PG 1.21250

300PMIS 630 12 PG 1.29
400PMIS 640 12 PG 1.65

1
1
1
1
1
1

450PMIS 645 12 PG 1.73 1
500PMIS 650 12 PG 1.81 1
600PMIS 660 12 PG 1.97 1

PMIS 610 15 PG 1.21100

PMIS 615 15 PG 1.31150
PMIS 620 15 PG 1.41200
PMIS 625 15 PG 1.51250

300PMIS 630 15 PG 1.61
400PMIS 640 15 PG 2.06

1
1
1
1
1
1

450PMIS 645 15 PG 2.16 1
500PMIS 650 15 PG 2.26 1
600PMIS 660 15 PG 2.46 1

90° Dikey Merdiven Dış Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внешняя 90°  
Vertical 90° Outside Bend of Cable Ladder (Stable)

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMDS 610 12 PG

PMDS 615 12 PG
PMDS 620 12 PG
PMDS 625 12 PG
PMDS 630 12 PG
PMDS 640 12 PG
PMDS 645 12 PG
PMDS 650 12 PG
PMDS 660 12 PG

0.97
1.05
1.13
1.21
1.29
1.65
1.73
1.81
1.97

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMDS 610 15 PG

PMDS 615 15 PG
PMDS 620 15 PG
PMDS 625 15 PG
PMDS 630 15 PG
PMDS 640 15 PG
PMDS 645 15 PG
PMDS 650 15 PG
PMDS 660 15 PG

1.21
1.31
1.41
1.51
1.61
2.06
2.16
2.26
2.46

90° Dikey Merdiven İç Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внутренняя 90°
Vertical 90° Inside Bend of Cable Ladder (Stable)

Cable Ladder Systems of S�de He�ght H60

h

a

a

H

135 H112

135 H112

PMDS H60

PMIS H60
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Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Modüler Merdiven İniş-Çıkış Elemanı - Шарнирный элемент дуги кабельроста
Modular Adjustable Cable Ladder Riser

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMMB 610 12 PG

PMMB 615 12 PG
PMMB 620 12 PG
PMMB 625 12 PG
PMMB 630 12 PG
PMMB 640 12 PG
PMMB 645 12 PG
PMMB 650 12 PG
PMMB 660 12 PG

0.46
0.49
0.51
0.54
0.57
0.62
0.65
0.67
0.72

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

H60...  

PMMB 610 15 PG

PMMB 615 15 PG
PMMB 620 15 PG
PMMB 625 15 PG
PMMB 630 15 PG
PMMB 640 15 PG
PMMB 645 15 PG
PMMB 650 15 PG
PMMB 660 15 PG

0.58
0.61
0.64
0.68
0.71
0.78
0.81
0.84
0.91

Seperatör - Перегородка
Seperator

Pre - Galvan�sed

SEP 145 10 PG 3000 0.47

CODE
Length

L
mm 1m

kg

1.0mmSEP  1 ... H45 

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 145 15 PG 3000 0.69

pcspcs

SEP  1 ... H45 

1

To Install Seperator use CFS bolts and nuts. ( 
M6 or M8 )

1

Duvara Tespit Elemanı - Стеновое крепление лотка
Wall Fixing Bracket

Pre - Galvan�sed

DKE 90 PG 90 0.14

CODE
He�ght

H
mm 1 pc

kg

DKE

CODE
pcs

170

Length

L
mm

Cable Ladder Systems of S�de He�ght H60

4
5

20

T

L

5
0

2

70

9
0 5

0

43

W

270

H

PMMB H60

SEP 1 H45

DKE
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Cable Ladder Systems of S�de He�ght H80

Cable Ladder 
Kablo Merdiveni  - Кабельросты (Лестничные лотки)

Pre - Galvan�sed

PKM 810 12 PG 3000 2.06100

PKM 815 12 PG 3000 2.16150
PKM 820 12 PG 3000 2.26200
PKM 825 12 PG 3000 2.36250

300PKM 830 12 PG 3000 2.46
400PKM 840 12 PG 3000 2.66

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.2mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 845 12 PG 3000 2.76 2
500PKM 850 12 PG 3000 2.85 2
600PKM 860 12 PG 3000 3.05 2

H80...  

PKM 815 15 PG 3000 2.58100

PKM 815 15 PG 3000 2.70150
PKM 820 15 PG 3000 2.83200
PKM 825 15 PG 3000 2.95250

300PKM 830 15 PG 3000 3.07
400PKM 840 15 PG 3000 3.32

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.5mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 845 15 PG 3000 3.44 2
500PKM 850 15 PG 3000 3.57 2
600PKM 860 15 PG 3000 3.82 2

H80...  

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

F�x�ng Un�t for Cable Ladder
Merdiven Sabitleme Elemanı -  Фиксатор кабельроста

Pre - Galvan�sed

MT/1 PG 0.036

CODE

1 pc
kgCODE

MT/1...  

pcs

100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

228 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0
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m
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Spacing of Supports in [m]

2.5
 1.2

Thickn. (ga) [mm]:

 1.5

MT1

KBE 2 H80

KBE 280 12 PG 175 0.12

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

0,15 0.11

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 280 15 PG

KBE 2 ... H80

100100

Pre - Galvan�sed

Electro - Galvan�zed

pcspcs

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

7
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Cable Ladder Systems of S�de He�ght H80

Pre - Galvan�sed

PM90 810 12 PG 1.08100

PM90 815 12 PG 1.27150
PM90 820 12 PG 1.46200
PM90 825 12 PG 1.65250

300PM90 830 12 PG 1.85
400PM90 840 12 PG 2.23

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM90 ...  

pcs

1
1
1
1
1
1

450PM90 845 12 PG 2.43 1
500PM90 850 12 PG 2.62 1
600PM90 860 12 PG 3.00 1

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

90° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 90°
90° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 45°
45° Horizontal Bend of Cable Ladder

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PM90 ...  

PM90 810 15 PG 1.35100

PM90 815 15 PG 1.58150
PM90 820 15 PG 1.83200
PM90 825 15 PG 2.07250

300PM90 830 15 PG 2.31

400PM90 840 15 PG 2.79

1
1
1
1
1
1

450PM90 845 15 PG 3.04 1
500PM90 850 15 PG 3.27 1
600PM90 860 15 PG 3.76 1

1.5mm

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM45 ...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PM45 ...  1.5mm

PM45 810 12 PG 0.96100

PM45 815 12 PG 1.08150
PM45 820 12 PG 1.19200
PM45 825 12 PG 1.30250

300PM45 830 12 PG 1.42
400PM45 840 12 PG 1.64

1
1
1
1
1
1

450PM45 845 12 PG 1.75 1
500PM45 850 12 PG 1.86 1
600PM45 860 12 PG 2.08 1

PM45 810 15 PG 1.21100

PM45 815 15 PG 1.35150
PM45 820 15 PG 1.49200
PM45 825 15 PG 1.63250

300PM45 830 15 PG 1.77
400PM45 840 15 PG 2.04

1
1
1
1
1
1

450PM45 845 15 PG 2.19 1
500PM45 850 15 PG 2.33 1
600PM45 860 15 PG 2.60 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

b

a

b

13587

PM90 H80

PM45 H80

H80...  

H80...  H80...  

H80...  
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Pre - Galvan�sed

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Pre - Galvan�sed

Width

W
a=b=c=d

CODE

1 pc
kg

1.2mm

CODE

PMD...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b=c=d

CODE

1 pc
kgCODE

pcs

PMD ...  1.5mm

PMD 810 12 PG 1.67100

PMD 815 12 PG 1.82150
PMD 820 12 PG 1.97200
PMD 825 12 PG 2.38250

300PMD 830 12 PG
400PMD 840 12 PG

2.56

1
1
1
1
1
1

450PMD 845 12 PG
2.93

1
500PMD 850 12 PG

3.53
1

600PMD 860 12 PG
3.75

1

PMD 810 15 PG 2.02100

PMD 815 15 PG 2.17150
PMD 820 15 PG 2.32200
PMD 825 15 PG 2.73250

300PMD 830 15 PG 2.91
400PMD 840 15 PG 3.29

1
1
1
1
1
1

450PMD 845 15 PG 3.88 1
500PMD 850 15 PG 4.10 1
600PMD 860 15 PG 4.55 1

"T" Merdiven Yatay Dönüş Elemanı  - Т-отвод кабельроста горизонтальный
Tee Horizontal Bend of Cable Ladder

Dörtlü Merdiven Dönüş Elemanı - Крестовина кабельроста
Cross Bend of Cable Ladder

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.2mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMT 810 12 PG

PMT 815 12 PG
PMT 820 12 PG
PMT 825 12 PG
PMT 830 12 PG
PMT 840 12 PG
PMT 845 12 PG
PMT 850 12 PG
PMT 860 12 PG

1,37
1,54
1,70
2.11
2.30
2.99
3.23
3.46
3.92

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.5mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMT 810 15 PG

PMT 815 15 PG
PMT 820 15 PG
PMT 825 15 PG
PMT 830 15 PG
PMT 840 15 PG
PMT 845 15 PG
PMT 850 15 PG
PMT 860 15 PG

1.66
1.84
1.2
2.44

2.64
3.35
3.60
3.84
4.32

4.19

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a c

b

a

b

c

d

b+444

222

222

222

222

PMT H80

PMD H80

H80...  H80...  

H80...  H80...  

Cable Ladder Systems of S�de He�ght H80
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Cable Ladder Systems of S�de He�ght H80

Pre - Galvan�sed

Important! 
To �nstal vert�cal bend - use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 or 
M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMIS...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a mm

CODE

1 pc
kgCODE

pcs

PMIS ...  1.5mm

PMIS 810 12 PG 1.29100

PMIS 815 12 PG 1.38150
PMIS 820 12 PG 1.47200
PMIS 825 12 PG 1.56250

300PMIS 830 12 PG 1.65
400PMIS 840 12 PG 2.11

1
1
1
1
1
1

450PMIS 845 12 PG 2.20 1
500PMIS 850 12 PG 2.29 1
600PMIS 860 12 PG 2.46 1

PMIS 810 15 PG 1.62100

PMIS 815 15 PG 1.73150
PMIS 820 15 PG 1.84200
PMIS 825 15 PG 1.95250

300PMIS 830 15 PG 2.06
400PMIS 840 15 PG 2.64

1
1
1
1
1
1

450PMIS 845 15 PG 2.75 1
500PMIS 850 15 PG 2.86 1
600PMIS 860 15 PG 3.08 1

90° Dikey Merdiven Dış Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внешняя 90°  
Vertical 90° Outside Bend of Cable Ladder (Stable)

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMDS 810 12 PG

PMDS 815 12 PG
PMDS 820 12 PG
PMDS 825 12 PG
PMDS 830 12 PG
PMDS 840 12 PG
PMDS 845 12 PG
PMDS 850 12 PG
PMDS 860 12 PG

1.29
1.38
1.47
1.56
1.65
2.11
2.20
2.29
2.46

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMDS 810 15 PG

PMDS 815 15 PG
PMDS 820 15 PG
PMDS 825 15 PG
PMDS 830 15 PG
PMDS 840 15 PG
PMDS 845 15 PG
PMDS 850 15 PG
PMDS 860 15 PG

1.62
1.73
1.84
1.95
2.06
2.64
2.75
2.86
3.08

90° Dikey Merdiven İç Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внутренняя 90°
Vertical 90° Inside Bend of Cable Ladder (Stable)

h

a

a

H

135 H112

135 H112

PMDS H80

PMIS H80

H80...  H80...  

H80...  H80...  
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Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Modüler Merdiven İniş-Çıkış Elemanı - Шарнирный элемент дуги кабельроста
Modular Adjustable Cable Ladder Riser

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMMB 810 12 PG

PMMB 815 12 PG
PMMB 820 12 PG
PMMB 825 12 PG
PMMB 830 12 PG
PMMB 840 12 PG
PMMB 845 12 PG
PMMB 850 12 PG
PMMB 860 12 PG

0.62
0.65
0.68
0.71
0.74
0.80
0.83
0.85
0.91

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMMB 810 15 PG

PMMB 815 15 PG
PMMB 820 15 PG
PMMB 825 15 PG
PMMB 830 15 PG
PMMB 840 15 PG
PMMB 845 15 PG
PMMB 850 15 PG
PMMB 860 15 PG

0.78
0.81
0.85
0.89
0.92
1.00
1.04
1.07
1.15

Seperatör - Перегородка
Seperator

Pre - Galvan�sed

SEP 165 10 PG 3000 0.60

CODE
Length

L
mm 1m

kg

1.0mm

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 165 15 PG 3000 0.91

pcspcs

1

To Install Seperator use CFS bolts and nuts. ( 
M6 or M8 )

1

Duvara Tespit Elemanı - Стеновое крепление лотка
Wall Fixing Bracket

Pre - Galvan�sed

DKE 90 PG 90 0.14

CODE
He�ght

H
mm 1 pc

kg

DKE

CODE
pcs

170

Length

L
mm

6
5

20

T

L

5
0

2

70

9
0 5

0

43

W

270

H

PMMB H80

SEP 1 H65

DKE

H80...  H80...  

SEP  1 ... H65 SEP  1 ... H65 

Cable Ladder Systems of S�de He�ght H80
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Cable Ladder Systems of S�de He�ght H100

Cable Ladder 
Kablo Merdiveni  - Кабельросты (Лестничные лотки)

Pre - Galvan�sed

PKM 110 12 PG 3000 2.40100

PKM 115 12 PG 3000 2.50150
PKM 120 12 PG 3000 2.60200
PKM 125 12 PG 3000 2.70250

300PKM 130 12 PG 3000 2.80
400PKM 140 12 PG 3000 3.00

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.2mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 145 12 PG 3000 3.09 2
500PKM 150 12 PG 3000 3.19 2
600PKM 160 12 PG 3000 3.39 2

H100...  

PKM 110 15 PG 3000 3.00100

PKM 115 15 PG 3000 3.13150
PKM 120 15 PG 3000 3.25200
PKM 125 15 PG 3000 3.37250

300PKM 130 15 PG 3000 3.50
400PKM 140 15 PG 3000 3.74

Width

W
mm

CODE
Length

L
mm 1 mt

kg

1.5mm

CODE

PKM ...  

pcs

2
2
2
2
2
2

450PKM 145 15 PG 3000 3.87 2
500PKM 150 15 PG 3000 3.99 2
600PKM 160 15 PG 3000 4.24 2

H100...  

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght
To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

F�x�ng Un�t for Cable Ladder
Merdiven Sabitleme Elemanı -  Фиксатор кабельроста

Pre - Galvan�sed

MT/1 PG 0.036

CODE

1 pc
kgCODE

MT/1...  

pcs

100

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

M6x15 Round head squ�re neck bolt & M6 Flanged nut

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

228 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

MT1

KBE 2 H100

PKM H100

L

H

9
5

T

15

20

8,5 25

30
0

23
x8

,5

W

1.0

2.0

0.5

0.0

1.0 1.5 2.0 2.5 3.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

1.5

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

 Qmax.

f

L L L L

Spacing of Supports in [m]

2.5
 1.2

Thickn. (ga) [mm]:

 1.5

KBE 210 12 PG 175 0.14

CODE
Length

L
mm 1pc

kg

1.2mm

CODE

0,15 0.18

CODE
Length

L
mm 1 pc

kg

1.5mm

CODE

KBE 210 15 PG 100100

Pre - Galvan�sed

Electro - Galvan�zed

pcspcs

15 0,014M8

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M6 EG 15 0,008M6

S�ze

mm
CODE

Length

L
mm 1Set

kgCODE

CFS M8 EG

M6 M8CFS M6CFS M6 CFS M8CFS M8

500500

pcspcs

To Install one lenght ;use 2 p�eces of KBE 
connector  8 sets of CFS bolts and nuts. (M6 or 
M8)

Straight Connector (Coupler)
Birleştirme Elemanı - Прямой соединитель 

KBE 2 ... H100KBE 2 ... H100
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Cable Ladder Systems of S�de He�ght H100

Pre - Galvan�sed

PM90 110 12 PG 1.24100

PM90 115 12 PG 1.46150
PM90 120 12 PG 1.66200
PM90 125 12 PG 1.88250

300PM90 130 12 PG 2.09
400PM90 140 12 PG 2.51

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM90 ...  

pcs

1
1
1
1
1
1

450PM90 145 12 PG 2.73 1
500PM90 150 12 PG 2.93 1
600PM90 160 12 PG 3.36 1

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

90° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 90°
90° Horizontal Bend of Cable Ladder

45° Merdiven Yatay Dönüş Elemanı  - Угол кабельроста горизонтальный 45°
45° Horizontal Bend of Cable Ladder

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PM90 ...  

PM90 110 15 PG 1.55100

PM90 115 15 PG 1.82150
PM90 120 15 PG 2.08200
PM90 125 15 PG 2.35250

300PM90 130 15 PG 2.61

400PM90 140 15 PG 3.14

1
1
1
1
1
1

450PM90 145 15 PG 3.40 1
500PM90 150 15 PG 3.67 1
600PM90 160 15 PG 4.20 1

1.5mm

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PM45 ...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
or CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PM45 ...  1.5mm

PM45 110 12 PG 1.13100

PM45 115 12 PG 1.24150
PM45 120 12 PG 1.36200
PM45 125 12 PG 1.48250

300PM45 130 12 PG 1.61
400PM45 140 12 PG 1.85

1
1
1
1
1
1

450PM45 145 12 PG 1.97 1
500PM45 150 12 PG 2.09 1
600PM45 160 12 PG 2.33 1

PM45 110 15 PG 1.41100

PM45 115 15 PG 1.55150
PM45 120 15 PG 1.71200
PM45 125 15 PG 1.86250

300PM45 130 15 PG 2.01
400PM45 140 15 PG 2.31

1
1
1
1
1
1

450PM45 145 15 PG 2.46 1
500PM45 150 15 PG 2.61 1
600PM45 160 15 PG 2.92 1

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

a

b

a

b

13587

PM90 H100

PM45 H100

H80...  

H100...  H100...  

H100...  
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Cable Ladder Systems of S�de He�ght H100

Pre - Galvan�sed

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Pre - Galvan�sed

Width

W
a=b=c=d

CODE

1 pc
kg

1.2mm

CODE

PMD...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b=c=d

CODE

1 pc
kgCODE

pcs

PMD ...  1.5mm

PMD 110 12 PG 1.93100

PMD 115 12 PG 2.07150
PMD 120 12 PG 2.22200
PMD 125 12 PG 2.63250

300PMD 130 12 PG
400PMD 140 12 PG

2.82

1
1
1
1
1
1

450PMD 145 12 PG
3.19

1
500PMD 150 12 PG

3.78
1

600PMD 160 12 PG
4.00

1

PMD 110 15 PG 2.34100

PMD 115 15 PG 2.49150
PMD 120 15 PG 2.64200
PMD 125 15 PG 3.04250

300PMD 130 15 PG 3.23
400PMD 140 15 PG 3.60

1
1
1
1
1
1

450PMD 145 15 PG 4.19 1
500PMD 150 15 PG 4.42 1
600PMD 160 15 PG 4.86 1

"T" Merdiven Yatay Dönüş Elemanı  - Т-отвод кабельроста горизонтальный
Tee Horizontal Bend of Cable Ladder

Dörtlü Merdiven Dönüş Elemanı - Крестовина кабельроста
Cross Bend of Cable Ladder

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.2mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMT 110 12 PG

PMT 115 12 PG
PMT 120 12 PG
PMT 125 12 PG
PMT 130 12 PG
PMT 140 12 PG
PMT 145 12 PG
PMT 150 12 PG
PMT 160 12 PG

1.59
1.76
1.92
2.35
2.55
3.25
3.50
3.74
4.22

100

150
200
250
300
400

Width

W
a=b=c

CODE

1 pc
kg

1.5mm

CODE

PMT ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMT 110 15 PG

PMT 115 15 PG
PMT 120 15 PG
PMT 125 15 PG
PMT 130 15 PG
PMT 140 15 PG
PMT 145 15 PG
PMT 150 15 PG
PMT 160 15 PG

1.93
2.11
2.29
2.73

2.94
3.68
3.93
4.19
4.69

4.45

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

PMT H100

PMD H100

H100...  H100...  

H100...  H100...  

a c

b

a

b

c

d

b+444

222

222

222

222
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Pre - Galvan�sed

Important! 
To �nstal vert�cal bend - use 2 p�eces of KBE 
connectors and 4 sets of CFS bolts and nuts (M6 or 
M8)

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre - Galvan�sed

Width

W
a=b

CODE

1 pc
kg

1.2mm

CODE

PMIS...  

pcs

Important! 
To �nstal cable tray - bend use Screw Sets CFS M6 
OR CFS M8

Width

W
a=b

CODE

1 pc
kgCODE

pcs

PMIS ...  1.5mm

PMIS 110 12 PG 1.50100

PMIS 115 12 PG 1.59150
PMIS 120 12 PG 1.68200
PMIS 125 12 PG 1.77250

300PMIS 130 12 PG 1.86
400PMIS 140 12 PG 2.37

1
1
1
1
1
1

450PMIS 145 12 PG 2.46 1
500PMIS 150 12 PG 2.55 1
600PMIS 160 12 PG 2.72 1

PMIS 110 15 PG 1.88100

PMIS 115 15 PG 1.99150
PMIS 120 15 PG 2.10200
PMIS 125 15 PG 2.21250

300PMIS 130 15 PG 2.32
400PMIS 140 15 PG 2.96

1
1
1
1
1
1

450PMIS 145 15 PG 3.07 1
500PMIS 150 15 PG 3.18 1
600PMIS 160 15 PG 3.41 1

90° Dikey Merdiven Dış Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внешняя 90°  
Vertical 90° Outside Bend of Cable Ladder (Stable)

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMDS 110 12 PG

PMDS 115 12 PG
PMDS 120 12 PG
PMDS 125 12 PG
PMDS 130 12 PG
PMDS 140 12 PG
PMDS 145 12 PG
PMDS 150 12 PG
PMDS 160 12 PG

1.50
1.59
1.68
1.77
1.86
2.37
2.46
2.55
2.72

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMDS ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMDS 110 15 PG

PMDS 115 15 PG
PMDS 120 15 PG
PMDS 125 15 PG
PMDS 130 15 PG
PMDS 140 15 PG
PMDS 145 15 PG
PMDS 150 15 PG
PMDS 160 15 PG

1.88
1.99
2.10
2.21
2.32
2.96
3.07
3.18
3.41

90° Dikey Merdiven İç Bükey Elemanı - (Sabit) - Арка фиксированная кабельроста, внутренняя 90°
Vertical 90° Inside Bend of Cable Ladder (Stable)

PMDS H100

PMIS H100

H100...  H100...  

H100...  H100...  

H112135

H 112 135

h
a

h

a

Cable Ladder Systems of S�de He�ght H100
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Cable Ladder Systems of S�de He�ght H100

Pre - Galvan�sed

Important! 
To �nstall cable tray - bend use Screw Sets CFS M6 
or CFS M8

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.5  1.2 

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Modüler Merdiven İniş - Çıkış Elemanı - Шарнирный элемент дуги кабельроста
Modular Adjustable Cable Ladder Riser

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.2mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMMB 110 12 PG

PMMB 115 12 PG
PMMB 120 12 PG
PMMB 125 12 PG
PMMB 130 12 PG
PMMB 140 12 PG
PMMB 145 12 PG
PMMB 150 12 PG
PMMB 160 12 PG

0.72
0.75
0.78
0.81
0.84
0.89
0.92
0.95
1.01

100

150
200
250
300
400

Width

W
a mm

CODE

1 pc
kg

1.5mm

CODE

PMMB ...  

pcs

1
1
1
1
1
1

450 1
500 1
600 1

PMMB 110 15 PG

PMMB 115 15 PG
PMMB 120 15 PG
PMMB 125 15 PG
PMMB 130 15 PG
PMMB 140 15 PG
PMMB 145 15 PG
PMMB 150 15 PG
PMMB 160 15 PG

0.90
0.94
0.98
1.01
1.05
1.12
1.16
1.20
1.27

Seperatör - Перегородка
Seperator

Pre - Galvan�sed

SEP 185 10 PG 3000 0.75

CODE
Length

L
mm 1m

kg

1.0mm

CODE

1.5mm

CODE
Length

L
mm 1m

kgCODE

SEP 185 15 PG 3000 1.12

pcspcs

1

To Install Seperator use CFS bolts and nuts. ( 
M6 or M8 )

1

Duvara Tespit Elemanı - Стеновое крепление лотка
Wall Fixing Bracket

Pre - Galvan�sed

DKE 90 PG 90 0.14

CODE
He�ght

H
mm 1 pc

kg

DKE

CODE
pcs

170

Length

L
mm

8
5

20

T

L

5
0

2

70

9
0 5

0

43

W

270

H

PMMB H100

SEP 1 H85

DKE

H100...  H100...  

SEP  1 ... H85 SEP  1 ... H85
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Modular Cable Ladder S�de Beam
Moduler Merdiven Yan Kenarı - Боковая планка кабельроста

Pre - Galvan�zed

Ladder Rungs ( BAS )

Cable Ladder Systems 

40

50
60
70
80

100

He�ght

H
mm

CODE

1 mt
kg

1.2mm

CODE

MYN

pcs

1
1
1
1
1
1

MYN 40 12 PG

MYN 50 12 PG
MYN 60 12 PG
MYN 70 12 PG
MYN 80 12 PG
MYN 100 12 PG

0.59
0.68
0.76
0.85
0.93
1.10

CODE

1 mt
kg

1.5mm

CODE
pcs

1
1
1
1
1
1

MYN 40 15 PG

MYN 50 15 PG
MYN 60 15 PG
MYN 70 15 PG
MYN 80 15 PG
MYN 100 15 PG

0.74
0.85
0.95
1.06
1.17
1.38

MYN

Important! 
To make modular cable ladder use BAS rungs

Pre - Galvan�zed

100

150
200
250
300
400

W�dth

mm
CODE

1 pc
kg

1.2mm

CODE

BAS

pcs

1
1
1
1
1
1

BAS 100 12 PG

BAS 150 12 PG
BAS 200 12 PG
BAS 250 12 PG
BAS 300 12 PG
BAS 400 12 PG

0.07
0.10
0.13
0.16
0.19
0.25

1.5mmMYN

Important! 
To make modular cable ladder - use MYN s�de beams

35x15 Modular Cable Ladder Rung
35x15 Modüler Kablo Merdiven Basamağı - Перекладина кабельроста

450 1BAS 450 12 PG 0.28

500 1BAS 500 12 PG 0.31

600 1BAS 600 12 PG 0.37

W

100

150
200
250
300
400

W�dth
CODE

1 pc
kgCODE

pcs

1
1
1
1
1
1

BAS 100 15 PG

BAS 150 15 PG
BAS 200 15 PG
BAS 250 15 PG
BAS 300 15 PG
BAS 400 15 PG

0.09
0.13
0.16
0.20
0.24
0.31

450 1BAS 450 15 PG 0.35

500 1BAS 500 15 PG 0.39

600 1BAS 600 15 PG 0.46

W

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.2  1.5

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ladder Beam ( MYN )

2
3

8,5

4
1
,5

4
1
,5

23

8,5

50
50

H

1
5

30

16

H

BAS

MYN

mm

40

50
60
70
80

100

He�ght

H
mm
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LADDER
 SYSTEM

S
Cable Ladder Systems 
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W�re Mesh Cable SystemsW�re Mesh Cable Tray Systems
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W�re Mesh Cable Tray Systems

Accessor�es

TSE SC GBE VBE

FWHWBH HR HC

TKK CG

H 10

MSB BS TPC

TBE

Ç�ft T�jl� Taşıyıcı (Tırnaklı)

Hanger / Central Support

T�jl� Askı Elemanı
Hanger / S�de Support

Yandan Askı Elemanı - TaşıyıcıTırnaklı Duvar Konsolu

W�re Mesh Cable Trays - Tel Örgü Kablo Kanalı
Проволочные лотки 

Support For Floor and Wall Mount�ng

Yere Duvara Tesp�t Elemanı
Support For Wall Mount�ng Hang�ng Ra�l

Cover of W�re Mesh Cable Tray

Tel Kanal Kapağı

Cable Gu�der

Kablo İn�ş Kanalı

W�re Bracket and Boxes F�x�ng Un�t

Duvar Konsolu ve Kutu Montaj Elemanı

Earth�ng Clamp

Topraklama Elemanı

Connector - TBE

B�rleşt�rme Elemanı

F�x�ng Un�t

Sab�tleme Elemanı

Suspens�on Clamp

Ortadan Tek T�jl� Taşıyıcı

Stra�ght Qu�ck Connector

Hızlı B�rleşt�rme Elemanı
Mult�purpose Connect�on Str�p

B�rleşt�rme Şer�d�

Barr�er Str�p

Seperatör
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Electro Galvan�sed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 EG 3000
TOK 315 40 EG 3000
TOK 320 40 EG 3000
TOK 325 40 EG 3000
TOK 330 40 EG 3000

2
2
2
2
2

TOK 340 40 EG 3000
TOK 345 40 EG 3000

2
2

TOK 305 40 EG 3000 2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

3000 2

0.58
0.73
0.89
1.04
1.19
1.49
1.64

0.43

0.74
0.93
1.12
1.32
1.51
1.89
2.08

0.55

TOK ...  H35

TOK 350 40 EG 3000 21.79
TOK 360 40 EG 3000 22.09

TOK 310 45 EG
TOK 315 45 EG
TOK 320 45 EG
TOK 325 45 EG
TOK 330 45 EG
TOK 340 45 EG
TOK 345 45 EG

TOK 305 45 EG

TOK 350 45 EG
TOK 360 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
0.91
1.15
1.39
1.62
1.86
2.33
2.57

0.68

TOK 310 50 EG
TOK 315 50 EG
TOK 320 50 EG
TOK 325 50 EG
TOK 330 50 EG
TOK 340 50 EG
TOK 345 50 EG

TOK 305 50 EG

TOK 350 50 EG
TOK 360 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 HDG 3000
TOK 315 40 HDG 3000
TOK 320 40 HDG 3000
TOK 325 40 HDG 3000
TOK 330 40 HDG 3000
TOK 340 40 HDG 3000
TOK 345 40 HDG 3000

TOK 305 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

3000

TOK ...  H35

TOK 350 40 HDG 3000
TOK 360 40 HDG 3000

TOK 310 45 HDG
TOK 315 45 HDG
TOK 320 45 HDG
TOK 325 45 HDG
TOK 330 45 HDG
TOK 340 45 HDG
TOK 345 45 HDG

TOK 305 45 HDG

TOK 350 45 HDG
TOK 360 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 310 50 HDG
TOK 315 50 HDG
TOK 320 50 HDG
TOK 325 50 HDG
TOK 330 50 HDG
TOK 340 50 HDG
TOK 345 50 HDG

TOK 305 50 HDG

TOK 350 50 HDG
TOK 360 50 HDG

3000
3000

2.27
2.66

2.81
3.28

2

2

2
2
2
2
2
2
2

2

2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2

2

2
2

2

2

2
2
2
2
2
2
2

2

2

2

0,58
0,73
0,89
1,04
1,19
1,49
1,64

0,43

0,74
0,93
1,12
1,32
1,51
1,89
2,08

0,55

1,79
2,09

2,27
2,66

0,91
1,15
1,39
1,62
1,86
2,33
2,57

0,68

2,81
3,28

W�re Mesh Cable Trays - S�de He�ght H35

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

50x35

100x35

150X35

200X35

250X35

300X35

400X35

500X35

600X35

450X35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 EG 2

H35 ... 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 HDG 2

H35 ... 

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.68TOK 035 45 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.68TOK 035 45 HDG 2

Electro - Galvanised Hot Dip. Galvanizsed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.82TOK 035 50 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.68TOK 035 50 HDG 2

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

w

Ø

h

L

100

h25 50

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

212 cm

600

237 cm
250 cm
275 cm
2100 cm
2125 cm
2150 cm

Width
Usable

Cross-Section

2100 25 cm

4.5 5.0 

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

0.75

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

f

L L L L

Spacing of Supports in [m]

1.25
4.5  5.04.0

Thickn. (ga) [mm]:

 Qmax.

20

50

3
5

TOK H35

TOK H35
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Sta�nless Steel 304 - Pass�vated 

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 S4 3000
TOK 315 40 S4 3000
TOK 320 40 S4 3000
TOK 325 40 S4 3000
TOK 330 40 S4 3000

2
2
2
2
2

TOK 340 40 S4 3000
TOK 345 40 S4 3000

2
2

TOK 305 40 S4 3000 2
0.58
0.73
0.89
1.04
1.19
1.49
1.64

0.43

TOK ...  H35

TOK 350 40 S4 3000 21.79
TOK 360 40 S4 3000 22.09

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
0.91
1.15
1.39
1.62
1.86
2.33
2.57

0.68

TOK 310 50 S4
TOK 315 50 S4
TOK 320 50 S4
TOK 325 50 S4
TOK 330 50 S4
TOK 340 50 S4
TOK 345 50 S4

TOK 305 50 S4

TOK 350 50 S4
TOK 360 50 S4

3000
3000

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 SP4 3000
TOK 315 40 SP4 3000
TOK 320 40 SP4 3000
TOK 325 40 SP4 3000
TOK 330 40 SP4 3000
TOK 340 40 SP4 3000
TOK 345 40 SP4 3000

TOK 305 40 SP4 3000

TOK ...  H35

TOK 350 40 SP4 3000
TOK 360 40 SP4 3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 310 50 SP4
TOK 315 50 SP4
TOK 320 50 SP4
TOK 325 50 SP4
TOK 330 50 SP4
TOK 340 50 SP4
TOK 345 50 SP4

TOK 305 50 SP4

TOK 350 50 SP4
TOK 360 50 SP4

3000
3000

2.81
3.28

2
2
2
2
2
2
2

2

2

2

Sta�nless Steel 304 - Pol�shed

2
2
2
2
2
2
2

2

2
2

2
2
2
2
2
2
2

2

2

2

0,58
0,73
0,89
1,04
1,19
1,49
1,64

0,43

1,79
2,09

0,91
1,15
1,39
1,62
1,86
2,33
2,57

0,68

2,81
3,28

W�re Mesh Cable Trays - S�de He�ght H35

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

50x35

100x35

150X35

200X35

250X35

300X35

400X35

500X35

600X35

450X35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 S4 2

H35 ... 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.52TOK 035 40 SP4 2

H35 ... 

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.68TOK 035 50 S4 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 0.68TOK 035 50 SP4 2

Stainless Steel 304 - Passivated Stainless Steel 304 - Polished

SS 304- Sta�nless Steel AISI 304L (S4)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed

5.0 

EP-Powder coat�ng �n a full range of colours (RAL)

SS 316- Sta�nless steel AISI 316L (S6)

Sta�nless Steel 316 - Pass�vated 

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 S6 3000
TOK 315 40 S6 3000
TOK 320 40 S6 3000
TOK 325 40 S6 3000
TOK 330 40 S6 3000

2
2
2
2
2

TOK 340 40 S6 3000
TOK 345 40 S6 3000

2
2

TOK 305 40 S6 3000 2
0.58
0.73
0.89
1.04
1.19
1.49
1.64

0.43

TOK ...  H35

TOK 350 40 S6 3000 21.79
TOK 360 40 S6 3000

100
150
200
250
300
400
450

50

500
600 22.09

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 310 40 SP6 3000
TOK 315 40 SP6 3000
TOK 320 40 SP6 3000
TOK 325 40 SP6 3000
TOK 330 40 SP6 3000
TOK 340 40 SP6 3000
TOK 345 40 SP6 3000

TOK 305 40 SP6 3000

TOK ...  H35

TOK 350 40 SP6 3000
TOK 360 40 SP6 3000

Sta�nless Steel 316 - Pol�shed

2
2
2
2
2
2
2

2

2
2

0,58
0,73
0,89
1,04
1,19
1,49
1,64

0,43

1,79
2,09

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

212 cm

600

237 cm
250 cm
275 cm
2100 cm
2125 cm
2150 cm

Width
Usable

Cross-Section

2100 25 cm

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0

Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

0.75

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.
f

L L L L

Spacing of Supports in [m]

1.25
 5.04.0

Thickn. (ga) [mm]:

 Qmax.

w

Ø

h

L

100

h25 50

20

50

3
5

TOK H35 (Sta�nless Steel)

TOK H35 (Sta�nless Steel)
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Electro Galvan�sed

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mm

w

Ø

h

TOK 610 40 EG 3000
TOK 615 40 EG 3000
TOK 620 40 EG 3000
TOK 625 40 EG 3000
TOK 630 40 EG 3000

2
2
2
2
2

TOK 640 40 EG 3000
TOK 645 40 EG 3000

2
2

TOK 605 40 EG 3000 2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

3000 2

0.83
0.99
1.14
1.29
1.44
1.74
1.89

0.68

1.06
1.25
1.44
1.63
1.83
2.21
2.40

0.87

TOK ...  H60

TOK 650 40 EG 3000 22.04
TOK 660 40 EG 3000 22.35

TOK 610 45 EG
TOK 615 45 EG
TOK 620 45 EG
TOK 625 45 EG
TOK 630 45 EG
TOK 640 45 EG
TOK 645 45 EG

TOK 605 45 EG

TOK 650 45 EG
TOK 660 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
1.31
1.54
1.78
2.02
2.25
2.73
2.96

1.07

TOK 610 50 EG
TOK 615 50 EG
TOK 620 50 EG
TOK 625 50 EG
TOK 630 50 EG
TOK 640 50 EG
TOK 645 50 EG

TOK 605 50 EG

TOK 650 50 EG
TOK 660 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 HDG 3000
TOK 615 40 HDG 3000
TOK 620 40 HDG 3000
TOK 625 40 HDG 3000
TOK 630 40 HDG 3000
TOK 640 40 HDG 3000
TOK 645 40 HDG 3000

TOK 605 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

3000

TOK ...  H60

TOK 650 40 HDG 3000
TOK 660 40 HDG 3000

TOK 610 45 HDG
TOK 615 45 HDG
TOK 620 45 HDG
TOK 625 45 HDG
TOK 630 45 HDG
TOK 640 45 HDG
TOK 645 45 HDG

TOK 605 45 HDG

TOK 650 45 HDG
TOK 660 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 610 50 HDG
TOK 615 50 HDG
TOK 620 50 HDG
TOK 625 50 HDG
TOK 630 50 HDG
TOK 640 50 HDG
TOK 645 50 HDG

TOK 605 50 HDG

TOK 650 50 HDG
TOK 660 50 HDG

3000
3000

2.59
2.98

3.20
3.67

2

2

2
2
2
2
2
2
2

2

2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2

2
2
2
2
2
2
2

2

2
2

2

2

2
2
2
2
2
2
2

2

2

2

0,83
0,99
1,14
1,29
1,44
1,74
1,89

0,68

1,06
1,25
1,44
1,63
1,83
2,21
2,40

0,87

2,04
2,35

2,59
2,35

1,31
1,54
1,78
2,02
2,25
2,73
2,96

0,87

3,20
3,67

L

100

h25 50

W�re Mesh Cable Trays - S�de He�ght H60

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 EG 2

H60 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 HDG 2

H60

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.95TOK 050 45 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

300050 0.95TOK 050 45 HDG 2

Electro-Galvanised Hot Dip Galvanised

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 EG 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 HDG 2

100x60

150X60

200X60

250X60

300X60

400X60

500X60

600X60

450X60

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

4.5 5.0 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

225 cm

600

275 cm
2100 cm
2150 cm
2200 cm
2250 cm
2300 cm

Width
Usable

Cross-Section

2

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0
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Spacing of Supports in [m]
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4.5  5.04.0

Thickn. (ga) [mm]:
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Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 S4 3000
TOK 615 40 S4 3000
TOK 620 40 S4 3000
TOK 625 40 S4 3000
TOK 630 40 S4 3000

2
2
2
2
2

TOK 640 40 S4 3000
TOK 645 40 S4 3000

2
2

TOK 605 40 S4 3000 2
0.83
0.99
1.14
1.29
1.44
1.74
1.89

0.68

TOK ...  H60

TOK 650 40 S4 3000 22.04
TOK 660 40 S4 3000 22.35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000
1.31
1.54
1.78
2.02
2.25
2.73
2.96

1.07

TOK 610 50 S4
TOK 615 50 S4
TOK 620 50 S4
TOK 625 50 S4
TOK 630 50 S4
TOK 640 50 S4
TOK 645 50 S4

TOK 605 50 S4

TOK 650 50 S4
TOK 660 50 S4

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 SP4 3000
TOK 615 40 SP4 3000
TOK 620 40 SP4 3000
TOK 625 40 SP4 3000
TOK 630 40 SP4 3000
TOK 640 40 SP4 3000
TOK 645 40 SP4 3000

TOK 605 40 SP4 3000

TOK ...  H60

TOK 650 40 SP4 3000
TOK 660 40 SP4 3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

3000

TOK 610 50 SP4
TOK 615 50 SP4
TOK 620 50 SP4
TOK 625 50 SP4
TOK 630 50 SP4
TOK 640 50 SP4
TOK 645 50 SP4

TOK 605 50 SP4

TOK 650 50 SP4
TOK 660 50 SP4

3000
3000

3.20
3.67

2
2
2
2
2
2
2

2

2

2

2
2
2
2
2
2
2

2

2
2

2
2
2
2
2
2
2

2

2

2

0,83
0,99
1,14
1,29
1,44
1,74
1,89

0,68

2,04
2,35

1,31
1,54
1,78
2,02
2,25
2,73
2,96

0,87

3,20
3,67

W�re Mesh Cable Trays - S�de He�ght H60

W�re Mesh Cable Tray
Tel Kablo Kanalı - Tok Serisi - Проволочные лотки

Double W�re on Base
Tabanı Çift Tel - две проволоки на основании

Width
w

mm
CODE

Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 S4 2

H60 
Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mmTOK ...TOK ... 

300050 0.75TOK 050 40 SP4 2

H60

Stainless Steel 304 - Passivated Stainless Steel Polished

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 S4 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

300050 1.20TOK 050 50 SP4 2

100x60

150X60

200X60

250X60

300X60

400X60

500X60

600X60

450X60

Stainless Steel 304 - Passivated Stainless Steel 304 Polished

SS 304- Sta�nless Steel AISI 304L (S4)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed

5.0 

EP-Powder coat�ng �n a full range of colours (RAL)

SS 316- Sta�nless steel AISI 316L (S6)

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 S6 3000
TOK 615 40 S6 3000
TOK 620 40 S6 3000
TOK 625 40 S6 3000
TOK 630 40 S6 3000

2
2
2
2
2

TOK 640 40 S6 3000
TOK 645 40 S6 3000

2
2

TOK 605 40 S6 3000 2
0.83
0.99
1.14
1.29
1.44
1.74
1.89

0.68

TOK ...  H60

TOK 650 40 S6 3000 22.04
TOK 660 40 S6 3000 22.35

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 610 40 SP6 3000
TOK 615 40 SP6 3000
TOK 620 40 SP6 3000
TOK 625 40 SP6 3000
TOK 630 40 SP6 3000
TOK 640 40 SP6 3000
TOK 645 40 SP6 3000

TOK 605 40 SP6 3000

TOK ...  H60

TOK 650 40 SP6 3000
TOK 660 40 SP6 3000

2
2
2
2
2
2
2

2

2
2

0,83
0,99
1,14
1,29
1,44
1,74
1,89

0,68

2,04
2,35

Stainless Steel 316 - Passivated Stainless Steel 316 Polished

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

100
150
200
250
300
400
450

50

500
600

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

225 cm

600

275 cm
2100 cm
2150 cm
2200 cm
2250 cm
2300 cm

Width
Usable

Cross-Section

2

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0
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Spacing of Supports in [m]

1.25
 5.04.0

Thickn. (ga) [mm]:

 Qmax.

50 cm100

w

Ø

h

L

100

h25 50

20

w

6
0

TOK H60 (Sta�nless Steel)

TOK H60 (Sta�nless Steel)

50

6
0

TOK 605
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Electro Galvan�sed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 EG 3000
TOK 815 40 EG 3000
TOK 820 40 EG 3000
TOK 825 40 EG 3000
TOK 830 40 EG 3000

2
2
2
2
2

TOK 840 40 EG 3000
TOK 845 40 EG 3000

2
2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94

1.12
1.32
1.51
1.70
1.89
2.27
2.47

TOK ...  H85

TOK 850 40 EG 3000 22.09
TOK 860 40 EG 3000 22.40

TOK 810 45 EG
TOK 815 45 EG
TOK 820 45 EG
TOK 825 45 EG
TOK 830 45 EG
TOK 840 45 EG
TOK 845 45 EG
TOK 850 45 EG
TOK 860 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

1.39
1.62
1.86
2.10
2.33
2.81
3.04

TOK 810 50 EG
TOK 815 50 EG
TOK 820 50 EG
TOK 825 50 EG
TOK 830 50 EG
TOK 840 50 EG
TOK 845 50 EG
TOK 850 50 EG
TOK 860 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 HDG 3000
TOK 815 40 HDG 3000
TOK 820 40 HDG 3000
TOK 825 40 HDG 3000
TOK 830 40 HDG 3000
TOK 840 40 HDG 3000
TOK 845 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

TOK ...  

TOK 850 40 HDG 3000
TOK 860 40 HDG 3000

TOK 810 45 HDG
TOK 815 45 HDG
TOK 820 45 HDG
TOK 825 45 HDG
TOK 830 45 HDG
TOK 840 45 HDG
TOK 845 45 HDG
TOK 850 45 HDG
TOK 860 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

TOK 810 50 HDG
TOK 815 50 HDG
TOK 820 50 HDG
TOK 825 50 HDG
TOK 830 50 HDG
TOK 840 50 HDG
TOK 845 50 HDG
TOK 850 50 HDG
TOK 860 50 HDG

3000
3000

2.66
3.04

3.28
3.75

2

2

2
2
2
2
2
2
2
2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2
2
2
2
2
2
2

2
2

2

2

2
2
2
2
2
2
2
2

2

W�re Mesh Cable Trays - S�de He�ght H85

0.89
1.04
1.19
1.34
1.49
1.79
1.94

1.12
1.32
1.51
1.70
1.89
2.27
2.47

2.09
2.40

1.39
1.62
1.86
2.10
2.33
2.81
3.04

2.66
3.04

3.28
3.75

H85

100x85

150x85

200x85

250x85

300x85

400x85

450x85

500x85

600x85

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

4.5 5.0 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

150
200
300
400
500
600

2112 cm
2150 cm
2225 cm
2300 cm
2375 cm
2450 cm

Width
Usable

Cross-Section
2100 75 cm

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0
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Thickn. (ga) [mm]:

 Qmax.
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Sta�nless Steel 304 - Pass�vated

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 S4 3000
TOK 815 40 S4 3000
TOK 820 40 S4 3000
TOK 825 40 S4 3000
TOK 830 40 S4 3000

2
2
2
2
2

TOK 840 40 S4 3000
TOK 845 40 S4 3000

2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94

TOK ...  

TOK 850 40 S4 3000 22.09
TOK 860 40 S4 3000 22.40

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

1.39
1.62
1.86
2.10
2.33
2.81
3.04

TOK 810 50 S4
TOK 815 50 S4
TOK 820 50 S4
TOK 825 50 S4
TOK 830 50 S4
TOK 840 50 S4
TOK 845 50 S4
TOK 850 50 S4
TOK 860 50 S4

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 SP4 3000
TOK 815 40 SP4 3000
TOK 820 40 SP4 3000
TOK 825 40 SP4 3000
TOK 830 40 SP4 3000
TOK 840 40 SP4 3000
TOK 845 40 SP4 3000

TOK ...  

TOK 850 40 SP4 3000
TOK 860 40 SP4 3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

TOK 810 50 SP4
TOK 815 50 SP4
TOK 820 50 SP4
TOK 825 50 SP4
TOK 830 50 SP4
TOK 840 50 SP4
TOK 845 50 SP4
TOK 850 50 SP4
TOK 860 50 SP4

3000
3000

3.28
3.75

2
2
2
2
2
2
2
2

2

Sta�nless Steel 304 - Pol�shed

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2

2

W�re Mesh Cable Trays - S�de He�ght H85

0.89
1.04
1.19
1.34
1.49
1.79
1.94
2.09
2.40

1.39
1.62
1.86
2.10
2.33
2.81
3.04

3.28
3.75

H85 H85

100x85

150x85

200x85

250x85

300x85

400x85

450x85

500x85

600x85

SS 304- Sta�nless Steel AISI 304L (S4)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed

5.0 

EP-Powder coat�ng �n a full range of colours (RAL)

SS 316- Sta�nless steel AISI 316L (S6)

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 S6 3000
TOK 815 40 S6 3000
TOK 820 40 S6 3000
TOK 825 40 S6 3000
TOK 830 40 S6 3000

2
2
2
2
2

TOK 840 40 S6 3000
TOK 845 40 S6 3000

2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94

TOK ...  

TOK 850 40 S6 3000 22.09
TOK 860 40 S6 3000 22.40

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 810 40 SP6 3000
TOK 815 40 SP6 3000
TOK 820 40 SP6 3000
TOK 825 40 SP6 3000
TOK 830 40 SP6 3000
TOK 840 40 SP6 3000
TOK 845 40 SP6 3000

TOK ...  

TOK 850 40 SP6 3000
TOK 860 40 SP6 3000

2
2
2
2
2
2
2
2
2

0.89
1.04
1.19
1.34
1.49
1.79
1.94
2.09
2.40

H85 H85

Sta�nless Steel 316 - Pass�vated Sta�nless Steel 316 - Pol�shed

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

w

Ø

h

L

100

h25 50

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

150
200
300
400
500
600

2112 cm
2150 cm
2225 cm
2300 cm
2375 cm
2450 cm

Width
Usable

Cross-Section
2100 75 cm
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0.00
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Tr
ay

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t Q
 m

ax
.

5

20

15

25

30

10

0.75

0.0

S
af

e 
W

or
ki

ng
 L

oa
d 

Q
 in

 k
N

/m
 

m
ax

.

f

L L L L

Spacing of Supports in [m]

1.25
 5.04.0

Thickn. (ga) [mm]:

 Qmax.

TOK H85 (Sta�nless Steel)

Width

w
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

5.0mm

TOK 810 50 S6 3000
TOK 815 50 S6 3000
TOK 820 50 S6 3000
TOK 825 50 S6 3000
TOK 830 50 S6 3000

2
2
2
2
2

TOK 840 50 S6 3000
TOK 845 50 S6 3000

2
2

TOK 850 50 S6 3000 2
TOK 860 50 S6 3000 2

Width

w
mm

CODE
Length

L
mm 1 mt

kgCODE
pcs

5.0mm

TOK 810 50 SP6 3000
TOK 815 50 SP6 3000
TOK 820 50 SP6 3000
TOK 825 50 SP6 3000
TOK 830 50 SP6 3000
TOK 840 50 SP6 3000
TOK 845 50 SP6 3000
TOK 850 50 SP6 3000
TOK 860 50 SP6 3000

2
2
2
2
2
2
2
2
2

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

1.39
1.62
1.86
2.10
2.33
2.81
3.04

3.28
3.75

1.39
1.62
1.86
2.10
2.33
2.81
3.04

3.28
3.75
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Electro Galvan�sed

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 EG 3000
TOK 115 40 EG 3000
TOK 120 40 EG 3000
TOK 125 40 EG 3000
TOK 130 40 EG 3000

2
2
2
2
2

TOK 140 40 EG 3000
TOK 145 40 EG 3000

2
2

3000
3000
3000
3000
3000

2
2
2
2
2

3000
3000

2
2

1.14
1.29
1.44
1.59
1.74
2.04
2.19

1.44
1.63
1.83
2.02
2.21
2.59
2.78

TOK ...  H110

TOK 150 40 EG 3000 22.35
TOK 160 40 EG 3000 22.65

TOK 110 45 EG
TOK 115 45 EG
TOK 120 45 EG
TOK 125 45 EG
TOK 130 45 EG
TOK 140 45 EG
TOK 145 45 EG
TOK 150 45 EG
TOK 160 45 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

1.78
2.02
2.25
2.49
2.73
3.20
3.44

TOK 110 50 EG
TOK 115 50 EG
TOK 120 50 EG
TOK 125 50 EG
TOK 130 50 EG
TOK 140 50 EG
TOK 145 50 EG
TOK 150 50 EG
TOK 160 50 EG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.5mm

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 HDG 3000
TOK 115 40 HDG 3000
TOK 120 40 HDG 3000
TOK 125 40 HDG 3000
TOK 130 40 HDG 3000
TOK 140 40 HDG 3000
TOK 145 40 HDG 3000

3000
3000
3000
3000
3000
3000
3000

TOK ...  

TOK 150 40 HDG 3000
TOK 160 40 HDG 3000

TOK 110 45 HDG
TOK 115 45 HDG
TOK 120 45 HDG
TOK 125 45 HDG
TOK 130 45 HDG
TOK 140 45 HDG
TOK 145 45 HDG
TOK 150 45 HDG
TOK 160 45 HDG

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

TOK 110 50 HDG
TOK 115 50 HDG
TOK 120 50 HDG
TOK 125 50 HDG
TOK 130 50 HDG
TOK 140 50 HDG
TOK 145 50 HDG
TOK 150 50 HDG
TOK 160 50 HDG

3000
3000

2.98
3.36

3.67
4.14

2

2

2
2
2
2
2
2
2
2

2

Hot D�p Galvan�sed

2
2
2
2
2
2
2

2
2
2
2
2
2
2

2
2

2

2

2
2
2
2
2
2
2
2

2

H110

1.14
1.29
1.44
1.59
1.74
2.04
2.19

1.44
1.63
1.83
2.02
2.21
2.59
2.78

2.35
2.65

1.78
2.02
2.25
2.49
2.73
3.20
3.44

2.98
3.36

3.67
4.14

100x110

150x110

200x110

250x110

300x110

400x110

450x110

500x110

600x110

EG: Electro - Galvan�sed (8-12 M�cron) EN ISO 2081
HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

4.5 5.0 

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

100

200
300
400
500
600

2100 cm

2200 cm
2300 cm
2400 cm
2500 cm
2600 cm

Width
Usable

Cross-Section

2150 cm

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0
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Spacing of Supports in [m]

1.25
4.5  5.04.0

Thickn. (ga) [mm]:

 Qmax.

150

w

Ø

h

L

100

h25 50

W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

W�re Mesh Cable Trays - S�de He�ght H110

TOK 110
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W�re Mesh Cable Trays
Tel Kablo Kanalı - Проволочные лотки

Sta�nless Steel 304 - Pass�vated

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 S4 3000
TOK 115 40 S4 3000
TOK 120 40 S4 3000
TOK 125 40 S4 3000
TOK 130 40 S4 3000

2
2
2
2
2

TOK 140 40 S4 3000
TOK 145 40 S4 3000

2
2

1.14
1.29
1.44
1.59
1.74
2.04
2.19

TOK ...  H110

TOK 150 40 S4 3000 22.35
TOK 160 40 S4 3000 22.65

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

1.78
2.02
2.25
2.49
2.73
3.20
3.44

TOK 110 50 S4
TOK 115 50 S4
TOK 120 50 S4
TOK 125 50 S4
TOK 130 50 S4
TOK 140 50 S4
TOK 145 50 S4
TOK 150 50 S4
TOK 160 50 S4

3000
3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 SP4 3000
TOK 115 40 SP4 3000
TOK 120 40 SP4 3000
TOK 125 40 SP4 3000
TOK 130 40 SP4 3000
TOK 140 40 SP4 3000
TOK 145 40 SP4 3000

TOK ...  

TOK 150 40 SP4 3000
TOK 160 40 SP4 3000

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

3000
3000
3000
3000
3000
3000
3000

TOK 110 50 SP4
TOK 115 50 SP4
TOK 120 50 SP4
TOK 125 50 SP4
TOK 130 50 SP4
TOK 140 50 SP4
TOK 145 50 SP4
TOK 150 50 SP4
TOK 160 50 SP4

3000
3000

3.67
4.14

2
2
2
2
2
2
2
2

2

Sta�nless Steel 304 - Pol�shed

2
2
2
2
2
2
2
2
2

2
2
2
2
2
2
2
2

2

W�re Mesh Cable Trays - S�de He�ght H110

H110

1.14
1.29
1.44
1.59
1.74
2.04
2.19
2.35
2.65

1.78
2.02
2.25
2.49
2.73
3.20
3.44

3.67
4.14

100x110

150x110

200x110

250x110

300x110

400x110

450x110

500x110

600x110

SS 304- Sta�nless Steel AISI 304L (S4)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed

5.0 

EP-Powder coat�ng �n a full range of colours (RAL)

SS 316- Sta�nless steel AISI 316L (S6)

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5  of the span and
the end span =0,8x the span

Q = max. adm�ss�ble load (kg/m)
L = support d�stance (m)
f = Deflect�on (mm) / Max. deflect�on = L/100
Safetly co-effic�ent = 1.5

50

150
200
300
400
500

229 cm

600

288 cm
2118 cm
2178 cm
2238 cm
2298 cm
2358 cm

Width
Usable

Cross-Section

2100 58 cm

Sta�nless Steel 316 - Pass�vated

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 S6 3000100
150TOK 115 40 S6 3000
200TOK 120 40 S6 3000

TOK 125 40 S6 3000300
TOK 130 40 S6 3000400

2
2
2
2
2

TOK 140 40 S6 3000450
TOK 145 40 S6 3000500

2
2

1.14
1.29
1.44
1.59
1.74
2.04
2.19

TOK ...  H110

TOK 150 40 S6 3000550 22.35
TOK 160 40 S6 3000600 22.65

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

4.0mm

TOK 110 40 SP6 3000100
150TOK 115 40 SP6 3000
200TOK 120 40 SP6 3000

TOK 125 40 SP6 3000300
TOK 130 40 SP6 3000400
TOK 140 40 SP6 3000450
TOK 145 40 SP6 3000500

TOK ...  

TOK 150 40 SP6 3000550
TOK 160 40 SP6 3000600

Sta�nless Steel 316 - Pol�shed

2
2
2
2
2
2
2
2
2

H110

1.14
1.29
1.44
1.59
1.74
2.04
2.19
2.35
2.65

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

100
150
200
250
300
400
450
500
600

0.50

1.00

0.25

0.00

1.0 1.25 1.5 1.75 2.0

Tr
ay

 D
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m
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.

f

L L L L

Spacing of Supports in [m]

1.25
 5.04.0

Thickn. (ga) [mm]:

 Qmax.

w

Ø

h

L

100

h25 50

TOK H110 (Sta�nless Steel)

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

TOK 110 50 S6 3000100
150TOK 115 50 S6 3000
200TOK 120 50 S6 3000

TOK 125 50 S6 3000300
TOK 130 50 S6 3000400

2
2
2
2
2

TOK 140 50 S6 3000450
TOK 145 50 S6 3000500

2
2

TOK 150 50 S6 3000550 2
TOK 160 50 S6 3000600 2

Width

w
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

5.0mm

TOK 110 50 SP6 3000100
150TOK 115 50 SP6 3000
200TOK 120 50 SP6 3000

TOK 125 50 SP6 3000300
TOK 130 50 SP6 3000400
TOK 140 50 SP6 3000450
TOK 145 50 SP6 3000500
TOK 150 50 SP6 3000550
TOK 160 50 SP6 3000600

2
2
2
2
2
2
2
2
2

1.78
2.02
2.25
2.49
2.73
3.20
3.44

3.67
4.14

1.78
2.02
2.25
2.49
2.73
3.20
3.44

3.67
4.14
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Connector  - TBE (Set : U30+U25+C M6 20+FS M6)
Birleştirme Elemanı - TBE (4 Parça: U30+U25+C M6 20+FS M6)

Galvan�sed

F�n�shCODE

1 Set
kgCODE

pcs

TBE EG EG
DAKTBE HDG

100
100

0.03
0.03

TBE

W�re Mesh Cable Tray Accessor�es

Соединители - TBE (в комп: U30+U25+C M6 20+FS M6)

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

F�n�shCODE

1 Set
kgCODE

pcs

TBE S4 S4
S6TBE S6

100
100

0.03
0.03

TBE

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�x�ng Un�t - TSE (Set : U25+C M6 20+FS M6)
Sabitleme Elemanları - TSE (3 Parça: U25+C M6 20+FS M6)

Galvan�sed

F�n�shCODE

1 Set
kgCODE

pcs

TSE EG EG
DAKTSE HDG

100
100

0.018
0.018

TSE

Фикстатор -TSE (в комп: U25+C M6 20+FS M6)

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

F�n�shCODE

1 Set
kgCODE

pcs

TSE S4 EG
DAKTSE S6

100
100

0.018
0.018

TSE

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

        Suggested quant�t�es

   of TSE fix�ng (per bracket)

W�dth Set / Bracket

50

100

150

200

250

300

400

450

500

600

1

1

1

2

2

2

2

2

2

2

         Suggested quant�t�es TBE connectors

      (per each length of w�re mesh cable trays)

W�dth H:35

50

100

150

200

250

300

400

450

500

600

2

2

2

2+1

2+1

2+2

2+2

2+2

2+3

2+3

H:60

2

2

2

2+1

2+1

2+2

2+2

2+2

2+3

2+3

H:85

2+1

2+1

2+2

2+2

2+3

2+3

2+3

2+4

2+4

H:110

2+1

2+1

2+2

2+2

2+3

2+3

2+3

2+4

2+4

Mount�ng Examples

TBE TSE

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 4.0 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

4.5 5.0 

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

1
26

1643

1
6

6
,5

6,
25

21
8,25 8,256,5

7
1

9

6,
5

6,
25

6,
25

1
2 6 56
,5

1
9

6
,2

5

1
3

1643
16

12
5

TBE

TSE
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Connector  p�ece - U30
Bağlantı Parçası  - U30

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

U30 EG EG
DAKU30 HDG

100
100

0.012
0.012

U30

W�re Mesh Cable Tray Accessor�es

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Шайба U30 для соединения проволочного лотка

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

Round Head Squ�re Neck Bolt
Yuvarlak Başlıklı Kare Boyunlu Kanal Civatası
Болты с грибовидной головкой и квадратным подголовником

Length

30
30

L, mm
F�n�shCODE

1 pc
kgCODE

pcs

U30 S4 S4

S6U30 S6
100
100

0.012
0.012

U30

Length

30
30

L, mm

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

C M6 20 EG EG
DAKC M6 20 HDG

100
100

0.007
0.007

C M6 20

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

A2: Sta�nless steel AISI 304L

A4: Sta�nless steel AISI 316L

S�ze

M6x20
M6x20

Connector P�ece - U25
Bağlantı Parçası - U25 Шайба U25 для соединения проволочного лотка

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

U25 EG EG
DAKU25 HDG

100
100

0.009
0.009

U25

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

Length

25
25

L, mm
F�n�shCODE

1 pc
kgCODE

pcs

U25 S4 S4

S6U25 S6
100
100

0.009
0.009

U25

Length

25
25

L, mm

F�n�shCODE

1 pc
kgCODE

pcs

C M6 20 S4 A2
A4C M6 20 S6

100
100

0.007
0.007

C M6 20

S�ze

M6x20
M6x20

DIN 6923 Flanged Nut
DIN 6923 Flanşlı Somun
Гайки с насечкой

Galvan�sed

F�n�shCODE

1 pc
kgCODE

pcs

FS M6 EG EG
DAKFS M6 HDG

100
100

0.002
0.002

FS M6

EG: Electroz�nc plated

DAK: Dacromet

Sta�nless Steel

A2: Sta�nless steel AISI 304L

A4: Sta�nless steel AISI 316L

S�ze

M6
M6

F�n�shCODE

1 pc
kgCODE

pcs

FS M6 S4 A2
A4FS M6 S6

100
100

0.002
0.002

FS M6

S�ze

M6
M6

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

U30

U25

C M6 20

FS M6

8,25 8,256,5

7
1
9 6
,5

6,
25

6,
25

1
6

6
,5

6,
25

21

1643

1
2 6 5

1
3

12

5

6,
25
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Mult�purpose Connect�on Str�p
Birleştirme Şeridi - Соединительная пластина 

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

VBE 3 PG PG 1000.045

VBE

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

Length

300

L, mm

VBE 6 PG PG 500.090600
VBE 12 PG PG 200.1801200
VBE 3 HDG DAK 1000.045300
VBE 6 HDG DAK 500.090600
VBE 12 HDG DAK 200.1801200

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

VBE 3 S4 S4 1000.045

VBE

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

Length

300

L, mm

VBE 6 S4 S4 500.090600
VBE 12 S4 S4 200.1801200
VBE 3 S6 S6 1000.045300
VBE 6 S6 S6 500.090600
VBE 12 S6 S6 200.1801200

Boltless Connector
Vidasız Birleştirme Elemanı - Соединитель безболтовой 

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

HBE PG PG 500.080

HBE

PG: Pregalvan�sed steel

DAK: Dacromet

Length

220

L, mm

HBE HDG DAK 500.080220

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

HBE S4 S4 500.080

HBE

Length

220

L, mm

HBE S6 S6 500.080220

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

GBE PG PG 500.100

GBE

PG: Pregalvan�sed steel

DAK: Dacromet

Length

260

L, mm

GBE HDG DAK 500.100260

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

GBE S4 S4 500.100

GBE

Length

260

L, mm

GBE S6 S6 500.100260

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

260

8
34

63
34

3
3

53,5 3411 63 53,534

19

19

83

7

26

22

6

10

HBE

GBE

Ø6

L

VBE

Stra�ght Qu�ck Connector
Hızlı Birleştirme Elemanı - Быстрый соединитель
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Hanger / S�de Support 
Taşıyıcı / Yandan Askı Elemanı - Боковой держатель 

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

HC PG PG 1000.050

HC

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

113X30
HC HDG DAK 1000.050113X30

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

HC S4 S4 1000.050

HC

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

S�ze

113x30
HC S6 S6 1000.050113x30

Suspens�on Clamp / Central Support
Ortadan Tek Tijli Taşıyıcı / Konsola Sabitleme Elemanı - Центральный подвес / Фиксатор

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

SC EG EG 1000.040

SC

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

60x35
SC HDG DAK 1000.04060x35

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

SC S4 S4 1000.040

SC

S�ze

60x35
SC S6 S6 1000.04060x35

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

H10 PG PG 500.052

H10

PG: Pregalvan�sed steel

DAK: Dacromet

Length

130

L, mm

H10 HDG DAK 500.052130

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

H10 S4 S4 500.052

H10

Length

130

L, mm

H10 S6 S6 500.052130

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

45

25,5

62 25,5

113

Ø9

12X9

30

60
35

Ø9

HC

SC

H10

Hanger / Central Support
Tijli Askı Elemanı - Центральный подвес
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Wall Bracket and Boxes F�x�ng Support
Duvar Konsolu ve Kutu Montaj Elemanı (Tel Kanal) - Универсальная пластина

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

MSB PG PG 500.100

MSB

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

85x75
MSB HDG DAK 500.10085x75

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

MSB S4 S4 500.100

MSB

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

S�ze

85x75
MSB S6 S6 500.10085x75

D16-20mm P�pe Mount Sp�der Bracket
Ø 16-20mm Boru Montaj Elemanı (Tel Kanal) - Монтажная пластина для крепления труб 16-20мм

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

BSB PG PG 500.100

BSB

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

85x75
BSB HDG DAK 500.10085x75

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

BSB S4 S4 500.100

BSB

S�ze

85x75
BSB S6 S6 500.10085x75

Cable Gu�der - CG
Kablo İniş Elemanı (Tırnaklı) - Отвод кабеля

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

CG PG PG 500.150

CG

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

80x135
CG HDG DAK 500.15080x135

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

CG S4 S4 500.150

CG

S�ze

80x135
CG S6 S6 500.15080x135

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

9 14

9

4
5

Ø
20

Ø
16

85

20

10

2

8

8

18

20

7
5

,5

135

80

50

15

5
7

5
,5

20

85

2
0

MSB

BSB

CG

2
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50 Floor Stand
50 Kanal Destek (Yere ve Duvara Montaj Elemanı) - Держатель сетчатого лотка, 50mm

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

FWS 50 PG PG 500.080

FWS 50

W�re Mesh Cable Tray Accessor�es

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

70x70
FWS 50 HDG DAK 500.08070x70

Sta�nless Steel

F�n�sh

1 pc
kgCODE

pcs

FWS 50 S4 S4 500.080

FWS 50

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

S�ze

70x70
FWS 50 S4 S6 500.08070x70

50 S�ngle Rod Ce�l�ng Bracket (M8)
50 Kanal Tek Tijli Askı Konsolu - Подвес сетчатого лотка, 50mm

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

CWS 50 PG PG 500.120

CWS 50

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

70x130
CWS 50 HDG DAK 500.12070x130

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

CWS 50 S4 S4 500.120

CWS 50

S�ze

70x130
CWS 50 S6 S6 500.12070x130

W�re Mesh Hang�ng Bracket
Tel Kanal Omega Askı Konsolu - Потолочная статина для проволочного лотка

Galvan�sed

F�n�sh

1 pc
kgCODE

pcs

OHB EG EG 100.521

OHB

PG: Pregalvan�sed steel

DAK: Dacromet

S�ze

OHB HDG DAK 100.521

Sta�nless Steel

S4: Sta�nless steel AISI 304L

S6: Sta�nless steel AISI 316L

F�n�sh

1 pc
kgCODE

pcs

OHB S4 S4 100.521

OHB

S�ze

OHB S6 S6 100.521

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

130

La

Ø 11

FWS 50

CWS 50

OHB 50
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Support For Wall Mount�ng
Tırnaklı Duvar Konsolu - Настенный кронштейн

W�re Mesh Cable Tray Accessor�es

Hang�ng Ra�l / Central Support
Çift Tijli Kanal Taşıyıcı (Tırnaklı) - Профиль для подвеса проволочных лотков

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

HR 10 PG 100 500.100

HR
Length

160

Hot D�p Galvan�sed

PG

L, mm

HR 15 PG 150 500.141210
HR 20 PG 200 500.175260
HR 25 PG 250 500.208310
HR 30 PG 300 500.242360
HR 40 PG 400 500.309460
HR 45 PG 450 250.340510
HR 50 PG 500 250.376560
HR 60 PG 600 250.443660

W�dth
of Tray 1 pc

kgCODE
pcs

HR 10 HDG 100 50

HR
Length

HDG

L, mm

HR 15 HDG 150 50
HR 20 HDG 200 50
HR 25 HDG 250 50
HR 30 HDG 300 50
HR 40 HDG 400 50
HR 45 HDG 450 25
HR 50 HDG 500 25
HR 60 HDG 600 25

Sta�nless Steel AISI 304 

W�dth
of Tray 1 pc

kgCODE
pcs

100

HR
Length

Sta�nless Steel AISI 316

S4

L, mm

150
200
250
300
400
450
500
600

W�dth
of Tray 1 pc

kgCODE
pcs

100 50

HR
Length

S6

L, mm

150 50
200 50
250 50
300 50
400 50
450 25
500 25
600 25

0.100
0.141
0.175
0.208
0.242
0.309
0.340
0.376
0.443

160
210
260
310
360
460
510
560
660

HR 10 S4
HR 15 S4
HR 20 S4
HR 25 S4
HR 30 S4
HR 40 S4
HR 45 S4
HR 50 S4
HR 60 S4

160
210
260
310
360
460
510
560
660

0.100
0.141
0.175
0.208
0.242
0.309
0.340
0.376
0.443

50
50
50
50
50
50
25
25
25

HR 10 S6
HR 15 S6
HR 20 S6
HR 25 S6
HR 30 S6
HR 40 S6
HR 45 S6
HR 50 S6
HR 60 S6

160
210
260
310
360
460
510
560
660

0.100
0.141
0.175
0.208
0.242
0.309
0.340
0.376
0.443

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 PG 100 500.150

WBH
Length

130

Hot D�p Galvan�sed

PG

L, mm

WBH 15 PG 150 500.194180
WBH 20 PG 200 500.233230
WBH 25 PG 250 500.260280
WBH 30 PG 300 500.370330
WBH 40 PG 400 500.570430
WBH 45 PG 450 250.640480
WBH 50 PG 500 250.710530
WBH 60 PG 600 250.850630

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 HDG 100 500.150

WBH
Length

130

HDG

L, mm

WBH 15 HDG 150 500.194180
WBH 20 HDG 200 500.233230
WBH 25 HDG 250 500.260280
WBH 30 HDG 300 500.370330
WBH 40 HDG 400 500.570430
WBH 45 HDG 450 250.640480
WBH 50 HDG 500 250.710530
WBH 60 HDG 600 250.850630

Sta�nless Steel AISI 304 

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 S4 100 500.150

WBH
Length

130

Sta�nless Steel AISI 316

S4

L, mm

WBH 15 S4 150 500.194180
WBH 20 S4 200 500.233230
WBH 25 S4 250 500.260280
WBH 30 S4 300 500.370330
WBH 40 S4 400 500.570430
WBH 45 S4 450 250.640480
WBH 50 S4 500 250.710530
WBH 60 S4 600 250.850630

W�dth
of Tray 1 pc

kgCODE
pcs

WBH 10 S6 100 500.150

WBH
Length

130

S6

L, mm

WBH 15 S6 150 500.194180
WBH 20 S6 200 500.233230
WBH 25 S6 250 500.260280
WBH 30 S6 300 500.370330
WBH 40 S6 400 500.570430
WBH 45 S6 450 250.640480
WBH 50 S6 500 250.710530
WBH 60 S6 600 250.850630

80

50

L

130

60

WBH 10

HR

WBH 20 - WBH 60
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W�re Mesh Omega Support Hanger
Tel Kanal Omega Askı Profili - Профиль для вертикального подвеса проволочных лотков

Pre-Galvan�sed

W�re Mesh Cable Tray Accessor�es

Hot D�p Galvan�sed

Barr�er Str�p Hook Type
Seperatör (Tırnaklı, Tel Kanal İçin) - Перегородка проволочного лотка

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

1 pc
kgCODE

pcs

OMG 100 HDG 21.520

OMG
Length

HDG

L, mm

OMG 150 HDG 22.280
OMG 200 HDG 23.040
OMG 250 HDG 23.800
OMG 300 HDG 24.560

1000
1500
2000
2500
3000

2.0mm

Pre-Galvan�sed

1 pc
kgCODE

pcs

OMG 100 S4 21.520

OMG
Length

Hot D�p Galvan�sed

S4

L, mm

OMG 150 S4 22.280
OMG 200 S4 23.040
OMG 250 S4 23.800
OMG 300 S4 24.560

1000
1500
2000
2500
3000

2.0mm

1 pc
kgCODE

pcs

OMG 100 S6 21.520

OMG
Length

S6

L, mm

OMG 150 S6 22.280
OMG 200 S6 23.040
OMG 250 S6 23.800
OMG 300 S6 24.560

1000
1500
2000
2500
3000

2.0mm

1 pc
kgCODE

pcs

OMG 100 PG 21.520

OMG
Length

PG

L, mm

OMG 150 PG 22.280
OMG 200 PG 23.040
OMG 250 PG 23.800
OMG 300 PG 24.560

1000
1500
2000
2500
3000

2.0mm

Pre-Galvan�sed Hot D�p Galvan�sed

Sta�nless Steel AISI 304 Sta�nless Steel AISI 316

1 pc
kgCODE

pcs

BS 35 PG 10.432

BS
He�ght

PG

H, mm

BS 60 PG 10.628
BS 85 PG 10.824
BS 110 PG 11.021

25
50
75

100

Length
L, mm

3000
3000
3000
3000

1 pc
kgCODE

pcs

BS 35 HDG 10.518

BS
He�ght

HDG

H, mm

BS 60 HDG 10.754
BS 85 HDG 11.236
BS 110 HDG 11.532

25
50
75

100

Length
L, mm

3000
3000
3000
3000

1 pc
kgCODE

pcs

BS 35 S4 10.432

BS
He�ght

S4

H, mm

BS 60 S4 10.628
BS 85 S4 10.824
BS 110 S4 11.021

25
50
75

100

Length
L, mm

3000
3000
3000
3000

1 pc
kgCODE

pcs

BS 35 S6 10.432

BS
He�ght

S6

H, mm

BS 60 S6 10.628
BS 85 S6 10.824
BS 110 S6 11.021

25
50
75

100

Length
L, mm

3000
3000
3000
3000

OMG

BS

20
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HDG

Support For Floor and Wall Mount�ng
Yere Duvara Tespit Elemanı (Tırnaklı) - Напольный/настенный кронштейн

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

FWH 10 PG 100 500.140

FWH

W�re Mesh Cable Tray Accessor�es

Length

Hot D�p Galvan�sed

Z Support for Floor and Wall Mount�ng 
Z Tipi Yere Duvara Tespit Elemanı (Tırnaklı) - Z-образный кронштейн

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

PG

L, mm

FWH 15 PG 150 500.180
FWH 20 PG 200 500.210
FWH 25 PG 250 500.250
FWH 30 PG 300 500.280
FWH 40 PG 400 500.350
FWH 45 PG 450 250.390
FWH 50 PG 500 250.420
FWH 60 PG 600 250.490

W�dth
of Tray 1 pc

kgCODE
pcs

FWH 10 HDG 100 50

Length
L, mm

FWH 15 HDG 150 50
FWH 20 HDG 200 50
FWH 25 HDG 250 50
FWH 30 HDG 300 50
FWH 40 HDG 400 50
FWH 45 HDG 450 25
FWH 50 HDG 500 25
FWH 60 HDG 600 25

Sta�nless Steel AISI 304 

W�dth
of Tray 1 pc

kgCODE
pcs

100 50

FWH
Length

Sta�nless Steel AISI 316

S4

L, mm

150 50
200 50
250 50
300 50
400 50
450 25
500 25
600 25

W�dth
of Tray 1 pc

kgCODE
pcs

100 50

FWH
Length

S6

L, mm

150 50
200 50
250 50
300 50
400 50
450 25
500 25
600 25

Pre-Galvan�sed

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW 10 PG 100 500.110

ZFW
Length

100

Hot D�p Galvan�sed

PG

L, mm

ZFW 15 PG 150 500.160150
ZFW 20 PG 200 500.210200
ZFW 25 PG 250 500.260250
ZFW 30 PG 300 500.420300
ZFW 40 PG 400 500.570400
ZFW 45 PG 450 250.640450
ZFW 50 PG 500 250.710500
ZFW 60 PG 600 250.850600

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW
Length

HDG

L, mm

Sta�nless Steel AISI 304 Sta�nless Steel AISI 316

100
150
200
250
300
400
450
500
600

FWH 10 S4
FWH 15 S4
FWH 20 S4
FWH 25 S4
FWH 30 S4
FWH 40 S4
FWH 45 S4
FWH 50 S4
FWH 60 S4

FWH 10 S6
FWH 15 S6
FWH 20 S6
FWH 25 S6
FWH 30 S6
FWH 40 S6
FWH 45 S6
FWH 50 S6
FWH 60 S6

0.140
0.180
0.210
0.250
0.280
0.350
0.390
0.420
0.490

100
150
200
250
300
400
450
500
600

0.140
0.180
0.210
0.250
0.280
0.350
0.390
0.420
0.490

100
150
200
250
300
400
450
500
600

0.140
0.180
0.210
0.250
0.280
0.350
0.390
0.420
0.490

100
150
200
250
300
400
450
500
600

ZFW 10 HDG
ZFW 15 HDG
ZFW 20 HDG
ZFW 25 HDG
ZFW 30 HDG
ZFW 40 HDG
ZFW 45 HDG
ZFW 50 HDG
ZFW 60 HDG

100 500.110100
150 500.160150
200 500.210200
250 500.260250
300 500.420300
400 500.570400
450 250.640450
500 250.710500
600 250.850600

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW 10 S4 100 500.110

ZFW
Length

100

S4

L, mm

ZFW 15 S4 150 500.160150
ZFW 20 S4 200 500.210200
ZFW 25 S4 250 500.260250
ZFW 30 S4 300 500.420300
ZFW 40 S4 400 500.570400
ZFW 45 S4 450 250.640450
ZFW 50 S4 500 250.710500
ZFW 60 S4 600 250.850600

W�dth
of Tray 1 pc

kgCODE
pcs

ZFW
Length

S6

L, mm

ZFW 10 S6
ZFW 15 S6
ZFW 20 S6
ZFW 25 S6
ZFW 30 S6
ZFW 40 S6
ZFW 45 S6
ZFW 50 S6
ZFW 60 S6

100 500.110100
150 500.160150
200 500.210200
250 500.260250
300 500.420300
400 500.570400
450 250.640450
500 250.710500
600 250.850600

FWH

ZFW

HDGFWH
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Cover of W�re Mesh Cable Tray
Tel Kanal Kapağı - TKK Serisi - Крышка проволочного лотка

Pre-Galvan�sed

W�re Mesh Cable Tray Accessor�es

STEEL GRADE for EG & HDG FINISH: SAE 1006
MATERIAL & FINISH

Cable routing
APPLICATIONS

Thickn. (ga) [mm]: 0.8 

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
EG: Electro-galvan�zed (8-12 m�cron) EN ISO 2081

1.0 1.2 

SS-Sta�nless steel AISI 304L and AISI  316L (SS)

Ava�lable F�n�shes:
EP-Powder coat�ng �n a full range of colours (RAL)

1 pc
kgCODE

pcs

TKK 05 08 PG 20.628

TKK
Length

PG

L, mm

TKK 10 08 PG 20.942
TKK 15 08 PG 21.256
TKK 20 08 PG 21.570

3000
3000
3000
3000

0.8mm

W�dth
a, mm

50
100
150
200

1 pc
kgCODE

pcs

TKK 25 10 PG 22.355

Length
L, mm

TKK 30 10 PG 22.748
3000
3000

1.0mm

W�dth
a, mm

250
300

1 pc
kgCODE

pcs

TKK 40 12 PG 24.239

Length
L, mm

TKK 45 12 PG 24.710
3000
3000

1.2mm

W�dth
a, mm

400
450

TKK 50 12 PG 25.1813000500
TKK 60 12 PG 26.1233000600

Hot D�p Galvan�sed 

1 pc
kgCODE

pcs

TKK 05 10 HDG 20.785

Length
L, mm

TKK 10 10 HDG 21.178
TKK 15 10 HDG 21.570
TKK 20 10 HDG 21.963

3000
3000
3000
3000

1.0mm

W�dth
a, mm

50
100
150
200

1 pc
kgCODE

pcs

TKK 25 12 HDG 22.826

Length
L, mm

TKK 30 12 HDG 23.297
3000
3000

1.2mm

W�dth
a, mm

250
300

1 pc
kgCODE

pcs

TKK 40 15 HDG 25.299

Length
L, mm

TKK 45 15 HDG 25.888
3000
3000

1.5mm

W�dth
a, mm

400
450

TKK 50 15 HDG 26.4763000500
TKK 60 15 HDG 27.6543000600

Sta�nless Steel AISI 304

1 pc
kgCODE

pcs

TKK 05 08 S4 20.628

TKK
Length

S4

L, mm

TKK 10 08 S4 20.942
TKK 15 08 S4 21.256
TKK 20 08 S4 21.570

3000
3000
3000
3000

0.8mm

W�dth
a, mm

50
100
150
200

Sta�nless Steel AISI 316

TKK 25 08 S4 21.884
TKK 30 08 S4 22.198

3000
3000

250
300

1 pc
kgCODE

pcs

TKK 05 08 S6 20.628

TKK
Length

S6

L, mm

TKK 10 08 S6 20.942
TKK 15 08 S6 21.256
TKK 20 08 S6 21.570

3000
3000
3000
3000

0.8mm

W�dth
a, mm

50
100
150
200

TKK 25 08 S6 21.884
TKK 30 08 S6 22.198

3000
3000

250
300

1 pc
kgCODE

pcs

TKK 40 10 S4 23.533

Length
L, mm

TKK 45 10 S4 23.925
TKK 50 10 S4 24.318
TKK 60 10 S4 25.103

3000
3000
3000
3000

1.0mm

W�dth
a, mm

400
450
500
600

1.0mm

1 pc
kgCODE

pcs

TKK 40 10 S6 23.533

Length
L, mm

TKK 45 10 S6 23.925
TKK 50 10 S6 24.318
TKK 60 10 S6 25.103

3000
3000
3000
3000

W�dth
a, mm

400
450
500
600

Un�versal Cover Cl�p
Tel Kanal Kapak Tutucu Klipsi - Фиксатор крышки проволочного лотка

1 pc
kgCODE

pcs

TK TEL 1000.002

TK TEL
W�re Ø
D, mm

4-5

Steel
T, mm

0.8-1.5

1.5 

C67S DIN EN 10132-4
MATERIAL & FINISH

TKK

TK TEL

W+15

15

TKK HDG
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Earth�ng Clamp
Topraklama Elemanı - TPC - Prinç - Заземлительный болт (латунь)

Brass

W�re Mesh Cable Tray Accessor�es

1 pc
kgCODE

pcs

TPC 1000.03

TPC
Thread
a, mm

TPC 70 1000.05
M6
M6

Sect�on
mm2

1x35
1x70

Ground�ng Clamp 16x16
Topraklama Elemanı - TPP - Клема заземления

Brass

1 pc
kgCODE

pcs

TPP 1000.035

TPP
Bolt

TPP 25 500.070
M6x30
M6x30

Sect�on
mm2

16-16
25-25

T�n Plated Copper

1 pc
kgCODE

pcs

TPS 1000.008

TPS
Length

80

Sect�on
mm2

6 mm2

L,mm

Earth�ng Strap Ground�ng - T�n Plated
Topraklama Şeridi - TPS - Kalaylı - Шлейф заземления (медь)

T�n Plated CopperT�n Plated Copper

22

15

12

M6

20

L

8,20

14
20,5

11

16
24

TPC TPC 70

TPP

TPS
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Support Systems

Wall Support Systems

Duvar Destek S�stemler�

Настенные подвесные элементы

Threaded rod systems

T�jl� Askı S�stemler�

Системы подвеса на шпильках

U support systems

U destek S�stemler�

Системы U-образных профелей

L support systems

L destek S�stemler�

Системы L-образных профелей

I support systems

I destek S�stemler�

Системы I-образных профелей

C support systems

C destek S�stemler�

Системы C-образных профелей

Omega support systems

Omega destek S�stem�

Несущая сисмета омега профилей

Profiles

Profiller

Металлопрокат: Полоса, Уголок, Швеллер

Steel Bars, Angles and Channels

Dem�rler

Профиля

Mount�ng & Fasteners

Bağlantı Elemanları ve Hırdavat

Крепежные элементы для монтажа



114

Wall Bracket
Duvar Konsolu - Настенная консоль, гнутая

Pre-Galvan�zed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 500,080

DK                   PG

50DK 05 PG
110 500,130DK 10 PG
160 0,165DK 15 PG 50

100
150

W�dth
of Tray

210 0,200DK 20 PG 50200
310 0,430DK 30 PG 50300
410 0,560DK 40 PG 50400
510 0,710DK 50 PG 50500
610 0,780DK 60 PG 50600

CODE
Length

L
mm

CODE

60 0,084

DK                   HDG

50DK 05 HDG
110 0,137DK 10 HDG
160 0,173DK 15 HDG

100
150

W�dth
of Tray

210 0,210DK 20 HDG 200
310 0,452DK 30 HDG 300
410 0,588DK 40 HDG 400
510 0,746DK 50 HDG 500
610 0,819DK 60 HDG 600

50
50
50
50
50
50
50
50

Wall Bracket (Welded)
Duvar Konsolu (Kaynaklı) - Настенная консоль, сварная

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

60 500,210

DKK                   EG

50DKK 05 EG
110 500,250DKK 10 EG
160 0,320DKK 15 EG 50

100
150

W�dth
of Tray

210 0,380DKK 20 EG 50200

310DKK 30 EG 50300
410DKK 40 EG 25400
510DKK 50 EG 25500
610DKK 60 EG 25600

260DKK 25 EG 50250 0,550
0,630
0,750
1,050
1,210

CODE
Length

L
mm

CODE

60 500,211

DKK                   HDG

50DKK 05 HDG
110 500,263DKK 10 HDG
160 0,336DKK 15 HDG 50

100
150

W�dth
of Tray

210 0,399DKK 20 HDG 50200

310DKK 30 HDG 50300
410DKK 40 HDG 25400
510DKK 50 HDG 25500
610DKK 60 HDG 25600

260DKK 25 HDG 50250 0,578
0,662
0,788
1,103
1,271

Brackets for Wall & Floor Mount�ng
Yere ve Duvara Tespit Elemanı - Настенно-напольная консоль

Electro-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

100 500,140100YDT 310 PG
150 500,180YDT 315 PG
200 0,210YDT 320 PG 50

150
200

W�dth
of Tray

250 0,250YDT 325 PG 50250

400YDT 340 PG 50400
450YDT 345 PG 25450
500YDT 350 PG 25500
610YDT 360 PG 25600

300YDT 330 PG 50300 0,280
0,350
0,390
0,420
0,490

CODE
Length

L
mm

CODE

100 500,147100YDT 310 HDG
150 500,189YDT 315 HDG
200 0,221YDT 320 HDG 50

150
200

W�dth
of Tray

250 0,263YDT 325 HDG 50250

400YDT 340 HDG 50400
450YDT 345 HDG 25450
500YDT 350 HDG 25500
610YDT 360 HDG 25600

300YDT 330 HDG 50300 0,294
0,368
0,410
0,441
0,515

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

EG- Electro-galvan�sed EN ISO 2081

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

L400 to 600 mm

DKK

YDT

F

F = 0,9 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,2 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

F

F = 1,5 kN
Max. deflect�on f = L/20

1/2 L
max. 

max. 

L 70

8,5x23

L100 to 300 mm

L 90
8,5x23

14x25
T

50

135

L

3030

9x30

Ø13

DK

YDT                   PG

Support Systems

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

1 pc pcs
kg

L

YDT                   HDG
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DIN 975 Threaded Rod
DIN 975 Askı Tiji - Шпилька резьбовая

CODE
Length

L
mm

CODE

500 100,080M6TM6 50

1000 100,150TM6 100
2000 0,300TM6 200 10

M6
M6

S�ze
Metr�c

3000 0,450TM6 300 10M6
500 0,150TM8 50 10M8

1000 0,300TM8 100 10M8
2000 0,600TM8 200 10M8
3000 0,900TM8 300 10M8

DIN 9300 Threaded Rod Couplers and Head Plate
DIN 9300 Tij Uzatma Somunu - Соединительная гайка резьбовой шпильки

CODE
Length

L
mm 1 pc

CODE
pcs

500 100,25M10TM10 50

1000 100,50TM10 100
2000 1,00TM10 200 10

M10
M10

S�ze
Metr�c

3000 1,50TM10 300 10M10
500 0,35TM12 50 10M12

1000 0,70TM12 100 10M12
2000 1,40TM12 200 10M12
3000 2,10TM12 300 10M12

Electro-Galvan�sed

CODE
Length

L
mm 1 pc

kgCODE

40 500,020

TUS                  EG

M6TUS M6

40 500,030TUS M8
40 0,050TUS M10 50

M8
M10

S�ze
Metr�c

40 0,060TUS M12 50M12

Electro-Galvan�sed Electro-Galvan�sed

TM

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2011

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

TT 01

TT 02

TT 03

TT 04

Pre-Galvan�sed Pre-Galvan�sed

Head Plate V Shape
Tavan Tespit "V" Tipi

Head Plate V Shape (Adjustable)
Tavan Tespit "V" Tipi (Ayarlanabilir)

Потолочный держатель шпильки  (V-образный) Потолочный держатель шпильки  (V-образный)

Pre-Galvan�sed

CODE
Th�ckness

TCODE

500,10TT 01 PG

mm

2,5

Pre-Galvan�sed

Head Plate U Shape
Tavan Tespit "U" Tipi

Head Plate Omega Type
Tavan Tespit "Omega" Tipi

Потолочный держатель шпильки  (U-образный) Потолочный держатель шпильки  (Ω-образный)

TUS

kN

Safe Work�ng Load

1,2

CODE
Th�ckness

TCODE
pcs

500,12

mm

2,5

kN

Safe Work�ng Load

1,5TT 02 PG

CODE
Th�ckness

TCODE

500,16

TT 03

TT 03 PG

mm

2,5

kN

Safe Work�ng Load

1,2

CODE
Th�ckness

TCODE

500,14

TT 04

TT 04 PG

mm

2,5

kN

Safe Work�ng Load

1,2

L

M

Foldable

45

55

35
T

40

82

90
T

40

90

90

T

Ø10

50 35

30
T

kg
pcs

1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

TT 02TT 01

Support Systems

TM                  EG TM                  EG

              PG               PG

              PG               PG
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S�ngle Rod Tray Carr�ers
Tek Tijli Kanal Taşıyıcı - Потолочный подвес лотков

CODE
Length

L
mm

CODE

55 500,0950TK1   50 PG
105 500,11TK1 100 PG
155 0,15TK1 150 PG 50

100
150

W�dth of
Tray

205 0,22TK1 200 PG 25200
305 0,42TK1 300 PG 20300

Double Rod Tray Carr�ers (L Type)
Çift Tijli Kanal Taşıyıcı - П-образный профиль подвеса

Pre-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

55 500,0950TK1   50 HDG
105 500,12TK1 100 HDG
155 0,16TK1 150 HDG 50

100
150

W�dth of
Tray

205 0,23TK1 200 HDG 25200
305 0,44TK1 300 HDG 20300

CODE
Length

L
mm

CODE

160 500,20100TK2 100 PG

210 500,26TK2 150 PG
260 0,31TK2 200 PG 50

150
200

W�dth of
Tray

360 0,43TK2 300 PG 25300
460 0,55TK2 400 PG 25400

Pre-Galvan�sed Hot D�p Galvan�zed

560 0,67TK2 500 PG 20500
660 0,79TK2 600 PG 20600

CODE
Length

L
mm

CODE

160 500,21100TK2 100 HDG

210 500,27TK2 150 HDG
260 0,33TK2 200 HDG 50

150
200

W�dth of
Tray

360 0,45TK2 300 HDG 25300
460 0,58TK2 400 HDG 25400
560 0,70TK2 500 HDG 20500
660 0,83TK2 600 HDG 20600

Double Rod Tray Carr�ers (U Type)
Çift Tijli Kanal Taşıyıcı (U Tipi) - П-образный профиль подвеса

CODE
Length

L
mm

CODE

160 500,27100TK3 100 PG
210 500,33TK3 150 PG
260 0,39TK3 200 PG 50

150
200

W�dth of
Tray

360 0,54TK3 300 PG 25300
460 0,69TK3 400 PG 25400

Pre-Galvan�sed Hot D�p Galvan�zed

560 0,84TK3 500 PG 20500
660 0,98TK3 600 PG 20600

CODE
Length

L
mm

CODE

160 500,28100TK3 100 HDG
210 500,35TK3 150 HDG
260 0,41TK3 200 HDG 50

150
200

W�dth of
Tray

360 0,57TK3 300 HDG 25300
460 0,72TK3 400 HDG 25400
560 0,88TK3 500 HDG 20500
660 1,03TK3 600 HDG 20600

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

TK1 50-200

TK1 300

TK2

TK3

max.Fmax. 

F = 2,5 kN

Max. deflect�on f = L/200

max.Fmax. 

max.Fmax. 

max.Fmax. 

max.

F = 0,8 kN

Max. deflect�on f = L/200

max.

F = 0,6 kN

Max. deflect�on f = L/200

max.

F = 4,0 kN

Max. deflect�on f = L/200

max.

L

40

60

L

25

25

L

80

Ø10

8,5x23

31

25

L
23x8,25

TK1                  PG TK1                  HDG

TK2                  PG TK2                  HDG

TK3                  PG

Support Systems

1 pc
kg

pcs
1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs

TK3                  HDG
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CODE
Length

L
mm

CODE

60 500,1950TK5  50 PG

110 500,26TK5 100 PG
160 0,38TK5 150 PG 50

100
150

W�dth of
Tray

210 0,44TK5 200 PG 25200

S�ngle Rod Tray Carr�ers M8
U Tipi Kanal İçten Taşıyıcı - Потолочный подвес лотков

Pre-Galvan�sed Hot D�p Galvan�zed

CODE
Length

L
mm

CODE

45 500,1050TK6 405 M8 PG

95 500,14TK6 410 M8 PG
145 0,18TK6 415 M8 PG 50

100
150

W�dth of
Tray

195 0,26TK6 420 M8 PG 25200
245 0,31TK6 425 M8 PG 25250

Pre-Galvan�sed Pre-Galvan�sed

295 0,36TK6 430 M8 PG 20300

Tray Carr�er From The S�des
Yandan Kanal Taşıyıcı - Подвес с боку

S�ngle Rod Tray Carr�ers (C Type)
C Tipi Kanal Taşıyıcı - Настенно-потолочная консоль

CODE
Length

L
mm

CODE

60 500,1950TK5  50 HDG

110 500,26TK5 100 HDG
160 0,38TK5 150 HDG 50

100
150

W�dth of
Tray

210 0,44TK5 200 HDG 25200

CODE
Length

L
mm

CODE

45 500,1350TK6 605 M8 PG

95 500,17TK6 610 M8 PG
145 0,21TK6 615 M8 PG 50

100
150

W�dth of
Tray

195 0,30TK6 620 M8 PG 25200
245 0,35TK6 625 M8 PG 25250
295 0,40TK6 630 M8 PG 20300

CODE
Length

L
mm

CODE

40 500,075UTG 40 PG

50 500,085UTG 50 PG
80 0,113UTG 80 PG 50

100 0,132UTG 100 PG 50

Pre-Galvan�sed Pre-Galvan�sed

Tray Carr�er From The Base Z Type
Z Tipi Destek Elemanı - Z-образная стойка

CODE
Length

L
mm

CODE

40 500,113ZTG 40 PG

50 500,122ZTG 50 PG
80 0,151ZTG 80 PG 50

100 0,170ZTG 100 PG 50

TK5

MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

EG- Electro-Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

UTG

ZTG

TK6

F = 0,2 kN

Max. deflect�on f = L/20

max.
max.Fmax. 

FF F = 0,6 kN

Max. deflect�on f = L/20

max.

M8

W-5
H-5

8,5x25

60

110

L

40

40

8x20

L

40

40

8x20

40

L

TK5                 PG TK5                 HDG

TK6                 H:40          PG TK6                 H:60          PG

UTG                          PG ZTG                          PG

Support Systems

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs

1 pc
kg

pcs
1 pc
kg

pcs
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MATERIAL & FINISH

PG- Sendz�m�r method to TS-EN 10346:2012

HDG-Steel, hot-d�p. galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

Th�ckn. (ga) [mm]:

D�e Cast (Döküm)

Head Plate W�th Nut
Somunlu Tavan Tespit - Потолочный держатель шпильки

Support Hanger Clamp (Cast�ng)
Mengene, Döküm - Струбцина

MATERIAL & FINISH

D�e Cast

PAM

SZP

CODECODE

PAM-1
PAM-2
PAM-3

500,095
500,190

0,300 20

Hole

D
mm

Ø9
Ø11
Ø13

A
mm

C
mm

E
mm

N
mm

M
mm

20
32
35

36
46
72

38
50
58

18
22
40

M8x40
M10x40
M10x45

1,10
2,40
3,10

kN
Safe Work�ng Load

PAM

CODE
Base

S�ze
mm

CODE

80x30 500,057M8SZP-1 EG

80x30 500,057SZP-2 EG
80x30 0,057SZP-3 EG 50

M10
M12

Thread

120x40 0,151SZP-4 EG 25M8
120x40 0,151SZP-5 EG 25M10
120x40 0,151SZP-6 EG 20M12

D
Metr�c

SZP       EG

30 - 40

80 - 120

D

Support Systems

1 pc
kg

pcs

1 pc
kg

pcs

Socket and Box F�x�ng on The Cable Tray
Priz Dağıtım Kutusu - Монтажная пластина коробки

PKT 01 PG 0.25

CODE

10

95

15
0

33

40
Ø20

Ø5

5x25

8,5x20

200

15
0

33

40

Ø20
Ø5

5x25

8,5x20

1 pc
kg

pcs

PKT                        PG

CODE
1 pc
kg

pcs

PKTD                        PG

PKTD 01 PG 0.52 10
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U Profile 30x50 L:3000
U Profil 30x50 L:3000 - U-образный профиль

Pre-Galvan�zed

1.5mmU3050                       PG

Hot D�p. Galvan�sed

1.5mmU3050                    HDG

U Profile Support Ce�l�ng 
U Profil Tavan Tespit - П-образная потолочная станина

Electro - Galvan�sed Hot D�p. Galvan�sed

Electro Galvan�sed Hot D�p. Galvan�sed

U Profile Support Ce�l�ng (Double) 
U Profil Tavan Tespit (Çift) - Потолочная станина, сдвоенная

3000 21,271,5U 3050 15 PG

2000 102,541,5U 3050.20 15 PG
1500 101,911,5U 3050.15 15 PG
1200 101,521,5U 3050.12 15 PG
1000 101,271,5U 3050.10 15 PG
800 101,021,5U 3050.08 15 PG
600 100,761,5U 3050.06 15 PG
500 100,641,5U 3050.05 15 PG
400 100,511,5U 3050.04 15 PG
300 100,381,5U 3050.03 15 PG
200 100,251,5U 3050.02 15 PG

2.0mm

1500 102,552,0U 3050.15 20 PG
1200 102,042,0U 3050.12 20 PG
1000 101,702,0U 3050.10 20 PG
800 101,362,0U 3050.08 20 PG
600 101,022,0U 3050.06 20 PG
500 100,852,0U 3050.05 20 PG
400 100,682,0U 3050.04 20 PG
300 100,512,0U 3050.03 20 PG
200 100,342,0U 3050.02 20 PG

3000 21,331,5U 3050 15 HDG

2000 102,671,5U 3050.20 15 HDG
1500 102,001,5U 3050.15 15 HDG
1200 101,601,5U 3050.12 15 HDG
1000 101,331,5U 3050.10 15 HDG
800 101,071,5U 3050.08 15 HDG
600 100,801,5U 3050.06 15 HDG
500 100,671,5U 3050.05 15 HDG
400 100,531,5U 3050.04 15 HDG
300 100,401,5U 3050.03 15 HDG
200 100,271,5U 3050.02 15 HDG

2.0mm

1500 102,682,0U 3050.15 20 HDG
1200 102,142,0U 3050.12 20 HDG
1000 101,792,0U 3050.10 20 HDG
800 101,432,0U 3050.08 20 HDG
600 101,072,0U 3050.06 20 HDG
500 100,892,0U 3050.05 20 HDG
400 100,712,0U 3050.04 20 HDG
300 100,542,0U 3050.03 20 HDG
200 100,362,0U 3050.02 20 HDG

UTD                       EG

CODECODE

500,45130x75UTD 10 HDG

Base Plate
S�ze
mm

CODE
Length

L
mm

CODE

2,0 500,43130x75UTD 10 EG

Base Plate
S�ze
mm

Length

L
mm

2,0

CODE
Th�ckness

T
mm

CODE

2,0 500,28130x75UT1 10 EG

Base Plate
S�ze
mm

UT1                       EG

CODE
Th�ckness

T
mm

CODE

2,0 500,30130x75UT1 10 HDG

Base Plate
S�ze
mm

UT1                       HDG

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm

LengthTh�ckness LengthTh�ckness

mmmm

2000 103,402,0U 3050.20 20 PG

3000 21,702,0U 3050 20 PG

mmmm

2000 103,572,0U 3050.20 20 HDG

3000 21,792,0U 3050 20 HDG

CODE LCODE T CODE LCODE T

Support Systems

PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

UTD  

U3050

47

10x20
130

75

Ø10

2
6

115

8,5x20

22

T

130

75

115

5
7

22

Ø10

10x20

8,5x20

T

5 

UTD                       HDG
Available finishes:

1 m
kg

pcs pcs

pcspcs

pcs pcs

pcspcs

1 m
kg

1 m
kg

1 m
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

UT1 10

50

30

Ø13

11x20

10

18

T

L

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm1 pc

kg
pcs pcs

1 pc
kg

CODE
Length

L
mm

CODE
Th�ckness

T
mm

CODE
Length

L
mm

CODE
Th�ckness

T
mm1 pc

kg
pcs pcs

1 pc
kg
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U Profile Support Ce�l�ng
U Profil Tavan Tespit - Потолочная станина (сварная)

Electro-Galvan�sed

CODE
Length

L
mm

CODE
Th�ckness

T
mm

Hot D�p. Galvan�sed

CODE
Length

L
mm

CODE

150 100,432,0

Th�ckness
T

mm

200 100,522,0
250 100,612,0
300 100,712,0
350 100,802,0
400 100,892,0
500 101,072,0
600 101,252,0
700 101,432,0
750 101,522,0
800 101,612,0

1000 101,982,0
1100 102,162,0
1200 102,342,0
1250 102,432,0
1300 102,52
1400 2,70
1500 2,89

2,0
2,0
2,0
2,0
2,0
2,0

1600
1700
1750

3,07
3,25

3,34

10
10
10
10
10

2,0 1800 3,43 10

2,0 2000 3,79 10

U Profile Ce�l�ng Supports 
U Profil Tavan Tespit - П-образная потолочная станина

Pre - Galvan�sed

CODECODE

2,0 500,34110x80UT2 01 PG

S�ze
mm

UT2 01                    PG

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports "L Type"
U Profil Tavan Tespit "L" Tipi - Угловая потолочная станина

Pre-Galvan�zed

CODECODE

2,0 500,17110x80UT2 02 PG

S�ze
mm

UT2 02                    PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,36110x80UT2 01 HDG

UT2                       HDG

UT1 15 HDG
UT1 20 HDG
UT1 25 HDG
UT1 30 HDG
UT1 35 HDG
UT1 40 HDG
UT1 50 HDG
UT1 60 HDG
UT1 70 HDG
UT1 75 HDG
UT1 80 HDG

UT1 100 HDG
UT1 110 HDG
UT1 120 HDG
UT1 125 HDG
UT1 130 HDG
UT1 140 HDG
UT1 150 HDG
UT1 160 HDG
UT1 170 HDG
UT1 175 HDG
UT1 180 HDG
UT1 200 HDG

CODE
Length

L
mm

CODE

2,0 500,18110x80UT2 02 HDG

UT2 02                   HDG

UT2 01

UT2 02

UT1

Th�ckness

T
mm

Th�ckness

T
mm

S�ze
mm

S�ze
mm

PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

130

75

L

10x20

Ø10

50

T

80

53

110

8,5x25

80

53

110

8,5x25

12x20

10

12x20

10

UT1                        EG UT1                        HDG

150 100,412,0UT1 15 EG
200 100,502,0UT1 20 EG
250 100,592,0UT1 25 EG
300 100,672,0UT1 30 EG
350 100,762,0UT1 35 EG
400 100,852,0UT1 40 EG
500 101,022,0UT1 50 EG
600 101,192,0UT1 60 EG
700 101,362,0UT1 70 EG
750 101,452,0UT1 75 EG
800 101,542,0UT1 80 EG

1000 101,882,0UT1 100 EG
1100 102,062,0UT1 110 EG
1200 102,232,0UT1 120 EG
1250 102,322,0UT1 125 EG
1300 102,40
1400 2,58
1500 2,75

UT1 130 EG
UT1 140 EG
UT1 150 EG
UT1 160 EG
UT1 170 EG
UT1 175 EG

2,0
2,0
2,0
2,0
2,0
2,0

1600
1700
1750

2,92
3,09
3,18

10
10
10
10
10

UT1 180 EG 2,0 1800 3,27 10

UT1 200 EG 2,0 2000 3,61 10

Support Systems

pcs pcs

pcspcs

pcs pcs

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg

1 pc
kg
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U Profile Brackets
U Profil Sıvama Konsolu - Настенная консоль для монтажа в профиль

Pre-Galvan�sed

CODE
Length

L
mm

CODE

80 100,0950UK 05 PG

W�dth
of

Tray

UK                                PG

130 100,15100UK 10 PG
180 100,21150UK 15 PG
230 100,27200UK 20 PG
280 100,33250UK 25 PG
330 100,49300UK 30 PG
430 100,63400UK 40 PG
530 100,78500UK 50 PG
630 100,93600UK 60 PG

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports S�m�l�ng Face
U Profil Tavan Tespit , Ayarlanabilir Tip - PG - П-образная потолочная станина, поворотная

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,34110x80UT2 03 PG

S�ze
mm

UT     03                      PG2

Hot D�p. Galvan�sed

U Profile Ce�l�ng Supports S�m�l�ng Face "L Type"
U Profil Tavan Tespit Ayarlanabilir "L" Tipi - Угловая потолочная станина, поворотная

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,17110x80UT2 04 PG

S�ze
mm

UT2 04                         PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,36110x80UT2 03 HDG

S�ze
mm

UT   03                       2 HDG

PG: Sendz�m�r method to TS-EN 10343-2011

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

CODE
Length

L
mm

CODE

80 500,0950UK 05 HDG

W�dth
of

Tray

130 500,16100UK 10 HDG
180 500,22150UK 15 HDG
230 500,28200UK 20 HDG
280 200,35250UK 25 HDG
330 200,51300UK 30 HDG
430 200,66400UK 40 HDG
530 100,82500UK 50 HDG
630 100,98600UK 60 HDG

CODE
Th�ckness

T
mm

CODE

2,0 500,18110x80UT2 04 HDG

S�ze
mm

U Profile Stra�ght Connector
U Profil Bİrleştirme Elemanı - Соединитель профилей вертикальный

Pre-Galvan�zed

CODE
Th�ckness

T
mm

CODE

2,0 500,33200UBE PG

Length
mm

UBE                    PG

Hot D�p. Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,35200UBE HDG

Length

mm

UBE                    HDG

L

Support Systems

UT2 03

UT2 04

UBE

UK

12x20

Ø 10

110

80

95

55

8,5x20

10

12x2012x20

Ø 10Ø 10

Ø10Ø10

9595

8080

4242

8,5x208,5x20

45

28L

110110

W+35

20

65

10x16

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

45

UK                      HDG

UT2 04                      HDG
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Double U Profile Connect�on Element 
U Profil Bağlantı Parçası - Соединитель профилей горизонтальныйı

Pre-Galvan�sed

CODE
Th�ckness

T
mm

CODE

2,0 500,03860x30UE PG

S�ze
mm

UE                    PG

Hot D�p. Galvan�sed
PG: Sendz�m�r method to TS-EN 10343-2011
EG: Electro-galvan�zed EN ISO 2081

Available finishes:

MATERIAL & FINISH

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG: Steel, hot-d�p galv. to TSE-EN ISO 1461:2011 (HDG)

CODE
Th�ckness

T
mm

CODE

2,0 500,04060x30UE HDG

S�ze
mm

UE

U Support Stat�c Values - Safe Load
U Destek Taşıma Yük Değerleri - Нагрузочная способность профелей

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

UK 60

12.5

UK 40

UK 05

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x
. L

/2
0

 

UK 10

UK 15

UK 20

UK 25

UK 50

UK 30

W

max.F max.

Safe Work�ng Load F �n kN

20

40

10

0.0

f,mm

30

50

60

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. 
L

/2
0

 

UT1 25 (L:250)

max.F max.

L

f W

W : Cable tray width

W : Cable tray width

UT1 50 (L:500)

100
200
300
400
500
600

0,50
0,30
0,25
0,20
0,15
0,15

1,00
0,60
0,50
0,40
0,30
0,30

1,50
0,90
0,75
0,60
0,45
0,45

2,00
1,20
1,00
0,80
0,60
0,60

2,50
1,50
1,25
1,00
0,75
0,75

70

80

UT1 150 (L:1500) UT1 100 (L:1000)

Safe Work�ng Load F �n kN

B
ra

ck
et

 S
�z

e 
W

, m
m

60

30

20

pcs
1 pc
kg

Support Systems

UE                    HDG
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MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Thickn. (ga) [mm]:  3,0  4,0

Hot D�p Galvan�sed

CODECODE

UP                  HDG

UP 300 30 HDG

3.0mm

Length

L
mm

3000

Th�ckness

T
mm

3.0
1 mt
kg

pcs

2,97 2

CODECODE
Length

L
mm

Th�ckness

T
mm 1 pc

kg
pcs

UP 200 30 HDG 20003.0 5,94 2
UP 190 30 HDG 19003.0 5,64 2
UP 180 30 HDG 18003.0 5,35 2
UP 170 30 HDG 17003.0 5,05 2
UP 160 30 HDG 16003.0 4,75 2
UP 150 30 HDG 15003.0 4,46 2
UP 140 30 HDG 14003.0 4,16 2
UP 130 30 HDG 13003.0 3,86 2
UP 120 30 HDG 12003.0 3,56 2
UP 110 30 HDG 11003.0 3,27 2
UP 100 30 HDG 10003.0 2,97 2
UP 90 30 HDG 9003.0 2,67 2
UP 80 30 HDG 8003.0 2,38 2
UP 70 30 HDG 7003.0 2,08 2
UP 60 30 HDG 6003.0 1,78 2
UP 50 30 HDG 5003.0 1,49 2
UP 40 30 HDG 4003.0 1,19 2
UP 30 30 HDG 3003.0 0,89 2

Hot D�p Galvan�sed

CODECODE

UP                  HDG

UP 300 40 HDG

4.0mm

Length

L
mm

3000

Th�ckness

T
mm

4.0
1 mt
kg

pcs

3,96 2

CODECODE
Length

L
mm

Th�ckness

T
mm 1 pc

kg
pcs

UP 200 40 HDG 20004.0 7,92 2
UP 190 40 HDG 19004.0 7,52 2
UP 180 40 HDG 18004.0 7,13 2
UP 170 40 HDG 17004.0 6,73 2
UP 160 40 HDG 16004.0 6,34 2
UP 150 40 HDG 15004.0 5,94 2
UP 140 40 HDG 14004.0 5,54 2
UP 130 40 HDG 13004.0 5,15 2
UP 120 40 HDG 12004.0 4,75 2
UP 110 40 HDG 11004.0 4,36 2
UP 100 40 HDG 10004.0 3,96 2
UP 90 40 HDG 9004.0 3,56 2
UP 80 40 HDG 8004.0 3,17 2
UP 70 40 HDG 7004.0 2,77 2
UP 60 40 HDG 6004.0 2,38 2
UP 50 40 HDG 5004.0 1,98 2
UP 40 40 HDG 4004.0 1,58 2
UP 30 40 HDG 2504.0 1,19 2

UP 25 30 HDG 2503.0 0,74 2 UP 25 40 HDG 2504.0 0,99 2

UP Profile 42x64
UP Profile 42x64 - U-образный профиль 

Support Systems

L

64

42

UP

UP Profile Support Ce�l�ng
UP Profil Tavan Tespit - Потолочная станина (сварная)

CODECODE

UPT 10                                HDG

UPT 10 HDG

Th�ckness

T
mm

4,0

Base Plate

S�ze
mm

150x150
1 pc
kg

pcs

0,96 10

UP Profile Support Ce�l�ng (Double)
UP Profil Tavan Tespit (Çift) - Потолочная станина, сдвоенная 

Hot D�p Galvan�sed

UPD10

13x25
11x25

CODECODE

UPD 10                               HDG

UPD 10 HDG

Th�ckness

T
mm

4.0

Base Plate

S�ze
mm

150x100
1 pc
kg

pcs

1,40 10

Hot D�p Galvan�sed

UPT 10

13x25

150

5

100

105

55
36

13x25

150

100

5

80

55

13x25

105

L

F

L

F

500

1000

1500

2000

3000

7,0

Length (mm) Safe Load (kN) Safe Load (kN)
UP- 3 mm UP- 4 mm

4,8

3,2

2,4

1,6

8,0

6,0

4,0

3,0

2,0
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MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Support Systems

Thickn. (ga) [mm]:  3,0  4,0

150
100

5

L

UPT

W : Cable tray width

L

f
W

10

20

5

0

f,mm

15

25

30

 D
efl

ec
ti

o
n

 f
 in

 [
m

m
] 

at
 F

 m
a

x
. 
L

/2
0

 

100
200
300
400
500
600

2,00
1,50
0,70
0,55
0,45
0,35

2,50
2,00
1,50
1,25
1,00
0,75

4,00
3,00
1,75
1,50
1,25
1,00

5,00
3,50
2,50
2,25
1,75
1,25

UPT 2000 (UPT 200)

B
ra

ck
et

 S
�z

e 
W

, m
m 5,50

4,00
3,25
2,75
2,25
1,75

6,00
5,00
4,00
3,50
2,50
2,00

6,50
5,50
4,50
3,75
3,00
2,25

7,00
6,00
5,00
4,00
3,50
3,00

7,50
6,50
5,50
4,50
4,00
3,50

8,00
7,00
6,00
5,00
4,50
4,00

8,50
7,50
6,50
5,50
5,00
4,50

9,00
8,00
7,00
6,00
5,50
5,00

UPT 1200 (UPT 120)

UPT 1000 (UPT 100)

UPT 800 (UPT 80)

UPT 600 (UPT 60)

UPT 1800 (UPT 180) UPT 1600 (UPT 160)

UPT 1400 (UPT 140)

UPT 400 (UPT 40)

UP Profile Support Ce�l�ng
UP Profil Tavan Tespit - Потолочная станина (сварная)

Hot D�p Galvan�sed Hot D�p Galvan�sed

CODECODE

UPT                  HDG

UPT 300 30 HDG

3.0mm

Length

L
mm

3000

Th�ckness

T
mm

3.0
1 pc
kg

pcs

9,44 2
UPT 200 30 HDG 20003.0 6,47 2
UPT 190 30 HDG 19003.0 6,17 2
UPT 180 30 HDG 18003.0 5,88 2
UPT 170 30 HDG 17003.0 5,58 2
UPT 160 30 HDG 16003.0 5,28 2
UPT 150 30 HDG 15003.0 4,99 2
UPT 140 30 HDG 14003.0 4,69 2
UPT 130 30 HDG 13003.0 4,39 2
UPT 120 30 HDG 12003.0 4,10 2
UPT 110 30 HDG 11003.0 3,80 2
UPT 100 30 HDG 10003.0 3,50 2
UPT 90 30 HDG 9003.0 3,20 2
UPT 80 30 HDG 8003.0 2,91 2
UPT 70 30 HDG 7003.0 2,61 2
UPT 60 30 HDG 6003.0 2,31 2
UPT 50 30 HDG 5003.0 2,02 2
UPT 40 30 HDG 4003.0 1,72 2
UPT 30 30 HDG 3003.0 1,42 2
UPT 25 30 HDG 2503.0 1,27 2

CODECODE

UPT                  HDG

UPT 300 40 HDG

Length

L
mm

3000

Th�ckness

T
mm

4.0
1 pc
kg

pcs

12,41 2
UPT 200 40 HDG 20004.0 8,45 2
UPT 190 40 HDG 19004.0 8,06 2
UPT 180 40 HDG 18004.0 7,66 2
UPT 170 40 HDG 17004.0 7,26 2
UPT 160 40 HDG 16004.0 6,87 2
UPT 150 40 HDG 15004.0 6,47 2
UPT 140 40 HDG 14004.0 6,08 2
UPT 130 40 HDG 13004.0 5,68 2
UPT 120 40 HDG 12004.0 5,28 2
UPT 110 40 HDG 11004.0 4,89 2
UPT 100 40 HDG 10004.0 4,49 2
UPT 90 40 HDG 9004.0 4,10 2
UPT 80 40 HDG 8004.0 3,70 2
UPT 70 40 HDG 7004.0 3,30 2
UPT 60 40 HDG 6004.0 2,91 2
UPT 50 40 HDG 5004.0 2,51 2
UPT 40 40 HDG 4004.0 2,12 2
UPT 30 40 HDG 3004.0 1,72 2
UPT 25 40 HDG 2504.0 1,52 2

4.0mm
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UP Profile Double Plate Bracket
UP Profile Çift Tabanlı Konsolu - Консоль для монтажа в профиль

MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Support Systems

Hot D�p Galvan�sed

CODECODE

UPK                  HDG

UPK 30 HDG

3.0mm

Length

L
mm

300

Th�ckness

T
mm

3.0
1 pc
kg

pcs

1,36 1

Thickn. (ga) [mm]:  3,0  4,0

UPK 40 HDG 4003.0 1,66 1
UPK 50 HDG 5003.0 1,95 1
UPK 60 HDG 6003.0 2,25 1
UPK 70 HDG 7003.0 2,55 1
UPK 75 HDG 7503.0 2,70 1
UPK 80 HDG 8003.0 2,84 1
UPK 90 HDG 9003.0 3,14 1
UPK 100 HDG 10003.0 3,44 1

UPK

50

1
8

0

54

22x12

13x30

max.F max.

W

W

max.F max.

q (Kg)

q (Kg)

q (Kg)

max.F max.

W

W

max.F max.

q (Kg)

q (Kg)

max.F max.

W

W
max.F max.

q (Kg)

A
300-400-50mm

A
600-700-800mm

A
900-1000-1200mm

500

1000

1500

2000

2500

3000

900

750

750

750

750

750

750

650

650

650

650

650

650

500

500

500

500

500

500

500

1000

1500

2000

2500

3000

900

750

750

750

750

750

750

650

650

650

650

650

650

500

500

500

500

500

500

500

1000

1500

2000

2500

3000

900

600

600

600

600

600

600

600

600

600

600

600

600

500

500

500

500

500

500

L Fz. Max
(Kg)

Vert�cal Hanger
UPT

Hor�zontal Hanger
 UPK 

LOAD CAPACITY

3 
R

ow
s 

A
pp

l�c
at

�o
n

2 
R

ow
s 

A
pp

l�c
at

�o
n

1 
R

ow
 A

pp
l�c

at
�o

n

(mm)

UPT

UPK

3 
R

ow
s 

A
pp

l�c
at

�o
n

2 
R

ow
s 

A
pp

l�c
at

�o
n

1 
R

ow
 A

pp
l�c

at
�o

n
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Support Systems

DKK (Wall Bracket)

C83 (Wall Bracket)

C21 (Wall Bracket)

C42 (Wall Bracket)

Ce�l�ng

CB11

UPT

UP Profile Spacer
UP Profil Konsol Destek - Распорка консоли 

Hot D�p Galvan�sed

CODECODE

UPE                  HDG

UPE HDG

Length

L
mm

54

Th�ckness

T
mm

2,0
1 pc
kg

pcs

0,10 100

36

55

200

3

UPBE

CODECODE

UPBE                HDG

UPBE  HDG

Th�ckness

T
mm

4,0

Length

S�ze
mm

200
1 set
kg

pcs

0,60 50

UP Profile Stra�ght Connector
UP Profil Birleştirme Elemanı - Соединитель профилей вертикальный 

41

21

L 2

UPE

MATERIAL & FINISH

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Thickn. (ga) [mm]:  3,0  4,0

Hot D�p Galvan�sed



128

L Profile 40x40
L Profil 40x40 - L-образные профили

CODECODE

100,471L40 50 15 PG 1,5

Th�ckness
T

mm

500

Length
L

mm

100,942L40 100 15 PG 1,5 1000
101,413L40 150 15 PG 1,5 1500
101,884L40 200 15 PG 1,5 2000

L Profile Ce�l�ng Support
L Profil Tavan Tespit - L-образная станина и подвес 

CODECODE

100,263L40T 10 15 PG 1,5

Th�ckness
T

mm

120

Length
L

mm

100,432L40T 30 15 PG 1,5 300
100,526L40T 40 15 PG 1,5 400
100,620L40T 40 15 PG 1,5 500
101,090L40T 100 15 PG 1,5 1000

L Profile Ce�l�ng Support
L Profil Kanal Taşıyıcı - L-образная консоль 

CODECODE

100,375L40K 05 15 PG 50

W�dth
of

Tray

55

Length
L

mm

100,448L40K 10 15 PG 100 105
100,537L40K 15 15 PG 150 155
100,595L40K 20 15 PG 200 205
100,720L40K 30 15 PG 300 305

MATERIAL

PG- Sendz�m�r method to TS-EN 10346:2100

Ava�lable F�n�shes:

HDG- Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]:

L40

L

40

T

8x20

40

L40T

130

75

122

L40K

L

40

60

120

8x20

L40                                PG

L40T                                PG

L40T                                PG

Support Systems

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg
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Support Systems
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I Support
I Destek - I-образные профили 80x42

Hot D�p Galvan�sed

CODECODE

10,60100I80 10 HDG

Length
L

mm

I80                     HDG

Hot D�p. Galvan�sed

11,19200I80 20 HDG
11,48250I80 25 HDG
11,79300I80 30 HDG
12,08350I80 35 HDG
12,38400I80 40 HDG
12,68450I80 45 HDG
12,98500I80 50 HDG
13,28550I80 55 HDG
13,57600I80 60 HDG

14,17700I80 70 HDG

14,76800I80 80 HDG
15,06850I80 85 HDG
15,36900I80 90 HDG
15,66950I80 95 HDG
15,951000I80 100 HDG
16,551100I80 110 HDG
17,141200I80 120 HDG
17,441250I80 125 HDG
17,741300I80 130 HDG
18,331400I80 140 HDG
18,931500I80 150 HDG

CODECODE

109,531600I80 160 HDG

Length
L

mm

I80                     HDG

110,131700I80 170 HDG
110,411750I80 175 HDG
111,011800I80 180 HDG
111,601900I80 190 HDG
111,902000I80 200 HDG
112,502100I80 210 HDG
113,102200I80 220 HDG
113,402250I80 225 HDG
113,692300I80 230 HDG
114,292400I80 240 HDG
114,882500I80 250 HDG
115,472600I80 260 HDG
116,062700I80 270 HDG
116,652800I80 280 HDG
117,242900I80 290 HDG
117,853000I80 300 HDG
120,833500I80 350 HDG
123,804000I80 400 HDG
126,784500I80 450 HDG
129,755000I80 500 HDG
132,735500I80 550 HDG

13,86650I80 65 HDG

14,46750I80 75 HDG

135,706000I80 600 HDG

It Hang�ng Support
IT Tavan Destek 80x42 - Потолочные станины 

Hot D�p Galvan�sed

CODECODE

11,10100IT 80 10 HDG

Length
L

mm

IT 80                     HDG

Hot D�p. Galvan�sed

11,69200IT 80 20 HDG
11,98250IT 80 25 HDG
12,29300IT 80 30 HDG
12,58350IT 80 35 HDG
12,88400IT 80 40 HDG
13,18450IT 80 45 HDG
13,48500IT 80 50 HDG
13,78550IT 80 55 HDG
14,07600IT 80 60 HDG

14,67700IT 80 70 HDG

15,26800IT 80 80 HDG
15,56850IT 80 85 HDG
15,86900IT 80 90 HDG
16,16950IT 80 95 HDG
16,451000IT 80 100 HDG
17,051100IT 80 110 HDG
17,641200IT 80 120 HDG
17,941250IT 80 125 HDG
18,241300IT 80 130 HDG
18,831400IT 80 140 HDG
19,431500IT 80 150 HDG

CODECODE

110,131600IT 80 160 HDG

Length
L

mm

IT80                     HDG

110,631700IT 80 170 HDG
110,911750IT 80 175 HDG
111,511800IT 80 180 HDG
112,101900IT 80 190 HDG
112,402000IT 80 200 HDG
113,002100IT 80 210 HDG
113,602200IT 80 220 HDG
113,902250IT 80 225 HDG
114,192300IT 80 230 HDG
114,792400IT 80 240 HDG
115,382500IT 80 250 HDG
115,972600IT 80 260 HDG
116,562700IT 80 270 HDG
117,152800IT 80 280 HDG
117,742900IT 80 290 HDG
118,353000IT 80 300 HDG
121,333500IT 80 350 HDG
124,304000IT 80 400 HDG
127,284500IT 80 450 HDG
130,255000IT 80 500 HDG
133,235500IT 80 550 HDG

14,36650IT 80 65 HDG

14,96750IT 80 75 HDG

136,206000IT 80 600 HDG

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 3,9

L

F

L

I 80

IT 80

F

I80

IK 20

IK GER

IK 60

Ce�l�ng

 80 

2
5

X
7

5

 8
0
 

 42 

 150  150 

14 

 5
 

Support Systems

500

1000

1500

2000

3000

12,0

10,0

7,0

5,25

3,5

Length (mm) Safe Load (kN)

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg
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I Support Bracket
I Destek  Konsolu - Консоль для монтажа в профиль

I support Head Plate (Stable)
I Profil Tavan Tespit  (Sabit) - Потолочная станина, Прямая

*F�x�ng clamp IK GER, BOLT M10x35 and nut M10 �s �ncluded �n
 bracket code

*Calculat�on table for packag�ng & custom purpose

Hot D�p Galvan�sed

CODECODE

501,50200x80ITS 01 HDG

S�ze
mm

ITS  01                     HDG
Th�ckness

T
mm

5,0

I support Head Plate (Var�able Lengthw�se)
I Profil Tavan Tespit (Haraketli, Boyuna) - Потолочная станина, Поворотная в продоль

Hot D�p Galvan�sed

CODECODE

501,83200x80ITH 01 HDG

S�ze
mm

ITH 01                      HDG
Th�ckness

T
mm

5,0

Hot D�p Galvan�sed Hot D�p Galvan�sed

 

ITH 01

ITS 01

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 3,9

IK 10 - 30 

IK GER

IK 40 - 100

 1
3
0

 5
 1

2
5

 80,00 

 29 
13 

 59 13 

 150  150

 

14 

 4

 L

 3
0 

 8,5 X 25 

 150 
 150 

 
14 

 2
0
0
 

 5
 

 50 

 3
0
 

 5

 50 

 L

 30 

 8.5 X 25 

CODECODE

200,32110IK 10 HDG

Length
L

mm

IK                        HDG

200,38160IK 15 HDG
200,45210IK 20 HDG
200,72260IK 25 HDG
100,82310IK 30 HDG
101,13410IK 40 HDG
101,26460IK 45 HDG
51,36510IK 50 HDG
51,56610IK 60 HDG
52,05710IK 70 HDG

52,29810IK 80 HDG

52,761010IK 100 HDG

CODECODE

10,1011IK GER HDG

Hole
D

mm

52,17760IK 75 HDG

52,52910IK 90 HDG

W�dth
of

Tray

100
150
200
250
300
400
450
500
600
700

800

1000

750

900

5,0

Th�ckness
T

mm

IK 10 HDG

Calculat�on Table - Hesap Tablosu

BRACKET IK GER HDG AC M10 35 HDG S M10 HDG

1 1 1
IK 15 HDG 1 1 1
IK 20 HDG 1 1 1
IK 25 HDG 1 1 1
IK 30 HDG 1 1 1
IK 40 HDG 2 2 2

IK 50 HDG 2 2
IK 60 HDG 2 2
IK 70 HDG 2 2

IK 45 HDG 2 2

IK GER                     HDG

Support Systems

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

2
2
2

2
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I Support Connector
I Profil Birleştirme Elemanı - Соединитель I-образной профили, вертикальный

End Cover of I Support 80x42-PVC
I Profil 80x42 Plastik Tapa - Защитная пластина

CODECODE

10,55IBE HDG

IBE                     HDG

215x65

S�ze
mm

5,0

Th�ckness
T

mm

CODECODE

500,05END I80 PVC 80x42

S�ze
mm

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 5,0

IBE

I Support Stat�c Values - Safe Load
I Destek Taşıma Yük Değerleri - Нагрузочная способность профелей

END I80

max.F max.

L

f W

W : Cable tray width

10

20

5

0

f,mm

15

25

30

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. 
L

/2
0

 

100
200
300
400
500
600

2,00
1,75
1,50
1,25
1,00
0,75

4,00
3,50
3,00
2,50
2,00
1,50

6,00
5,00
4,00
3,25
2,50
2,00

8,00
7,00
5,00
4,00
3,25
2,50

IT 2000 (IT 200)

Safe Work�ng Load F �n kN

B
ra

ck
et

 S
�z

e 
W

, m
m 10,00

8,50
6,00
5,00
4,00
3,00

10,50
9,00
7,00
6,00
4,50
3,50

10,75
9,25
7,25
6,00
4,50
4,00

11,10
9,50
7,50
6,50
5,00
4,50

11,25
10,00

7,75
6,75
5,50
5,00

11,50
10,50
8,00
7,00
6,00
5,50

11,75
11,00
8,25
7,25
6,50
6,00

12,00
11,00
8,50
7,50
7,00
6,50

IT 1200 (IT 120)

IT 1000 (IT 100)

IT 800 (IT 80)

IT 600 (IT 60)

IT 1800 (IT 180) IT 1600 (IT 160)

IT 1400 (IT 140)

IT 400 (IT 40)

 220,00 

11X25

 220,00 

 1
7
,4

1
 

 7
0

  1
06

,4
° 

 106,4° 

 18 

 5
9
 

85

46

Support Systems

pcs
1 pc
kg

MATERIAL

PVC

pcs
1 pc
kg

END I80                     PVC
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I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 

CODECODE

500,16IDP 01 HDG

IDP 01                   HDG

70x35

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

Соединитель I-образной профили, вертикальный

I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 
Соединитель I-образной профили, вертикальный

CODECODE

500,21IDP 02 HDG

IDP 02                   HDG

80x80

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

I Support Claw
I Profil Montaj Elemanı

CODECODE

500,28IDP 03 HDG

IDP 03                   HDG

56x40

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

Зажим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю

CODECODE

500,21IDP 04 HDG

IDP 04                   HDG

100x40

S�ze
mm

4,0

Th�ckness
T

mm

Hot D�p Galvan�sed

I Support Clamp�ng Lug
I Profil Tespit Kelepçesi

CODECODE

500,11ITK 5 HDG

ITK                   HDG

60x40

S�ze
mm

5,0

He�ght
H

mm

Hot D�p Galvan�sed

Прижим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю

Hot D�p Galvan�sed

500,12ITK 10 HDG 60x40 5,0
500,13ITK 15 HDG 60x40 5,0
500,14ITK 20 HDG 60x40 5,0
500,15ITK 25 HDG 60x40 5,0

CODECODE

100,58ITKA 5 HDG

ITKA                  HDG

200x41

S�ze
mm

5,0

He�ght
H

mm

100,60ITKA 10 HDG 200x41 10
100,61ITKA 15 HDG 200x41 15
100,62ITKA 20 HDG 200x41 20
100,64ITKA 25 HDG 200x41 25

MATERIAL

HDG- Steel, hot d�p galv. to TS-EN ISO 1461:2011 (HDG)

Th�ckn. (ga) [mm]: 3,9

Support Systems

IDP 01

IDP 02

IDP 04

IDP 03

ITKA

ITK

40

70

35

13x25

80
80

40

13x25

100

40

13x25

40
56

13x25

200

41

57

40

Ø 13

60

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

pcs
1 pc
kg

133
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Support Systems

I Support Systems Installat�on Examples

IDP 01 IDP 02 IDP 03

IDP 04 ITKA

I80

IDP02
(2 P�eces)

Wall
I80

IDP01
(2 P�eces)

Floor

I80

I80

IDP03
(2 P�eces)

I80

I80
IDP04

(4 P�eces)
M12X40
(Hex Bolt)

Ce�l�ng

IT80

ITKA

I80

I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 
Соединитель I-образной профили, вертикальный

I Support "L" Mount�ng Angle
I Profil Birleştirme Elemanı 
Соединитель I-образной профили, вертикальный

I Support Claw
I Profil Montaj Elemanı
Зажим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю

I Support  Carr�er Lug
I Profil Montaj Elemanı
Зажим к I-профилю
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Support Systems

C Support Systems

 Spr�ng Nut

CT83

C83

C41

Hanging Support

Support Base Flat Fitting Angle Fitting Spring Nut

C BracketSingle Channel Double Channel
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C Channel 21x41
C Profil 21x41 - С-образные профили 21x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141A 15 PG 3000
C 2141A 20 PG 3000
C 2141A 25 PG 3000

1
1
1

C 2141A 12 PG 3000 1
1.05
1.45
1.80

0.85

C 2141A    L:3000

Support Systems

1,5
2,0
2,5

1,2

C Double Channel 42x41 (Welded)
C Profil 42x21 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 42x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 2141 15 PG 3000
C 2141 20 PG 3000
C 2141 25 PG 3000

1
1
1

C 2141 12 PG 3000 1
1.19
1.59
1.98

0.95

C 2141    L:3000

1,5
2,0
2,5

1,2

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.51
1.13

C 2141A    L:3000-6000

2,0
1,5

Hot D�p Galvan�sed

C 2141A 15 HDG
C 2141A 20 HDG

6000 11.512,0C 2141A.60 20 HDG
6000 11.882,5C 2141A.60 25 HDG

3000 11.882,5C 2141A 25 HDG

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000 1
3000 1

1.59
1.19

2,0
1,5C 2141 15 HDG

C 2141 20 HDG

6000 11.592,0C 2141.60 20 HDG
6000 11.982,5C 2141.60 25 HDG

3000 11.982,5C 2141 25 HDG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4241A 25 HDG 3000
C 4241A.60 20 HDG 6000
C 4241A.60 25 HDG 6000

1
1
1

C 4241A 20 HDG 3000 1
3.77
3.01
3.77

3.01

C 4241A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
3.93
3.14
3.93

3.14

C 4241    L:3000-6000

2,5
2,0
2,5

2,0
C 4241 25 HDG
C 4241.60 20 HDG
C 4241.60 25 HDG

C 4241 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316l (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 2141A C 2141

C 4241A C 4241

41

L

41

L

21

T 42

41

41

L

42

41

L

42

T
21

41

14x25

14x25

50

50

21

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 2141A

3,34 4,25 5,07 0,7 0,88 1,03

0,6 0,75 0,89

Z

Z

Y Y Z - Z AXIS Y - Y AXIS

1,68 1,88 2,59

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 4241A

8,51 10,14 4,60 5,55

2,19 2,65

Z - Z AXIS Y - Y AXIS

4,26 5,18

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

C 2141    L:3000-6000

Perforated Non-Perforated

Non-PerforatedPerforated
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C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed 

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 PG 3000
C 4141A 25 PG 3000

1
1

C 4141A 15 PG 3000 1
2.07
2.58

1.55

C 4141A    L:3000

Support Systems

2,0
2,5

1,5

C Double Channel 83x41 (Welded)
C Profil 83x41 (Sırt Sırta Kaynaklı) - С-образные сдвоенные профили 83x41

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

3000
3000

1
1

3000 1
2.20
2.75

1.65

C 4141   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 8341A 25 HDG 3000
C 8341A.60 20 HDG 6000
C 8341A.60 25 HDG 6000

1
1
1

C 8341A 20 HDG 3000 1
5.28
4.22
5.28

4.22

C 8341A    L:3000-6000

2,5
2,0
2,5

2,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

3000
6000
6000

1
1
1

3000 1
5.50
4.40
5.50

4.40

C 8341    L:3000-6000

2,5
2,0
2,5

2,0
C 8341 25 HDG
C 8341.60 20 HDG
C 8341.60 25 HDG

C 8341 20 HDG

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:
SS- Sta�nless steel AISI 304L and 316L (ss)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 1.5 1.2 2.0 2.5 

C 4141 20 PG
C 4141 25 PG

C 4141 15 PG

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141A 20 HDG 3000
C 4141A 25 HDG 3000

1
1

C 4141A 15 HDG 3000 1
2.11
2.64

1.58

C 4141A    L:3000-6000

2,0
2,5

1,5

Hot D�p Galvan�sed

C 4141A.60 25 HDG 6000 1
C 4141A.60 20 HDG 6000 1

2.64
2.11

2,5
2,0

Th�ckness

T
mm

CODE
Length

L
mm

kgCODE
pcs

C 4141 20 HDG 3000
C 4141 25 HDG 3000

1
1

C 4141 15 HDG 3000 1
2.20
2.75

1.65
2,0
2,5

1,5

C 4141.60 25 HDG 6000 1
C 4141.60 20 HDG 6000 1

2.75
2.20

2,5
2,0

C Channel 41x41
C Profil 41x41 - С-образные профили 41x41

Pre-Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 PG 3000
C 4141B 25 PG 3000

1
1

C 4141B 15 PG 3000 1
1.88
2.35

1.41

C 4141B   L:3000

2,0
2,5

1,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 m

kgCODE
pcs

C 4141B 20 HDG 3000
C 4141B 25 HDG 3000

1
1

C 4141B 15 HDG 3000 1
1.98
2.47

1.48

C 4141B   L:3000

2,0
2,5

1,5

C 4141A C 4141

C 8341A C 8341

C 4141 B

T

41

41

T

83

41

41

41

L

41

83

L

T

41

41

41

41

L

14x25

41

83

L

14x25

14x25

50

50

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

1,5 2,0 2,5 1,5 2,0 2,5Un�tC 4141A

5,68 6,99 8,67 3,87 4,59 5,87

1,76 2,18 2,723,58 4,26 5,18

2
21,82 21,82 21,82 21,82 21,82 21,82

Moment of
Inert�a

Sect�on
Modulus

Allowable Bend�ng
Stress

cm4

cm3

kN/cm

2,0 2,5 2,0 2,5Un�tC 8341A

14,04 17,56 26,81 34,08

6,62 8,31

Z - Z AXIS Y - Y AXIS

6,82 8,94

2
21,82 21,82 21,82 21,82

Z

Z

Y Y

Z

Z

Y Y Z - Z AXIS Y - Y AXIS
1 m

1 m 1 m

1 m 1 m

Perforated Non-Perforated

Perforated Non-Perforated

3 S�de Perofrated
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C Channel 21x41 Bracket
C Profil 21x41 Konsolu - С-образные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C21 150 20 HDG 150
C21 200 20 HDG 200

1
1

C21 100 20 HDG 100 1
0,51
0,59

0,43

C21

Support Systems

2,0
2,0

2,0

Steel, str�p-galv. acc. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable rout�ng / Standard: IEC 61537
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

C21 250 20 HDG 250 10,672,0
C21 300 20 HDG 300 10,752,0
C21 350 20 HDG 350 10,832,0
C21 400 20 HDG 400 10,912,0
C21 450 20 HDG 450 10,992,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C21 150 25 HDG 150
C21 200 25 HDG 200

1
1

C21 100 25 HDG 100 1
0,57
0,67

0,47

C21

2,5
2,5

2,5

C21 250 25 HDG 250 10,772,5
C21 300 25 HDG 300 10,872,5
C21 350 25 HDG 350 10,972,5
C21 400 25 HDG 400 11,072,5
C21 450 25 HDG 450 11,172,5

C Channel 41x41 Bracket

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C41 150 20 HDG 150
C41 200 20 HDG 200

1
1

C41 100 20 HDG 100 1
0,60
0,71

0,49

C41

2,0
2,0

2,0

C41 250 20 HDG 250 10,822,0
C41 300 20 HDG 300 10,932,0
C41 350 20 HDG 350 11,042,0
C41 400 20 HDG 400 11,162,0
C41 450 20 HDG 450 11,262,0

Hot D�p Galvan�sed

C41 500 20 HDG 500 11,372,0
C41 550 20 HDG 550 11,482,0
C41 600 20 HDG 600 11,602,0
C41 650 20 HDG 650 11,702,0
C41 700 20 HDG 700 11,822,0
C41 750 20 HDG 750 11,932,0
C41 800 20 HDG 800 12,032,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C41 150 25 HDG 150
C41 200 25 HDG 200

1
1

C41 100 25 HDG 100 1
0,69
0,82

0,55

C41

2,5
2,5

2,5

C41 250 25 HDG 250 10,962,5
C41 300 25 HDG 300 11,102,5
C41 350 25 HDG 350 11,242,5
C41 400 25 HDG 400 11,382,5
C41 450 25 HDG 450 11,512,5
C41 500 25 HDG 500 11,652,5
C41 550 25 HDG 550 11,792,5
C41 600 25 HDG 600 11,932,5
C41 650 25 HDG 650 12,062,5
C41 700 25 HDG 700 12,202,5
C41 750 25 HDG 750 12,342,5
C41 800 25 HDG 800 12,472,5

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

2.0mm 2.5mm

2.0mm 2.5mm

C Profil 41x41 Konsolu - С-образные консоли

C41 900 20 HDG 900 12,132,0 C41 900 25 HDG 900 12,602,5

5

10

0.0

0.0 0.50 0,75 1,00 1,50

f,mm

C21 450

20

2,00 2,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. L
/2

0
 

C21 100

C21 150

C21 400

C21 300

Safe Work�ng Load F �n kN

15

25

30

C21 200

C21 250

Th�ckness T:2,5 mm

7,5

15

0.0

0.0 1.00 2,00 3,00 4,00

f,mm

C41 900

30

5,00 6,00

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

. L
/2

0
 

C41 150

C41 200

Safe Work�ng Load F �n kN

22,5

37,5

45

C41 300

Th�ckness T:2,5 mm

C41 750

C41 600

C41 450

5

135

50

30

14
Ø 13,5

T
21

41

L

25

14

L

5

135

50

30

14
Ø 13,5

25

14

T

41

41

C21

C41
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C Channel 42x41 Bracket
C Profil 42x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C42 300 20 HDG 300
C42 350 20 HDG 350

1
1

C42 200 20 HDG 200 1
1,21
1,38

0,90

C42

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

C42 400 20 HDG 400 11,522,0
C42 450 20 HDG 450 11,702,0
C42 500 20 HDG 500 11,862,0
C42 550 20 HDG 550 12,022,0
C42 600 20 HDG 600 12,142,0

Hot D�p Galvan�sed

C Double Channel 83x41 Bracket
C Profil 83x41 Konsolu - С-образные сдвоенные консоли

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C83 300 20 HDG 300
C83 350 20 HDG 350

1
1

C83 200 20 HDG 200 1
1,60
1,81

1,16

C83

2,0
2,0

2,0

C83 400 20 HDG 400 12,042,0
C83 450 20 HDG 450 12,252,0
C83 500 20 HDG 500 12,472,0
C83 550 20 HDG 550 12,692,0
C83 600 20 HDG 600 12,922,0

Hot D�p Galvan�sed

C83 650 20 HDG 650 13,132,0
C83 700 20 HDG 700 13,362,0
C83 750 20 HDG 750 13,582,0
C83 800 20 HDG 800 13,792,0
C83 850 20 HDG 850 14,022,0
C83 900 20 HDG 900 14,242,0
C83 950 20 HDG 950 14,462,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

C42 650 20 HDG 650 12,342,0
C42 700 20 HDG 700 12,452,0
C42 750 20 HDG 750 12,602,0
C42 800 20 HDG 800 12,812,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C42 300 25 HDG 300
C42 350 25 HDG 350

1
1

C42 200 25 HDG 200 1
1,46
1,66

1,07

C42

2,5
2,5

2,5

C42 400 25 HDG 400 11,862,5
C42 450 25 HDG 450 12,062,5
C42 500 25 HDG 500 12,262,5
C42 550 25 HDG 550 12,462,5
C42 600 25 HDG 600 12,652,5
C42 650 25 HDG 650 12,852,5
C42 700 25 HDG 700 13,052,5
C42 750 25 HDG 750 13,252,5
C42 800 25 HDG 800 13,452,5

C83 1000 20 HDG 1000 14,682,0
C83 1050 20 HDG 1050 14,902,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

C83 300 25 HDG 300
C83 350 25 HDG 350

1
1

C83 200 25 HDG 200 1
1,93
2,20

1,38

C83

2,5
2,5

2,5

C83 400 25 HDG 400 12,482,5
C83 450 25 HDG 450 12,752,5
C83 500 25 HDG 500 13,022,5
C83 550 25 HDG 550 13,302,5
C83 600 25 HDG 600 13,582,5
C83 650 25 HDG 650 13,852,5
C83 700 25 HDG 700 14,132,5
C83 750 25 HDG 750 14,402,5
C83 800 25 HDG 800 14,672,5
C83 850 25 HDG 850 14,952,5
C83 900 25 HDG 900 15,232,5
C83 950 25 HDG 950 15,502,5
C83 1000 25 HDG 1000 15,782,5
C83 1050 25 HDG 1050 16,052,5

2.0mm 2.5mm

2.0mm 2.5mm

C42 900 20 HDG 900 13,012,0 C42 900 25 HDG 900 13,652,5

7,5

15

0.0

0.0 1.00 2,00 3,00 4,00

f,mm

C42 900

30

5,00 6,00
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x
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C42 150

C42 200

Safe Work�ng Load F �n kN

22,5

37,5

45

C42 300

Th�ckness T:2,5 mm

C42 750

C42 600
C42 450

7,5

15

0.0

0.0 2,00 3,00 4,00

f,mm

C83 900

30

5,00 6,00

 D
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Safe Work�ng Load F �n kN

22,5

37,5

45

Th�ckness T:2,5 mm

C83 750

7,00

C83 600

C83 450

C83 300

C83 200

L

L

5
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14

25

14
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41
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C Channel Hang�ng Support 41x21
C Profil Tavan Tespiti 41x21 - С-образная потолочная станина 41x21 

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT21 030 20 HDG 300
CT21 040 20 HDG 400

1
1

CT21 025 20 HDG 250 1
1,08
1,24

1,00

CT21

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

CT21 050 20 HDG 500 11,402,0
CT21 060 20 HDG 600 11,562,0
CT21 070 20 HDG 700 11,722,0
CT21 075 20 HDG 750 11,802,0
CT21 080 20 HDG 800 11,882,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT41 030 20 HDG 300
CT41 040 20 HDG 400

1
1

CT41 025 20 HDG 250 1
1,26
1,48

1,15

CT41

2,0
2,0

2,0

CT41 050 20 HDG 500 11,702,0
CT41 060 20 HDG 600 11,922,0
CT41 075 20 HDG 750 12,252,0
CT41 080 20 HDG 800 12,362,0
CT41 090 20 HDG 900 12,582,0

Hot D�p Galvan�sed

CT41 100 20 HDG 1000 12,802,0
CT41 110 20 HDG 1100 13,022,0
CT41 120 20 HDG 1200 13,242,0
CT41 125 20 HDG 1250 13,352,0
CT41 150 20 HDG 1500 13,902,0
CT41 160 20 HDG 1600 14,122,0
CT41 170 20 HDG 1700 14,342,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CT21 100 20 HDG 1000 12,202,0
CT21 125 20 HDG 1250 12,602,0
CT21 150 20 HDG 1500 13,002,0

CT41 175 20 HDG 1750 14,452,0
CT41 180 20 HDG 1800 14,562,0

Hot D�p Galvan�sed

C Channel Hang�ng Support 41x41
C Profil Tavan Tespiti 41x41 - С-образная потолочная станина 41x41 

CT41 190 20 HDG 1900 14,782,0
CT41 200 20 HDG 2000 15,002,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

300
400

1
1

250 1
1,20
1,40

1,10

CT21

2,5
2,5

2,5

500 11,602,5
600 11,802,5
700 12,002,5
750 12,102,5
800 12,202,5

1000 12,602,5
1250 13,102,5
1500 13,602,5

CT21 030 20 HDG
CT21 040 20 HDG

CT21 025 20 HDG

CT21 050 20 HDG
CT21 060 20 HDG
CT21 070 20 HDG
CT21 075 20 HDG
CT21 080 20 HDG
CT21 100 20 HDG
CT21 125 20 HDG
CT21 150 20 HDG

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT41 030 25 HDG 300
CT41 040 25 HDG 400

1
1

CT41 025 25 HDG 250 1
1,43
1,70

1,29

CT41

2,5
2,5

2,5

CT41 050 25 HDG 500 11,982,5
CT41 060 25 HDG 600 12,252,5
CT41 075 25 HDG 750 12,662,5
CT41 080 25 HDG 800 12,802,5
CT41 090 25 HDG 900 13,082,5
CT41 100 25 HDG 1000 13,352,5
CT41 110 25 HDG 1100 13,632,5
CT41 120 25 HDG 1200 13,902,5
CT41 125 25 HDG 1250 14,042,5
CT41 150 25 HDG 1500 14,732,5
CT41 160 25 HDG 1600 15,002,5
CT41 170 25 HDG 1700 15,282,5
CT41 175 25 HDG 1750 15,412,5
CT41 180 25 HDG 1800 15,552,5
CT41 190 25 HDG 1900 15,832,5
CT41 200 25 HDG 2000 16,102,5

2.0mm 2.5mm

2.0mm 2.5mm

100

150

Ø14

5

L

100

150

5

Ø14

CT21

CT41

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

1,80 1,60 1,20 1,00 0,90 0,80

100 200 300 400 500 600

2,60 2,30 2,00 1,80 1,60 1,40

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  41x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300

0,40 0,25 0,20

Safe Load Calculat�on For Ce�l�ng Support  21x41x2,5 mm - L:800

Slotted Surface

L
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C Channel Hang�ng Support 42x41
C Profil Tavan Tespiti 42x41 - С-образная потолочная станина 42x41 

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT42 060 20 HDG 600
CT42 075 20 HDG 750

1
1

CT42 050 20 HDG 500 1
2,52
3,00

2,20

CT42

Support Systems

2,0
2,0

2,0

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Cable routing 
APPLICATIONS

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)

EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]: 2.0 2.5 

CT42 080 20 HDG 800 13,162,0
CT42 100 20 HDG 1000 13,802,0
CT42 120 20 HDG 1200 14,442,0
CT42 125 20 HDG 1250 14,602,0
CT42 150 20 HDG 1500 15,402,0

EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CT42 160 20 HDG 1600 15,722,0
CT42 175 20 HDG 1750 16,202,0
CT42 180 20 HDG 1800 16,362,0

Hot D�p Galvan�sed

C Channel Hang�ng Support 83x41
C Profil Tavan Tespiti 83x41 - С-образная потолочная станина 83x41 

CT42 200 20 HDG 2000 17,002,0

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT42 060 25 HDG 600
CT42 075 25 HDG 750

1
1

CT42 050 25 HDG 500 1
3,00
3,60

2,60

CT42

2,5
2,5

2,5

CT42 080 25 HDG 800 13,802,5
CT42 100 25 HDG 1000 14,602,5
CT42 120 25 HDG 1200 15,402,5
CT42 125 25 HDG 1250 15,602,5
CT42 150 25 HDG 1500 16,602,5
CT42 160 25 HDG 1600 17,002,5
CT42 175 25 HDG 1750 17,602,5
CT42 180 25 HDG 1800 17,802,5
CT42 200 25 HDG 2000 18,602,5

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT83 060 20 HDG 600
CT83 070 20 HDG 700

1
1

CT83 050 20 HDG 500 1
3,24
3,68

2,80

CT83

2,0
2,0

2,0

CT83 075 20 HDG 750 13,902,0
CT83 080 20 HDG 800 14,122,0
CT83 090 20 HDG 900 14,562,0
CT83 100 20 HDG 1000 15,002,0
CT83 110 20 HDG 1100 15,442,0
CT83 120 20 HDG 1200 15,882,0
CT83 125 20 HDG 1250 16,102,0
CT83 130 20 HDG 1300 16,322,0
CT83 140 20 HDG 1400 16,762,0
CT83 150 20 HDG 1500 17,202,0
CT83 160 20 HDG 1600 17,642,0
CT83 170 20 HDG 1700 18,082,0
CT83 175 20 HDG 1750 18,302,0
CT83 180 20 HDG 1800 18,522,0
CT83 190 20 HDG 1900 18,962,0
CT83 200 20 HDG 2000 19,402,0
CT83 220 20 HDG 2200 110,282,0
CT83 250 20 HDG 2500 111,602,0

Hot D�p Galvan�sed

Th�ckness

T
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

CT83 060 25 HDG 600
CT83 070 25 HDG 700

1
1

CT83 050 25 HDG 500 1
3,90
4,45

3,35

CT83

2,5
2,5

2,5

CT83 075 25 HDG 750 14,732,5
CT83 080 25 HDG 800 15,002,5
CT83 090 25 HDG 900 15,552,5
CT83 100 25 HDG 1000 16,102,5
CT83 110 25 HDG 1100 16,652,5
CT83 120 25 HDG 1200 17,202,5
CT83 125 25 HDG 1250 17,482,5
CT83 130 25 HDG 1300 17,752,5
CT83 140 25 HDG 1400 18,302,5
CT83 150 25 HDG 1500 18,852,5
CT83 160 25 HDG 1600 19,402,5
CT83 170 25 HDG 1700 19,952,5
CT83 175 25 HDG 1750 110,232,5
CT83 180 25 HDG 1800 110,502,5
CT83 190 25 HDG 1900 111,052,5
CT83 200 25 HDG 2000 111,602,5
CT83 220 25 HDG 2200 112,702,5
CT83 250 25 HDG 2500 114,352,5

2.0mm 2.5mm

2.0mm 2.5mm

CT42

CT83

100

150

5

150

5

Slotted Surface

Ø14

150

L

Ø14

L

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

2,10 1,80 1,60 1,40 1,20 1,10

100 200 300 400 500 600

2,90 2,50 2,00 1,90 1,70 1,50

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  83x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

F

800

max.

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.

100 200 300 400 500 600

1,80 1,60 1,20 1,00 0,90 0,80

100 200 300 400 500 600

2,60 2,30 2,00 1,80 1,60 1,40

800
F max. F max.

Safe Load Calculat�on For Ce�l�ng Support  42x41x2,5 mm - L:800

Bracket
Length
 �n mm

   Safe
   Load
F    �n kNmax.
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Hole

D
mm 1 pc

kgCODE
pcs

CYB-01A HDG 11
CYB-01B HDG 9

1
1

CYB-01 HDG 14 1
0,063
0,063

0,063

CYB-01

40x40
40x40

40x40

Hot D�p Galvan�sed

5.0mm

S�ze

a-b, mm
mm

CODE
Hole

D
mm 1 pc

kgCODE
pcs

CYB-02A HDG 11
CYB-02B HDG 9

1
1

CYB-02 HDG 14 1
0,029
0,029

0,029

CYB-02

32x32
32x32

32x32

3.0mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-03A HDG 6 1
CYB-03 HDG 5 1

0,166
0,126

CYB-03

88
80

Hot D�p Galvan�sed

L
mm

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-04A HDG 6 1
CYB-04 HDG 5 1

0,256
0,188

CYB-04

136
120

L
mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-05A HDG 6 1
CYB-05 HDG 5 1

0,347
0,251

CYB-05

184
160

Hot D�p Galvan�sed

L
mm

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-06A HDG 6 1
CYB-06 HDG 5 1

0,437
0,314

CYB-06

232
200

L
mm

Hot D�p Galvan�sed

Length
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-07A HDG 6 1
CYB-07 HDG 5 1

0,270
0,188

CYB-07

90x90
80x80

Hot D�p Galvan�sed

a-b
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-08A HDG 6 1
CYB-08 HDG 5 1

0,360
0,251

CYB-08

135x80
120x80

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

Length

a-b
mm

CYB-06

L

40

CYB-04

40

L

d

4
0

CYB-03

4
040

L

d

CYB-01 CYB-02

b

a

dd

b

a

Common W�dth S�ze (CYB-05 and CYB-06)40

CYB-05

L

d

40

T

CYB-07 CYB-08

1
4

b

a a

1
4

b

T T
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-09A HDG 6 1
CYB-09 HDG 5 1

0,360
0,251

CYB-09

135x90
120x80

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-10A HDG 6 1
CYB-10 HDG 5 1

0,470
0,340

CYB-10

135x135
120x120

Hot D�p Galvan�sed

S�ze
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-11A HDG 6 1
CYB-11 HDG 5 1

0,320
0,267

CYB-11

90x90
90x90

Hot D�p Galvan�sed

mm CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-12A HDG 6 1
CYB-12 HDG 5 1

0,470
0,392

CYB-12

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-13A HDG 6 1
CYB-13 HDG 5 1

0,680
0,567

CYB-13

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-14A HDG 6 1
CYB-14 HDG 5 1

0,320
0,267

CYB-14

135x90
135x90

S�ze

135x135
135x135

mm

90x90
90x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-15A HDG 6 1
CYB-15 HDG 5 1

0,470
0,392

CYB-15

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-16A HDG 6 1
CYB-16 HDG 5 1

0,870
0,725

CYB-16
S�ze

135x90
135x90

mm

136x136
136x136

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CYB-11
90

14

90

CYB-12

135

1
4 90

90

90

1
4

CYB-14

CYB-13

135

14

135

CYB-09
a

b

14

b

CYB-15 CYB-16

90

135

1
4

136

136

1
4

CYB-10

b b

14

a
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C Channel Flat F�tt�ng
C Profil Yatay Bağlantı Elemanı -  пластина для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-17A HDG 6 1
CYB-17 HDG 5 1

0,800
0,667

CYB-17

232x90
232x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-18A HDG 6 1
CYB-18 HDG 5 1

0,470
0,392

CYB-18

135x90
135x90

Hot D�p Galvan�sed

S�ze
CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CYB-19A HDG 6 1
CYB-19 HDG 5 1

0,800
0,667

CYB-19

232x90
232x90

mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-01A HDG 6 1
CB-01 HDG 5 1

0,954
0,795

CB-01

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-02A HDG 6 1
CB-02 HDG 5 1

0,954
0,795

CB-02
S�ze

137x98
137x98

mm

137x98
137x98

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-03A HDG 6 1
CB-03 HDG 5 1

0,636
0,530

CB-03
S�ze

137x50
137x50

mm

C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

S�ze
mm

S�ze
mm

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CYB-17

232

9
0

14

CYB-19

232

232

90

14

CYB-18

135

9
0

14

CB-02

431
4

4
7

137

137

14
98

T

CB-03
137

5
0

53

137

47 43 47

14

4
7 4
1

T

137

43

8914
98

137

CB-01
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей 

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-04A HDG 6 1
CB-04 HDG 5 1

0,572
0,477

CB-04

90x98
90x98

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-05A HDG 6 1
CB-05 HDG 5 1

0,382
0,318

CB-05

90x50
90x50

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-08A HDG 6 1
CB-08 HDG 5 1

0,400
0,320

CB-08

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-09A HDG 6 1
CB-09 HDG 5 1

0,600
0,500

CB-09
S�ze

82x57
82x57

a-b
mm

S�ze

124x57
124x57

a-b
mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-10A HDG 6 1
CB-10 HDG 5 1

0,250
0,220

CB-10
S�ze

135x41
135x41

mm

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-06A HDG 6 1
CB-06 HDG 5 1

0,270
0,260

CB-06

50x50
50x50

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-07A HDG 6 1
CB-07 HDG 5 1

0,270
0,260

CB-07

50x50
50x50

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

CB-06

47

5
0

47

1
4

CB-07

47

5
0

47

1
4

124

CB-09

46

57

46

1
4

135

41

CB-10

1
4

CB-05
47

4
7

1
4

90

5
0

CB-08

4
7

4
7

57

T

1
4

82

47
T

4
7

CB-04

1
4

90

98
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-11A HDG 6 1
CB-11 HDG 5 1

0,170
0,140

CB-11

50x47
50x47

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-12A HDG 6 1
CB-12 HDG 5 1

0,170
0,140

CB-12

47x52
47x52

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-15A HDG 6 1
CB-15 HDG 5 1

0,400
0,320

CB-15

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-09A HDG 6 1
CB-09 HDG 5 1

0,350
0,320

CB-16
S�ze

89x104
89x104

mm

56x137
56x137

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-17A HDG 6 1
CB-17 HDG 5 1

0,600
0,500

CB-17
S�ze

102x102
102x102

mm

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-13A HDG 6 1
CB-13 HDG 5 1

0,260
0,230

CB-13

47x98
47x98

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-14A HDG 6 1
CB-14 HDG 5 1

0,270
0,230

CB-14

41x104
41x104

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-18A HDG 6 1
CB-18 HDG 5 1

0,470
0,430

CB-18

104x137
104x137

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CB-11

5
0

47

401
4

50

1
0
4

89

104

40

1
4

CB-15

1
3

7

56 40

1
3
71

4

CB-16

102

102

1
4

46

14

CB-17

9
8

47

98

40

CB-13

1
4

104

41

1
0
4

40

1
4

CB-14

CB-12

47

52

4
0

411
4
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı -  Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-19A HDG 6 1
CB-19 HDG 5 1

0,260
0,230

CB-19

89x56
89x56

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-20A HDG 6 1
CB-20 HDG 5 1

0,600
0,500

CB-20

96x128
96x128

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-23A HDG 6 1
CB-23 HDG 5 1

0,360
0,280

CB-23

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-24 HDG 5 10,270

CB-24
S�ze

135x51
120x51

a-b
mm

S�ze

44x71

mm

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-25 HDG 5 10,280

CB-25
S�ze

56x70

mm

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-21A HDG 6 1
CB-21 HDG 5 1

0,280
0,240

CB-21

90x48
90x48

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-22A HDG 6 1
CB-22 HDG 5 1

0,280
0,240

CB-22

90x48
90x48

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-26 HDG 5 10,340

CB-26

78x78

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

CB-19
56

8
9

T

40

8
9

1
4

CB-20
47

9
6

T

9
6

38

1
4

51
46

8
2

T

1
4

CB-21

CB-22

51 46

8
2

T

1
4

46

4
6

T

a

14

CB-23

b

41

1
0
1
,4

44

71

143

T

CB-24

141

4
1

CB-26

5656

6
0

2
7
0

1
4

4
1

78

78

143

T

CB-25 CB-25
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C Channel Angle F�tt�ng
C Profil Köşe Bağlantı Elemanı - Уголок крепежный для C-образных профилей

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27A HDG 5 10,360

CB-27A

135x90

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-28A HDG 6 1
CB-28 HDG 5 1

0,360
0,320

Hot D�p Galvan�sed

S�ze

90x57
90x57

a-b
mm

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27L HDG 5 10,360

CB-27L

90x90

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-27G HDG 5 10,860

CB-27G

90x90

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-29A HDG 6 1
CB-29 HDG 5 1

0,610
0,520

CB-29
S�ze

104x90
104x90

a-b
mm

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

1
3
5

76,3

T

41

36,1
1
3
5

14

CB-27CB-27A

9
2

86

14

14

86

4
6

92

4
6

T

CB-27L & CB27GCB-27L & CB27G(Symetr�cal Parts) (Symetr�cal Parts)

87

5
7

14

4
7

14

4
7

57

87

CB-28

CB-28

1
0
4

1
0
4

90 90

CB-29

CB-29

CB-28
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C Channel U and Z F�tt�ng
C Profil U ve Z Bağlantı Elemanı - Крепление стеновое для С-образного профиля

Support Systems

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-30 HDG 5 10,290

CB-30

135x27

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-31 HDG 5 10,370

CB-31

135x48
CB-30A HDG 6 10,320135x27 CB-31A HDG 6 10,400135x48

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-32 HDG 5 10,520

CB-32

135x89

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-33 HDG 5 10,450

CB-33

176x95
CB-32A HDG 6 10,580135x89 CB-33A HDG 6 10,480176x95

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-34 HDG 5 10,180

CB-34

95x27

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-35 HDG 5 10,220

CB-35

95x48
CB-34A HDG 6 10,21095x27 CB-35A HDG 6 10,25095x48

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-36 HDG 5 10,29095x90

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-37 HDG 5 10,23095x54
CB-36A HDG 6 10,32095x90 CB-37A HDG 6 10,26095x54

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CB-33

176

84

94

4
7

T

41

1
7

6

CB-32

53

89

43

135
41

a

14

T

CB-34
95

4
1

1
4

95

50

27

50

T

CB-36

T

9
0

50

4
1

95

50

1
4

CB-30

CB-31

Part Common V�ew

27

43

135

41

1
4
0

14

43

135

48

53

53

CB-37 46

5
4

46

95

4
1

14

CB-35

4
1

95

1
4

50

4
8

95

T

CB-36 CB-37
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C Channel U F�tt�ng (Clev�s)
C Profil U Bağlantı Elemanı (Clevis) - U крепеж к С профилю

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CB-38 HDG 5 10,320

CB-38

93x47
CB-38A HDG 6 10,38093x47

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CE-01 HDG 5 10,920

CE-01

184x52

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CE-02 HDG 5 10,750

CE-02

184x25
CE-01A HDG 6 11,080184x52 CE-02A HDG 6 10,900184x25

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-01 HDG 5 10,360

CTK-01

80x65

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-02 HDG 5 10,440

CTK-02

80x90

(W�th bolt M10x35) (W�th bolt M10x35)

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-03 HDG 5 10,500

CTK-03

80x128

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-04 HDG 5 10,050

CTK-04

56x21

(W�th bolt M10x35) (W�thout bolt M10x35)

CTK-04A HDG 6 10,06056x21

C Channel Coupler and Clamps
C Profil Birleştirme Elemanı ve Taşıyıcılar - Соединитель и крепеж к металлическим балкам

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

S�ze
mm

CB-38

4
7

93

T
93

4
1

CE-01

184

5
2

53

5
2

CE-02

184

5
3

2
5

53

T

CTK-01

80

6
5

50

6
5

44

2
3

CTK-02

50

9
0

80

9
0

44

4
4

CTK-03

1
3
0

80

44

1
3
0

CTK-04 56

2
1

50

2
1
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C Channel Support Base
C Profil Zemine Sabitleme Elemanı - Крепление к потолку для С-образного профиля

Support Systems

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-01 HDG 45 10,800

CDB-01

150x100

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-02 HDG 45 11,080

CDB-02

200x100

*For s�ngle channel 41x41 *For double channel 83x41

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-03 HDG 90 11,350

CDB-03

150x150

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-04 HDG 90 11,500

CDB-04

150x150

*For s�ngle channel 41x41 *For double channel 83x41

CDB-03D HDG 90 11,350150x150 CDB-04D HDG 90 11,500200x150

Hot D�p Galvan�sed

S�ze 
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CDB-13 HDG 5 11,100

CDB-13

146x120

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CDB-14 HDG 5 11,300

CDB-14

187x120

*For s�ngle channel 41x41 *For double channel 83x41

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

CDB-13

146

120

42

1
4

1
4

T

120

5

CDB-01

150

1
0
0

53

4
5

14

5

h

CDB-02

95

1
0
0

5

200

5

14

h

CDB-03D

5

4
5

5

53

150

1
5
0

h

CDB-14

187

120 120

1
4

h

42

200

100

95

5

5
3

1
4

h

CDB-04D
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C Channel Clamps
C Profil Taşıyıcılar - Крепеж к металлическим балкам

Support Systems

Hot D�p Galvan�sed

S�ze
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-05 HDG 5 10,360

CTK-05

80x60

Hot D�p Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-07 HDG 5 10,160

CTK-07

50x75

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-08 HDG 6 10,280

CTK-08

50x65

Hot D�p Galvan�sed

S�ze

a-b, mm
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-09 HDG 5 10,170

CTK-09

70x40

(W�th bolt M12x40)

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-10 HDG 3 11,130

CTK-10

210

Hot D�p Galvan�sed

S�ze

L
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-11A HDG 6 10,622

CTK-11

230

Hot D�p Galvan�sed

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

CTK-06 HDG 5 10,400

CTK-06

120x60

S�ze

L
mm

CTK-11B HDG 6 10,876365
CTK-11C HDG 6 10,413650

C Channel Bracket Support Plate
Konsol Destek Elemanı - Держатель консолей

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

S�ze
mm

S�ze
mm

CTK-07

36

2
5

43

12
85

3
0

6
,8

CTK-08

119

4
0

1
4

7

47
6
5

T

CTK-09

11
5 27

2
1

37

2
0

70

4
7

14

6,8

L

14

40

214

CTK-10 CTK-11

40

50

14

L

T

CTK-06

75

6
7

30 37

166

1
2
0

60

75

6
7

30 37

166

T

8
0

60

CTK-05
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C Channel Adjustable Brace F�tt�ng Base
C Profil Zemine Sabitleme Elemanı, Hareketli - Крепление к потолку для С-образного профиля, шарнирное

Support Systems

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-23 HDG 37,5 11,620

CDB-23 HDG

137x64

Hot D�p Galvan�sed

Base Plate

a-b
mm

CODE
He�ght

H
mm 1 pc

kgCODE
pcs

CDB-24 HDG 48 12,360

CDB-24 HDG

100x64

Electro Z�nc Plated

Hole

D
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

NYS 3M8 30 500,041

NYS - NS

M8

Electro Z�nc Plated

NYS 3M10 30 500,041M10

PVC

S�ze

a-b
mm

CODE
Color

1 pc
kgCODE

pcs

END 4141 PVC Black 1000,006

END 4141 PVC

41x41

PVC

C Channel Spr�ng Nut and F�x�ng Bolt 
C Kanal Yaylı Somun ve T Civata - Ромбовидные гайки с пружиной и Т-образные болты

Spr�ng Nut F�x�ng Bolt

NYS 3M12 30 500,041M12
NS M8 500,038M8
NS M10 500,038M10
NS M12 500,038M12

Hole

D
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

NTS 3M8 30 500,045

NTS

M8
NTS 3M10 30 500,070M10
NTS 3M12 30 500,080M12

S�ze

a-b
mm

CODE
Color

1 pc
kgCODE

pcs

END 4121 PVC Black 1000,003

END 2141 PVC

41x21

Plast�c, black color
MATERIAL

Ava�lable fin�shes:

In stock : Black
Any RAL color: upon request

EG: Electro - Galvan�sed (8-12 m�cron) EN ISO 2081
MATERIAL

Ava�lable fin�shes:

SS- Sta�nless steel AISI 304L and 316L (SS)
EG: Electro-galvan�sed (8-12 M�cron) EN ISO 2081

HDG - Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
MATERIAL

CDB-23 

CDB-24

NYS (Spr�ng Nut) NTS (F�n�ng Bolt)

END4121

END4141

Plast�c End Cup for C Channel
C Profil Sonlandırma - Защитная пластина 

48

137
64

48

100
64

2
1

21

4
1

41

30

D

30

D

D

NS
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C Support Stat�c Values - Safe Load
C Destek Taşıma Yük Değerleri - Нагрузочная способность профелей
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A
L

L
O

W
A

B
L

E

L
O

A
D

, 
F

 (
k
N

)

L

F

L

F

L
L

F
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Omega "C" Bracket

Omega "C" Bracket (Universal )

Omega "L" Bracket

Omega "L" Bracket ( Universal )

Omega "L" Bracket (hanging support)

Omega Spacer

Omega Profile

Omega Profile ( Universal )

Omega Support Systems

DKC... DKL... DKL...CP...

WBC... WBL... OMP...WP...

Support Systems
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Omega "C" Bracket

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537

APPLICATIONS

Thickn. (ga) [mm]:

Omega "C" tipi Tavan Konsolu - Потолочная консоль (Омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

L=345

12.5

L=245

L=145

Pre-Galvan�zed Hot-D�p Galvan�zed

Pre-Galvan�zed

DKC 100 PG 1.3 0.61145

DKC 200 PG 0.8 0.76245
DKC 300 PG 0.5 0.91345

Length

L
mm

CODE F.max
KN

kgCODE

DKC ... DKC ... 

10

pcs

Hot-D�p Galvan�zed

DKC 100 HDG 1.3 0.61145

DKC 200 HDG 0.8 0.76245
DKC 300 HDG 0.5 0.91345

Length

L
mm

CODE F.max
KN

kgCODE

DKC ... DKC ... 

pcs

WBC 100 PG 1.3 0.61145

WBC 200 PG 0.8 0.76245
WBC 300 PG 0.5 0.91345

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBC ... WBC ... 

10

pcs

WBC 100 HDG 1.3 0.61145

WBC 200 HDG 0.8 0.76245
WBC 300 HDG 0.5 0.91345

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBC ... WBC ... 

pcs

Pre-Galvan�zed Hot-D�p Galvan�zed

OMP PG 0.02

kgCODE

OMPOMP

100

pcs

0.02

kgCODE

100

pcs

Omega Spacer
Omega mesafe parçası - Распорка консоли

10
10

10

10
10

Omega "C" Bracket (Un�versal )
Omega "C" tipi Tavan Konsolu - Потолочная консоль (Омега)

OMP HDG 

OMPOMP

10
10

10
10
10

2.0

DKC

WBC

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

.

Safe Work�ng Load F �n kN

 L
/2

0
 

150

2
0
0

L

M10-M12 x 25

5
0

50 50

50

8x15,59,5x5

50

50
M10-M12 x 25

25

 F. KN  Load

f

150

2
0
0

L

M10-M12 x 25

5
0

25

50
M10-M12 x 25

50

8x15,5

Support Systems
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Omega "L" Bracket

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

Omega "L" Konsol - Настенная и опорная Консоль (омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

f

Pre-Galvan�zed

DKL100 PG 1.5 0.38145

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

10

pcs

Hot-D�p Galvan�zed

DKL 200 PG 0.8 0.53245
DKL 300 PG 0.5 0.69345

DKL150 PG 1.0 0.46195

DKL100 HDG 1.5 0.38145

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

pcs

DKL 200 HDG 0.8 0.53245
DKL 300 HDG 0.5 0.69345

DKL150 HDG 1.0 0.46195

Pre-Galvan�zed Hot-D�p Galvan�zed

WBL100 PG 1.5 0.38145

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBL ... WBL ... 

10

pcs

WBL 200 PG 0.8 0.53245
WBL 300 PG 0.5 0.69345

WBL150 PG 1.0 0.46195

WBL100 HDG 1.5 0.38145

Length

L
mm

CODE F.max
KN 1m

kgCODE

WBL ... WBL ... 

pcs

WBL 200 HDG 0.8 0.53245
WBL 300 HDG 0.5 0.69345

WBL150 HDG 1.0 0.46195

Omega "L" Bracket ( Un�versal )
Omega "L" Konsol - Настенная и опорная Консоль (омега)

10
10
10

10

10
10
10

10
10
10

10
10
10
10

2.0

5

10

2.5

0.0

0.0 0.25 0,50 0,75 1,00

f,mm

7.5

L=345

12.5

L=245

L=145

15

1,25 1,50

 D
efl

ec
tio

n 
f i

n 
[m

m
] a

t F
 m

a
x

.

max.Safe Work�ng Load F        �n kNmax.

 L
/2

0
 

L=195

F

DKL

WBL

 F. KN  Load

1
4

0

60

M10-M12 x 25

5
0

L

8x15,5

5050

1
4

0

L

5050

5050

8x15,59,5x5

5
0

60

M10-M12 x 25

W�re Mesh Cable Tray Cable Tray

Cable Tray

Qu�ck F�x

Support Systems
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Omega "L" Bracket (hang�ng support)

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

Omega Tavan Tespit - Потолочная стойка (омега)

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Pre-Galvan�zed

DKL 400 PG 1.0 0.84445

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

10

pcs

Hot-D�p Galvan�zed

DKL 600 PG 0.6 1.14645
DKL 500 PG 0.8 0.99545

DKL 400 HDG 445

Length

L
mm

CODE F.max
KN

kgCODE

DKL ... DKL ... 

pcs

DKL 600 HDG 645
DKL 500 HDG 545

1.0545
1.0445

0.7645

Max� Load F (KN)

Bracket W�dth

L

Anchor = 2.4 KN

245145 345

1.5
1.5

1.2
0.5
0.6

0.4

S�ngle - S�ded

1.4545
1.5445

1.2645

Max� Load F (KN)

Bracket W�dth

L

Anchor = 2.4 KN

245145 345

1.5
1.5

1.5
1.1
1.2

1.0

Double - S�ded

10

20

5

0

0.0 0.5 1.0 1.5 2.0

f

15

L=640

B
ra

ck
e

t 
d

e
fl
e

ct
�o

n
 f

 �n
 (

m
m

) 
L

/2
0

 

25

 F. KN  Load ( L = 345mm )

L=440

L=540

1.0

0.6
0.8

0.84

1.14
0.9910

10

10
10
10

2.0

140

6
0

M10-M12 x 25

50

L

8x15,5

5
0

5
0

f

 F. KN  Load

 F. KN  Load

L

DETAIL A

OMP

Steel Anchor

M8 - M10 Bolt and Nut
DKL 100 - 150
WBL 100 - 150

DKL 400 - 600

 F. KN  Load

 F. KN  Load

 F. KN  Load

 F. KN  Load

Support Systems
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Omega Profile

PG- Steel, strip-galv. acc. to the Sendzimir method  
to TS-EN 10346:2011 (PG)

Available finishes:

Cable rout�ng / Standard : IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:  1.5 

Omega Profil - Омега образная профиль

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 

EP- powder coating in a full range of colours (RAL)

Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

 1.5 

Pre-Galvan�zed

CP 300 15 PG 1,14

CODE

1m
kgCODE

CP... CP... 

10

pcs

Hot-D�p Galvan�zed

CP 300 20 PG

60x20

S�ze

60x20 1,52

Pre-Galvan�zed Hot-D�p Galvan�zed

3000

Length

L
mm

3000

CP 300 15 HDG 1,14

CODE

1m
kgCODE

CP... CP... 

10

pcs

CP 300 20 HDG

60x20

S�ze

60x20 1,52

3000

Length

L
mm

3000

WP 300 15 PG 1,14

CODE

1m
kgCODE

WP... WP... 

2

pcs

WP 300 20 PG

60x20

S�ze

60x20 1,52

3000

Length

L
mm

3000

WP 300 15 HDG 1,14

CODE

1m
kgCODE

WP... WP... 

2

pcs

WP 300 20 HDG

60x20

S�ze

60x20 1,52

3000

Length

L
mm

3000

Omega Profile ( Un�versal )
Omega Profil - Омега образная профиль

10 10

2.0

CP

WP
2

0

60

1
5

8

5
0

L

5
0

60

2
0

L 

5
0

5
0

1
5

8

5x9,5

L= 400 - 1500mm

H
=

 6
0

0
 - 3

0
0

0
m

m

DKL 100

DKL 100
DKL 150

CP 300

CP 300
WP 300

Ceel�ng
Steel Anchor

Support Systems

22
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Mount�ng
Montaj - монтаж

H
=

 M
a

x
 5

5
0

m
m

L= 400 - 1500mm

DKL 400
DKL 500
DKL 600

DKL 100
DKL 150

CP 300
WP 300

H
=

 M
a

x
 5

5
0

m
m

C
>

2
0

0
m

m

D
 =

 M
a

x
 5

5
0

m
mDKL 400

DKL 500
DKL 600

DKL
WBL

C
>

2
0

0
m

m

D
 =

 M
a

x
 5

5
0

m
mDKL 400

DKL 500
DKL 600

S�ngle S�de Double S�de

S�ngle S�de Double S�de

D
=

1
5

0
m

m

DKC 
WBC 

D
=

1
5

0
m

m

DKC 
WBC 

DKL
WBL

Support Systems
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Profiles

Support Systems

SL 25 Hole: 8,5x25 L..A Hole: 8,5x25 LK..B Hole: 11x25 LK..C Hole:13x25

LK..A Hole: 8,5x25 L..F - LK..F Hole: Ø11 LH..B Hole: 11x25

UA Hole: 8,5x25 UC..A Hole: 8,5x25 UC..B Hole: 11x25 UC..C Hole: 13x25

UC..F Hole: Ø11 UH..B Hole: 11x25 UH..C Hole: 13x25 OK Hole: 8X25

CL..A Hole: 8x20+Ø11 CL..C Hole: 13x25 CL..F Hole: Ø11 Z Hole: 11x25

L8 Hole: 8x80 U8 Z8 LPHole: 8x80 Hole: 8x80 Hole: 8x80

LH..C Hole: 13x25
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Flat Bar
Delikli Düz Lama - Перфорированная лента

Pre-Galvan�zed EN 10346

SL            L:2000

Hot D�p Galvan�zed EN ISO 1461

SL            L:2000

L Profile
L Profil - L-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Thickn. (ga) [mm]: 1.5 2.0 2.5 3.0 

MATERIAL

Steel, str�p-galv. acc. to the Sendz�m�r method to TS-EN
10346:2011 (PG)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Ava�lable F�n�shes:

SS-Sta�nless steel AISI 304L and AISI 316L (SS)
EP-Powder coat�ng �n a full range of colours (RAL) 

SL 25

SL 50

L...A

LK...B

LK...C

LK...A

W

T

8,5x25

W

8,5x25

T

W

W

8,5x25

L

h

W

T

h

L

11x25

W

T

L

h

W

13x25

T

L

W

h

8,5x25

T

Width

W
mm

CODE
Th�ckness

T
mm 1 mt

CODE

SL 25A 30 PG 3,0 1
SL 25A 20 PG 2,0 1

0.53
0.35

25
25

SL 30A 30 PG 3,0 1
SL 30A 20 PG 2,0 1

0.64
0.42

30
30

SL 40A 20 PG 2,0 10.5740
SL 40A 30 PG 3,0 10.8540
SL 50A 20 PG 2,0 10.7150
SL 50A 30 PG 3,0 11.0650
SL 60A 20 PG 2,0 10.8560
SL 60A 30 PG 3,0 11.2760

Hole

mm

8,5x25
8,5x25

8,5x25
8,5x25

8,5x25
8,5x25
8,5x25
8,5x25
8,5x25
8,5x25

S�ze

Width

W
mm

CODE
Th�ckness

T
mm 1 mt

CODE

SL 25A 30 HDG 3,0 1
SL 25A 20 HDG 2,0 1

0.59
0.39

25
25

SL 30A 30 HDG 3,0 1
SL 30A 20 HDG 2,0 1

0.71
0.47

30
30

SL 40A 20 HDG 2,0 10.6340
SL 40A 30 HDG 3,0 10.9440
SL 50A 20 HDG 2,0 10.7950
SL 50A 30 HDG 3,0 11.1850
SL 60A 20 HDG 2,0 10.9460
SL 60A 30 HDG 3,0 11.4160

Hole

mm

8,5x25
8,5x25

8,5x25
8,5x25

8,5x25
8,5x25
8,5x25
8,5x25
8,5x25
8,5x25

S�ze

S�ze
mmCODE

Th�ckness

T
mm 1 mt

CODE

L 25A 20 PG 2,0 1
L 25A 15 PG 1,5 1

0.71
0.53

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

LKB 25B 20 PG 2,0 1
LKB 25B 15 PG 1,5 1

0.71
0.53

25x25
25x25

11x25
11x25

LKB 30B 20 PG 2,0
LKB 30B 15 PG 1,5

0.85
0.64

30x30
30x30

11x25
11x25

LKB 35B 20 PG 2,0
LKB 35B 15 PG 1,5

0.99
0.74

35x35
35x35

11x25
11x25

1
1

1
1

LKB 35B 30 PG 3,0 1.4835x35 11x25 1

LKC 40C 20 PG 2,0 1
LKC 40C 15 PG 1,5 1

1.13
0.85

40x40
40x40

13x25
13x25

LKC 50C 20 PG 2,0
LKC 40C 30 PG 3,0

1.41
1.70

50x50
40x40

13x25
13x25

LKC 50C 40 PG 4,0
LKC 50C 30 PG 3,0

2.83
2.12

50x50
50x50

13x25
13x25

1
1

1
1

LK 52A 30 PG 2,0 1
LK 52A 20 PG 1,5 1

50x25
50x25

8,5x25
8,5x25

LK 52A 40 PG 2,550x25 8,5x25 1
1,06
0,79

1,32

S�ze
mmCODE

Th�ckness

T
mm 1 mt

CODE

L 25A 20 HDG 2,0 1
L 25A 15 HDG 1,5 1

0.79
0.59

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

LKB 25B 20 HDG 2,0 1
LKB 25B 15 HDG 1,5 1

0.79
0.59

25x25
25x25

11x25
11x25

LKB 30B 20 HDG 2,0
LKB 30B 15 HDG 1,5

0.94
0.71

30x30
30x30

11x25
11x25

LKB 35B 20 HDG 2,0
LKB 35B 15 HDG 1,5

1.10
0.82

35x35
35x35

11x25
11x25

1
1

1
1

LKB 35B 30 HDG 3,0 1.6535x35 11x25 1

LKC 40C 20 HDG 2,0 1
LKC 40C 15 HDG 1,5 1

1.26
0.94

40x40
40x40

13x25
13x25

LKC 50C 20 HDG 2,0
LKC 40C 30 HDG 3,0

1.57
1.88

50x50
40x40

13x25
13x25

LKC 50C 40 HDG 4,0
LKC 50C 30 HDG 3,0

3.14
2.36

50x50
50x50

13x25
13x25

1
1

1
1

LK 52A 30 HDG 2,0 1
LK 52A 20 HDG 1,5 1

50x25
50x25

8,5x25
8,5x25

LK 52A 40 HDG 2,550x25 8,5x25 1
1,18
0,88

1,47

L...A         L:2000

LK...B      L3000

LK...C      L3000

LK...A     L3000

L...A         L:2000

LK...B      L3000

LK...C      L3000

pcs
kg

pcs
kg

pcs
kg

pcs
kg

Profiles

LK...A       L3000

     L3000
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L Profile
L Profil - L-образный профиль

L Profile
L Tipi Destek Profili - L-образный профиль

Pre-Galvan�zed EN 10346

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

L 30F 20 PG 2,0 1
L 30F 15 PG 1,5 1

0.85
0.64

30x30
30x30

Hot D�p Galvan�zed EN ISO 1461

Hole

mm

Ø11
Ø11

S�ze
HxW

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

LK 30F 20 PG 2,0 1
LK 30F 15 PG 1,5 1

0.85
0.64

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

L 30F 20 HDG 2,0 1
L 30F 15 HDG 1,5 1

0.94
0.71

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

L 30F 20 HDG 2,0 1
L 30F 15 HDG 1,5 1

0.94
0.71

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

Pre-Galvan�zed EN 10346

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

LH 30B 20 PG 2,0 1
LH 25B 20 PG 2,0 1

0.85
0.71

30x30
25x25

Hot D�p Galvan�zed EN ISO 1461

Hole

mm

11x25
11x25

S�ze
HxW

LH 30B 30 PG 3,0 11.2730x30 11x25

LH 40C 40 PG 4,0 1
LH 40C 30 PG 3,0 1

2.26
1.70

40x40
40x40

13x25
13x25

LH 50C 30 PG 3,0 12.1250x50 13x25
LH 50C 40 PG 4,0 12.8350x50 13x25
LH 50C 50 EG 5,0 13.5350x50 13x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

LH 30B 20 HDG 2,0 1
LH 25B 20 HDG 2,0 1

0.94
0.79

30x30
25x25

Hole

mm

11x25
11x25

S�ze
HxW

LH 30B 20 HDG 3,0 11.4130x30 11x25

LH 40C 40 HDG 4,0 1
LH 40C 30 HDG 3,0 1

2.51
1.88

40x40
40x40

13x25
13x25

LH 50C 30 HDG 3,0 12.3650x50 13x25
LH 50C 40 HDG 4,0 13.1450x50 13x25
LH 50C 50 HDG 5,0 13.9350x50 13x25

U Profile
U Profil - U-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

UA 2812A.10 12 PG 1,2 10.4312x28

Hole

mm

8,5x25

S�ze
HxW

UA 2812A 12 PG 1,2 10.4312x28 8,5x25

UA 3515F 15 PG 1,5 10.6915x35 Ø11

UA 4015B 15 PG 1,5 10.7415x40 11x25

UA 4020B 20 PG 2,0 10.9915x40 11x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

UA 2812A.10 12 HDG 1,2 10.4812x28

Hole

mm

8,5x25

S�ze
HxW

UA 2812A 12 HDG 1,2 10.4812x28 8,5x25

UA 3515F 15 HDG 1,5 10.7715x35 Ø11

UA 4015B 15 HDG 1,5 10.8215x40 11x25

UA 4020B 20 HDG 2,0 11.1015x40 11x25
UA 4015B 20 PG 2,0 10.9915x40 11x25 UA 4015B 20 HDG 2,0 11.1015x40 11x25

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

L...F           L:2000

LK...F        L:3000 LK...F        L:3000

LH...B       L:2000

LH...C       L:2000

LH...B       L:2000

LH...C       L:2000

UA             L:2000

UA             L:1000

UA...B        L:2000

UA...F        L:2000

UA             L:2000

UA             L:1000

UA...B        L:2000

UA...F        L:2000

L...F           L:2000

h

L

W

T

LH...B

11x25

L

h

W

T

LH...C

13x25

h

L

W

TL...F - LK...F

T

H

W

8,5x25

L

UA

L

11x25

T

W

H

UA...B

Profiles

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg
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U Profil - U-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 1
1,5 1

1,06
0.79

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

2,0 1
1,5 1

1,41
1.06

30x40
30x40

11x25
11x25

2,5 1
2,0 1

2,00
1.60

35x43
35x43

11x25
11x25

2,0 11,8440x50 13x25

UC 2525A 15 PG
UC 2525A 20 PG

UC 4030B 15 PG
UC 4030B 20 PG

UC 4335B 20 PG
UC 4335B 25 PG

UC 5040C 20 PG
3,0 12,7640x50 13x25UC 5040C 30 PG
2,5 12,4740x60 13x25UC 6040C 25 PG
3,0 12,9740x60 13x25UC 6040C 30 PG
3,0 13,6050x70 13x25UC 7050C 30 PG
4,0 14,8050x70 13x25UC 7050C 40 PG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 1
1,5 1

1,18
0.88

25x25
25x25

Hole

mm

8,5x25
8,5x25

S�ze
HxW

2,0 1
1,5 1

1,57
1.18

30x40
30x40

11x25
11x25

2,5 1
2,0 1

2,22
1.77

35x43
35x43

11x25
11x25

2,0 12,0440x50 13x25

UC 2525A 15 HDG
UC 2525A 20 HDG

UC 4030B 15 HDG
UC 4030B 20 HDG

UC 4335B 20 HDG
UC 4335B 25 HDG

UC 5040C 20 HDG
3,0 13,0640x50 13x25UC 5040C 30 HDG
2,5 12,7540x60 13x25UC 6040C 25 HDG
3,0 13,3040x60 13x25UC 6040C 30 HDG
3,0 14,0050x70 13x25UC 7050C 30 HDG
4,0 15,3450x70 13x25UC 7050C 40 HDG

U Profile
U Profil - U-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

2,12
1.70

40x40
40x40

Hole

mm

Ø13
Ø13

S�ze
HxW

UC 4040E 20 PG
UC 4040E 25 PG

3,0 12,5440x40 Ø13UC 4040E 30 PG

4,0 13,3940x40 Ø13UC 4040E 40 PG

2,5 12,4740x60 Ø13UC 6040E 25 PG

3,0 12,9740x60 Ø13UC 6040E 30 PG

4,0 13,9640x60 Ø13UC 6040E 40 PG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

1,59
1.27

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

UC 3030F 20 PG
UC 3030F 25 PG

3,0 11,9130x30 Ø11UC 3030F 30 PG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

2,36
1.88

40x40
40x40

Hole

mm

Ø13
Ø13

S�ze
HxW

UC 4040E 20 HDG
UC 4040E 25 HDG

3,0 12,8340x40 Ø13UC 4040E 30 HDG

4,0 13,7740x40 Ø13UC 4040E 40 HDG

2,5 12,7540x60 Ø13UC 6040E 25 HDG

3,0 13,3040x60 Ø13UC 6040E 30 HDG

4,0 14,4040x60 Ø13UC 6040E 40 HDG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,5 1
2,0 1

1,77
1.41

30x30
30x30

Hole

mm

Ø11
Ø11

S�ze
HxW

UC 3030F 20 HDG
UC 3030F 25 HDG

3,0 12,1230x30 Ø11UC 3030F 30 HDG

U Profile
U Profil - U-образный профиль

EG:Electro-Galvan�sed / PG:Pregalvan�zed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

4,0 1
3,0 1

3,39
2.54

40x40
40x40

Hole

mm

13x25
13x25

S�ze
HxW

UH 4040C 30 EG
UH 4040C 40 EG

3,0 13,1850x50 13x25UH 5050C 30 EG

4,0 14,2450x50 13x25UH 5050C 40 EG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

3,0 1
2,0 1

1,91
1.07

30x30
23x30

Hole

mm

11x25
11x25

S�ze
HxW

UH 3023B 20 PG
UH 3030B 30 PG

Hot D�p Galvan�sed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

4,0 1
3,0 1

3,77
2.83

40x40
40x40

Hole

mm

13x25
13x25

S�ze
HxW

UC 4040C 30 HDG
UC 4040C 40 HDG

3,0 13,5350x50 13x25UC 5050C 30 HDG

4,0 14,7150x50 13x25UC 5050C 40 HDG

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

3,0 1
2,0 1

2,12
1.19

30x30
23x30

Hole

mm

11x25
11x25

S�ze
HxW

UC 3023B 20 HDG
UC 3030B 30 HDG

UC...A

UC...B

UC...C

UC...F

UC...E

UH...B

UH...C

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

UH...B        L:2000

UH...C        L:2000

UH...B        L:2000

UC...E           L:3000

UC...F          L:3000

UC...E           L:3000

UC...F          L:3000

UC...B           L:3000

UC...A           L:2000

UC...C           L:3000

UC...B           L:3000

UC...A           L:2000

UC...C           L:3000

UH...C        L:2000

U Profile

T

W

H

H

W

T

T

H

W

L

T

H

W

Ø13
L

H

W

T

H

W

T
11x25 L

13x25

L
T

H

W

L

11x25

L
13x25

L

8,5x25

Ø11

Profiles

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg

pcs
kg
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Hang�ng C Ra�l
Askı Profili - C-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Hang�ng C Ra�l
Askı Profili - C-образный профиль

Hang�ng C Ra�l
Askı Profili - C-образный профиль

CODECODE

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

Steel, str�p-galv. acc. to the sendz�m�r method to TS-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

CL...A                 L:2000 CL...A                 L:2000

CL...C                L:3000

CL...F                 L:3000 CL...F                 L:3000

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,0 10.4915x27

Hole

mm

8,5x20

S�ze
HxW

CL 2715A 10 PG
1,2 10.5815x27 8,5x20CL 2715A 12 PG
1,0 0.5318x27 8,5x20CL 2718A 10 PG

1,2 0.6015x30 8,5x20CL 3015A 12 PG
1,5 0.7415x30 8,5x20CL 3015A 15 PG
1,5 0.8520x30 8,5x20CL 3020A 15 PG
1,5 1.0228x30 8,5x20CL 3028A 15 PG

1

1
1
1
1

1,2 0.6318x27 8,5x20CL 2718A 12 PG 1

S�ze
mm

Th�ckness

T
mm 1mt
1,0 10.5415x27

Hole

mm

8,5x20

S�ze
HxW

CL 2715A 10 HDG
1,2 10.6415x27 8,5x20CL 2715A 12 HDG
1,0 0.5918x27 8,5x20CL 2718A 10 HDG

1,2 0.6715x30 8,5x20CL 3015A 12 HDG
1,5 0.8215x30 8,5x20CL 3015A 15 HDG
1,5 0.9420x30 8,5x20CL 3020A 15 HDG
1,5 1.1328x30 8,5x20CL 3028A 15 HDG

1

1
1
1
1

1,2 0.7018x27 8,5x20CL 2718A 12 HDG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 11.0020x40

Hole

mm

13x25

S�ze
HxW

CL 4020C 15 PG
2,0 11.3020x40 13x25CL 4020C 20 PG
1,5 1.3838x40 13x25CL 4038C 15 PG

2,0 2.0140x50 13x25CL 5040C 20 PG
2,0 2.1540x60 13x25CL 6040C 20 PG

1

1
1

2,0 1.8138x40 13x25CL 4038C 20 PG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 11.1120x40

Hole

mm

13x25

S�ze
HxW

CL 4020C 15 HDG
2,0 11.4420x40 13x25CL 4020C 20 HDG
1,5 1.5338x40 13x25CL 4038C 15 HDG

2,0 2.2340x50 13x25CL 5040C 20 HDG
2,0 2.3940x60 13x25CL 6040C 20 HDG

1

1
1

2,0 2.0138x40 13x25CL 4038C 20 HDG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.8120x40

Hole

mm

Ø11

S�ze
HxW

CL 4020F 12 PG
1,5 11.0020x40 Ø11CL 4020F 15 PG
2,0 1.3020x40 Ø11CL 4020F 20 PG 1

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.9020x40

Hole

mm

Ø11

S�ze
HxW

CL 4020F 12 HDG
1,5 11.1120x40 Ø11CL 4020F 15 HDG
2,0 1.4420x40 Ø11CL 4020F 20 HDG 1

L

8,5x20
Ø11

W

H

8

T

13x25

L

H

8

T

W

W

H

8

T

L

Ø11

Profiles

CL...A

CL...C

CL...F

CL...C                L:3000

pcs
kg kg

pcs

kg
pcs

kg
pcs

pcs
kg

pcs
kg
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Z Profile
Z Profil - Z-образный профиль

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 10.7925x25x25

Hole

mm

11x25

S�ze
AxHxA

Z 222 15 PG

Z Profile 
Z Tipi Destek Profili -  Z-образный профиль

Ω  Tipi Destek Profili - Ω-образный профиль

2,0 11.0611x25Z 222 20 PG
1,5 0.9511x25Z 242 15 PG

2,0 1.4111x25Z 343 20 PG

1

1
2,0 1.2711x25Z 333 20 PG 1

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.76

Hole

mm

8x25

S�ze
AxHxB

OK 222 20 PG
2,0 12.128x25OK 225 20 PG
2,0 2.838x25OK 255 20 PG 1

25x25x25
25x25x25
25x25x25
25x25x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,5 10.8825x25x25

Hole

mm

11x25

S�ze
AxHxA

Z 222 15 HDG
2,0 11.1811x25Z 222 20 HDG
1,5 1.0611x25Z 242 15 HDG

2,0 1.5711x25Z 343 20 HDG

1

1
2,0 1.4111x25Z 333 20 HDG 1

25x25x25
25x25x25
25x25x25
25x25x25

Pre-Galvan�zed EN 10346 Hot D�p Galvan�zed EN ISO 1461

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.6425x25x25

Hole

mm

11x25

S�ze
AxHxA

ZK 222 12 PG
1,5 10.7911x25ZK 222 15 PG
2,0 1.0611x25ZK 222 20 PG

2,0 1.2711x25ZK 242 20 PG

1

1
1,5 0.9511x25ZK 242 15 PG 1

25x25x25
25x25x25
25x40x25
25x40x25

1,5 1.0611x25ZK 252 15 PG 125x50x25
2,0 1.4111x25ZK 252 20 PG 125x50x25
2,0 1.2711x25ZK 333 20 PG 130x30x30
2,0 1.4111x25ZK 343 20 PG 130x40x30
2,0 1.4811x25ZK 424 20 PG 140x25x40
3,0 2.2311x25ZK 424 30 PG 140x25x40
2,0 1.7011x25ZK 444 20 PG 140x40x40
3,0 2.5411x25ZK 444 30 PG 140x40x40
2,0 1.9811x25ZK 464 20 PG 140x60x40
3,0 2.9711x25ZK 464 30 PG 140x60x40
4,0 3.9611x25ZK 464 40 PG 140x60x40
2,0 2.1211x25ZK 555 20 PG 150x50x50
3,0 3.1811x25ZK 555 30 PG 150x50x50
4,0 4.2411x25ZK 555 40 PG 150x50x50

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

1,2 10.7125x25x25

Hole

mm

11x25

S�ze
AxHxA

ZK 222 12 HDG
1,5 10.8811x25ZK 222 15 HDG
2,0 1.1811x25ZK 222 20 HDG

2,0 1.4111x25ZK 242 20 HDG

1

1
1,5 1.0611x25ZK 242 15 HDG 1

25x25x25
25x25x25
25x40x25
25x40x25

1,5 1.1811x25ZK 252 15 HDG 125x50x25
2,0 1.5711x25ZK 252 20 HDG 125x50x25
2,0 1.4111x25ZK 333 20 HDG 130x30x30
2,0 1.5711x25ZK 343 20 HDG 130x40x30
2,0 1.6511x25ZK 424 20 HDG 140x25x40
3,0 2.4711x25ZK 424 30 HDG 140x25x40
2,0 1.8811x25ZK 444 20 HDG 140x40x40
3,0 2.8311x25ZK 444 30 HDG 140x40x40
2,0 2.2011x25ZK 464 20 HDG 140x60x40
3,0 3.3011x25ZK 464 30 HDG 140x60x40
4,0 4.4011x25ZK 464 40 HDG 140x60x40
2,0 2.3611x25ZK 555 20 HDG 150x50x50
3,0 3.5311x25ZK 555 30 HDG 150x50x50
4,0 4.7111x25ZK 555 40 HDG 150x50x50

Ω Profile

25x25x25
25x25x25
25x25x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.76

Hole

mm

8x25

S�ze
AxHxB

OK 222 20 HDG
2,0 12.128x25OK 225 20 HDG
2,0 2.838x25OK 255 20 HDG 1

25x25x25
25x25x25
25x25x25

PG- Sendz�m�r Method to TS-EN 10346:2011

Available finishes:

MATERIAL

Thickn. (ga) [mm]:

EP- powder coating in a full range of colours (RAL)
SS - Sta�nless steel AISI 304L and aısı 316L (SS)

HDG-Steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

1.5 2.0 2.5 3.0 

Z                 L:2000

OK                 L:3000

Z                 L:2000

ZK                 L:3000 ZK                 L:3000

OK                 L:3000

Z

ZK

OK

L

11x25

A

H

A

T

H

B

A

T

L

L

11x25

A

H

A

T

Profiles

kg
pcs

kg
pcs

kg
pcs

kg
pcs

kg
pcs

kg
pcs



167

L Profile
L Profil - L-образный профиль

Pre-Galvan�zed EN 10346 Electro-Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7125x25

Hole

mm

8x80

S�ze
HxW

L8 2525 20 PG

U Profile 
U Profil - U-образный профиль

Z Profil - Z-образный профиль

PG- Sendzm�r Method to TS-EN 10346:2011

MATERIAL

Thickn. (ga) [mm]:

EG- Electro-Galvan�sed EN ISO 2081

1.5 2.0 2.5 3.0 

3,0 11.348x80L8 3030 30 PG
3,0 1.748x80L8 4040 30 PG 1

Pre-Galvan�zed EN 10346 Electro-Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.05

Hole

mm

8x80

S�ze
AxHxA

Z8 222 20 PG
3,0 11.848x80Z8 333 30 PG
3,0 2.548x80Z8 444 30 PG 1

30x30
40x40

Z Profile

25x25x25
30x30x30
40x40x40

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7125x25

Hole

mm

8x80

S�ze
HxW

L8 2525 20 EG
3,0 11.348x80L8 3030 30 EG
3,0 1.748x80L8 4040 30 EG 1

30x30
40x40

Pre-Galvan�zed EN 10346 Electro-Galvan�sed

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7110x25

Hole

mm

8x80

S�ze
HxW

U8 2510 20 PG
2,0 10.948x80U8 4012 20 PG 12x40

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.7110x25

Hole

mm

8x80

S�ze
HxW

U8 2510 20 EG
2,0 10.948x80U8 4012 20 EG 12x40

3,0 3.538x80Z8 555 30 PG 250x50x50

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 11.05

Hole

mm

8x80

S�ze
AxHxA

Z8 222 20 EG
3,0 11.848x80Z8 333 30 EG
3,0 2.548x80Z8 444 30 EG 1
3,0 3.538x80Z8 555 30 EG 2

25x25x25
30x30x30
40x40x40
50x50x50

L Profil - L-образный профиль

Pre-Galvan�zed EN 10346 Pre-Galvan�sed EN 10346

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.71

Hole

mm

8x80

S�ze
H x W

LP 2525 20 PG

L Profile

25x25

S�ze
mmCODE

Th�ckness

T
mm 1mt

CODE

2,0 10.71

Hole

mm

8x37-Ø6

S�ze
H x W

LPO 2525 20 PG 25x25

8,5x80

T

H

W

8,5x80
L

W

H

T

8,5x80
L

H

W

T

8,5x80
L

L8

U8

Z8

LP

8,5x37

L

Ø6,5

LPO

A

T

H

A

L8                   L:2000

Z8                 L:2000

U8                   L:2000

Z8                 L:2000

LP                 L:2000 LPO                L:2000

U8                   L:2000

L8                   L:2000

Profiles

kg

kg

pcs
kg

pcs

pcs

kg

kg
pcs

kg
pcs

kg
pcs

pcs
kg

pcs
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MATERIAL & FINISH

HDG - steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

M�ld steel, S185, S235JR/J0/J2, S275JR/J0/J2, 
S355JR/J0/J2

AS PER TS EN 10025-1 / 2

SD

LD

NPU

NPI

a

b

c

d

42 / 45

65 / 80

L

T

42 / 50

80 / 100

T
L

L

25 / 30 / 40 / 50

25 / 30 / 40 / 50

T

W

TL

Profiles

CODECODE

100,71SD 30x3 HDG 3,0

Th�ckness
T

mm

30

W�dth
W

mm

101,18SD 30x5 HDG 5,0 30
101,57SD 40x5 HDG 5,0 40
101,96SD 50x5 HDG 5,0 50

1 mt
CODE

100,71SD 30x3.60 HDG 3,0

Th�ckness
T

mm

30

W�dth
W

mm

101,18SD 30x5.60 HDG 5,0 30
101,57SD 40x5.60 HDG 5,0 40
101,96SD 50x5.60 HDG 5,0 50

a

b
c

d

SD                L:3000             HDG SD                L:              HDG6000
kg

1 mt
pcs

kg
pcs

CODE

1 mt
CODE

LD 25x25x3 HDG 

LD                L:3000             HDG
Th�ckness

T
mm

S�ze
mm

LD 30x30x3 HDG
LD 30x30x4 HDG
LD 40x40x4 HDG
LD 50x50x5 HDG 

3,0

3,0
4,0
4,0
5,0

25x25

30x30
30x30
40x40
50x50

1,12

1,40
1,78
2,42
3,77

10

10
10
10
10

LD....D          L:3000              HDG
LD 40x40x4 D HDG
LD 50x50x5 D HDG 

4,0
5,0

40x40
50x50

2,42
3,77

10
10

CODE

LD 25x25x3.60 HDG 

LD                L:6000             HDG
Th�ckness

T
mm

S�ze
mm

LD 30x30x3.60 HDG
LD 30x30x4.60 HDG
LD 40x40x4.60 HDG
LD 50x50x5.60 HDG 

3,0

3,0
4,0
4,0
5,0

25x25

30x30
30x30
40x40
50x50

1,12

1,40
1,78
2,42
3,77

10

10
10
10
10

LD....D          L:6000              HDG
LD 40x40x4 D.60 HDG
LD 50x50x5 D.60 HDG 

4,0
5,0

40x40
50x50

2,42
3,77

10
10

pcs
kg

1 mt

kg
pcs

NPU Profile
NPU Demir - Швеллер стальной

CODE

1 mt
CODE

NPU 65x42 HDG

NPU             L:3000             HDG
Th�ckness

T
mm

S�ze
mm

NPU 80x45 HDG

5,5

6,0

65x42

80x45

7,09

8,64

10

10

CODE

1 mt
NPU 65x42 BL

Th�ckness
T

mm

S�ze
mm

NPU 80x45 BL

5,5

6,0

65x42

80x45

7,09

8,64

10

10

pcs
kg

pcs
kg

CODE

1 mt
CODE

NPI 80x42 HDG

Th�ckness
T

mm

S�ze
mm

NPI 100x50 HDG

3,9

4,5

80x42

100x50

5,95

8,32

10

10

CODE

1 mt
NPI 80x42 BL

Th�ckness
T

mm

S�ze
mm

NPI 100x50 BL

3,9

4,5

80x42

100x50

5,95

8,32

10

10

pcs pcs
kg kg

Steel Bars
Silme Demir - Полоса стальная 

Non Perforated Angle Profiles
Köşebent Demir (Deliksiz) - Уголок стальной

NPI Profile
NPI Demir - Балка стальная 

LD...D

Hot-Dip Galvanised Hot-Dip Galvanised

Hot-Dip Galvanised Hot-Dip Galvanised

Hot-Dip Galvanised Mild Steel

Hot-Dip Galvanised Mild Steel

L

25 / 30 / 40 / 50

25 / 30 / 40 / 50

T

NPU             L:6000         BL

NPI                L:6000                BLNPI                L:6000                BL
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Mount�ng and fasteners

Support Systems

CFS CSP

C DIN 603 FS DIN 6923 S DIN 934

AC DIN 933 YSB DIN 7985 KOP DIN 94

P           DIN 125 YP           DIN 127 TP           DIN 6798 GP           DIN 9021

CD SD BD GD
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Mount�ng & Fasteners

DIN 934 Hex Nut
DIN 934 Somun - Гайка

Round Head Squ�re Neck Bolt
Yuvarlak Başlı Kare Boyunlu Kanal Civatası

DIN 125 Flat Washer
DIN 125 Pul - Шайба

CODECODE

5000,004

C M                                    EG

M6

Thread
Metr�c

15

Length
L

mm

5000,005M6 20
5000,007M8 15
5000,012M8 25

DIN 6923 Flanged Nut
DIN 6923 Flanşlı Somun - Гайка с насечкой

CODECODE

5000,004C M6 HDG

C M                                    HDG

M6

Thread
Metr�c

15

Length
L

mm

5000,005C M6 20 HDG M6 20
5000,007C M8 HDG M8 15
5000,013C M8 25 HDG M8 25

CODECODE

5000,003FS M6 EG

FS M                                  EG

M6

Thread
Metr�c

5000,006FS M8 EG M8
5000,014FS M10 EG M10
5000,030FS M12 EG M12

CODECODE

5000,003FS M6 HDG M6

Thread
Metr�c

5000,006FS M8 HDG M8
5000,015FS M10 HDG M10
5000,032FS M12 HDG M12

CODECODE

S M6 HDG

Thread

Metr�c

S M8 HDG

M6

M8

0,002

0,004
S M10 HDG

S M12 HDG

M10

M12

0,011

0,021

500

500
500

500

CODECODE

S M6 EG

Thread

Metr�c

S M8 EG

M6

M8

0,002

0,004
S M10 EG

S M12 EG

M10

M12

0,010

0,020

500

500
500

500

CODECODE

P M6 EG

Thread

Metr�c

P M8 EG

M6

M8

0,001

0,002
P M10 EG

P M12 EG

M10

M12

0,004

0,008

500

500
500

500

CODE

1 pc
CODE

P M6 HDG

Thread

Metr�c

P M8 HDG

M6

M8

0,001

0,002
P M10 HDG

P M12 HDG

M10

M12

0,004

0,008

500

500
500

500

C M6 EG
C M6 20 EG
C M8 EG
C M8 25 EG

MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 2081

Ava�lable F�n�shes:

Dacromet - Non-electrolyt�cal z�nc-flake coat�ngs EN ISO 10683

SS- Sta�nless steel AISI 304L and AISI 316L (SS) 

Болты с грибовидной головкой и квадратным подголовником

S M

FS M

P M

C M

Ø M6 / M8 / M10 / M12

Ø M6 / M8 / M10 / M12

Ø M6 / M8 / M10 / M12

L

Ø M6 / M8

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

P M                                     EG P M                                     EG

S M                                     EGS M                                     EG

pcs pcs

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pcpcs pcs

pcs pcs
kg

1 pc

kg
1 pc

kg
pcs pcs

FS M                                     HDG
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CODECODE

TP M6 EG

TP M                                     EG
Thread

Metr�c

TP M8 EG

M6

M8

0,001

0,002
TP M10 EG

TP M12 EG

M10

M12

0,004

0,008

500

500
500

500

MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 2083

Ava�lable F�n�shes:

Dacromet - Non-electrolyt�cal z�nc-flake coat�ngs EN ISO 10683

SS- Sta�nless steel AISI 304L and AISI 316L (ss) 

CODECODE

GP M6 EG

GP M                                     EG
Thread

Metr�c

GP M8 EG

M6

M8

0,002

0,004
GP M10 EG

GP M12 EG

M10

M12

0,006

0,012

500

500
500

500

CFS M6 / CFS M8

CSP M

DIN 6798 Serrated Lock Washers
DIN 6798 T Шайба стопорнаяırtıllı Pul - 

CODECODE

YP M6 EG

YP M                                     EG
Thread

Metr�c

YP M8 EG

M6

M8

0,001

0,002
YP M10 EG

YP M12 EG

M10

M12

0,004

0,008

500

500
500

500

CODECODE

YP M6 HDG

YP M                                   HDG
Thread

Metr�c

YP M8 HDG

M6

M8

0,001

0,002
YP M10 HDG

YP M12 HDG

M10

M12

0,004

0,008

500

500
500

500

DIN 9021 W�de Flat  (Pla�n) Washers
DIN 9021 Geni Широкая шайбаş Pul - 

Mount�ng & Fasteners

Round Head Squ�re Neck Bolt, Flanged Nut
Yuvarlak Başlıklı Kare Boyunlu Kanal Civatası ve Flanşlı Somun
Комплект: Болт с грибовидной головкой, и квадратным подголовником и Гайка с насечкой 

CODECODE

5000,007CFS M6 EG M6

Thread
Metr�c

15

Length
L

mm

5000,008CFS M6 20 EG M6 20
5000,013CFS M8 EG M8 15

CODECODE

5000,007CFS M6 HDG M6

Thread
Metr�c

15

Length
L

mm

5000,008CFS M6 20 HDG M6 20
5000,013CFS M8 HDG M8 15

DIN 127 Spr�ng Lock Washers
DIN 127 Yayl  Шайба гроверı Pul -

CODECODE

5000,007CSP M6 EG M6

Thread
Metr�c

15

Length
L

mm

5000,013CSP M8 EG M8 15

CODECODE

5000,007CSP M6 HDG M6

Thread
Metr�c

15

Length
L

mm

5000,013CSP M8 HDG M8 15

YP M

TP M GP M

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Electro - Galvan�sed

Round Head Squ�re Neck Bolt, Hex Nut, Washer
Yuvarlak Başlı Kare Boyunlu Kanal Civatası, Somun ve Pul 
Комплект: Болт с грибовидной головкой, и квадратным подголовником, Гайка и Шайба

CFS M                                 EG CFS M                               HDG

CSP M                                  EG CSP M                                HDG

Ø M6 / M8

L

Ø M6 / M8

L

Ø M6 / M8

Ø M6 / M8

Ø M6 / M8

Ø M6 / M8/ 10 / 12 Ø M6 / M8/ 10 / 12

Ø M6 / M8/ 10 / 12

kg
1 pc pcs pcs

pcspcs

pcspcs

pcs pcs

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

kg
1 pc

D
mm

18

24
30

37

D
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DIN 933 Hex Bolt
DIN 933 Anahtar Başlı Civata - Болт с шестигранной головкой

CODE

1 pc
kgCODE

2500,006AC M6 20 EG

AC M               M6                EG

M6

Thread
Metr�c

20

Length
L

mm

2500,007AC M6 25 EG M6 25
2000,008AC M6 30 EG M6 30
2000,009AC M6 35 EG M6 35
2000,010AC M6 40 EG M6 40

CODE

1 pc
kgCODE

1000,012AC M8 20 EG

M8 

M8

Thread
Metr�c

20

Length
L

mm

1000,013AC M8 25 EG M8 25
1000,014AC M8 30 EG M8 30
1000,016AC M8 35 EG M8 35
1000,018AC M8 40 EG M8 40
1000,021AC M8 50 EG M8 50
1000,024AC M8 60 EG M8 60
1000,027AC M8 70 EG M8 70

CODE

1 pc
kgCODE

1000,020AC M10 20 EG

M10

M10

Thread
Metr�c

20

Length
L

mm

1000,023AC M10 25 EG M10 25
1000,025AC M10 30 EG M10 30
1000,028AC M10 35 EG M10 35
1000,033AC M10 40 EG M10 40
1000,038AC M10 50 EG M10 50
1000,043AC M10 60 EG M10 60
1000,048AC M10 70 EG M10 70
1000,053AC M10 80 EG M10 80
1000,058AC M10 90 EG M10 90

CODE

1 pc
kgCODE

500,031AC M12 25 EG

M12

M12

Thread
Metr�c

25

Length
L

mm

500,035AC M12 30 EG M12 30
500,039AC M12 35 EG M12 35
500,043AC M12 40 EG M12 40
500,051AC M12 50 EG M12 50
500,060AC M12 60 EG M12 60
500,068AC M12 70 EG M12 70
500,076AC M12 80 EG M12 80
500,084AC M12 90 EG M12 90

CODE

1 pc
kgCODE

0,006AC M6 20 HDG M6

Thread
Metr�c

20

Length
L

mm

0,007AC M6 25 HDG M6 25
0,008AC M6 30 HDG M6 30
0,009AC M6 35 HDG M6 35
0,010AC M6 40 HDG M6 40

CODE

1 pc
kgCODE

0,012AC M8 20 HDG M8

Thread
Metr�c

20

Length
L

mm

0,013AC M8 25 HDG M8 25
0,014AC M8 30 HDG M8 30
0,016AC M8 35 HDG M8 35
0,018AC M8 40 HDG M8 40
0,021AC M8 50 HDG M8 50
0,024AC M8 60 HDG M8 60
0,027AC M8 70 HDG M8 70

CODE

1 pc
kgCODE

0,020AC M10 20 HDG M10

Thread
Metr�c

20

Length
L

mm

0,023AC M10 25 HDG M10 25
0,025AC M10 30 HDG M10 30
0,028AC M10 35 HDG M10 35
0,033AC M10 40 HDG M10 40
0,038AC M10 50 HDG M10 50
0,043AC M10 60 HDG M10 60
0,048AC M10 70 HDG M10 70
0,053AC M10 80 HDG M10 80
0,058AC M10 90 HDG M10 90

CODE

1 pc
kgCODE

0,031AC M12 25 HDG M12

Thread
Metr�c

25

Length
L

mm

0,035AC M12 30 HDG M12 30
0,039AC M12 35 HDG M12 35
0,043AC M12 40 HDG M12 40
0,051AC M12 50 HDG M12 50
0,060AC M12 60 HDG M12 60
0,068AC M12 70 HDG M12 70
0,076AC M12 80 HDG M12 80
0,084AC M12 90 HDG M12 90

250
250
200
200
200

100
100
100
100
100
100
100
100

100

100
100
100
100
100
100
100
100
100

50
50
50
50
50
50
50
50
50

DIN 7985 Roofing Bolt
DIN 7985 Yıldız Silindir Başlı Civata (YSB)

CODE

1 pc
kgCODE

YSB M6 40 EG

YSB M                                     EG
Thread

Metr�c

YSB M8 40 EG

M6

M8

0,010

0,020
YSB M10 40 EG M10 0,030

100

100
100

DIN 94 Spl�nte P�ns 8x80
DIN 94 Kopilya 8x80

CODE

1 pc
kgCODE

KOP

KOP                                     EG
Thread

Metr�c

KOP M8

M6

M8

0,014

0,030

100

100

40

Length
L

mm

40
40

70

90

MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 10683 

Ava�lable F�n�shes:

Dacromet - Non-electrolyt�cal z�nc-flake coat�ngs EN ISO 10683

SS- Sta�nless steel AISI 304L and AISI 316L (ss) 

Винт с полукруглой головкой Шпилька - фиксатор

AC M

KOP

YSB M

Electro - Galvan�sed Dakromet

Electro - Galvan�sed Electro - Galvan�sed

Length
L

mm

Mount�ng & Fasteners

Ø M6 / M8 / M10 / M12

L

L

Ø M6 / M8 / M10

Ø M6 / M8

L

pcs pcs

pcs pcs

pcspcs

pcs pcs

pcspcs

M8 

M10

M12

AC M               M6                HDG
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MATERIAL & FINISH
EG- Electro - Galvan�sed EN ISO 2081

Ava�lable F�n�shes:
SS- Sta�nless steel AISI 304L and AISI 316L (ss) 

Sleeve Anchor
Gömlekli Çekmeli Dübel - Стандартный анкер со шпилькой

CODE

1 pc
kgCODE

5000,015GD M6 45

GD M                                           EG

M6

Thread
Metr�c

45

Length
L

mm

2500,028GD M8 55 M8 55
2000,036GD M8 75 M8 75

8

Out D�ameter
D

mm

10
10

1000,055GD M10 70 M10 70
1000,065GD M10 85 M10 85

12
12

1000,086GD M10 110 M10 110
500,110GD M12 90 M12 90

12
16

500,135GD M12 110 M12 110 16

Electro - Galvan�sed

CODE

1 pc
kgCODE

1000,006CD M6

CD M                                    EG

M6

Thread
Metr�c

20

Length
L

mm

1000,009CD M8 M8 27
500,016CD M10 M10 40
500,040CD M12 M12 47

7,4

Out D�ameter
D

mm

9,4
11,6
15,3

Electro - Galvan�sed

Drop �n Anchor
Çakmalı Dübel - Шпилька-фиксатор

Draw �n Anchor
S Tipi Çekmeli Dübel - Стандартный анкер

CODE

1 pc
kgCODE

1000,010SD M6

SD M                                   EG

M6

Thread
Metr�c

45

Length
L

mm

1000,014SD M8 M8 50
500,023SD M10 M10 55
500,040SD M12 M12 65

10

Out D�ameter
D

mm

12,5
15,5
18,5

Electro - Galvan�sed

CODE

1 pc
kgCODE

1000,036BD M8 60

BD M                                           EG

M8

Thread
Metr�c

60

Length
L

mm

1000,065BD M10 85 M10 85
1100,086BD M10 110 M10 110

10

Out D�ameter
D

mm

12
12

1000,110BD M12 90 M12 90
1000,135BD M12 110 M12 110

16
16

Electro - Galvan�sed

Sleeve Anchor P�pe Type
Borulu Çekmeli Dübel - Анкер со шпилькой

SD M

BD M

GD M

M
L

Ø
D

H

M
L

Ø
D

H

CD M

L

Ø
D

H

M

20

He�ght
H

mm

30

50

He�ght
H

mm

60
65
75

He�ght
H

mm

He�ght
H

mm

L

Ø
D

H

M

40
50

70
90

120

100

120

75
90

120

100

120

50
60
80

L

Ø M
8 / M

10 / M
12

L

Ø M
6 / M

8 / M
10 / M

12

Ø M6 / M
8 / M

10 / M
12

L

L

Ø M
6 / M

8 / M
10 / M

12

Mount�ng & Fasteners

pcs

pcs

pcs

pcs
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A

Mar�ne Type Cable Tray Sytems
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BG BDG MT / 4

GZM 90

GMTD

Mar�ne Type Cable Ladder (U Type)
"U" Ara Basamaklı Kablo Merdiveni

90 Hor�zontal Bend of GKM
90 Yatay Dönüş Elemanı

Mar�ne Type Cable Ladder (Z Type) 90 Hor�zontal Bend of GZM
"Z" Ara Basamaklı Kablo Merdiveni 90 Yatay Dönüş Elemanı (Z Tipi)

GZMGM90GKM

Spl�ce Connector
Birleştirme Elemanı

Vert�cal Adjustable Connector
Dikey Seviye Değiştirme Elemanı

F�x�ng Un�t Tee and Cross P�ece Bracket
Zemine Sabitleme Elemanı T ve Dörtlü Dönüş Elemanı

Морские кабельные лотки

Mar�ne Type Cable Trays - Gem� T�p� Kablo Kanalı

Mar�ne Type Cable Tray Sytems
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Mar�ne Type Cable Trays
Gemi Tipi Kablo Kanalı - Морские кабельные лотки

Hot D�p-Galvan�sed

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

1.0mm

GKK 107 10 HDG 2000
GKK 110 10 HDG 2000
GKK 115 10 HDG 2000
GKK 120 10 HDG 2000

2
2
2
2

GKK 105 10 HDG 2000 2
0.66
0.82
1.13
1.44

0.50

GKK  H15 

75
100
150
200

50

Mar�ne Type Cable Ladder U Rung Type
Gemi Tipi "U" Ara Basamaklı Kablo Merdiveni - Морские кабельросты с U-образной перекладиной

Hot D�p-Galvan�sed

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

5.0mm

GKM 315 50 HDG 3000
GKM 320 50 HDG 3000
GKM 325 50 HDG 3000
GKM 330 50 HDG 3000

1
1
1
1

GKM 310 50 HDG 3000 1
2.75
2.88
3.01
3.15

2.62

GKM   H30

150
200
250
300

100

Width

a
mm

CODE
Length

h
mm 1 pc

kgCODE
pcs

1.5mm

GKK 107 15 HDG 2000
GKK 110 15 HDG 2000
GKK 115 15 HDG 2000
GKK 120 15 HDG 2000

2
2
2
2

GKK 105 15 HDG 2000 2
0.99

1.22
1.70

0.75
75

100
150
200

50

GKK 130 15 HDG 2000
GKK 135 15 HDG 2000
GKK 140 15 HDG 2000
GKK 145 15 HDG 2000

2
2
2
2

GKK 125 15 HDG 2000 22.64
3.11
3.58
4.05

2.17

300
350
400
450

250

GKK 150 15 HDG 2000 2
4.52

500
GKK 160 15 HDG 2000 2

4.99
600 5.93

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

1.2mm

GKK 107 12 HDG 2000
GKK 110 12 HDG 2000
GKK 115 12 HDG 2000
GKK 120 12 HDG 2000

2
2
2
2

GKK 105 12 HDG 2000 2
0.79
0.98
1.36
1.73

0.60
75

100
150
200

50

GKK 125 12 HDG 2000 22.11250
GKK 130 12 HDG 2000 22.49300

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

2.0mm

GKK 107 20 HDG 2000
GKK 110 20 HDG 2000
GKK 115 20 HDG 2000
GKK 120 20 HDG 2000

2
2
2
2

GKK 105 20 HDG 2000 2
1.32

1.63
2.26

1.00
75

100
150
200

50

GKK 130 20 HDG 2000
GKK 135 20 HDG 2000
GKK 140 20 HDG 2000
GKK 145 20 HDG 2000

2
2
2
2

GKK 125 20 HDG 2000 23.52
4.14
4.77
5.40

2.89

300
350
400
450

250

GKK 150 20 HDG 2000 2
6.03

500
GKK 160 20 HDG 2000 2

6.66
600 7.91

GKM 335 50 HDG 3000 13.28350
GKM 340 50 HDG 3000 13.41400
GKM 345 50 HDG 3000 13.54450
GKM 350 50 HDG 3000 14.11500
GKM 360 50 HDG 3000 14.47600
GKM 370 50 HDG 3000 14.82700
GKM 375 50 HDG 3000 14.99750
GKM 380 50 HDG 3000 15.17800
GKM 390 50 HDG 3000 15.52900

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

5.0mm

3000
3000
3000
3000

3000

GKM    H30

3000
3000
3000
3000
3000
3000
3000
3000
3000

150
200
250
300

100

350
400
450
500
600
700
750
800
900

1
1
1
1

1

1
1
1
1
1
1
1
1
1

Sta�nless Steel 316-Pol�shed

GKK  H15 

GKM 315 50 S6
GKM 320 50 S6
GKM 325 50 S6
GKM 330 50 S6

GKM 310 50 S6

GKM 335 50 S6
GKM 340 50 S6
GKM 345 50 S6
GKM 350 50 S6
GKM 360 50 S6
GKM 370 50 S6
GKM 375 50 S6
GKM 380 50 S6
GKM 390 50 S6

2.75
2.88
3.01
3.15

2.62

3.28
3.41
3.54
4.11
4.47
4.82
4.99
5.17
5.52

Important! 
To �nstall cable tray  - stra�ght use screw sets CFS 
M6 or CFS M8

50
100
150
200
300
400
500
600

7,5
15

22,5
30
45
60
75
90

W�dth Cross Sect�on

HDG-Steel, Hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
S6-Sta�nless steel AISI 316L (SS)

Available finishes:

MATERIAL

Cable routing / Standard: IEC 61537
APPLICATIONS

S4- Sta�nless steel AISI 304L

EP- Powder coat�ng �n a full range of colours (RAL)

PG-steel, str�p-galv. acc. to the sendz�m�r method to TSE-EN
10346:2011 (PG)

4.0 5.0Thickn. (ga) [mm]: 1.5 1.0 1.2 2.0 

W

30

250 250 125

8,5x25

5

3
0

L

L

a

15

T

20

8,5

25x8,5

GKK

GKM

Mar�ne Type Cable Tray Sytems
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Mar�ne Type Cable Trays
Gemi Tipi "U" Ara Basamaklı Kablo Merdiveni - Морские кабельросты с U-образной перекладиной 

Hot D�p-Galvan�sed

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

GKM 415 50 HDG 3000
GKM 420 50 HDG 3000
GKM 425 50 HDG 3000
GKM 430 50 HDG 3000

2
2
2
2

GKM 410 50 HDG 3000 2
3,54
3,67
3,80
3,93

3,40

GKM  H40

150
200
250
300

100

90° Hor�zontal Bend of GKM (Gem�-U T�p�)
90º Yatay Dönüş Elemanı (Gemi -U tipi) -Угол горизонтальный 90°

Hot D�p-Galvan�sed

Width

a
mm

CODE
Rad�us

R
mm 1 pc

kgCODE
pcs

5.0mm

GM90 415 50 HDG 300
GM90 420 50 HDG 300
GM90 425 50 HDG 300
GM90 430 50 HDG 300

1
1
1
1

GM90 410 50 HDG 300 1
3,09
3,31
3,53
3,75

2 87.

GM90      H40

HDG-Steel, Hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

Available finishes:

MATERIAL

Cable routing / Standard: IEC 61537
APPLICATIONS

Thickn. (ga) [mm]:

PG-steel, str�p-galv. acc. to the sendz�m�r method to TSE-EN
10346:2011 (PG)

GM90 435 50 HDG 300 13,98
GM90 440 50 HDG 300 14,20
GM90 445 50 HDG 300 14,42
GM90 450 50 HDG 300 14,97
GM90 460 50 HDG 300 15,48
GM90 470 50 HDG 300 15,99
GM90 475 50 HDG 300 16,25
GM90 480 50 HDG 300 16,50
GM90 490 50 HDG 300 17,01

Width

a
mm

CODE
Length

R
mm 1 pc

kgCODE
pcs

5.0mmGM90      H40

1.5 1.0 1.2 4.0 5.0

Sta�nless Steel 316-Pol�shed

S6-Sta�nless steel AISI 316L (SS)

SS-Sta�nless steel AISI 304L and AISI 316L (SS)

EP-Powder coat�ng �n a full range of colours (RAL)

2.0 

GKM 440 50 HDG 3000
GKM 445 50 HDG 3000
GKM 450 50 HDG 3000
GKM 460 50 HDG 3000

2
2
2
2

GKM 435 50 HDG 3000 2
4,20
4,33
4,90
5,25

4,06
400
450
500
600

350

GKM 475 50 HDG 3000
GKM 480 50 HDG 3000
GKM 490 50 HDG 3000

2
2
2

GKM 470 50 HDG 3000 2
5,78
5,95
6,31

5,60
750
800
900

700

CODE
Length

L
mm 1 pc

kgCODE
pcs

GKM 415 50 S6 3000
GKM 420 50 S6 3000
GKM 425 50 S6 3000
GKM 430 50 S6 3000

2
2
2
2

GKM 410 50 S6 3000 2
3,54
3,67
3,80
3,93

3,40

GKM  H40

GKM 440 50 S6 3000
GKM 445 50 S6 3000
GKM 450 50 S6 3000
GKM 460 50 S6 3000

2
2
2
2

GKM 435 50 S6 3000 2
4,20
4,33
4,90
5,25

4,06

GKM 475 50 S6 3000
GKM 480 50 S6 3000
GKM 490 50 S6 3000

2
2
2

GKM 470 50 S6 3000 2
5,78
5,95
6,31

5,60

Width

a
mm

150
200
250
300

100

400
450
500
600

350

750
800
900

700

5.0mm 5.0mm

150
200
250
300

100

350
400
450
500
600
700
750
800
900

GM90 415 50 S6 300
GM90 420 50 S6 300
GM90 425 50 S6 300
GM90 430 50 S6 300

1
1
1
1

GM90 410 50 S6 300 1
3,09
3,31
3,53
3,75

2 87.

GM90 435 50 S6 300 13,98
GM90 440 50 S6 300 14,20
GM90 445 50 S6 300 14,42
GM90 450 50 S6 300 14,97
GM90 460 50 S6 300 15,48
GM90 470 50 S6 300 15,99
GM90 475 50 S6 300 16,25
GM90 480 50 S6 300 16,50
GM90 490 50 S6 300 17,01

150
200
250
300

100

350
400
450
500
600
700
750
800
900

Sta�nless Steel 316-Pol�shed

W

40

250 250 125

8,5x25

5

4
0

L

R
30

0

Ø 8,5x20

W

W

T

W
8

Mar�ne Type Cable Tray Sytems
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Mar�ne Type Cable Ladder Z Rung Type
Gemi Tipi "Z" Ara Basamaklı Kablo Merdiveni - Морские кабельросты с Z-образной перекладиной

Hot D�p-Galvan�sed

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

5.0mm

GZM 415 50 HDG 3000
GZM 420 50 HDG 3000
GZM 425 50 HDG 3000
GZM 430 50 HDG 3000

1
1
1
1

GZM 410 50 HDG 3000 1
3.52
3.74
3.98
4.20

3.29

GZM     H40

150
200
250
300

100

90° Hor�zontal Bend Z Rung Type of GZM
90° Yatay Dönüş Elemanı (Gemi-Z Tipi) - Угол горизонтальный 90°

HDG-Steel, Hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
S6-Sta�nless steel AISI 316L (SS)

Available finishes:

MATERIAL

Cable routing / Standard: IEC 61537
APPLICATIONS

S4- Sta�nless steel AISI 304L
EP- Powder coat�ng �n a full range of colours (RAL)

Thickn. (ga) [mm]:

GZM 435 50 HDG 3000 14.44350
GZM 440 50 HDG 3000 14.66400
GZM 445 50 HDG 3000 14.90450
GZM 450 50 HDG 3000 15.12500
GZM 460 50 HDG 3000 15.58600
GZM 470 50 HDG 3000 16.04700
GZM 475 50 HDG 3000 16.27750
GZM 480 50 HDG 3000 16.50800
GZM 490 50 HDG 3000 16.96900

Sta�nless Steel 316 - Pol�shed 

Width

a
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

5.0mm

GZM 415 50 S6 3000
GZM 420 50 S6 3000
GZM 425 50 S6 3000
GZM 430 50 S6 3000

1
1
1
1

GZM 410 50 S6 3000 1
3.52
3.74
3.98
4.20

3.29

GZM     H40

150
200
250
300

100

GZM 435 50 S6 3000 14.44350
GZM 440 50 S6 3000 14.66400
GZM 445 50 S6 3000 14.90450
GZM 450 50 S6 3000 15.12500
GZM 460 50 S6 3000 15.58600
GZM 470 50 S6 3000 16.04700
GZM 475 50 S6 3000 16.27750
GZM 480 50 S6 3000 16.50800
GZM 490 50 S6 3000 16.96900

Hot D�p-Galvan�sed

Width

a
mm

CODE
Rad�us

R
mm 1 pc

kgCODE
pcs

5.0mm

GZM90 415 50 HDG 300
GZM90 420 50 HDG 300
GZM90 425 50 HDG 300
GZM90 430 50 HDG 300

1
1
1
1

GZM90 410 50 HDG 300 1
3.48
3.83
4.19
4.54

3.13

GZM90  H40

150
200
250
300

100

GZM90 435 50 HDG 300 14.89350
GZM90 440 50 HDG 300 15.24400
GZM90 445 50 HDG 300 15.60450
GZM90 450 50 HDG 300 15.95500
GZM90 460 50 HDG 300 16.66600
GZM90 470 50 HDG 300 17.36700
GZM90 475 50 HDG 300 17.71750
GZM90 480 50 HDG 300 18.07800
GZM90 490 50 HDG 300 18.77900

Sta�nless Steel 316 - Pol�shed 

Width

a
mm

CODE

1 pc
kgCODE

pcs

5.0mm

GZM 415 50 S6
GZM 420 50 S6
GZM 425 50 S6
GZM 430 50 S6

1
1
1
1

GZM 410 50 S6 1
150
200
250
300

100

GZM 435 50 S6 1350
GZM 440 50 S6 1400
GZM 445 50 S6 1450
GZM 450 50 S6 1500
GZM 460 50 S6 1600
GZM 470 50 S6 1700
GZM 475 50 S6 1750
GZM 480 50 S6 1800
GZM 490 50 S6 1900

GZM90  H40

3.48
3.83
4.19
4.54

3.13

4.89
5.24
5.60
5.95
6.66
7.36
7.71
8.07
8.77

5.0

W

40

T

40

Ø 8,5x20

Ø 8,5x20

8,5 20

2550

L

28,04

28,04

37

12

3
0
0

L

28,04

28,04

37

12

R
30

0

Ø 8,5x20

20

W

W

T

GZM

GZM90

Rad�us

R
mm

300
300
300
300

300

300
300
300
300
300
300
300
300
300

Mar�ne Type Cable Tray Sytems
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Mar�ne Type Cable Trays
Birleştirme Elemanı - Соединительный элемент 

Hot D�p-Galvan�sed

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

BG 40 20 HDG 2,0 50
BG 30 20 HDG 2,0 50

0.08
0.06

BG

40
30

Vert�cal Adjustable Connector 
Dikey Seviye Değiştirme Elemanı - Шарнирный соединитель 

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

BG 40 20 S6 2,0 50
BG 30 20 S6 2,0 50

0.08
0.06

BG

40
30

Sta�nless Steel 316-Pass�vated

Hot D�p-Galvan�sed

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

BDG 40 20 HDG 2,0 50
BDG 30 20 HDG 2,0 50

0.20
0.17

BDG

40
30

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

BDG 40 20 S6 2,0 50
BDG 30 20 S6 2,0 50

0,20
0,17

BDG

40
30

Sta�nless Steel 316-Pass�vated

F�x�ng Un�t - MT/4
Zemine Sabitleme Elemanı - Фиксатор кабельроста, боковой 

Hot D�p-Galvan�sed

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

BDG 40 20 HDG 2,0 50
BDG 30 20 HDG 2,0 50

0.06
0.05

MT/4

40
30

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

BDG 40 20 S6 2,0 50
BDG 30 20 S6 2,0 50

0,06
0,05

MT/4

40
30

Sta�nless Steel 316-Pass�vated

Tee and Cross P�ece Bracket
T ve Dörtlü Dönüş Elemanı (Gemi) - Уголок для Т-отвода и Крестовины

Hot D�p-Galvan�sed

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

GMTD 40 20 HDG 2,0 100.40

GMTD

40

Sta�nless Steel 316-Pass�vated

Width

H
mm

CODE
Th�ckness

T
mm 1 pc

kgCODE
pcs

GMTD 40 20 S6 2,0 100.40

GMTD

40

H+5

H
+

5

10

H
+

5
H

+
5

10

h

h

102

1
0
2

h

1
0
2

140

4
5

140

45

h

40

BG

BDG

MT/4

GMTD

HDG-Steel, Hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)
S6-Sta�nless steel AISI 316L (SS)

MATERIAL

Thickn. (ga) [mm]: 5.0

Mar�ne Type Cable Tray Sytems
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Cable Trunk�ng Systems
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Cable Trunk�ng Systems

Cable Trunk�ng Systems - Trunk�ng t�p� Kanallar
Кабельные Короба

Steel Cable Trunk�ng
Trunking Kablo Kanalı

Trunk�ng Bends
Trunking Dönüşleri

Trunk�ng Connectors Trunk�ng Support
Bağlantı Elemanları Askı Elemanı

Underfloor Trunk�ngs
Döşeme Altı Kablo Kanalı

Junct�on Box
Döşeme Altı Buat

Adhes�ve PVC Trunk�ng
Yapışkan Bantlı Plastik Kablo Kanalı

PVC Trunk�ng
Plastik Kablo Kanalı
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Steel Cable Trunk�ngs - Qu�ck F�x L�d
Trunking Tipi Kablo Kanalı - Kilitli Tip Kapak - Металлические кабельные короба, замковый

Pre-Galvan�sed

0.8mm

Width

a
mm

CODE
He�ght

h
mm 1 pc

kgCODE
pcs

0.6mm

TRU 7575 06 PG 75
TRU 100100 06 PG 100
TRU 150150 06 PG 150
TRU 200200 06 PG 200

2
2
2
2

TRU 5050 06 PG 50 2
1.65
2.12
3.07
4.01

1.18

TRU

1.0mm

Cable Trunk�ng Systems

75
100
150
200

50

Width

a
mm

CODE
He�ght

h
mm 1 pc

kgCODE
pcs

TRU 7575 08 PG 75
TRU 100100 08 PG 100
TRU 150150 08 PG 150
TRU 200200 08 PG 200

2
2
2
2

TRU 5050 08 PG 50 2
2.20
2.83
4.09
5.34

1.57
75

100
150
200

50

Width

a
mm

CODE
He�ght

h
mm 1 pc

kgCODE
pcs

TRU 7575 10 PG 75
TRU 100100 10 PG 100
TRU 150150 10 PG 150
TRU 200200 10 PG 200

2
2
2
2

TRU 5050 10 PG 50 2
2.75
3.54
5.11
6.68

1.97
75

100
150
200

50

1.2mm

Width

a
mm

CODE
He�ght

h
mm 1 pc

kgCODE
pcs

TRU 7575 12 PG 75
TRU 100100 12 PG 100
TRU 150150 12 PG 150
TRU 200200 12 PG 200

2
2
2
2

TRU 5050 12 PG 50 2
3.30
4.24
6.13
8.01

2.36
75

100
150
200

50

Width

a
mm

CODE
He�ght

L
mm 1 pc

kgCODE
pcs

1.5mm

TRU 7550 15 PG 50
TRU 10050 15 PG 50
TRU 15050 15 PG 50
TRU 20050 15 PG 50

2
2
2
2

TRU 5050 15 PG 50 2
3.54
4.13
5.30
6.48

2.95

TRU

75
100
150
200

50

TRU 25050 15 PG 50 7.66250
TRU 30050 15 PG 50 8.84300

2
2

Width

a
mm

CODE
He�ght

h
mm 1 pc

kgCODE
pcs

1.5mm

TRU 10075 15 PG 75
TRU 15075 15 PG 75
TRU 20075 15 PG 75

2
2
2

TRU 7575 15 PG 75 2
4.71
5.89
7.07

4.13

TRU

100
150
200

75

TRU 25075 15 PG 75 8.25250
TRU 30075 15 PG 75 9.42300

2
2

Width

a
mm

CODE
He�ght

h
mm 1 pc

kgCODE
pcs

1.5mm

TRU 150100 15 PG 100
TRU 200100 15 PG 100
TRU 250100 15 PG 100

2
2
2

TRU 100100 15 PG 100 2
6.48
7.66
8.84

5.30

TRU

150
200
250

100

TRU 300100 15 PG 100 10.01300 2

Width

a
mm

CODE
He�ght

h
mm 1 pc

kgCODE
pcs

1.5mm

TRU 200150 15 PG 150
TRU 200100 15 PG 150
TRU 250150 15 PG 150

7.66
8.84
10.01

TRU

150
200
250

TRU 300150 15 PG 150 11.19300

2
2
2
2

To �nstall cable tray - stra�ght use Screw Sets  CFS 
M6 or CFS M8

Important! 
Jo�n�ng cable tray sect�ons together only through 
the use of couplers 2 pcs for 1 Lenght

Stra�ght Connector
Trunking Düz Birleştirme Elemanı - Соединительная пластина

Pre-Galvan�sed

He�ght

h
mm

CODE
Length

L
mm 1 pc

kgCODE
pcs

1.2mm

TRBE 75 12 PG 80
TRBE 100 12 PG 80
TRBE 150 12 PG 80
TRBE 200 12 PG 80

100
100
100
100

TRBE 50 12 PG 80 100
0.057
0.075
0.113
0.151

0.038

TRBE

75
100
150
200

50

CODE
Length

L
mm 1 pc

kgCODE
pcs

1.5mm

TRBE 75 15 PG 80
TRBE 100 15 PG 80
TRBE 150 15 PG 80
TRBE 200 15 PG 80

100
100
100
100

TRBE 50 15 PG 80 100
0.071
0.094
0.141
0.188

0.047

TRBE

75
100
150
200

50

Electro-Galvan�zed

S�ze
mmCODE

Length

L
mm 1 pc

kgCODE
pcs

M6

CFS M6 EG 15 5000.008

CFS

M6

S�ze
mmCODE

Length

L
mm 1 pc

kgCODE
pcs

M8

CFS M8 EG 15 5000.014

CFS

M8

Important! 
To �nstall one length; use 2 p�eces of KBE 
connector 8 sets of CFS bolts and nuts. (M6 or 
M8)

Steel, str�p-galv.acc. to the sendz�m�r method to TSE-EN
10346:2011 (PG)

Available finishes:

MATERIAL

Cable routing
APPLICATIONS

Thickn. (ga) [mm]:

HDG-steel, hot-d�p galv. to TSE-EN ISO 1461:2011(HDG)

1.5 

SS-Sta�nless steel AISI 304L and AISI316L (SS)
EP-Powder coat�ng �n a full range of colours (RAL)

0.6 0.8 1.0 1.2 

h50

h75

h100

h150

Deta�l A

h

1
0

T

3
0
0
0

W = 50-75-100 W = 150-200-250-300

Th�s d�agram comply w�th IEC 61537 w�th connect�on to 1/5 of the 
span and the span =0,8x the span
Q=max. adm�ss�ble load (kg/m)
L=support d�stance (m)
f=deflect�on (mm) /Max. deflect�on =L/100
Safetly co-effic�ent = 1,5

W H mm²

50
75

100
150
200
250

50
75

100
150
200
250

20 cm²
48 cm²
90 cm²

210 cm²
380 cm²
600 cm²

80

h

80

h

T

T

TRU

TRBE

He�ght

h
mm
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Cable Trunk�ng Systems 

2 Comp. Steel Cable Trunk�ngs - Qu�ck F�x L�d 3 Comp. Steel Cable Trunk�ngs - Qu�ck F�x L�d Steel Cable Trunk�ngs - Screw F�x L�d

Top L�d 90° Bend - Gusset  - Qu�ck F�x 

Top L�d 45° Bend - Qu�ck F�x 

Top L�d Tee Bend - Gusset - Qu�ck F�x

Top L�d crossover - Gusset - Qu�ck F�x

Ins�de L�d 90° Bend - Gusset  - Qu�ck F�x 

 Ins�de L�d 45° Bend  - Qu�ck F�x 

Ins�de L�d  Tee Bend - Gusset - Qu�ck F�x 

Reducer - Qu�ck F�x

Outs�de L�d 90° Bend - Gusset  - Qu�ck F�x 

Outs�de L�d 45° Bend  - Qu�ck F�x 

Outs�de L�d Tee - Gusset - Qu�ck F�x

Bellmouth - Qu�ck F�x

U Type Connector F�tt�ng Adapter - Qu�ck F�x Stop End

TRU2C

TR90G TRIG TRDG

TR45 TRI45 TRD45

TRTG TRITG TRDTG

TRRED

TRBU TRDB TSON

TRXG TRBM

TRU3C TRS

Earth L�nk Trunk�ng S�ngle Threaded Rod Hanger Flange (angle) connector (pa�r)

W=150-200-300
W=50-75-100

W=150-200-300

W=50-75-100

W=150-200-300

W=50-75-100

W=150-200-300
W=50-75-100

W=150-200-300
W=50-75-100

W=150-200-300
W=50-75-100

W=150-200-300
W=50-75-100

W=150-200-300
W=50-75-100

W=150-200-300

W=50-75-100

W=150-200-300

W=50-75-100
W=150-200-300

W=50-75-100

TREL TRTAS TDBE
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Underfloor Cable Trays H30

Steel, strip-galv. acc. to the Sendzimir method 
to TS-EN 10346:2011 (PG)

Available finishes:

MATERIAL
Cable routing
APPLICATIONS

Thickn. (ga) [mm]:  1.2 

Pre - Galvan�zed

Döşeme Altı Kablo Kanalları - Лотки под заливку в бетон

SS- sta�nless steel AISI 304L and AISI 316L  (SS) 
EP- powder coating in a full range of colours (RAL)

HDG-steel, hot-d�p galv. to TS-EN ISO 1461:2011 (HDG)

DAK 308 12 PG 300080

DAK 312 12 PG 3000120
DAK 316 12 PG 3000160
DAK 320 12 PG 3000200

240DAK 324 12 PG 3000
300DAK 330 12 PG 3000

1.2mm

1

1
1
1
1
1

Width

a
mm

CODE
Length

L
mm 1m

kgCODE
pcs

Accessor�es

DAK ...DAK ...

DBB 35 8 BPK 8

Empty Junct�on Box

Döşeme altı boş buat

Socket Case

8'Lİ Buat Pr�z Kasası

Underfloor Cable Trays 

2.56

3.72
4.47
5.54
6.33
7.46

3
0

a

L

30
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PVC Trunk�ng Cable Trays

PVC Trunk�ng
Plastik Kablo Kanalları - Пластиковые короба

PT 1212 200012x12
15x10 2000
16x16 2000

200020x13
200025x16

378
340
266
270
168

200025x25
200030x20

130
120

Width

a x b
mm

CODE
Length

L
mm

CODE
m

PT ...PT ...

General features
Row Mater�al PVC UL94, V0 M1
Impact Res�stance  : 2 Joule
Operat�on Temprature  : -25 +65 Co
Colour  : Wh�te RAL 9010
IP Ingress Protect�on  : IP40

Add�t�onal Features
UV res�stant
Easy �nstall, pa�ntable, non-flammable,
Econom�c and adaptable
Res�stant to ac�ds, o�ls and greases
Non-conduct�ve
Nonflammable

200040x16
40x25 2000
40x40 2000

200060x40
200060x60

98
80
72
48
40

200080x40
200080x60

36
32

2000100x40
2000100x60

28
24

PT 1510
PT 1616
PT 2013
PT 2516

PT 2525
PT 3020
PT 4016
PT 4025

PT 4040
PT 6040

2000120x60 20

PT 8040
PT 8060

PT 10040
PT 10060
PT 12060

PT 6060

a

b

Adhes�ve PVC Trunk�ng 
Yapışkan Bantlı Plastik Kablo Kanalı - Пластиковые короба (с клейкой изолирующей лентой)

APT 1212 200012x12
15x10 2000
16x16 2000

200020x13
200025x16

378
340
266
270
168

200025x25
200030x20

130
120

Width

a x b
mm

CODE
Length

L
mm

CODE

APT ...APT ...

200040x16
40x25 2000
40x40 2000

98
80
72

APT 1510
APT 1616
APT 2013
APT 2516

APT 2525
APT 3020
APT 4016
APT 4025

APT 4040

General features
Row Mater�al PVC UL94, V0 M1
Impact Res�stance  : 2 Joule
Operat�on Temprature  : -25 +65 Co
Colour  : Wh�te RAL 9010
IP Ingress Protect�on  : IP40

Add�t�onal Features
UV res�stant
Easy �nstall, pa�ntable, non-flammable,
Econom�c and adaptable
Res�stant to ac�ds, o�ls and greases
Non-conduct�ve
Nonflammable

a

b

a

b

a

b

m
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Electr�cal Condu�ts

186
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Electr�cal Condu�ts

Steel and Plast�c
Electr�cal Condu�ts

Galvan�zed Flex�ble Steel Condu�ts
Çel�k Sp�ral Boru

Металрукав из оцинкованной стали

PVC Coated Flex�ble Steel Condu�t
PVC Kaplı Çel�k Sp�ral Boru

Металрукав в ПВХ оболочке

PVC Sp�ral P�pe Flame-retardant

PVC Sp�ral boru

Гофрированная труба из ПВХ

PE Sp�ral P�pe Halogen Free
PE Sp�ral boru

Гофрированная труба из полуэтилена

PA6 Polyam�d Sp�ral P�pes
PA6 Sp�ral boru

Гофрированная труба из полиамида

PVC R�g�t P�pes Flame-retardant Cold Bendable
PVC Düz boru

Жесткая гладкостенная труба из ПВХ

EMT Galvan�sed Steel Condu�ts
Galvan�z EMT boru

Оцинкованная стальная труба жесткая

RSC Galvan�sed Steel Condu�ts (threaded ends)
Galvan�z RSC boru, d�şl�

Оцинкованная стальная труба с наружной резбой
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Spec�ficat�on

S�ze ID
mm

�nch Codes ( Condu�ts ) �n meters

9

10

11

12

14

16

18

21

26

29

32

35

37

40

51

63

CSB 9

Codes ( F�tt�ngs ) �n metr�c 

Meter�al

Compress�on Ress�tance

IP rat�ng

Temperature Ress�tance

Color Opt�ons

Galvan�zed Steel

320 Newton / 60sec   

IP40

-20 C / +220C

CSB 10

CSB 11

CSB 12

CSB 14

CSB 16

CSB 18

CSB 21

CSB 26

CSB 29

CSB 32

CSB 35

CSB 37

CSB 40

CSB 51

CSB 63

CSB 14 T

CSB 16 T

CSB 18 T

CSB 21 T

CSB 26 T

CSB 29 T

CSB 32 T

CSB 35 T

CSB 37 T

CSB 40 T

CSB 51 T

CSB 63 T

1/4" 

3/8"

1/2"

3/4"

1"

1/4"

11/2"

2"

21/2"

PSB 9

PSB 10

PSB 11

PSB 12

PSB 14

PSB 16

PSB 18

PSB 21

PSB 26

PSB 29

PSB 32

PSB 35

PSB 37

PSB 40

PSB 51

PSB 63

PSB 14 T

PSB 16 T

PSB 18 T

PSB 21 T

PSB 26 T

PSB 29 T

PSB 32 T

PSB 35 T

PSB 37 T

PSB 40 T

PSB 51 T

PSB 63 T

Galvan�zed Steel

320 Newton / 60sec   

IP40

-20 C / +220 C

PVC Coated Galvan�zed Steel

320 Newton / 60sec   

IP54

-20 C / +70 C

Black

PVC Coated Galvan�zed Steel

320 Newton / 60sec   

IP54

-20 C / +70 C

Black

W
�th

 w
�r
e

 �n
s�

d
e

W
�th

 w
�r
e

 �n
s�

d
e

RSM 9 

RSM 10 

RSM 11 

RSM 12 

RSM 14 

RSM 16 

RSM 18 

RSM 21 

RSM 26 

RSM 29 

RSM 32 

RSM 35 

RSM 37 

RSM 40 

RSM 51 

RSM 63 

LRSM 10 

LRSM 12 

LRSM 16 

LRSM 21 

LRSM 26 

LRSM 35 

LRSM 40 

LRSM 51 

LRSM 63 

N�ckel Plated Brass

IP54

-20 C / +250 C

IP65

-20 C / +250 C

Cast�ng

IP65

-20 C / +250 C

N�ckel Plated Brass N�ckel Plated Brass

EKFL GZ 038

EKFL GZ 050

EKFL GZ 075

EKFL GZ 100

EKFL GZ 125

EKFL GZ 150

42 CSB 42 CSB 42 T PSB 42 PSB 42 T

45 CSB 45 CSB 45 T PSB 45 PSB 45 T

EKFL GZ 200

M12x1.5

M16x1.5

M20x1.5

M25x1.5

M32x1.5

M40x1.5

M50x1.5

M63x1.5

M75x1.5

Electr�cal Condu�ts

Flex�ble Steel Condu�ts
Çel�k Sp�ral Boru - Металрукав 

Order code, 
metr�c

Nom�nal Condu�t s�ze
Metr�c Thread Clamp�ng range, 

metr�c, mm Inch S�ze D, mm

10 1/4" M6 12-16

 13 3/8" M6 16-20

 16 1/2" M6 20-25

 21 3/4" M6 25-30

26 1" M6 31-38

35 11/4" M6 38-45

40 11/2" M6 45-52

 51 2" M6 59-66

21/2" M6 75-84

PKL 

 63

EMT TK

PKL 10

 PKL 13

 PKL 16

 PKL 21

PKL 26

PKL 35

PKL 40

 PKL 51

 PKL 63

EMT TK 050

EMT TK 075

EMT TK 100

EMT TK 125

EMT TK 150

EMT TK 200

CODE

RSC TK 050

RSC TK 075

RSC TK 100

RSC TK 125

RSC TK 150

RSC TK 200

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

17,90

23,42

29,54

38,35

44,2

55,8

PSB 14 / CSB 14

PSB 18 / CSB 21

CSB 26

PSB 32 / CSB 35

PSB 37 / CSB 40

PSB 51/CSB 51

6,5

6,5

8

8

8

11

EMT, S�ze Ins�de D,mm Flex�ble Condu�t Hole Ød, mm

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

21,34

26,67

33,4

42,16

48,26

60,33

PSB 16 / CSB 18

PSB 21

PSB 26 / CSB 29

PSB 35 / CSB 37

6

6

8

9

11

14

RSC, S�ze

PSB 42 / CSB 45 

EMT CK

EMT CK 050

EMT CK 075

EMT CK 100

EMT CK 125

EMT CK 150

EMT CK 200

CODE

RSC TK 050

RSC TK 075

RSC TK 100

RSC TK 125

RSC TK 150

RSC TK 200

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

17,93

23,42

29,54

38,35

44,2

55,8

PSB 14 / CSB 14

PSB 18 / CSB 21

CSB 26

PSB 32 / CSB 35

PSB 37 / CSB 40

PSB 51/CSB 51

5

5

5

7

7

9

EMT, S�ze Ins�de D,mm Flex�ble Condu�t Hole Ød, mm

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

21,34

26,67

33,4

42,16

48,26

60,33

PSB 16 / CSB 18

PSB 21

PSB 26 / CSB 29

PSB 35 / CSB 37

5

5

7

7

9

9

RSC, S�ze

PSB 42 / CSB 45 
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Spec�ficat�on

S�ze ID
mm

Codes ( Condu�ts )

Meter�al

Compress�on Ress�tance

Temperature Ress�tance

Color Opt�ons

125 Newton / 60sec   320 Newton / 60sec   320 Newton / 60sec   

W
�th

 w
�r
e
 �n

s�
d
e

W
�th

 w
�r
e
 �n

s�
d
e

Flame Retardant

125 Newton / 60sec   750 Newton / 60sec   750 Newton / 60sec   

PE based Thermoplast�c

Halogen Free

Ral 2004; Ral 7031; Ral 7035; Ral 9003; Ral 9005

16

20

25

32

40

50

100

100

50

50

50

25

�n rol, meter

HFO 016

HFO 020

HFO 025

HFO 032

HFO 040

HFO 050

HFO 116

HFO 120

HFO 125

HFO 132

HFO 140

HFO 150

HF1 016

HF1 020

HF1 025

HF1 032

HF1 040

HF1 050

HF3 016

HF3 020

HF3 025

HF3 032

HF3 040

HF3 050

HF1 116

HF1 120

HF1 125

HF1 132

HF1 140

HF1 150

HF3 116

HF3 120

HF3 125

HF3 132

HF3 140

HF3 150

Sp�ral P�pe Coupl�ng Halogen Free

Order code

 16

20

 25

 32

GFS-16-S

GFS-20-S

GFS-25-S

GFS-32-S

Ø

Sp�ral P�pe Coupl�ng Halogen Free

Order code

 16

20

 25

 32

CFS-16-PP

Ø

CFS-20-PP

CFS-25-PP

CFS-32-PP

Tweezers cl�p

Order code

CMK 8/28

CMK 3/13

Order code

CFK 20 

CFK 25

St�ck cl�p double

Spec�ficat�on

S�ze ID
mm

�n rol, meter Codes ( Condu�ts ) 

16

20

25

32

40

50

63

SC1 016

Meter�al

Compress�on Ress�tance

Flame Retardant

Temperature Ress�tance

Color Opt�ons

PVC based Thermoplast�c

Flame Redant

SC1 020

SC1 025

SC1 032

SC1 040

SC1 050

SC1 063

750 Newton / 60sec   

Ral 7035; Ral 7031; Ral 2004; Ral 9003; Ral 9005

750 Newton / 60sec   

W
�th

 w
�r
e
 �n

s�
d
e

W
�th

 w
�r
e
 �n

s�
d
e

320 Newton / 60sec   320 Newton / 60sec   

100

100

50

50

50

25

15

SC1 116

SC1 120

SC1 125

SC1 132

SC1 140

SC1 150

SC1 163

SC3 016

SC3 020

SC3 025

SC3 032

SC3 040

SC3 050

SC3 063

SC3 116

SC3 120

SC3 125

SC3 132

SC3 140

SC3 150

SC3 163

-25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C

-25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C

Electr�cal Condu�ts

PVC Sp�ral P�pe Flame-retardant
PVC Sp�ral boru - Гофрированная труба из ПВХ

PE Sp�ral P�pe Halogen Free
PE Sp�ral boru - Гофрированная труба из полуэтилена
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Spec�ficat�on

S�ze ID
mm

Codes ( Condu�ts )

Meter�al

Permanent V�brat�on

Compress�on Res�stance

Color Opt�ons

PA6 Polyam�d- HF

Flame Retardant

DIN 55442, h�gh flex�b�l�ty

5

7

8.5

10

12

14

100

100

100

100

50

50

�n rol, meter

17

19

22

23

26

29

50

50

50

50

25

25

36

48

25

25

PA6 5

PA6 7

PA6 8.5

PA6 10

PA6 12

PA6 14

PA6 17

PA6 19

PA6 22

PA6 23

PA6 26

PA6 29

PA6 36

PA6 48

U
L 

94
 D

IN
 E

N
 IS

O
 8

58
0

U
L 

94
 D

IN
 E

N
 IS

O
 8

58
0

Black-Grey (Ral 7031)

Flame-retardant, UV Flame-retardant Flame-retardant Flame-retardant

V-DIN 75200 -HF V-DIN 75200 -HF Halogen Free Halogen Free Halogen Free

750 Newton /60 sec 750 Newton /60 sec

PA6 Vo 5

PA6 Vo 7

PA6 Vo 8.5

PA6 Vo 10

PA6 Vo 12

PA6 Vo 14

PA6 Vo 17

PA6 Vo 19

PA6 Vo 22

PA6 Vo 23

PA6 Vo 26

PA6 Vo 29

PA6 Vo 36

PA6 Vo 48

C
ol

d 
B

en
da

bl
e

M
E

TR
IC

 T
H

R
E

A
D

Polyam�d PA6 Polyam�d PA6 Polyam�d PA6

RPG 7

RPG 8.5

RPG 10

RPG 12

RPG 14

RPG 17

RPG 22

RPG 29

RPG 36

RPG 48

RM 7

RM 8.5

RM 10

RM 12

RM 14

RM 17

RM 22

RM 29

RM 36

RM 48

CL 7

CL 8.5

CL 10

CL 12

CL 14

CL 17

CL 22

CL 29

CL 36

CL 48

Spec�ficat�on

S�ze ID
mm

Codes ( Condu�ts )

Meter�al

Compress�on Res�stance

Color Opt�ons

PVC base termoplast�c

Flame Retardant

16

20

25

32

40

50

102

102

75

51

51

30

�n rol, meter

SR1 316

SR1 320

SR1 325

SR1 332

SR1 340

SR1 350

RAL 7035, RAL 9003, RAL 9005

320 Newton /60 sec 750 Newton /60 sec

SR2 316

SR2 320

SR2 325

SR2 332

SR2 340

SR2 350

SR3 316

SR3 320

SR3 325

SR3 332

SR3 340

SR3 350

GSS-16-PVC

GSS-20-PVC

GSS-25-PVC

GSS-32-PVC

GSS-40-PVC

GSS-50-PVC

CYS-16-PVC

CYS-20-PVC

CYS-25-PVC

CYS-32-PVC

CYS-40-PVC

CYS-50-PVC

Flame-retardant

1250 Newton /60 sec

C
ol

d 
B

en
da

bl
e

C
ol

d 
B

en
da

bl
e

CRA ADS TBS

Temperature Ress�tance -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C -25 C/ +60 C

Coupler Cl�p

RAL 7035,  RAL 9005

Electr�cal Condu�ts

PA6 Polyam�d Sp�ral P�pes
PA6 Sp�ral boru - Гофрированная труба из полиамида

PVC R�g�t P�pes Flame-retardant Cold Bendable
PVC Düz boru- Жесткая гладкостенная труба из ПВХ

PVC Elbow Bend Flame-retardant PVC Elbow Bend 90° PVC T Jo�nt
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Spec�ficat�on

S�ze ID
mm

�nch Codes ( Condu�ts ) 

16

21

27

35

41

53

EMT 050

Meter�al Galvan�zed Steel

EMT 075

EMT 100

EMT 125

EMT 150

EMT 200

1/2" 

11/4"

2"

Galvan�zed Steel Steel Steel Galvan�zed Steel Galvan�zed Steel Steel

EMT 90 050

EMT 90 075

EMT 90 100

EMT 90 125

EMT 90 150

EMT 90 200

3/4" 

1"

11/2"

MUF V 050

MUF V 075

MUF V 100

MUF V 125

MUF V 150

MUF V 200

EK V 050

EK V 075

EK V 100

EK V 125

EK V 150

EK V 200

RSC 050

RSC 075

RSC 100

RSC 125

RSC 150

RSC 200

RSC 90 050

RSC 90 075

RSC 90 100

RSC 90 125

RSC 90 150

RSC 90 200

MUF 050

MUF 075

MUF 100

MUF 125

MUF 150

MUF 200

Order code,        Inch S�ze

1/2"

3/4"

1"

11/4"

KSC 050

KSC 075

KSC 100

KSC 125

KSC  150

KSC  200

R�g�d Locknuts Steel

11/2"

2"

Order code,        Inch S�ze

1/2"

3/4"

1"

11/4"

CPK 050

CPK 075

CPK 100

CPK 125

CPK  150

CPK  200

11/2"

2"

Un�versal Strut Clamps w�th
 Bolt -For Condu�ts EMT/IMC/RSC -Steel

Condu�t Hangers, EMT/IMC/RIGID/CSB/PSB
 W/ Bolt & Nut - Steel

Order code,        Inch S�ze

Condu�t Bend�ng Alum�num Condu�t Benders

Order code Su�table P�pe

1/2" EMT

 3/4" EMT, 1/2" IMC/RSC

1" EMT, 3/4" IMC/RSC 

11/4" EMT, 1" IMC/RSC 

Boru Bukme 050

Boru Bukme 075

Boru Bukme 100

Boru Bukme 125

       S�ze ID

16

21

27

31

41

53

T
h

re
a
d

e
d

 E
n

d
s

       S�ze ID

16

21

27

31

41

53

       S�ze ID

Galvan�zed Steel Outlet Boxes

Order code, 

GKB 102 38

GKB 102 54

GKB 102

       S�ze mm

102x102x38

102x102x54

102x102

BOX.CBOX

Electr�cal Condu�ts

EMT Galvan�sed Steel Condu�ts

Galvan�z EMT boru - Оцинкованная стальная труба жесткая

BAK 050

BAK 075

BAK 100

BAK 125

BAK 150

BAK 200

21,34

26,67

33,4

42,16

48,26

PSB - CSB 14/18

PSB - CSB 21/26

PSB - CSB 29/32

PSB - CSB 35/40

PSB - CSB 42/45

1/2"

3/4"

1"

1 1/4"

1 1/2"

60,33 PSB - CSB 512"

Flex�ble Condu�t
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P�pe Clamps - Boru Kelepçeler�

Хомуты для труб 

P�pe Clamps
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P�pe Clamps

SK

P�pe Clamps W�th Nut

Somunlu Kelepçe

SKL

P�pe Clamp W�th Nut W�thout Rubber

Somunlu Kelepçe Last�ks�z

KS

P�pe Clamp W�th Comb� Nut

Komb� Somunlu Kelepçe

KSL

P�pe Clamp w�th Comb� Nut w�thout Rubber

Komb� Somunlu Kelepçe Last�ks�z

P�pe Clamp w�th Tr�phone

Tr�fonlu Kelepçe

P�pe Clamp w�th Long Tr�phone

Uzun Tr�fonlu Kelepçe

Heavy Duty P�pe Clamp w�th Head

Ağır Yük Kafalı Kelepçe

Heavy Duty P�pe Clamp w�th Nut

Ağır Yük Somunlu Kelepçe

Spr�nkler P�pe Clamp

Spr�nkler Kelepçe

Pvc P�pe Clamps

Pvc Boru Kelepçeler�

Vent�lat�on P�pe Clamps

Somunlu Havalandırma Kelepçes�

Sl�d�ng H�nge

Kayar Mesnet

TF TU AK AS

SPR PBK HS KM

P�pe Clamps - Boru Kelepçeler�
Хомуты для труб 
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P�pe Clamp W�th Nut

Somunlu Kelepçe - Хомут для труб с гайкой

UZUNLUK YÜKSEKLİK

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT

CODE SIZE (L) (H)

(mm) (mm)

KOPMA YÜKÜ

BREAKING

LOAD

SK

SAC

SHEET

(TxW)

(mm)

VİDA

SCREW

(S)

(metr�c)

SOMUN

NUT

(N)

(mm) (kN)

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

KOLİDEKİ ADET

QUANTITY 

PER BOX

(kN)

KOL� AĞIRLIĞI

WEIGHT PER BOX

(ORTALAMA KG

 AVARAGE KG)

SIKMA ARALIĞI

CLAMPING RANGE

(mm)

1/8" 1x20 M8 3,9

1/4" 1x20 M8 3,9

3/8" 1x20 M8 3,9

1/2" 1x20 M8 3,9

3/4" 1x20 M8 3,9

1" 1x20 M8 3,9

1 1/4" 1,2x20 M8 4,8

1 1/2" 1,2x20 M8 4,8

53-59 1,2x20 M8 4,8

2" 1,2x20 M8 4,8

67-77 1,5x25 M10 6,9

2 1/2" 1,5x25 M10 6,9

83-93 1,5x25 M10 6,9

3" 1,5x25 M10 6,9

94-104 1,5x25 M10 6,9

102-111 1,5x25 M10 6,9

4" 1,5x25 M10 6,9

122-135 2x25 M10 7,8

128-139 2x25 M10 7,8

5" 2x25 M10 7,8

151-164 2x25 M10 7,8

6" 2x25 M10 7,8

194-205 2x25 M12 7,8

8" 2x25 M12 7,8

1,3 300 10,99

1,3 250 9,47

1,3 250 10,35

1,3 200 8,56

1,3 150 7,2

1,3 150 8,02

1,6 100 6,68

1,6 75 5,61

1,6 75 5,86

1,6 50 4,29

2,3 40 5,68

2,3 40 6,03

2,3 40 6,44

2,3 40 6,61

2,3 30 5,3

2,3 40 7,5

2,3 30 5,88

2,6 30 7,8

2,6 30 7,93

2,6 25 6,98

2,6 25 7,55

2,6 20 6,3

2,6 15 5,65

2,6 15 6

SK 006

SK 008

SK 010

SK 015

SK 020

SK 025

SK 032

SK 040

SK 047

SK 050

SK 060

SK 065

SK 075

SK 080

SK 085

SK 095

SK 100

SK 110

SK 120

SK 125

SK 140

SK 150

SK 180

SK 200

9 - 12

13 - 20

17 - 23

21 - 26

26 - 30

33 - 37

40 - 46

48 - 53

53 - 59

60 - 66

67 - 77

75 - 84

83 - 93

87 - 96

94 - 104

102 - 111

109 - 119

122 - 135

128 - 139

135 - 148

151 - 164

158 - 170

194 - 205

214 - 224

52,1

54,5

58,5

62,5

68,5

76

91,5

99

105

112

126

134

142

145

153

161

170

184

190

197

213

222

257

272

22,5

24

26

28

31

34,5

39

42,5

45,5

49

56

60

64

65,5

69,5

73,5

78

84,5

87,5

91

99

103,5

121

130

M5

M5

M5

M5

M5

M5

M5

M5

M5

M5

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

W

Clamp�ng range w�th rubber 

MTK 1" 33-37

1 1/4" 39-43

Clamp�ng range w�thout rubber 

L

T

H
S

N
SK

P�pe Clamps
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P�pe Clamp W�thout Rubber

Somunlu Kelepçe Last�ks�z - Хомут для труб с гайкой без резины

3,9

UZUNLUK YÜKSEKLİK

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT

CODE SIZE (L) (H)

(mm) (mm)

KOPMA YÜKÜ

BREAKING

LOAD

SKL

SAC

SHEET

(TxW)

(mm)

VİDA

SCREW

(S)

(metr�c)

SOMUN

NUT

(N)

(mm) (kN)

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

KOLİDEKİ ADET

QUANTITY 

PER BOX

(kN)

KOL� AĞIRLIĞI

WEIGHT PER BOX

(ORTALAMA KG

 AVARAGE KG)

SIKMA ARALIĞI

CLAMPING RANGE

(mm)

SKL 010

SKL 015

SKL 017

SKL 020

SKL 025

SKL 032

SKL 040

SKL 047

SKL 050

SKL 060

SKL 065

SKL 075

SKL 080

SKL 085

SKL 095

SKL 100

SKL 110

SKL 120

SKL 125

SKL 140

SKL 150

SKL 180

SKL 190

SKL 200

3/8"

1/2"

23-28

3/4"

1"

1 1/4"

1 1/2"

54-58

2"

67-71

2 1/2"

82-89

3"

93-101

102-109

4"

116-125

129-141

5"

142-154

6"

166-177

201-212

8"

15 - 20

19 - 23

23 - 28

26 - 30

32 - 35

39 - 43

45 - 51

54 - 58

60 - 65

67 - 71

74 - 82

82 - 89

91 - 98

93 - 101

102 - 109

109 - 117

116 - 125

129 - 141

136 - 146

142 - 154

158 - 169

166 - 177

201 - 212

219 - 229

52,1

54,5

58,5

62,5

68,5

76

91,5

99

105

112

126

134

142

145

153

161

170

184

190

197

213

222

257

272

22,5

24

26

28

31

34,5

39

42,5

45,5

49

56

60

64

65,5

69,5

73,5

78

84,5

87,5

91

99

103,5

121

130

1x20

1x20

1x20

1x20

1x20

1x20

1,2x20

1,2x20

1,2x20

1,2x20

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

2x25

2x25

2x25

2x25

2x25

2x25

2x25

M5

M5

M5

M5

M5

M5

M5

M5

M5

M5

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M10

M10

M10

M10

M10

M10

M10

M10

M10

M10

M10

M10

M12

M12

3,9

3,9

3,9

3,9

3,9

4,8

4,8

4,8

4,8

6,9

6,9

6,9

6,9

6,9

6,9

6,9

7,8

7,8

7,8

7,8

7,8

7,8

7,8

1,3

1,3

1,3

1,3

1,3

1,3

1,6

1,6

1,6

1,6

2,3

2,3

2,3

2,3

2,3

2,3

2,3

2,6

2,6

2,6

2,6

2,6

2,6

2,6

300

250

150

200

200

150

100

100

100

75

50

50

50

50

50

50

50

50

40

25

30

20

15

15

9,06

7,87

5,117

7,054

7,574

6,281

5,317

5,769

6,108

5,067

6,035

6,4

6,768

7,08

7,45

7,636

8,055

10,913

9,082

5,994

7,656

5,445

4,787

4,9993

Clamp�ng range w�th rubber 

MTK 1" 33-37

1 1/4" 39-43

Clamp�ng range w�thout rubber 

W

H

L

T

N

SKL

P�pe Clamps

S
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P�pe Clamp W�th Comb� Nut

Komb� Somunlu Kelepçe - Хомут для труб с комбинированной гайкой

9 - 12

13 - 20

17 - 23

21 - 26

26 - 30

33 - 37

40 - 46

48 - 53

53 - 59

60 - 66

67 - 77

75 - 84

83 - 93

87 - 96

94 - 104

102 - 111

109 - 119

122 - 135

UZUNLUK YÜKSEKLİK

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT

CODE SIZE (L) (H)

(mm) (mm)

KOPMA YÜKÜ

BREAKING

LOAD

KS

SAC

SHEET

(TxW)

(mm)

VİDA

SCREW

(S)

(metr�c)

SOMUN

NUT

(N)

(mm) (kN)

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

KOLİDEKİ ADET

QUANTITY 

PER BOX

(kN)

KOL� AĞIRLIĞI

WEIGHT PER BOX

(ORTALAMA KG

 AVARAGE KG)

SIKMA ARALIĞI

CLAMPING RANGE

(mm)

KS 006

KS 008

KS 010

KS 015

KS 020

KS 025

KS 032

KS 040

KS 047

KS 050

KS 060

KS 065

KS 075

KS 080

KS 085

KS 095

KS 100

KS 110

KS 120

KS 125

KS 140

KS 150

KS 180

KS 200

1/8"

1/4"

3/8"

1/2"

3/4"

1"

1 1/4"

1 1/2"

53-59

2"

67-77

2 1/2"

83-93

3"

94-104

102-111

4"

122-135

128-139

5"

151-164

6"

194-205

8"

128 - 139

135 - 148

151 - 164

158 - 170

194 - 205

214 - 224

52,1

54,5

58,5

62,5

68,5

76

91,5

99

105

112

126

134

142

145

153

161

170

184

190

197

213

222

257

272

30,5

32

34

36

39

42,5

47

50,5

53,5

57

62

66

70

71,5

75,5

79,5

84

90,5

93,5

97

105

109,5

127

136

1x20

1x20

1x20

1x20

1x20

1x20

1,2x20

1,2x20

1,2x20

1,2x20

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

2x25

2x25

2x25

2x25

2x25

2x25

2x25

M5

M5

M5

M5

M5

M5

M5

M5

M5

M5

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

3,9

3,9

3,9

3,9

3,9

3,9

4,8

4,8

4,8

4,8

6,9

6,9

6,9

6,9

6,9

6,9

6,9

7,8

7,8

7,8

7,8

7,8

7,8

7,8

1,3

1,3

1,3

1,3

1,3

1,3

1,6

1,6

1,6

1,6

2,3

2,3

2,3

2,3

2,3

2,3

2,3

2,6

2,6

2,6

2,6

2,6

2,6

2,6

250

250

250

200

150

150

100

75

75

50

40

40

40

40

30

40

30

30

30

25

25

20

15

15

10,27

10,58

11,22

9,5

7,87

8,65

7,03

5,82

6,34

4,46

5,71

5,85

6,43

6,6

5,3

7,82

5,78

8,3

8,523

6,88

8,0423

6,18

5,5

5,94

Clamp�ng range w�th rubber 

MTK 1" 33-37

1 1/4" 39-43

Clamp�ng range w�thout rubber 

W

L

H

N
KS

P�pe Clamps

S

T
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UZUNLUK YÜKSEKLİK

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT

CODE SIZE (L) (H)

(mm) (mm)

KOPMA YÜKÜ

BREAKING

LOAD

TF

SAC

SHEET

(TxW)

(mm)

VİDA

SCREW

(S)

(metr�c)

TRIFON

COACH SCREW

(CS)

(mm) (kN)

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

KOLİDEKİ ADET

QUANTITY 

PER BOX

(kN)

KOL� AĞIRLIĞI

WEIGHT PER BOX

(ORTALAMA KG

 AVARAGE KG)

SIKMA ARALIĞI

CLAMPING RANGE

(mm)

1,3

1,3

1,3

1,3

1,3

1,3

1,6

1,6

1,6

1,6

2,3

2,3

2,3

2,3

2,3

2,3

2,3

2,6

200

200

150

150

125

100

75

50

50

50

20

25

20

20

20

15

15

15

8,97

9,45

7,24

7,71

7

6,2

5,53

4,2

4,46

4,66

3,21

3,87

3,361

3,37

3,927

2,94

3,05

3,94

TF 006

TF 008

TF 010

TF 015

TF 020

TF 025

TF 032

TF 040

TF 047

TF 050

TF 060

TF 065

TF 075

TF 080

TF 085

TF 095

TF 100

TF 110

1/8"

1/4"

3/8"

1/2"

3/4"

1"

1 1/4"

1 1/2"

53-59

2"

67-77

2 1/2"

83-93

3"

94-104

102-111

4"

122-135

9 - 12

13 - 20

17 - 23

21 - 26

26 - 30

33 - 37

40 - 46

48 - 53

53 - 59

60 - 66

67 - 77

75 - 84

83 - 93

87 - 96

94 - 104

102 - 111

109 - 119

122 - 135

52,1

54,5

58,5

62,5

68,5

76

91,5

99

105

112

126

134

142

145

153

161

170

184

82

84

86

88

91

94,5

99

102,5

105,5

109

114

118

122

123,5

127,5

131,5

136

142,5

1x20

1x20

1x20

1x20

1x20

1x20

1,2x20

1,2x20

1,2x20

1,2x20

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

2x25

M5

M5

M5

M5

M5

M5

M5

M5

M5

M5

M6

M6

M6

M6

M6

M6

M6

M6

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

Ø7x70

3,9

3,9

3,9

3,9

3,9

3,9

4,8

4,8

4,8

4,8

6,9

6,9

6,9

6,9

6,9

6,9

6,9

7,8

P�pe Clamp W�th Tr�phone

Tr�fonlu Kelepçe - Хомут для труб с шурупом 

L

H
CS

Clamp�ng range w�th rubber 

MTK 1" 33-37

1 1/4" 39-43

Clamp�ng range w�thout rubber 

W

TF

P�pe Clamps

S

T
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P�pe Clamp W�th Comb� Nut W�thout Rubber

Komb� Somunlu Kelepçe Last�ks�z - Хомут для труб с комбинированной гайкой без резины

UZUNLUK YÜKSEKLİK

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT

CODE SIZE (L) (H)

(mm) (mm)

KOPMA YÜKÜ

BREAKING

LOAD

KSL

SAC

SHEET

(TxW)

(mm)

VİDA

SCREW

(S)

(metr�c)

SOMUN

NUT

(N)

(mm) (kN)

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

KOLİDEKİ ADET

QUANTITY 

PER BOX

(kN)

KOL� AĞIRLIĞI

WEIGHT PER BOX

(ORTALAMA KG

 AVARAGE KG)

SIKMA ARALIĞI

CLAMPING RANGE

(mm)

KSL 010

KSL 015

KSL 017

KSL 020

KSL 025

KSL 032

KSL 040

KSL 047

KSL 050

KSL 060

KSL 065

KSL 075

KSL 080

KSL 085

KSL 095

KSL 100

KSL 110

KSL 120

KSL 125

KSL 140

KSL 150

KSL 180

KSL 190

KSL 200

3/8"

1/2"

23-28

3/4"

1"

1 1/4"

1 1/2"

54-58

2"

67-71

2 1/2"

82-89

3"

93-101

102-109

4"

116-125

129-141

5"

142-154

6"

166-177

201-212

8"

15 - 20

19 - 23

23 - 28

26 - 30

32 - 35

39 - 43

45 - 51

54 - 58

60 - 65

67 - 71

74 - 82

82 - 89

91 - 98

93 - 101

102 - 109

109 - 117

116 - 125

129 - 141

136 - 146

142 - 154

158 - 169

166 - 177

201 - 212

219 - 229

52,1

54,5

58,5

62,5

68,5

76

91,5

99

105

112

126

134

142

145

153

161

170

184

190

197

213

222

257

272

30,5

32

34

36

39

42,5

47

50,5

53,5

57

62

66

70

71,5

75,5

79,5

84

90,5

93,5

97

105

109,5

127

136

1x20

1x20

1x20

1x20

1x20

1x20

1,2x20

1,2x20

1,2x20

1,2x20

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

2x25

2x25

2x25

2x25

2x25

2x25

2x25

M5

M5

M5

M5

M5

M5

M5

M5

M5

M5

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

M8 / M10

3,9

3,9

3,9

3,9

3,9

3,9

4,8

4,8

4,8

4,8

6,9

6,9

6,9

6,9

6,9

6,9

6,9

7,8

7,8

7,8

7,8

7,8

7,8

7,8

1,3

1,3

1,3

1,3

1,3

1,3

1,6

1,6

1,6

1,6

2,3

2,3

2,3

2,3

2,3

2,3

2,3

2,6

2,6

2,6

2,6

2,6

2,6

2,6

300

250

150

200

200

150

100

100

100

50

50

50

50

30

30

50

50

50

40

25

30

20

15

15

11,16

8,943

5,76

7,912

8,432

6,924

5,746

6,198

6,537

3,592

5,856

6,221

6,589

4,141

4,361

7,457

7,88

10,734

8,939

5,904

7,549

5,374

4,734

4,946

L

H

N

Clamp�ng range w�th rubber 

MTK 1" 33-37

1 1/4" 39-43

Clamp�ng range w�thout rubber 

KSL

S

T

W

P�pe Clamps
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P�pe Clamp W�th Tr�phone

Uzun Tr�fonlu Kelepçe - Хомут для труб с длинным шурупом

UZUNLUK YÜKSEKLİK

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT

CODE SIZE (L) (H)

(mm) (mm)

KOPMA YÜKÜ

BREAKING

LOAD

TU

SAC

SHEET

(TxW)

(mm)

VİDA

SCREW

(S)

(metr�c)

TRIFON

COACH SCREW

(CS)

(mm) (kN)

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

KOLİDEKİ ADET

QUANTITY 

PER BOX

(kN)

KOL� AĞIRLIĞI

WEIGHT PER BOX

(ORTALAMA KG

 AVARAGE KG)

SIKMA ARALIĞI

CLAMPING RANGE

(mm)

TU 006

TU 008

TU 010

TU 015

TU 020

TU 025

TU 032

TU 040

TU 047

TU 050

TU 060

TU 065

TU 075

TU 080

TU 085

TU 095

TU 100

TU 110

1/8"

1/4"

3/8"

1/2"

3/4"

1"

1 1/4"

1 1/2"

53-59

2"

67-77

2 1/2"

83-93

3"

94-104

102-111

4"

122-135

9 - 12

13 - 20

17 - 23

21 - 26

26 - 30

33 - 37

40 - 46

48 - 53

53 - 59

60 - 66

67 - 77

75 - 84

83 - 93

87 - 96

94 - 104

102 - 111

109 - 119

122 - 135

52,1

54,5

58,5

62,5

68,5

76

91,5

99

105

112

126

134

142

145

153

161

170

184

112,5

114

116

118

121

124,5

129

132,5

135,5

139

144

148

152

153,5

157,5

161,5

166

172,5

1x20

1x20

1x20

1x20

1x20

1x20

1,2x20

1,2x20

1,2x20

1,2x20

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

2x25

M5

M5

M5

M5

M5

M5

M5

M5

M5

M5

M6

M6

M6

M6

M6

M6

M6

M6

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

Ø7x100

3,9

3,9

3,9

3,9

3,9

3,9

4,8

4,8

4,8

4,8

6,9

6,9

6,9

6,9

6,9

6,9

6,9

7,8

1,3

1,3

1,3

1,3

1,3

1,3

1,6

1,6

1,6

1,6

2,3

2,3

2,3

2,3

2,3

2,3

2,3

2,6

150

150

150

150

100

75

50

50

50

40

25

20

20

20

20

15

15

15

7,8

7,707

8,169

8,65

6,4

5,21

4,15

4,58

4,96

4,1

4,102

3,28

3,765

3,6

4,061

3,275

3,15

4,09

TU

Clamp�ng range w�th rubber 

MTK 1" 33-37

1 1/4" 39-43

Clamp�ng range w�thout rubber 

W

L

H CS

S

P�pe Clamps
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AK 008 12 - 17 75 40 2x25

AK 015 21 - 28 81 41 2x25

AK 020 25 - 32 87 42,5 2x25

AK 025 33 - 40 94 49,5 2x25

AK 032 41 - 48 103 55 2x25

AK 040 48 - 46 111 59 2x25

AK 047 53 - 59 120 63 2x25

AK 050 60 - 69 125 66 2x25

AK 060 67 - 75 134 70 2x25

AK 065 75 - 81 141 74 2x25

AK 075 83 - 91 149 78 2x25

AK 080 87 - 95 154 80 2x25

AK 085 95 - 104 161 84,5 2x25

AK 095 102 - 112 169 88,5 2,5x30

AK 100 109 - 119 178 93 2,5x30

AK 110 122 - 138 192 101 3x30

AK 120 128 - 141 197 103,5 3x30

AK 125 136 - 147 204 107 3x30

AK 140 153 - 164 220 115 3x30

AK 150 164 - 174 229 120 3x30

AK 180 196 - 209 264 137 3x30

AK 200 214 - 226 279 145 4x30

AK 240 240 - 250 310 170 4x30

SIKMA 

ARALIĞI

UZUNLUK YÜKSEKLİK SAC

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT SHEET

CODE SIZE (L) (H) (TxW)

(mm) (mm) (mm)

AK

AK 250 226 - 274 335 173 4x30

AK 300 308 - 324 400 184 4x40

AK 350 340 - 356 432 221 4x40

AK 380 380 - 390 505 253 5x50

AK 400 393 - 409 537 265 5x50

AK 450 444 - 460 590 301 5x50

AK 500

1/4"

1/2"

3/4"

1

1 1/4"

1 1/2"

53 - 59

2"

67 - 75

2 1/2"

83-91

3"

95 - 104

102 - 112

4"

122 - 138"

128 - 141

5"

153 - 164 

6"

196 - 209

8"

240 - 250

10"

12"

14"

380 - 390

16"

18"

20" 497 - 512 645 325 5x50

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2x25x40

2,5x30x40

2,5x30x40

3x30x40

3x30x40

3x30x40

3x30x40

3x30x40

3x30x40

4x30x40

4x40x40

4x30x40

4x40x40

4x40x40

5x50x60

5x50x60

5x50x60

5x50x60

KAFA PARÇASI

HEAD

(K)

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

10,5x14

12x14

12x14

12x14

12x14

12x14

12x14

12x14

12x14

12x14

12x14

12x14

12,5x23

12,5x23

17x25

17x25

17x25

17x25

SLOT DELİĞİ

SLOT HOLE

(SxH)

(mm)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M12 (8,8)

M12 (8,8)

M16 (8,8)

M16 (8,8)

M16 (8,8)

M16 (8,8)

CIVATA

BOLT

(B)

(metr�c)

10

10

10

10

10

10

10

10

10

10

10

10

10

14

14

20

20

20

20

20

20

20

20

20

35

35

37

37

37

37

KOPMA YÜKÜ

BREAKING

LOAD

(kN)

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

3,75

3,75

6

6

6

6

6

6

6

6

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

6

11,7

11,7

13

13

13

13

CLAMPING

RANGE

50

50

50

50

40

40

30

30

25

25

30

30

25

25

25

10

10

10

10

10

20

15

15

15

10

8

5

5

5

4

KOLİDEKİ 

ADET

QUANTITY

PER BOX

7,338

7,77

8,2

8,65

7,25

7,69

6,562

6,33

7

5,92

7,62

7,56

7,201

10,141

10,72

5,7

5,99

6,02

6,45

6,79

15,2

15,23

16

18,455

19,1

16,78

18,1

19,911

21,91

19,123

KOLİ AĞIRLIĞI

WEIGHT

(ORTALAMA  / AVARAGE )

(kg)(mm)

Heavy Duty P�pe Clamp w�th Head

Ağır Yük Kafalı Kelepçe - Хомут усиленный с приваренной головкой

L

H

T

AK

K

SxH

B

W

P�pe Clamps
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Heavy Duty P�pe Clamp w�th Nut

Ağır Yük Somunlu Kelepçe - Хомут усиленный с гайкой

L

T

H

N

AS

B

W

AS 008 1/4"

AS 015 1/2"

AS 020 3/4"

AS 025 1"

AS 032 1 1/4"

AS 040 1 1/2"

ÜRÜN KODU ÖLÇÜ

CODE SIZE

SAC

SHEET

(TxW)

(mm)

2x25

2x25

2x25

AS 047 53-59

AS 050 2"

AS 060 67-75

AS 065 2 1/2"

AS 075 83-91

AS 080 3"

AS 085 95-104"

AS 095 102-112

AS 100 4"

AS 110 122-138

AS 120 128-141

AS 125 5"

AS 140 153-164

AS 150 6"

AS 180 196-209

AS 200 8"

AS 240 240-250

AS 250 10"

AS 300 12"

AS 350 14"

AS 380 380-390

AS 400 16"

AS 450 18"

AS 500 20"

12 - 17

21 - 28

25 - 32

33 - 40

41 - 48

48 - 53

 SIKMA

ARALIĞI

(mm)

CLAMPING

RANGE

53 - 59

60 - 69

67 - 75

75 - 81

83 - 91

87 - 95

95 - 104 

102 - 112

109 - 119

122 - 138

128 - 141

136 - 147 

153 - 164

164 - 174

196 - 209

214 - 226

240 - 250

266 - 274

308 - 324

340 - 356

380 - 390

393 - 409

444 - 460

497 - 512

UZUNLUK

LENGTH

(L)

(mm)

75

81

87

94

103

111

120

125

134

141

149

154

161

169

178

192

197

204

220

229

264

279

310

335

400

432

505

537

590

645

YÜKSEKLİK 

HEIGHT

(H)

(mm)

26

30

33

36,5

41

44,5

48,5

51

55

59

63

65

69

73

78,6

90,1

92,6

96,1

104,1

108,6

126,1

133,6

148

161,8

184,8

200,8

214

230

260,5

286

2x25

2x25

2x25

2x25

2x25

2x25

2x25

2x25

2x25

2x25

2,5x30

2,5x30

3x30

3x30

3x30

3x30

3x30

3x30

4x30

4x30

4x30

4x40

4x40

5x50

5x50

5x50

5x50

SOMUN

NUT

(metr�c)

(N)

M12

M12

M12

M12

M12

M12

M12

M12

M12

M12

M12

M12

M12

M12

M12

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

M16

CİVATA

BOLT

(metr�c)

(B)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M8 (6,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M10 (8,8)

M12 (8,8)

M12 (8,8)

M16 (8,8)

M16 (8,8)

M16 (8,8)

M16 (8,8)

KOPMA YÜKÜ

BREAKING

LOAD

10

10

10

10

10

10

10

10

10

10

10

10

10

14

14

20

20

20

20

20

20

20

20

20

35

35

37

37

37

37

(kN)

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

2,75

3,75

3,75

6

6

6

6

6

6

6

6

6

11,7

11,7

13

13

13

13

KOLİDEKİ ADET

QUANTITY

PER BOX

50

50

50

50

50

50

40

40

40

30

30

30

30

30

30

20

10

10

10

10

20

15

15

15

10

10

5

5

5

4

5,994

6,6

7,01

7,3

9,03

8,65

7,585

7,46

8,57

6,41

7,211

6,84

7,781

10,696

10,696

10,18

5,551

5,61

6,15

6,32

14,4

14,35

15,435

17,13

18,2

19,4

17,6

19,61

21,605

18,813

KOLİ AĞIRLIĞI

WEIGHT

(ORTALAMA  / AVARAGE )

(kg)

AS

P�pe Clamps
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SPR015 1/2" 28

SPR020 3/4" 30

SPR 025 1" 36

SPR 032 1 1/4" 46

SPR 040 1 1/2" 52

SPR 050 2" 66

SPR 065 2 1/2" 78

SPR 080 3" 92

SPR 100 4" 116

SPR 125 5" 142

SPR 150 6" 170

SPR 200 8" 222

SPR 250 10" 275

SPR 300 12" 324

YÜKSEKLİK 1

ÜRÜN KODU ÖLÇÜ HEIGHT 1

CODE SIZE (H1)

(mm)

SPR

36,5

37,5

46,5

55,7

58,7

65,7

75,5

84,5

107,5

126,5

150,5

197,5

244

310

 ÇAP

DIAMETER

(ØD)

(mm)

YÜKSEKLİK 2

HEIGHT 2

(H2)

(mm)

51,5

53,5

65,5

79,9

85,9

99,9

116

132

167,5

200

238

311,5

384,5

470

SAC

SHEET

(TxW)

(mm)

1x25

1x25

1x25

1,2x25

1,2x25

1,2x25

1,5x25

1,5x25

2x25

2,5x25

2,5x25

3x30

3x30

3x30

DELİK ÇAPI

HOLE DIA.

ØD

(mm)

10,5

10,5

10,5

10,5

10,5

10,5

10,5

10,5

10,5

13

17

17

17

13

KOPMA YÜKÜ

BREAKING

LOAD

(kN)

6

6

6

11

11

11

16

16

19

22

30

30

30

22

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

1,5

1,5

1,5

1,5

1,5

1,5

3,9

3,9

3,9

7,5

13

13

13

7,5

KOLİDEKİ ADET

QUANTITY

PER BOX

150

125

100

75

60

50

35

25

30

30

10

15

10

30

KOLİ AĞIRLIĞI

WEIGHT

(ORTALAMA  / AVARAGE )

(kg)

5

4,45

4,07

4,31

3,74

3,7

3,62

2,89

5,83

10,2

6,44

11,82

9,4

8,65

Spr�nkler P�pe Clamp

Spr�nkler Kelepçe - Хомут Спринклерный 

Q
  d

 

H2

H1T

W

Q
 d

SPR

P�pe Clamps
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SPRU 015 1/2" 28

SPRU 020 3/4" 30

SPRU 025 1" 36

SPRU 032 1 1/4" 46

SPRU 040 1 1/2" 52

SPRU 050 2" 66

SPRU 065 2 1/2" 78

SPRU 080 3" 92

SPRU 100 4" 116

SPRU 125 5" 142

SPRU 150 6" 170

SPRU 200 8" 222

SPRU 250 10" 275

YÜKSEKLİK 1

ÜRÜN KODU ÖLÇÜ HEIGHT 1

CODE SIZE (H1)

(mm)

SPRU

48

50

59

63

66

72

94

101

122

151,5

176,5

226,5

285,5

 ÇAP

DIAMETER

(ØD)

(mm)

YÜKSEKLİK 2

HEIGHT 2

(H2)

(mm)

63,5

66,5

78,5

87,5

93,5

106,5

135,5

149,5

182,5

225,5

264,5

340,5

426

SAC

SHEET

(TxW)

(mm)

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

1,5x25

2,5x25

2,5x25

2,5x25

3x25

3x25

3x40

3x40

DELİK ÇAPI

HOLE DIA.

ØD

(mm)

10,5

10,5

10,5

10,5

10,5

10,5

10,5

10,5

10,5

13

17

17

13

KOPMA YÜKÜ

BREAKING

LOAD

(kN)

1,5

1,5

1,5

1,5

1,5

1,5

3,9

3,9

3,9

7,5

13

13

7,5

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

1,5

1,5

1,5

1,5

1,5

1,5

3,9

3,9

3,9

7,5

13

13

7,5

KOLİDEKİ ADET

QUANTITY

PER BOX

100

100

75

50

50

40

30

25

30

20

10

10

25

KOLİ AĞIRLIĞI

WEIGHT

(ORTALAMA  / AVARAGE )

(kg)

5,97

6,42

5,32

4,15

4,38

4,05

5,92

5,59

8,05

8,94

14,3

12,25

9,68

Spr�nkler P�pe Clamp Long

Spr�nkler Kelepçe Uzun - Хомут Спринклерный Длинный

W

Q
 d

Q
 d

 

H2

H1T

SPRU

P�pe Clamps
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Vent�lat�on P�pe Clamps

Somunlu Havalandırma Kelepçes� - Хомут для вентиляционных труб с гайкой

H

S

N

L

W

HS

HS 0071 71 73,4 117 52 1,5x20

HS 0080 80 82,4 126 56,5 1,5x20

HS 0090 90 92,6 136 61,5 1,5x20

HS 0100 100 103,6 147 67 1,5x20

HS 0112 112 115,6 159 73 1,5x20

HS 0125 125 128,6 172 79,5 1,5x20

HS 0140 140 143,6 186 86,5 1,5x20

HS 0150 150 153,6 197 92 1,5x20

HS 0160 160 163,6 209 98 1,5x20

HS 0180 180 183,6 229 108 1,5x20

HS 0200 200 203,6 247 117 1,5x20

HS 0224 224 227,6 280 132 2x25

HS 0250 250 253,6 306 145 2x25

HS 0280 280 284,8 336 160 2x25

HS 0300 300 304,8 357 170,5 2x25

HS 0315 315 319,8 372 178 2x25

HS 0355 355 359,8 412 198 2x25

HS 0400 400 404,8 457 220,5 2x25

HS 0450 450 454,8 507 245,5 2x25

HS 0500 500 504,8 557 270,5 2x25

HS 0560 560 564,8 627 300 2,5x25

HS 0600 600 604,8 667 320 2,5x25

HS 0630 630 636 697 335 2,5x25

BORU ÇAPI UZUNLUK YÜKSEKLİK SAC

ÜRÜN KODU ÖLÇÜ PIPE DIAMETER LENGTH HEIGHT SHEET

CODE SIZE (Ø) (L) (H) (TxW)

(mm) (mm) (mm) (mm)

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

M8

SOMUN

NUT

(N)

(metr�c)

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M6

M10

M10

M10

VİDA

SCREW

(S)

(metr�c)

40

35

35

35

35

35

30

30

30

25

20

15

20

20

20

20

20

20

15

10

10

10

10

KOLİDEKİ ADET

QUANTITY

(PER BOX)

4,618

4,419

4,794

5,217

5,616

6,133

5,682

6,004

6,487

5,959

5,203

6,453

9,378

10,38

11,02

11,51

12,8

14,24

12,17

11,43

12,58

13,33

13,94

KOLİ AĞIRLIĞI

WEIGHT

(ORTALAMA KG / AVARAGE KG

HS

T

P�pe Clamps
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Sl�d�ng H�nge

Kayar Mesnet - Опора скользящая 

KM 3040200 30x40x2x200 208 51 145

KM 3040250 30x40x2x250 258 51 195

KM 5050250 50x50x3x250 260 76 195

UZUNLUK YÜKSEKLİK

ÜRÜN KODU ÖLÇÜ LENGTH HEIGHT

CODE SIZE (L) (H)

(mm) (mm)

10

10

10

KOLİDEKİ ADET

QUANTITY

(PER BOX)

6,76

7,6

17,8

KOLİ AĞIRLIĞI

WEIGHT

(ORTALAMA KG / AVARAGE KG

KM

DELİK MESAFESİ

HOLE SIZE

(L2)

(mm)

85

135

127

HAREKET

MESAFESİ

(Mmax)

(mm)

13

13

13 / 17

DELİK ÇAPI

HOLE DIAMETER

(Ø)

(mm)

PBK 050 50 48 - 53

PBK 075 75 74 - 81

PBK 100 100 100 - 108

PBK 125 125 121 - 130

PBK 150 150 150 -159

PBK 200 200 193 - 204

YÜKSEKLİK 

ÜRÜN KODU ÖLÇÜ HEIGHT

CODE SIZE (H)

(mm)

PBK

45,5

58,5

74,5

89,5

103,5

134,5

 SIKMA

ARALIĞI

(mm)

SAC

SHEET

(TxW)

(mm)

1,2x20

1,5x25

1,5x25

2x25

2x25

2x25

KOPMA YÜKÜ

BREAKING

LOAD

(kN)

1,2

1,2

2

2

2

2

ÇALIŞMA YÜKÜ

RECOMMENDED

LOAD

(kN)

0,4

0,4

0,7

0,7

0,7

0,7

KOLİDEKİ ADET

QUANTITY

PER BOX

75

50

30

25

20

10

KOLİ AĞIRLIĞI

WEIGHT

(ORTALAMA  / AVARAGE )

(kg)

5,13

7,51

5,93

6,86

6,30

4

CLAMPING

RANGE

BAĞLANTI

BÖLGESİ

(V)

(mm)

36

36

36

36

36

36

SLOT DELİĞİ

SLOT HOLE

(SxH)

(mm)

9x18

9x18

9x18

12,5x20

12,5x20

12,5x20

VİDA

SCREW

(metr�c)

(S)

M5

M6

M6

M6

M6

M6

PVC P�pe Clamp

PVC Boru Kelepçe - Хомут для ПВХ труб 
PBK V

170

W

SxH

H
S

T

KM 30x40x250

L Mmax
C

Ø13

40

9
0

1
2

3

Ø14x12,5

40x30

H

T

KM 50x50x250

H

T

L

L2

1
3
4

1
7
1

Ø17

50

2 x Ø17

Mmax

Ø13

5
0

x
5

0

P�pe Clamps
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Electr�cal Junct�on Boxes - Elektr�k Dağıtım Kutuları

Распределительные коробки

Electr�cal Junct�on Boxes
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Alum�n�um Boxes
Alüm�nyum Kutular

Thermoplast�c Boxes
Termoplast�k Kutular

Galvan�sed Boxes
Galvan�z Kutular

Electr�cal Junct�on Boxes

Electr�cal Junct�on Boxes - Elektr�k Dağıtım Kutuları
Распределительные коробки 
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Electr�cal Junct�on Boxes

CODECODE

Degree

Protect�on

We�ght pc

CoverHe�ghtS�ze

mm mm

1 pc
kg

pcs

CODECODE Protect�on

We�ght pc

CoverHe�ghtS�ze

mm mm

1 pc
kg

pcs

Degree

110 110

110 150

110 210

140 210

210 210
190 240
210 290
290 290
210 440

TPB 11011065 IP67
TPB 11015070 IP67

TPB 11021070 IP67

TPB 14021090 IP67

TPB 21021090 IP67
TPB 19024090 IP67

TPB 21029090 IP67
TPB 29029090 IP67

TPB 21044090 IP67

65
70
70

90
90

90
90
90

90

Screw L�d

Screw L�d
Screw L�d

Screw L�d
Screw L�d

Screw L�d
Screw L�d
Screw L�d
Screw L�d

IP67

IP67

IP67
IP67
IP67

IP67
IP67

IP67
IP67

0,17
0,20
0,23
0,36

0,46
0,49
0,57

0,71

1,11

60
40

28
18
9

12
8

8

8

100

120

120

140

TPB 110110100DC IP67

TPB 110150120DC IP67

TPB 110210120DC IP67
TPB 140210140DC IP67

TPB 210210140DC IP67
TPB 190240160DC IP67
TPB 210290140DC IP67

TPB 290290140DC IP67

TPB 210440140DC IP67

110

110

110

140

210

190

210

290

210

110

150
210
210

210
240

290

290

440

140

160

140

140

140

Deep Cover
Deep Cover
Deep Cover

Deep Cover

Deep Cover
Deep Cover

Deep Cover
Deep Cover

Deep Cover

IP67

IP67

IP67
IP67
IP67

IP67
IP67

IP67
IP67

0,20

0,23
0,29
0,43

0,55

0,63

0,69
0,92
1,32

30
26

15

12
7
6

6
4

5

CODECODE

Degree

Protect�on

We�ght pc

CoverHe�ghtS�ze

mm mm

1 pc
kg

pcs

TPB Ø8045PL IP44

TPB Ø8045SL IP67
TPB 909045PL IP44

TPB 909045PL IP44
TPB 10010050PL IP44

Ø

Ø
90
90

100

80

80

90

90
100

45
45

45
45

50

round, press l�d

round, screw l�d
press l�d
press l�d

press l�d

IP44
IP67

IP44
IP44
IP44

0,10

0,10

0,12

0,12

0,10

168

120

120
120

85

Thermoplast�c Enclosures
Termoplastik Buat - Распределительные коробки 

Thermoplast�c Enclosures
Termoplastik Buat - Распределительные коробки 

Thermoplast�c Enclosures
Termoplastik Buat - Распределительные коробки 

ABS HF 650°C
MATERIAL

TPB Ø8045PL IP44

9
8

80

8
8
.5

45

50.5

18.5

TPB Ø8045PL IP44

9
8
.59
0

90

98.5

45

50.5
18.5

TPB 11011065 IP67

9
4
.7

7

1
1
7

1
1
0

110

117

6
4
.8

65

70.5

26.5

4
4

4
4

26.5
75.5

70

157

1
1
7

1
1
0

150

TPB 11015070

1
1
7

1
1
0

100110

105.5

26.5
117

4
4

TPB 110110100

4
4

26.5

125.5

120

157

1
1
7

1
1
0

150

TPB 110150120

TPB

TPB

TPB
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ABS HF 650°C
MATERIAL

Electr�cal Junct�on Boxes

110 210

210 290

110 210

210 290

Thermoplast�c Enclosures For Term�nal
Yatay Klemens Kutusu - Распределительные коробки

CODECODE Protect�on

We�ght pc

CoverHe�ghtS�ze

mm mm

1 pc
kg

pcs

TPBT 110210120DC IP67
TPBT 210290140DC IP67

TPBT 110210120TDC IP67

TPBT 210290140TDC IP67

120
140
120

140

Deep Cover
Deep Cover

Transparent Deep Cover

Transparent Deep Cover

Degree

IP67

IP67
IP67

IP67

0,31

0,66

0,38

0,80

15

6

15

6

CODECODE

TPB 110110100TDC IP67

TPB 110150120TDC IP67
TPB 110210120TDC IP67

TPB 140210140TDC IP67
TPB 210210140TDC IP67

TPB 190240160TDC IP67
TPB 210290140TDC IP67
TPB 290290140TDC IP67

110

110
110

140
210

190
210
290

110

150
210

210
210

240
290
290

100

120
120

140
140

160
140
140

Transparent - Deep Cover

Transparent - Deep Cover
Transparent - Deep Cover

Transparent - Deep Cover
Transparent - Deep Cover

Transparent - Deep Cover
Transparent - Deep Cover
Transparent - Deep Cover

Degree

IP67

IP67
IP67

IP67
IP67

IP67
IP67

IP67

Protect�on

We�ght

0,24

0,28
0,36

0,49
0,61

0,83

0,84

1,08

30

26
15

12
7

6

6

4

pc

CoverHe�ghtS�ze

mm mm

1 pc
kg

pcs

1
1
7

1
1
0

100110

105.5

26.5
117

4
4

TPB 110110100TDC

4
4

26.5

125.5

120

157

1
1
7

1
1
0

150

TPB 110150120TDC

CODECODE

Degree

Protect�on

We�ght pc

CoverHe�ghtS�ze

mm mm

1 pc
kg

pcs

TPB 11015070TC IP67 110

TPB 11021070TC IP67 110
TPB 14021090TC IP67 140
TPB 21021090TC IP67 210

TPB 19024090TC IP67 190

TPB 21029090TC IP67 210

TPB 29029090TC IP67 290

150

210

210

210
240
290
290

70

70
90

90

90
90

90

Transparent Cover

Transparent Cover
Transparent Cover
Transparent Cover

Transparent Cover
Transparent Cover
Transparent Cover

IP67
IP67

IP67
IP67
IP67

IP67
IP67

0,25

0,31

0,40

0,54

0,55

0,66

0,81

40
28

18

9

12

9

8

4
4

26.5
75.5

70

157

1
1
7

1
1
0

150

TPB 11015070TC IP67

TPB 11021070TC IP67

217

1
1
0

210

1
1
7

70

26.5

75.5

4
4

TPBT 110210120 DC - TPBT 110210120 TDC

217

1
1
0

210

1
1
7

120

26.5

125.5

4
4

1
2
2

222

7
0

96

170

Thermoplast�c Enclosures
Termoplastik Buat - Распределительные коробки 

Thermoplast�c Enclosures
Termoplastik Buat - Распределительные коробки 

TPBT

TPB

TPB
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Alum�n�um Enclosures
Alüm�nyum Buatlar - Распределительные алюминиевые коробки

Galvan�sed Steel
MATERIAL

Electr�cal Junct�on Boxes

CODECODE

Degree

Protect�on

We�ght pc

CoverHe�ghtS�ze

mm mm

1 pc
kg

pcs

GCK 202010 PG

ALB 656540 IP67 65 65 0,13

ALB 6510040 IP67 65 100 0,17

ALB 808060 IP67 80 80 0,19
ALB 808073DC IP67 80 80 0,21
ALB 8013060 IP67 80 130 0,26
ALB 8013073DC IP67 80 130 0,29

ALB 8017060 IP67 80 170 0,32
ALB 8017073 IP67 80 170 0,35

ALB 8023073 IP67 80 230 0,53
ALB 10010073 IP67 100 100 0,25

ALB 10010090 IP67 100 100 0,28
ALB 10013073 IP67 100 130 0,33
ALB 10016080 IP67 100 160 0,49

ALB 10020080 IP67 100 200 0,59
ALB 12022090 IP67 120 220 0,72

ALB 13013090 IP67 130 130 0,56

ALB 13019090 IP67 130 190 0,69

ALB 13023090 IP67 130 230 0,80

ALB 14020090 IP67 140 200 0,76

ALB 16016090 IP67 160 160 0,69
ALB 16026090 IP67 160 260 1,26

ALB 16026090H IP67 160 260 1,42

ALB 17019090 IP67 170 190 0,98

ALB 180180100 IP67 180 180 1,02

ALB 180280100 IP67 180 280 1,55

ALB 19025090 IP67 190 250 1,51

ALB 19025090H IP67 190 250 1,68
ALB 190250110 IP67 190 250 1,68

ALB 190250110H IP67 190 250 1,86

ALB 19035090 IP67 190 350 2,05

ALB 19035090H IP67 190 350 2,25

ALB 250250110 IP67 250 250 2,17

ALB 250250110H IP67 250 250 2,37

310 400

310 400

150

200
250

300

ALB 310400140 IP67
ALB 310400140H IP67

40

40
60
73
60

73
60

73
73

73
90
73

80

80

90
90
90
90
90

90

90
90

90
100

100

90
90

110
110
90

90

110

110
140

140

Grey RAL 7040
Grey RAL 7040

Grey RAL 7040

Deep Cover, Grey RAL 7040
Grey RAL 7040

Deep Cover, Grey RAL 7040
Grey RAL 7040

Grey RAL 7040
Grey RAL 7040

Grey RAL 7040

Grey RAL 7040
Grey RAL 7040
Grey RAL 7040
Grey RAL 7040
Grey RAL 7040

Grey RAL 7040
Grey RAL 7040

Grey RAL 7040
Grey RAL 7040

Grey RAL 7040
Grey RAL 7040

H�nged, Grey RAL 7040

Grey RAL 7040
Grey RAL 7040
Grey RAL 7040
Grey RAL 7040

H�nged, Grey RAL 7040
Grey RAL 7040

H�nged, Grey RAL 7040

Grey RAL 7040

H�nged, Grey RAL 7040

Grey RAL 7040
H�nged, Grey RAL 7040

Grey RAL 7040
H�nged, Grey RAL 7040

IP67

IP67
IP67

IP67

IP67
IP67
IP67
IP67

IP67
IP67

IP67
IP67
IP67

IP67
IP67
IP67

IP67
IP67

IP67

IP67
IP67

IP67

IP67
IP67

IP67
IP67

IP67

IP67
IP67
IP67

IP67
IP67

IP67

IP67

IP67

4,39

4,63

25

20

44
36

28

20

18
18
12

24
12

20
8
12

9

12
10
8

9
6
4

4
6
5

4
3
3
3
3
3

3

3
3
2

2

TECHNICAL PROPERTIES:
Impact Res�stance: IK 09

Operat�on Tempereture: -40 °C / +80 °C

Color: Grey RAL 7040

Gasket: PU

Screws: Sta�nless steel

Earth�ng: Both on Cover & Base

Galvan�sed Junct�on Boxes
Galvan�z Çekme Kutusu - Распределительные металлические коробки 

CODECODE

Degree

Protect�on

We�ght pc

Knock-OutsHe�ghtS�ze

mm mm

1 pc
kg

pcs

0,80
1,30

2,00

2,90

IP44

IP44
IP44

IP44

4

3

2
2

GCK 151510 PG
GCK 202010 PG
GCK 252515 PG

GCK 303015 PG

150

200
250

300

100

100
150

150

KO: 8 (3/4"- Ø 25 or 1"- Ø 35)

KO: 12 (3/4"- Ø 25 or 1"- Ø 35)
KO: 16 (3/4"- Ø 25 or 1"- Ø 35)
KO: 20 (3/4"- Ø 25 or 1"- Ø 35)

65

6
5

40

34.8

ALB 656540 IP67

ALB 8017073 IP67

8
0

67

170 73

4
6

156

 200

1
0
0

200

100

Ø 35

Ø 25

ALB

GCK
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Plast�c Cable Grands

Polyam�d Kablo Rakoru 

Metal Cable Glands

P�r�nç Kablo Rakoru

Ekko Type SKP Compress�on Type Cable Lugs

Ekko T�p SKP Sıkmalı Kablo Pabçları

Standard Type Butt - Connectors

Standart T�p Ek Mufları

Ekko Ser�es Cord-end Term�nals French Color Norm

Ekko Ser�s� İzolel� Kablo Yüksükler� Fransız Renk Normu

Ekko Ser�es Insulated Tw�n Cord End Term�nals

Ekko Ser�s� İzolel� Ç�ft G�r�şl� Kablo Yüksükler�

Nylon Square Base Cable T�p Accessor�es

Yapışkanlı Kroşeler Kablo Bağı Aksesuarları

R�ng Type Insulated Term�nals (Nylon and Easy Entry)

Yuvarlak T�p İzolel� Kablo Uçları (Naylon & Kolay G�r�şl�)

Fork Type Insulated Cable Term�nals (Nylon and Easy Entry)

Çatal T�p İzolel� Kablo Uçları (Naylon & Kolay G�r�şl�)

Nylon 6.6 Cable T�es - Natural Color

Naylon 6.6 Kablo Bağları - Beyaz

Butt-Spl�ce Connectors Insulated Cable Term�nals

Ek Mufları - İzolel� Kablo Uçları

Cable Lugs, T�e and Glands

Cable Lug, T�e and Glands - Kablo Pabucu Bağı ve Rakoru

 Кабельные наконечники, хомуты и зажимы
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Material Polyamide PA6 V2

Connection Thread Metric (EN 60423)

Connection Thread PG (DIN 40430)

IP rating IP68 5 bar

Temperature Resistance -30 C/ +80 C   +150 C (short term)

Anti-vibration protectionHammades� Polyamid PA6

UV resistanceSürekl� Isıya d�renc� -30 C/ +80 C

Halogen FreeKoruma Sınıfı IP68 5 bar

Easy to assembleRenk : RAL 7001 (Gri), RAL 7035 (Açık Gri), RAL 9005 (Siyah)

PG7 24 8 13 400 3,0 6,5 ORG 01 ORL 01 ORB 01

PG9 28 8 16 300 4,0 8,0 ORG 02 ORL 02 ORB 02

PG11 29 8 19 200 5,0 10,0 ORG 03 ORL 03 ORB 03

PG13,5 29 9 21 150 6,0 12,0 ORG 04 ORL 04 ORB 04

PG16 33 9 23 125 10,0 14,0 ORG 05 ORL 05 ORB 05

PG21 38 11 29 75 13,0 18,0 ORG 06 ORL 06 ORB 06

PG29 41 11 37,5 30 18,0 25,0 ORG 07 ORL 07 ORB 07

PG36 51 13 47,5 20 22,0 32,0 ORG 08 ORL 08 ORB 08

PG42 53 13 54,5 15 30,0 38,0 ORG 09 ORL 09 ORB 09

PG48 55 14 60 8 34,0 44,0 ORG 10 ORL 10 ORB 10

metr�c

M 12 X 1.5 24 8 12,5 400 3,0 6,5 OMRG 01 OMRL 01 OMRB 01

M 16 X 1.5 28 8 16,5 300 4,0 8,0 OMRG 02 OMRL 02 OMRB 02

M 16 X 1.5 29 10 16,5 200 5,0 10,0 OMRG 03 OMRL 03 OMRB 03

M 20 X 1.5 29 10 20,5 150 6,0 12,0 OMRG 04 OMRL 04 OMRB 04

M 20 X 1.5 33 10 20,5 125 10,0 14,0 OMRG 05 OMRL 05 OMRB 05

M 25 X 1.5 38 10 25,5 75 13,0 18,0 OMRG 06 OMRL 06 OMRB 06

M 32 X 1.5 41 10 32,5 30 18,0 25,0 OMRG 07 OMRL 07 OMRB 07

M 40 X 1.5 51 10 40,5 20 22,0 32,0 OMRG 08 OMRL 08 OMRB 08

M 50 X 1.5 53 18 50,5 15 30,0 38,0 OMRG 09 OMRL 09 OMRB 09

M 63 X 1.5 55 18 63,5 8 34,0 44,0 OMRG 10 OMRL 10 OMRB 10

TECHNICAL PROPERTIES

Propert�esGENEL ÖZELLİKLER

Plast�c Cable Grands

Polyamid Kablo Rakoru - Кабельный зажим из полиамида

Cable, Lugs, T�e and Glands

�n box

quant�t�es

pc m�n. max. Grey L�ght Grey Black

Thread

ORDER CODE                                                       

SİPARİŞ KODU
Thread 

Length         

D, mm

Su�table Cable s�ze,

B, mm
H, mm

AA, mm
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Material Brass with nickel plated

Connection Thread Metric (EN 60423)

Connection Thread PG (DIN 40430)

IP rating IP68 5 bar

Temperature Resistance -40 C/ +100 C   +150 C (short term)

Easy to assembleHammades� Pirinç, nikel kaplı

Long Thread VersionsSürekl� Isıya d�renc� -40 C/ +100 C

Halogen FreeKoruma Sınıfı IP68 5 bar

PG7 22 6 13 100 3,0 6,5

PG9 23 6 16 50 4,0 8,0

PG11 24,5 6 19 50 5,0 10,0

PG13,5 26,5 6,5 21 50 6,0 12,0

PG16 28 6,5 23 50 10,0 14,0

PG21 31,5 7 29 25 13,0 18,0

PG29 38 8 37,5 20 18,0 25,0

PG36 43 10 47,5 10 22,0 32,0

PG42 47 12 54,5 5 30,0 38,0

PG48 48 14 60 5 34,0 44,0

metr�c

M 12 X 1.5 22 6 12,5 100 3,0 6,5

M 16 X 1.5 23 7 16,5 50 4,0 8,0

M 20 X 1.5 26,5 8 20,5 50 6,0 12,0

M 25 X 1.5 28 8 25,5 25 10,0 14,0

M 25 X 1.5 28 8 25,5 25 13,0 18,0

M 32 X 1.5 31,5 9 32,5 20 13,0 18,0

M 40 X 1.5 38 9 40,5 10 18,0 25,0

M 50 X 1.5 43 9 50,5 5 22,0 32,0

M 63 X 1.5 48 14 63,5 5 34,0 44,0

M 63 X 1.5 48 15 63,5 5 44,0 55,0

M 72 X 1.5 20 72,5 5 45,0 55,0

M 75 X 1.5 20 76 5 50,0 63,0

M 80 X 1.5 20 80,5 5 50,0 63,0

M 90 X 1.5 20 91 5 60,0 70,0

TECHNICAL PROPERTIES

GENEL ÖZELLİKLER Propert�es

OPBG 01

OPBG 02

OPBG 03

OMBG 04/06

OPBG 04

OPBG 05

OPBG 06

OPBG 07

OPBG 08

OPBG 09

OPBG 10

OMBG 01

OMBG 02

OMBG 03

OMBG 04

OMBG 18

OMBG 18-80

OMBG 19

OMBG 05

OMBG 06

OMBG 07

OMBG 08

OMBG 17

OMBG 17s

Metal Cable Glands

Pirinç Kablo Rakoru - Кабельный зажим латунный

Cable, Lugs, T�e and Glands

�n box

quant�t�es

pc m�n. max.

Thread H, mm

Thread 

Length         

D, mm
AA, mm

Su�table Cable s�ze,

B, mm

Order Code

S�p. Kodu
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Ekko Type SKP Compress�on Type Cable Lugs

Ekko T�p SKP Sıkmalı Kablo Pabçları - Медные кабельные наконечники

Material EN 13600 standard copper

Hammades� EN 13600 standartlarında bakır

Surface 3 micron Tin Plated

Yüzey Kalay Kaplı

mm2 Ø d d1 d2 l a b pc kg

10mm2 M5 5,3 4,5 6 27 9 8,6 800 pc 2,1 kg E- 01005

16mm2 M6 6,4 5,5 7 30 11 10,5 500 pc 1,7 kg E- 01606

25mm2 M8 8,3 7 9 38,5 12 13,0 300 pc 2,2 kg E- 02508

35mm2 M8 8,3 8,5 10,5 43,5 14 15,5 200 pc 2,0 kg E- 03508

50mm2 M10 10,3 10 12 51,5 17 17,9 150 pc 2,2 kg E- 05010

70mm2 M10 10,3 11,5 14 55,5 18 20,7 100 pc 2,3 kg E- 07010

95mm2 M10 10,3 13,5 16 58,5 21 23,5 80 pc 2,2 kg E- 09510

120mm2 M12 12,8 15,5 18 71 25 26,7 50 pc 1,9 kg E- 12012

150mm2 M12 12,8 16,5 20 76 26 29,2 30 pc 2,1 kg E- 15012

185mm2 M16 16,5 18,5 22 82 29 32,3 30 pc 2,15 kg E- 18516

240mm2 M16 16,5 21,5 25,5 91 33 37,6 25 pc 2,7 kg E- 24016

GENEL ÖZELLİKLER

TECHNICAL PROPERTIES

Cable, Lugs, T�e and Glands

�n pack we�ght

quant�t�es �n pack

ORDER CODE                                      

SİPARİŞ KODU
DIMENTIONS, mmBoltCross sect�on 
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Standard Type SKP Compress�on Type Cable Lugs

Ekko T�p SKP Sıkmalı Kablo Pabuçları - Медные кабельные наконечники

mm2 Ø d d1 d2 l a b pc kg

10mm2 M5 5,5 4,7 6,6 27,5 10 10,3 800 pc 2,8 kg ST- 01005

16mm2 M6 6,5 5,6 7,8 29,5 12 11,2 500 pc 2,7 kg ST- 01606

25mm2 M8 8,5 7,1 9,5 39 16 13,7 300 pc 2,75 kg ST- 02508

M8 8,5 8,2 10,8 44 19 15,3 200 pc 2,8 kg ST- 03508

M10 10,5 8,2 10,8 48 19 15,7 200 pc 2,8 kg ST- 03510

50mm2 M10 10,5 10,1 13 51,5 21 18,9 150 pc 3,3 kg ST- 05010

70mm2 M10 10,5 11,5 14,7 54,6 23 21,1 100 pc 3,0 kg ST- 07010

M10 10,5 13,5 16,7 58,8 26 24,7 80 pc 3,0 kg ST- 09510

M12 13 13,5 16,7 58,8 26 24,7 80 pc 2,9 kg ST- 09512

120mm2 M12 13 15,6 19 69 29 27,7 50 pc 2,6 kg ST- 12012

150mm2 M12 13 16,5 21 76,5 30 30,4 30 pc 2,5 kg ST- 15012

185mm2 M16 17 18,4 23 82,5 33 34,2 30 pc 2,9 kg ST- 18516

240mm2 M16 17 21 26 89 38 38,7 25 pc 3,6 kg ST- 24016

300mm2 M16 17 23,4 28,6 95 41 42,6 20 pc 3,2 kg ST- 30016

400mm2 M20 21 26,8 32,8 108,2 48 48,3 12 pc 3,4 kg ST- 40020

500mm2 M20 21 29,8 38,4 115,5 48 54,9 8 pc 3,4 kg ST- 50020

600mm2 M20 21 34,5 44 133,1 61 63,0 6 pc 4,2 kg ST- 60020

95mm2

35mm2

Material EN 13600 standard copper

Hammades� EN 13600 standartlarında bakır

Surface 3 micron Tin Plated

Yüzey Kalay Kaplı

GENEL ÖZELLİKLER

TECHNICAL PROPERTIES

Cable, Lugs, T�e and Glands

�n pack we�ght

quant�t�es �n pack

Cross sect�on Bolt DIMENTIONS, mm
ORDER CODE                                      

SİPARİŞ KODU
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Standard Type Butt - Connectors

Standart Tip Ek Mufları - Гильзы кабельные медные луженые

Cable, Lugs, T�e and Glands

Material EN 13600 standard copper

Hammades� EN 13600 standartlarında bakır

Surface 3 micron Tin Plated

Yüzey Kalay Kaplı

TECHNICAL PROPERTIES

GENEL ÖZELLİKLER

mm2 d1 d2 l pc kg

6mm2 3,8 5,5 30 800 pc 2,3 kg ST EM06

10mm2 4,7 6,6 29 600 pc 2,5 kg ST EM10

16mm2 5,6 7,8 32 400 pc 2,5 kg ST EM16

25mm2 7,1 9,5 40,5 250 pc 2,8 kg ST EM25

35mm2 8,2 10,8 45,5 150 pc 2,3 kg ST EM35

50mm2 10,1 13 53,5 90 pc 2,3 kg ST EM50

70mm2 11,5 14,7 57,5 65 pc 2,2 kg ST EM70

95mm2 13,5 16,7 61,5 50 pc 2,1 kg ST EM95

120mm2 15,6 19 74 40 pc 2,4 kg ST EM120

150mm2 16,5 21 79 25 pc 2,3 kg ST EM150

185mm2 18,4 23 85 22 pc 2,5 kg ST EM185

240mm2 21 26 94 18 pc 2,9 kg ST EM240

�n pack we�ght

quant�t�es �n pack

Cross sect�on 
ORDER CODE                                      

SİPARİŞ KODU
DIMENTIONS, mm

�n pack we�ght

quant�t�es �n pack

Cross sect�on 
ORDER CODE                                      

SİPARİŞ KODU
DIMENTIONS, mm
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Ekko Ser�es Cord-end Term�nals French Color Norm

Ekko Ser�s� İzolel� Kablo Yüksükler� Fransız Renk Normu - Наконечник штыревой втулочный изолированный

Cable, Lugs, T�e and Glands

mm2 F L W D C pc kg

0,50mm2 White 8 14 2,6 1,3 1,0 500 pc 0,064 kg UY-3005E

0,75mm2 Blue 8 14 2,8 1,5 1,2 500 pc 0,072 kg UY-3007E

1mm2 Red 8 14 3 1,7 1,4 500 pc 0,075 kg UY-3010E

1,5mm2 Black 8 14 3,5 2,0 1,7 500 pc 0,108 kg UY-3015E

2,5mm2 Grey 8 15 4,2 2,5 2,2 500 pc 0,133 kg UY-3025E

4mm2 Orange 10 17 4,8 3,2 2,8 250 pc 0,119 kg UY-3040E

6mm2 Green 12 20 6,3 3,9 3,5 250 pc 0,177 kg UY-3060E

10mm2 Brown 12 22 7,6 4,9 4,5 100 pc 0,109 kg UY-3100E

16mm2 Ivory 12 24 8,8 6,2 5,8 100 pc 0,138 kg UY-3160E

25mm2 Black 16 28 11 7,7 7,3 50 pc 0,125 kg UY-3250E

35mm2 Red 16 30 12,7 8,7 8,3 50 pc 0,141 kg UY-3350E

50mm2 Blue 20 36 15 10,9 10,3 50 pc 0,168 kg UY-3500E

70mm2 Yellow 20 37 16 14,3 13,5 50 pc 0,270 kg UY-3700E

Standart

Malzeme Bakır (E-Cu), Kalay Kaplı

İzolasyon Naylon

Çalışma Sıcaklığı Maksimum 105° 600 Volt

GENEL ÖZELLİKLER

DIN 46228

Standard

Material

Insulation

Operating Temperature

DIN 46228

Copper (E-Cu), Tin plated

Nylon

Maximum 105° 600 Volt

TECHNICAL PROPERTIES

quant�t�es �n pack

�n pack we�ght
Cross sect�on 

ORDER CODE                                      

SİPARİŞ KODU
DIMENTIONS, mmColor
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Ekko Ser�es Insulated Tw�n Cord End Term�nals

Ekko Ser�s� İzolel� Ç�ft G�r�şl� Kablo Yüksükler� - Наконечник штыревой втулочный изолированный

Standart

Malzeme Bakır (E-Cu), Kalay Kaplı

İzolasyon Naylon

Çalışma Sıcaklığı Maksimum 105° 600 Volt

GENEL ÖZELLİKLER

DIN 46228

Standard

Material

Insulation

Operating Temperature

DIN 46228

Copper (E-Cu), Tin plated

Nylon

Maximum 105° 600 Volt

TECHNICAL PROPERTIES

2 x 0,50mm2 White 8 14,5 5 1,8 1,5 500 pc 0,107 kg UY-23005E

2 x 0,75mm2 Blue 8 14,7 5,5 2,1 1,8 500 pc 0,121 kg UY-23007E

2 x 1,00mm2 Red 8 15,1 5,5 2,4 2,1 500 pc 0,137 kg UY-23010E

2 x 1,50mm2 Black 8 15,5 6,4 2,6 2,3 500 pc 0,164 kg UY-23015E

2 x 2,50mm2 Grey 10 18,5 8 3,3 2,9 250 pc 0,137 kg UY-23025E

2 x 4mm2 Orange 12 23,1 8,8 4,2 3,8 100 pc 0,098 kg UY-23040E

2 x 6mm2 Green 14 26,1 9,5 5,3 4,9 100 pc 0,149 kg UY-23060E

2 x 10mm2 Brown 14 26,6 12,6 6,9 6,5 50 pc 0,108 kg UY-23100E

2 x 16mm2 Beige 14 31,3 19 8,7 8,3 50 pc 0,056 kg UY-23160E

Cable, Lugs, T�e and Glands

mm2 F L W D C pc kg

�n pack we�ght

quant�t�es �n pack

Cross sect�on Color DIMENTIONS, mm
ORDER CODE                                      

SİPARİŞ KODU
�n pack we�ght

quant�t�es �n pack

Cross sect�on Color DIMENTIONS, mm
ORDER CODE                                      

SİPARİŞ KODU
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R�ng Type Insulated Term�nals (Nylon and Easy Entry)

Yuvarlak T�p İzolel� Kablo Uçları (Naylon & Kolay G�r�şl�) - Изолированный кабельный сое

mm2 Ø d2 d3 l d1 a pc kg

M3 3,2 6 16 1,6 10,0 200 pc 0,182 kg YK-301

M4 4,3 8 17 1,6 10,0 200 pc 0,206 kg YK-401

M5 5,3 10 18 1,6 10,0 200 pc 0,238 kg YK-501

M6 6,5 10 18 1,6 10,0 200 pc 0,255 kg YK-601

M8 8,4 14 22 1,6 10,0 200 pc 0,324 kg YK-801

M3 3,2 6 16 2,3 10,0 200 pc 0,202 kg YK-302

M4 4,3 8 17 2,3 10,0 200 pc 0,224 kg YK-402

M5 5,3 10 18 2,3 10,0 200 pc 0,269 kg YK-502

M6 6,5 10 18 2,3 10,0 200 pc 0,297 kg YK-602

M8 8,4 14 22 2,3 10,0 200 pc 0,346 kg YK-802

M10 10,5 15 22 2,3 10,0 100 pc 0,253 kg YK-1002

M12 13 18 25 2,3 10,0 100 pc 0,200 kg YK-1202

M4 4,3 8 21 3,6 13,0 100 pc 0,205 kg YK-406

M5 5,3 10 22 3,6 13,0 100 pc 0,223 kg YK-506

M6 6,5 11 22,5 3,6 13,0 100 pc 0,249 kg YK-606

M8 8,4 14 26 3,6 13,0 100 pc 0,290 kg YK-806

M10 10,5 18 28 3,6 13,0 100 pc 0,351 kg YK-1006

M12 13 18 28 3,6 13,0 50 pc 0,172 kg YK-1206

Red
0,50-1,50       

mm2

1,50-2,50       

mm2

4,00-6,00       

mm2

Blue

Yellow

Standart

Malzeme Bakır (E-Cu), Kalay Kaplı

İzolasyon Naylon

Çalışma Sıcaklığı Maksimum 105° 600 Volt

GENEL ÖZELLİKLER

DIN 46237

Standard

Material

Insulation

Operating Temperature

DIN 46237

Copper (E-Cu), Tin plated

Nylon

Maximum 105° 600 Volt

TECHNICAL PROPERTIES

Cable, Lugs, T�e and Glands

�n pack we�ght

quant�t�es �n pack

Cross sect�on DIMENTIONS, mm
ORDER CODE                                      

SİPARİŞ KODU
ColorBolt
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Fork Type Insulated Cable Term�nals (Nylon and Easy Entry)

Çatal T�p İzolel� Kablo Uçları (Naylon & Kolay G�r�şl�) - Наконечник вилочный изолированный

Standart

Malzeme Bakır (E-Cu), Kalay Kaplı

İzolasyon Naylon

Çalışma Sıcaklığı Maksimum 105° 600 Volt

GENEL ÖZELLİKLER

DIN 46237

Standard

Material

Insulation

Operating Temperature

DIN 46237

Copper (E-Cu), Tin plated

Nylon

Maximum 105° 600 Volt

TECHNICAL PROPERTIES

mm2 Ø d2 d3 l d1 a pc kg

M3 3,2 6 16 1,6 10,0 200 pc 0,200 kg CK-3001

M4 4,3 6,8 17 1,6 10,0 200 pc 0,200 kg CK-4001

M5 5,3 10 18 1,6 10,0 200 pc 0,229 kg CK-5001

M6 6,5 11 20 1,6 10,0 200 pc 0,242 kg CK-6001

M3 3,2 5,5 16 2,3 10,0 200 pc 0,197 kg CK-3002

M4 4,3 6,8 17 2,3 10,0 200 pc 0,202 kg CK-4002

M5 5,3 10 19 2,3 10,0 200 pc 0,265 kg CK-5002

M6 6,5 11 21 2,3 10,0 200 pc 0,297 kg CK-6002

M4 4,3 8 21 3,6 13,0 100 pc 0,200 kg CK-4006

M5 5,3 10 22 3,6 13,0 100 pc 0,226 kg CK-5006

M6 6,5 11 23 3,6 13,0 100 pc 0,235 kg CK-6006

M8 8,4 14 26 3,6 13,0 100 pc 0,284 kg CK-8006

M10 10,5 18 28 3,6 13,0 50 pc 0,197 kg CK-10006

1,50-2,50       

mm2
Blue

4,00-6,00       

mm2
Yellow

0,50-1,50       

mm2
Red

Cable, Lugs, T�e and Glands

�n pack we�ght

quant�t�es �n pack

DIMENTIONS, mm
ORDER CODE                                      

SİPARİŞ KODU
Cross sect�on Bolt Color
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Butt-Spl�ce Connectors Insulated Cable Term�nals

Ek Mufları - İzolel� Kablo Uçları - Соединительные Втулки

Standart

Malzeme Bakır (E-Cu), Kalay Kaplı

İzolasyon Vinyl

Çalışma Sıcaklığı Maksimum 75° 600 Volt

GENEL ÖZELLİKLER

DIN 46237

Standard

Material

Insulation

Operating Temperature

DIN 46237

Copper (E-Cu), Tin plated

Vinyl

Maximum 75° 600 Volt

TECHNICAL PROPERTIES

0,50-1,50 mm2 Red 24,6 4,0 1,7 200 pc 0,275 kg BY-251

1,50-2,50 mm2 Blue 24,6 4,5 2,3 200 pc 0,322 kg BY-252

4,00-6,00 mm2 Yellow 26,5 6,3 3,4 100 pc 0,285 kg BY-256

Cable, Lugs, T�e and Glands

�n pack we�ght

quant�t�es �n pack

mm2 L D d1 pc kg

Cross sect�on Color DIMENTIONS, mm
ORDER CODE                                      

SİPARİŞ KODU
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4 White 10 daN 100 pc 5.000 pc S-1919

4 Black 10 daN 100 pc 5.000 pc S-1919B

4,5 White 16 daN 100 pc 5.000 pc S-2727

4,5 Black 16 daN 100 pc 5.000 pc S-2727B

19 x 19

19 x 19

27 x 27

27 x 27

Length W�dth mm daN pc kg

100 Natural 24 11 daN 100 pc 30.000 pc 10,40 kg S-100-2C

135 Natural 35 11 daN 100 pc 25.000 pc 12,25 kg S-135-2C

160 Natural 40 11 daN 100 pc 20.000 pc 11,05 kg S-160-2C

200 Natural 55 11 daN 100 pc 20.000 pc 14,45 kg S-200-2C

140 Natural 36 20 daN 100 pc 20.000 pc 13,40 kg S-140-3C

200 Natural 55 20 daN 100 pc 12.000 pc 11,15 kg S-200-3C

250 Natural 68 20 daN 100 pc 13.000 pc 15,50 kg S-250-3C

280 Natural 80 20 daN 100 pc 13.000 pc 18,20 kg S-280-3C

360 Natural 103 20 daN 100 pc 8.000 pc 13,80 kg S-360-3C

200 Natural 51 28 daN 100 pc 10.000 pc 14,35 kg S-200-4C

250 Natural 68 28 daN 100 pc 10.000 pc 18,45 kg S-250-4C

300 Natural 82 28 daN 100 pc 8.000 pc 17,85 kg S-300-4C

360 Natural 101 28 daN 100 pc 8.000 pc 19,50 kg S-360-4C

380 Natural 110 28 daN 100 pc 7.000 pc 19,45 kg S-380-4C

430 Natural 123 28 daN 100 pc 5.000 pc 15,30 kg S-430-4C

320 Natural 88 65 daN 100 pc 3.000 pc 15,85 kg S-320-7C

360 Natural 101 65 daN 100 pc 3.000 pc 16,80 kg S-360-7C

450 Natural 130 65 daN 100 pc 2.500 pc 18,60 kg S-450-7C

540 Natural 160 65 daN 100 pc 2.500 pc 22,25 kg S-540-7C

750 Natural 220 65 daN 100 pc 1.500 pc 17,85 kg S-750-7C

2,5

3,5

4,5

pc

7,5

Nylon Square Base Cable T�p Accessor�es

Yapışkanlı Kroşeler Kablo Bağı Aksesuarları - Основание для хомутов

Cable, Lugs, T�e and Glands

Nylon 6.6 Cable T�es - Natural Color

Naylon 6.6 Kablo Bağları - Beyaz - Кабельные хомуты

�n bag we�ght

quant�t�es carton

Max. Bundle 

D�ameter

Tens�le            

Strength
D�ment�ons, mm

�n carton

quant�t�es

Color
ORDER CODE                                      

SİPARİŞ KODU

�n bag we�ght

quant�t�es carton

mm daN pc kgLength x W�dth pc

D�ment�ons, mm
Cable T�e 

Entry
Color

ORDER CODE                                      

SİPARİŞ KODU
quant�t�es

Tens�le            

Strength

�n carton



#

Cable, Lugs, T�e and Glands



1

4

2

3
5

9

9

9

13

13

13

9

12

11

10

10

6

1 Yakalama Ucu / A�r Rod ............................ 313

6 Test Klemens� / Test Clamp ............................ 324-325

2 Yakalama Ucu Tabana / A�r Rod Base ............................ 314-316

7 Muhafaza Borusu / Protect�ve P�pe ............................ 312

3 Çata Klemens� / Roof Cl�ps ............................ 318

8 Boru Kelepçes� / Protect�ve P�pe Cl�p ............................ 312

4 İletken / Conductor ............................ 263-265

9 Topraklama Elektrodu / Earth Rod ............................ 266-271

11 Elektrod Klemens� / Earth Rod Clamp ............................ 282-287

5 Duvar Klemens� / Wall Cl�ps ............................ 319-322

10 R�ng �letken� / R�ng Conductor ............................ 261-265

12

13

Topraklama Rogara / Earth Inspect�on P�t ............................ 269

Termokaynak / Exotherm�c Weld�ng ............................ 296-300

Earth�ng Systems
Topraklama S�stemler� - Системы заземления 
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5

1

2

3

13 9

10

10

9

87

6

7

8

9

10

11

12

13

14

1 Akt�f Paratoner / Act�ce L�ghtn�ng Conductor ............................ 306-308

6 Çata Klemens� / Roof Cl�ps ............................ 318

2 Paratoner Tesp�t Adaptörü / L�ghtn�ng Conductor Adapter ............................ 310

7 İletken / Conductor ............................ 263-265

3 Paratoner Montaj D�ret� / L�ghtn�ng Conductor Mast ............................ 309

8 Duvar Klemens� / Wall Cl�ps ............................ 319-322

4 D�rek Montaj Kelepçes� / L�ghtn�ng Conductor Mast Clamp ............................ 309

9 Test Klemens� / Test Clamp ............................ 324-325

11 Muhafaza Borusu / Protect�ve P�pe ............................ 312

5 D�rek �n�ş Kelepçes� / Pole Cl�ps ............................ 317

10 Yıldırım Sayacı / L�ghtn�ng Str�ke Counter ............................ 307

12

13

14

Boru Kelepçes� / Protect�ve P�pe Cl�p ............................ 312

Topraklama Elektrodu / Earth Rod ............................ 266-271

Elektrod Klemens� / Earth Rod Clamp ............................ 282-287

Earth�ng Systems
Topraklama S�stemler� - Системы заземления 

Earth�ng Systems
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 In electr�c�ty terms, earth�ng �s connect�ng a conduct�ve element to the ground v�a a conduct�ve path.

Protect�ve Earth�ng

Protect�ve earh�ng (R
A
) �s earth�ng of 

metal parts -that do not carry voltage 
under normal operat�on but may carry 
voltage due to a fault- �n order to 
protect people or other l�v�ng th�ngs 
aga�nst hazardous touch or step voltage.

In a low res�stance protect�ve earth�ng, 
a fault voltage �s fed through the faulty 
c�rcu�t dur�ng the fault, therefore 
enabl�ng the breakers to �nstantly 
break the c�rcu�t and therefore cut the 
energy on the faulty c�rcu�t.

Operat�onal and Funct�onal Earth�ng

Operat�onal Earth�ng (R
B
) �s the earth�ng of the voltage of act�ve parts of operat�onal dev�ces of an electr�cal fac�l�ty that are under voltage 

aga�nst earth �n attempt to keep at a spec�fic value (e.g. star po�nt earth�ng)

Funct�onal Earth�ng (R ) �s earth�ng of a commun�cat�on fac�l�ty or an operat�onal dev�ce �n order to resume the des�red funct�on.
F

Earth�ng Systems

As a cruc�al safety element �n electr�cal networks, earth�ng �nfrastructures have ga�ned the�r long-deserved �mportance �n the last 
years. Consequently, appl�cat�on cr�ter�a have �mproved w�th w�den�ng d�vers�ty of equ�pments. 
Hav�ng keen expert�se �n the appl�cat�on field, our company str�ves to serve beyond sales �n prov�d�ng every sort of equ�pment.  In a 
sector that requ�res qu�ck and correct del�very, MTK �s able to meet the requ�rements of the customers w�th a w�de product range of 
copper and galvan�zed conductors and related connect�on elements �n a promt fash�on thanks to �ts d�l�gence �n stock and 
transportat�on. 

Earth�ng Systems
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Foundat�on Earth�ng

In terms of �nstallat�on and operat�on of electr�cal systems, the pr�mary purpose of earth�ng �s to protect humans and an�mals from hazardous 
voltages. In add�t�on, earth�ng also prevents potent�al surges and secondary �mpacts. In Turkey, �nstallat�on and operat�on of earth�ng fac�l�t�es 
are regulated �n �ssue 24500 of the Offic�al Gazette (dtd. Aug.8, 2001) where all techn�cal deta�ls for foundat�on earth�ng have been covered. In 
attempt to summar�ze the s�gn�ficance of these terms, extra care must be exerc�sed at all t�mes to acknowledge and pract�ce them.  

• Foundat�on earth�ng electrode should be made as a closed r�ng and be placed at the external walls or foundat�on platform of the
bu�ld�ng.

• Foundat�on earth�ng electrode should be thoroughly covered �n concrete and placed �n a way that �t �s surrounded w�th 5 cm of concrete
at all �ts s�des once the foundat�on concrete has been la�d. F�nal po�nts must extrude from the foundat�on.

• The placement of the earth�ng electrode �ns�de the concrete must be fixed w�th supports at appropr�ate d�stances, such as w�th 30cm
long rods �n 2m �ntervals.

• In re�nforced foundat�ons (such as steel mesh), earth�ng electrode must be placed on the lowermost mesh and fixed to the steel mesh
�n 2m �ntervals.

• In foundat�on earth�ng, 30x3.5mm galvan�zed steel str�ps or 10mm d�ameter round galvan�zed steel rods must be used.

• In bu�ld�ngs w�th large base foundat�ons, the area surround�ng the foundat�on earth�ng must be �nstalled �n at most 20x20m sect�ons.

• Connect�on jo�nts of the foundat�on earth�ng must be at least 1,5 meter �n length �nto the bu�ld�ng and must be protected aga�nst
corros�on at the po�nts of ex�t.

• Potent�al balanc�ng bars must be used at all t�mes.

• For ma�n potent�al balanc�ng, connect�on elements or jo�nts must be connected to the potent�al balanc�ng bar and placed near the
ma�n panel of the bu�ld�ng.

• For conven�ent separat�on of earth conductors dur�ng res�stance measurements, related setup must be placed �n a reachable manner.

• Separat�on assembly of the earth conductor must have h�gh mechan�cal durab�l�ty.

• Equ�pments to be used �n foundat�on earth�ng must be chosen �n order to prevent corros�on.

• Mater�als used �n the rod jo�nts must be of the same mechan�cal durab�l�ty.

• Foundat�on earth�ng also serves as earth�ng �n l�ghtn�ng protect�on systems. Therefore,  a number of ex�ts are left open us�ng e�ther
cables w�th at least 50 mm2 (NYY) sect�on or steel str�ps.

• Foundat�on earth�ng must str�ctly comply w�th the perta�n�ng deta�ls �n the earth�ng project wh�ch �s a prerequ�s�te for the approval of
the electr�cal project of the bu�ld�ng.

Earth�ng Systems
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 D�ffus�on Res�stance Values for Earth�ng �n So�l W�th a Res�st�v�ty of q
E
=100 Ohm.m

Earth�ng 
electrode

30x3 mm Str�p d=20 mm Rod

l 10 m 25 m 50 m 100 m 1 m 1.5 m 3.5 m 7 m

R 30.25
E

13.27 7.07 3.76 84.4 60.55 29.80 16.48

Earth�ng 
electrode

R�ng sect�on (c�rcular)  95mm² Cu d=12.7 mm Foundat�on 30x3 mm Str�p+Iron Armatures+ Concrete

D 20 m 50 m 100 m 150 m 20 m 50 m 100 m 150 m

R 4.67
E

2.05 1.1 0.76 3.18 1.27 0.64 0.42

 Calculat�on of Earth Res�stance Accord�ng to So�l Types

Foundat�on Earth�ng electrode

2q
ER =

E P�.D

Earth�ng rod

q
ER = xln

E 2P�.L

4.L

d

Earth�ng str�p

q
ER = Ln

E P�

2L

d

Earth�ng mesh

q
ER = ln

E 2D

q
E

L

Earth�ng plate

R = ( 0.5+
E 2D

q dE

4.P�.H
)

Earth�ng r�ng

R =
E 

q
E ln

2D.P�

2.P�.D

d

q
E
: So�l res�st�v�ty (Ohm.m)

I: Length of earth�ng electrode (m)

d: If c�rcular, d�ameter (mm) of earth�ng electrode
    If rectangular, half the th�ckness (short s�de) of earth�ng    
    electrode (m)

D: D�ameter of a c�rcle equal to the area covered by the earth�ng electrode (m).

A: Area covered by the earth�ng electrode (m 2)

H: Bury�ng depth measured at center.

So�l Res�st�v�ty Values

Res�st�v�ty of so�l depends on the type, dens�ty, mo�sture and temperature. Although the follow�ng table can be used for d�fferent types 

of so�l, �t's more appropr�ate to use values determ�ned by measurements made on s�te.

So�l Res�st�v�ty �n AC Current 

Type of So�l So�l Res�st�v�ty (Ohm.m)

Bataklık / Swamp 5 - 40

Çamur, K�l / Clay 20 - 200

Kum / Sand 200 - 2500

Çakıl / Gravel 2000 - 3000

Earth�ng Systems
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Part No. Mater�al
Conductor 

D�ameter (mm²)
Strand�ng 

No. (Ø)
Nom�nal 

D�ameter (Ø)
We�ght (m)

ET.C.SW.10 Cu 10 7x1.35 4.20 mm 0,09

ET.C.SW.16 Cu 16 7x1.70 5.10 mm 0,14

ET.C.SW.25 Cu 25 7x2.14 6.42 mm 0,22

ET.C.SW.35 Cu 35 7x2.52 7.56 mm 0,31

ET.C.SW.50 Cu 50 7x3.00 8.90 mm 0,44

ET.C.SW.70 Cu 70 19x2.14 10.70 mm 0,62

ET.C.SW.95 Cu 95 19x2.52 12.60 mm 0,84

ET.C.SW.120 Cu 120 19x2.80 14.20 mm 1,07

ET.C.SW.150 Cu 150 37x2.25 15.75 mm 1,34

ET.C.SW.185 Cu 185 37x2.52 17.64 mm 1,65

ET.C.SW.240 Cu 240 61x2.25 20.25 mm 2,14

Bakır �letkenler EN 60228 Class 2’ye göre üret�lmekted�r.
Copper conductors are manufactured accord�ng to EN 60228 Class 2
Cu: Bakır / Copper

Part No. Mater�al
Conductor

D�ameter (mm²)
Nom�nal  

D�ameter (Ø)
We�ght (m)

ET.C.MW.1.5 Cu 1.5 1.38 mm 0,01

ET.C.MW.2.5 Cu 2.5 1.78 mm 0,02

ET.C.MW.4 Cu 4 2.30 mm 0,04

ET.C.MW.6 Cu 6 2.80 mm 0,05

ET.C.MW.10 Cu 10 3.60 mm 0,09

ET.C.MW.16 Cu 16 4.50 mm 0,14

ET.C.MW.25 Cu 25 5.60 mm 0,22

ET.C.MW.35 Cu 35 6.00 mm 0,31

ET.C.MW.50 Cu 50 8.00 mm 0,44

ET.C.MW.70 Cu 70 9.50 mm 0,63

ET.A.MW.50 Al 50 8.00 mm 0,13

ET.A.MW.70 Al 70 9.50 mm 0,19

Bakır �letkenler EN 13601 - EN 13602’ye göre üret�lmekted�r.
Copper conductors are manufactured accord�ng to EN 13601 - EN 13602.
Alüm�nyum �letkenler EN 755-5’e göre üret�lmekted�r.
Alum�num conductors are manufactured accord�ng to EN 755-5.
Cu: Bakır / Copper
Al: Alüm�nyum / Alum�n�um

Örgülü Bakır İletkenler
Bare Stranded Copper Cable

Mono İletkenler
Bare Sol�d C�rcular

Galvan�z Mono İletkenler
Hot D�p Galvan�zed Mono W�re

Part No. Mater�al
Conductor 
D�ameter

Standard
Co�l S�ze

We�ght (m)

ET.FD.MW.8 StZn 8.0 mm 120 m ~ 0,42

ET.FD.MW.10 StZn 10.0 mm 80 m ~ 0,64

Galvan�z  �letkenler EN 62561-2’e göre üret�lmekted�r.
Galvan�zed conductors are manufactured accord�ng to EN 62561-2.
St: Çel�k /  Steel
Zn:Ç�nko / Z�nc

Earth�ng Systems
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Bakır Şer�tler
Bare Copper Tape

Bakır �letkenler EN 13601’e göre üret�lmekted�r.
Copper conductors are manufactured accord�ng to EN 13601
Cu: Bakır / Copper

Part No. Mater�al
Conductor 
D�ameter

Standard
Co�l S�ze

We�ght (m)

ET.C.TS.252 Cu 25x2 mm 50 m ~ 0,44

ET.C.TS.302 Cu 30x2 mm 50 m ~ 0,53

ET.C.TS.203 Cu 20x3 mm 50 m ~ 0,53

ET.C.TS.253 Cu 25x3 mm 50 m ~ 0,67

ET.C.TS.303 Cu 30x3 mm 50 m ~ 0,80

ET.C.TS.403 Cu 40x3 mm 50 m ~ 1,07

ET.C.TS.205 Cu 20x5 mm 50 m ~ 0,89

ET.C.TS.255 Cu 25x5 mm 50 m ~ 1,11

ET.C.TS.305 Cu 30x5 mm 30 m ~ 1,33

ET.C.TS.405 Cu 40x5 mm 25 m ~ 1,78

ET.C.TS.505 Cu 50x5 mm 20 m ~ 2,22

ET.C.TS.605 Cu 60x5 mm 20 m ~ 2,67

Bakır Lamalar
Hard Drawn Copper Bar

Bakır �letkenler EN 13601’e göre üret�lmekted�r. / Copper conductors are manufactured accord�ng to EN 13601
Cu: Bakır / Copper

Part No. Mater�al
Conductor
D�ameter

Lenght We�ght (m)

ET.C.B.153 Cu 15x3 mm 3 m 0,40

ET.C.B.203 Cu 20x3 mm 5 m 0,53

ET.C.B.253 Cu 25x3 mm 5 m 0,67

ET.C.B.303 Cu 30x3 mm 5 m 0,80

ET.C.B.403 Cu 40x3 mm 5 m 1,07

ET.C.B.205 Cu 20x5 mm 5 m 0,89

ET.C.B.255 Cu 25x5 mm 5 m 1,11

ET.C.B.305 Cu 30x5 mm 5 m 1,33

ET.C.B.405 Cu 40x5 mm 5 m 1,78

ET.C.B.505 Cu 50x5 mm 5 m 2,22

ET.C.B.605 Cu 60x5 mm 5 m 2,67

ET.C.B.805 Cu 80x5 mm 5 m 3,56

ET.C.B.1005 Cu 100x5 mm 5 m 4,45

ET.C.B.1255 Cu 125x5 mm 5 m 5,56

ET.C.B.2010 Cu 20x10 mm 5 m 1,78

ET.C.B.3010 Cu 30x10 mm 5 m 2,67

ET.C.B.4010 Cu 40x10 mm 5 m 3,56

ET.C.B.5010 Cu 50x10 mm 5 m 4,45

ET.C.B.6010 Cu 60x10 mm 5 m 5,34

ET.C.B.8010 Cu 80x10 mm 5 m 7,12

ET.C.B.10010 Cu 100x10 mm 5 m 8,90

ET.C.B.12010 Cu 120x10 mm 5 m 10,68

ET.C.B.15010 Cu 150x10 mm 5 m 13,35

ET.C.B.16010 Cu 160x10 mm 5 m 14,24
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Part No. Mater�al
Cross-Sect�onal 

Area (mm²)
Nom�nal

D�ameter (Ø)
Colour Range We�ght (m)

ET.İCSY.SW.10 Cu 10 6.10 mm S&Y/Green&Yellow 0,11

ET.İCSY.SW.16 Cu 16 6.80 mm S&Y/Green&Yellow 0,17

ET.İCSY.SW.25 Cu 25 8.80 mm S&Y/Green&Yellow 0,26

ET.İCSY.SW.35 Cu 35 9.80 mm S&Y/Green&Yellow 0,35

ET.İCSY.SW.50 Cu 50 11.50 mm S&Y/Green&Yellow 0,50

ET.İCSY.SW.70 Cu 70 13.20 mm S&Y/Green&Yellow 0,68

ET.İCSY.SW.95 Cu 95 15.00 mm S&Y/Green&Yellow 0,93

ET.İCSY.SW.120 Cu 120 17.00 mm S&Y/Green&Yellow 1,17

ET.İCSY.SW.150 Cu 150 19.00 mm S&Y/Green&Yellow 1,45

ET.İCSY.SW.185 Cu 185 21.00 mm S&Y/Green&Yellow 1,85

ET.İCSY.SW.240 Cu 240 24.50 mm S&Y/Green&Yellow 2,35

Pvc Kaplı Örgülü Bakır İletkenler
Pvc Covered Stranded Copper Cable

Bakır �letkenler EN 60228 Class 2’ye göre üret�lmekted�r.
Copper conductors are manufactured accord�ng to EN 60228 Class 2
Cu: Bakır / Copper

Pvc Kaplı Mono Bakır İletkenler
Pvc Covered Copper Sol�d C�rcular

Bakır �letkenler EN 13601’e göre üret�lmekted�r. 
Copper conductors are manufactured accord�ng to EN 13601 
Cu: Bakır / Copper

Part No. Mater�al
Conductor

D�ameter (mm²)
Nom�nal

D�ameter (Ø)
Colour Range We�ght (m)

ET.İCSY.MW.50 Cu 50 10.00 mm S&Y/Green&Yellow 0,49

ET.İCSY.MW.70 Cu 70 11.50 mm S&Y/Green&Yellow 0,68

ET.İCS.MW.50 Cu 50 10.00 mm S�yah/Black 0,49

ET.İCS.MW.70 Cu 70 11.50 mm S�yah/Black 0,68

Part No. Mater�al
Conductor 
D�ameter 

Standard
Co�l S�ze

We�ght (m)

ET.FD.TS.303 StZn 30x3 mm 50 m ~ 0,73

ET.FD.TS.3035 StZn 30x3.5 mm 50 m ~ 0,85

ET.FD.TS.304 StZn 30x4 mm 50 m ~ 0,96

ET.FD.TS.305 StZn 30x5 mm 40 m ~ 1,20

ET.FD.TS.353 StZn 35x3 mm 50 m ~ 0,85

ET.FD.TS.254 StZn 25x4 mm 50 m ~ 0,80

ET.FD.TS.403 StZn 40x3 mm 50 m ~ 0,96

ET.FD.TS.404 StZn 40x4 mm 40 m ~ 1,30

ET.FD.TS.405 StZn 40x5 mm 40 m ~ 1,60

ET.FD.TS.504 StZn 50x4 mm 40 m ~ 1,60

ET.FD.TS.505 StZn 50x5 mm 40 m ~ 2,00

ET.FD.TS.506 StZn 50x6 mm 6 m 2,40

ET.FD.TS.605 StZn 60x5 mm 6 m 2,40

Galvan�z şer�tler
Hot D�p Galvan�zed Str�p

Galvan�z  �letkenler EN 62561-2’e göre üret�lmekted�r.
Galvan�zed conductors are manufactured accord�ng to EN 62561-2
St: Çel�k / Steel Zn: Ç�nko / Z�nc
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Part No. Mater�al D�ameter
Threaded  

S�ze
Lenght We�ght (each)

ET.C.TE.14100 Cu 14 mm M.8 1000 mm 1,35

ET.C.TE.14150 Cu 14 mm M.8 1500 mm 2,04

ET.C.TE.16100 Cu 16 mm M.10 1000 mm 1,77

ET.C.TE.16150 Cu 16 mm M.10 1500 mm 2,67

ET.C.TE.16175 Cu 16 mm M.10 1750 mm 3,11

ET.C.TE.16200 Cu 16 mm M.10 2000 mm 3,56

ET.C.TE.16300 Cu 16 mm M.10 3000 mm 5,35

ET.C.TE.18100 Cu 18 mm M.12 1000 mm 2,23

ET.C.TE.18150 Cu 18 mm M.12 1500 mm 3,37

ET.C.TE.18175 Cu 18 mm M.12 1750 mm 3,93

ET.C.TE.18200 Cu 18 mm M.12 2000 mm 4,50

ET.C.TE.18300 Cu 18 mm M.12 3000 mm 6,80

ET.C.TE.20100 Cu 20 mm M.12 1000 mm 2,76

ET.C.TE.20150 Cu 20 mm M.12 1500 mm 4,15

ET.C.TE.20175 Cu 20 mm M.12 1750 mm 4,85

ET.C.TE.20200 Cu 20 mm M.12 2000 mm 5,55

ET.C.TE.20300 Cu 20 mm M.12 3000 mm 8,35

Bakır Elektrodlar
Sol�d Copper Earth Rod

Bakır Elektrodlar EN 62561-2’e göre üret�lmekted�r / Copper electrodes are manufactured accord�ng to EN 62561-2
Cu: Bakır /  Copper

Part No. Mater�al D�ameter Lenght We�ght (each)

ET.C.TES.14100 Cu 14 mm 1000 mm 1,35

ET.C.TES.14150 Cu 14 mm 1500 mm 2,04

ET.C.TES.16100 Cu 16 mm 1000 mm 1,77

ET.C.TES.16150 Cu 16 mm 1500 mm 2,67

ET.C.TES.16175 Cu 16 mm 1750 mm 3,11

ET.C.TES.16200 Cu 16 mm 2000 mm 3,56

ET.C.TES.16300 Cu 16 mm 3000 mm 5,35

ET.C.TES.18100 Cu 18 mm 1000 mm 2,23

ET.C.TES.18150 Cu 18 mm 1500 mm 3,37

ET.C.TES.18175 Cu 18 mm 1750 mm 3,93

ET.C.TES.18200 Cu 18 mm 2000 mm 4,50

ET.C.TES.18300 Cu 18 mm 3000 mm 6,80

ET.C.TES.20100 Cu 20 mm 1000 mm 2,76

ET.C.TES.20150 Cu 20 mm 1500 mm 4,15

ET.C.TES.20175 Cu 20 mm 1750 mm 4,85

ET.C.TES.20200 Cu 20 mm 2000 mm 5,55

ET.C.TES.20300 Cu 20 mm 3000 mm 8,35

Bakır Elektrodlar EN 62561-2’e göre üret�lmekted�r. / Copper electrodes are manufactured accord�ng to EN 62561-2
Cu: Bakır /  Copper    Sn: Kalay / T�n

Bakır Elektrodlar
Sol�d Copper Earth Rod
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Part No. Mater�al D�ameter
Copper 

Th�ckness
Threaded 

S�ze
Lenght We�ght (each)

ET.CF.TE.18100 StCu 18 mm 1.0 mm M.12 1000 mm 2,05

ET.CF.TE.18150 StCu 18 mm 1.0 mm M.12 1500 mm 3,05

ET.CF.TE.18175 StCu 18 mm 1.0 mm M.12 1750 mm 3,58

ET.CF.TE.18200 StCu 18 mm 1.0 mm M.12 2000 mm 4,10

ET.CF.TE.18300 StCu 18 mm 1.0 mm M.12 3000 mm 6,16

ET.CF.TE.20100 StCu 20 mm 1.0 mm M.12 1000 mm 2,55

ET.CF.TE.20150 StCu 20 mm 1.0 mm M.12 1500 mm 3,80

ET.CF.TE.20175 StCu 20 mm 1.0 mm M.12 1750 mm 4,45

ET.CF.TE.20200 StCu 20 mm 1.0 mm M.12 2000 mm 5,10

ET.CF.TE.20300 StCu 20 mm 1.0 mm M.12 3000 mm 7,65

Bakır Boru Geçme Çel�k Elektrodlar
Copper Plated Steel Earth Rod

Bakır Elektrodlar EN 62561-2’e göre üret�lmekted�r.
Copper electrodes are manufactured accord�ng to EN 62561-2
St: Çel�k / Steel Cu: Bakır / Copper

Part No. Mater�al Product Descr�pt�on Spanner
Threaded  

S�ze
We�ght 
(each)

ET.FE.ECV.10 St Çakma Takozu / Dr�v�ng Stud 17 mm M.10 0,02

ET.FE.ECV.12 St Çakma Takozu / Dr�v�ng Stud 19 mm M.12 0,02

ET.SS.ECV.10 Va Çakma Takozu / Dr�v�ng Stud 17 mm M.10 0,02

ET.SS.ECV.12 Va Çakma Takozu / Dr�v�ng Stud 19 mm M.12 0,02

ET.FE.ESV.10 St S�vr� Uç / Sp�ke 17 mm M.10 0,02

ET.FE.ESV.12 St S�vr� Uç / Sp�ke 19 mm M.12 0,02

ET.SS.ESV.10 Va S�vr� Uç / Sp�ke 17 mm M.10 0,02

ET.SS.ESV.12 Va S�vr� Uç / Sp�ke 19 mm M.12 0,02

ET.FE.EAV.10 St Ara Bağlantı / Coupl�ng Dowel M.10 0,01

ET.FE.EAV.12 St Ara Bağlantı / Coupl�ng Dowel M.12 0,02

ET.SS.EAV.10 Va Ara Bağlantı / Coupl�ng Dowel M.10 0,01

ET.SS.EAV.12 Va Ara Bağlantı / Coupl�ng Dowel M.12 0,02

Elektrod Bağlantı Aksesuarları
Electrode Connect�on Accessor�es

St: Çel�k / Steel
Va: Paslanmaz Çel�k / Sta�nless Steel

ET.FD.TE.20100 StZn 20 mm 1.0 mm M.12 1000 mm 2,55

StZn 20 mm 1.0 mm M.12 1500 mm 3,80

StZn 20 mm 1.0 mm M.12 1750 mm 4,45

StZn 20 mm 1.0 mm M.12 2000 mm 5,10

StZn 20 mm 1.0 mm M.12 3000 mm 7,65

ET.FD.TE.20150

ET.FD.TE.20175

ET.FD.TE.20200

ET.FD.TE.20300

Earth�ng Systems

Zn:Ç�nko / Z�nc



234

Galvan�z Elektrodlar
Hot D�p Galvan�zed Earth Rod

Galvan�z Elektrodlar  EN 62561-2’e göre üret�lmekted�r.
Galvan�zed electrodes are manufactured accord�ng to EN 62561-2
St: Çel�k / Steel     Zn:Ç�nko / Z�nc

Part No. Mater�al D�mens�ons Lenght We�ght (each)

ET.FD.TKK.404100 StZn 40x40x4 mm 1000 mm 2,40

ET.FD.TKK.404150 StZn 40x40x4 mm 1500 mm 3,60

ET.FD.TKK.505100 StZn 50x50x5 mm 1000 mm 3,90

ET.FD.TKK.505150 StZn 50x50x5 mm 1500 mm 5,80

ET.FD.TKK.505200 StZn 50x50x5 mm 2000 mm 7,80

ET.FD.TKK.604100 StZn 60x60x4 mm 1000 mm 3,70

ET.FD.TKK.604150 StZn 60x60x4 mm 1500 mm 5,60

ET.FD.TKK.604200 StZn 60x60x4 mm 2000 mm 7,40

ET.FD.TKK.605100 StZn 60x60x5 mm 1000 mm 4,60

ET.FD.TKK.605150 StZn 60x60x5 mm 1500 mm 6,90

ET.FD.TKK.605200 StZn 60x60x5 mm 2000 mm 9,10

ET.FD.TKK.606100 StZn 60x60x6 mm 1000 mm 5,40

ET.FD.TKK.606150 StZn 60x60x6 mm 1500 mm 8,10

ET.FD.TKK.606200 StZn 60x60x6 mm 2000 mm 11,00

ET.FD.TKK.655100 StZn 65x65x5 mm 1000 mm 4,90

ET.FD.TKK.655150 StZn 65x65x5 mm 1500 mm 7,50

ET.FD.TKK.655200 StZn 65x65x5 mm 2000 mm 10,00

ET.FD.TKK.656100 StZn 65x65x6 mm 1000 mm 6,20

ET.FD.TKK.656150 StZn 65x65x6 mm 1500 mm 9,00

ET.FD.TKK.656200 StZn 65x65x6 mm 2000 mm 12,00

ET.FD.TKK.657100 StZn 65x65x7 mm 1000 mm 7,00

ET.FD.TKK.657150 StZn 65x65x7 mm 1500 mm 10,50

ET.FD.TKK.657200 StZn 65x65x7 mm 2000 mm 14,00

Part No. Mater�al D�ameter
D

Lenght We�ght (each)

ET.FD.TES.16100 StZn 16 mm 1000 mm 1,60

ET.FD.TES.16150 StZn 16 mm 1500 mm 2,40

ET.FD.TES.16200 StZn 16 mm 2000 mm 3,20

ET.FD.TES.18100 StZn 18 mm 1000 mm 2,00

ET.FD.TES.18150 StZn 18 mm 1500 mm 3,00

ET.FD.TES.18200 StZn 18 mm 2000 mm 4,00

ET.FD.TES.20100 StZn 20 mm 1000 mm 2,50

ET.FD.TES.20150 StZn 20 mm 1500 mm 3,75

ET.FD.TES.20200 StZn 20 mm 2000 mm 5,00

Galvan�z Elektrodlar  EN 62561-2’e göre üret�lmekted�r.
Galvan�zed electrodes are manufactured accord�ng to EN 62561-2
St: Çel�k / Steel     
Zn:Ç�nko / Z�nc

Galvan�z Elektrodlar
Hot D�p Galvan�zed Earth Rod

Earth�ng Systems
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Part No. Mater�al D�mens�ons He�ght We�ght (each)

ET.PVC.TR.000 Pvc 300x300 mm 210 mm 1,80

Pvc Topraklama Rogarı
Pvc Inspect�on P�t

Part No. Mater�al D�mens�ons He�ght We�ght (each)

ET.BTN.TR.400200 Beton / Concrete 400x400 mm 200 mm 39,00

ET.BTN.TR.400400 Beton / Concrete 400x400 mm 400 mm 57,00

ET.BTN.TR.500300 Beton / Concrete 500x500 mm 300 mm 85,00

ET.BTN.TR.500500 Beton / Concrete 500x500 mm 500 mm 120,00

Beton Topraklama Rogarı
Concrete Inspect�on P�t

Earth�ng Systems

Galvan�z Topraklama Rogarı
Galvan�zed Inspect�on P�t

Part No. Mater�al D�mens�ons He�ght We�ght (each)

ET.FD.TR.300 StZn 300x300 mm 300 mm 9,00

ET.FD.TR.400 StZn 400x400 mm 400 mm 12,90

St: Çel�k / Steel
Zn:Ç�nko / Z�nc
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Bakır Topraklama Levhaları
Copper Earth Plate

Part No. Mater�al D�mens�ons Th�ckness We�ght (each)

ET.C.TL.70010 Cu 700x700 mm 1.0 mm 4,36

ET.C.TL.70015 Cu 700x700 mm 1.5 mm 6,54

ET.C.TL.70020 Cu 700x700 mm 2.0 mm 8,72

ET.C.TL.70030 Cu 700x700 mm 3.0 mm 13,08

ET.C.TL.70040 Cu 700x700 mm 4.0 mm 17,44

ET.C.TL.70050 Cu 700x700 mm 5.0 mm 21,80

ET.C.TL.100010 Cu 1000x1000 mm 1.0 mm 8,90

ET.C.TL.100015 Cu 1000x1000 mm 1.5 mm 13,35

ET.C.TL.100020 Cu 1000x1000 mm 2.0 mm 17,80

ET.C.TL.100025 Cu 1000x1000 mm 2.5 mm 22,25

ET.C.TL.100030 Cu 1000x1000 mm 3.0 mm 26,70

ET.C.TL.100040 Cu 1000x1000 mm 4.0 mm 35,60

ET.C.TL.100050 Cu 1000x1000 mm 5.0 mm 44,50

Part No. Mater�al D�mens�ons Th�ckness We�ght (each)

ET.C.TLA.1005020 Cu 1000x500 mm 2.0 mm 2,00

ET.C.TLA.10010020 Cu 1000x1000 mm 2.0 mm 4,00

Part No. Mater�al D�mens�ons Th�ckness We�ght (each)

ET.FD.TL.100010 StZn 1000x500 mm 1.0 mm 4,00

ET.FD.TL.100020 StZn 1000x500 mm 2.0 mm 8,00

ET.FD.TL.100025 StZn 1000x500 mm 2.5 mm 10,00

ET.FD.TL.100030 StZn 1000x500 mm 3.0 mm 12,00

Galvan�z Topraklama Levhaları
Galvan�zed Earth Plate

Bakır Topraklama Levhaları - Kafes T�p
Copper Earth Plate - Latt�ce Type

Cu: Bakır / Copper

Cu: Bakır / Copper

St: Çel�k / Steel
Zn: Ç�nko / Z�nc

Earth�ng Systems
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Toprak İy�leşt�r�c� Komponent
Ground Enhancement Component

Part No. We�ght (each)

ET.00.MT.12 12,00

Toprak İy�leşt�r�c� Komponent
Ground Enhancement Component

Part No. We�ght (each)

ET.00.MT.11 11,20

Topraklama geç�ş d�renc�; Toprağa çakılan/gömülen �letkenler�n yüzey� �le toprak arasındak� temastan 
dolayı oluşan b�r d�rençt�r. Topraklama d�renc�n� �sten�len sev�yeye düşüreb�lmem�z, düşük topraklama 
geç�ş d�rençler�yle sağlanab�l�r. Topraklama Katkı Komponent� topraklama elektrodları �le toprak 
arasındak� elektr�ksel �letkenl�ğ� artıran �yon yapısı kuvvetl� malzemelerd�r.

Earth�ng trans�t�on res�stance �s generated as a result of the contact between the so�l and the 
conductors �nserted/bur�ed. Decreas�ng the earth�ng res�stance to a des�red level �s poss�ble w�th 
low trans�t�on res�stance. Earth�ng enhancement mater�als are �on�zed powders that �ncrease the 
conduct�v�ty between the so�l and the earth�ng electrodes.

• Kolay Uygulanır
Easy appl�cat�on

• Her Türlü Toprakta Kullanılır 
Appl�cable to any type of so�l

• Hava Şartlarından Etk�lenmez 
Weather-proof

• Per�od�k olarak kontrol ed�lmes�ne gerek yoktur
Does not requ�re per�od�cal check

Earth�ng Systems
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Toprak İy�leşt�r�c� Komponent
Ground Enhancement Component
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Yatay (Şer�t ve Yuvarlak Kes�t) İletkenler �ç�n uygulama detayı
Appl�cat�on deta�ls for str�p and round sect�on conductors

D�key Elektrodlar �ç�n uygulama detayı
Appl�cat�on deta�ls for vert�cal electrodes
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Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.C.TKE.203.620E Cu M.6x20 20x3 mm 20x3 mm 0,19

ET.C.TKE.253.620E Cu M.6x20 25x3 mm 25x3 mm 0,19

ET.C.TKE.303.620E Cu M.6x20 30x3 mm 30x3 mm 0,19

ET.C.TKE.305.620E Cu M.6x20 30x5 mm 30x5 mm 0,19

ET.C.TKE.403.620E Cu M.6x20 40x3 mm 40x3 mm 0,24

ET.C.TKE.203.620SS Cu M.6x20 20x3 mm 20x3 mm 0,19

ET.C.TKE.253.620SS Cu M.6x20 25x3 mm 25x3 mm 0,19

ET.C.TKE.303.620SS Cu M.6x20 30x3 mm 30x3 mm 0,19

ET.C.TKE.305.620SS Cu M.6x20 30x5 mm 30x5 mm 0,19

ET.C.TKE.403.620SS Cu M.6x20 40x3 mm 40x3 mm 0,24

Bakır Bağlantı Klemensler�
Copper Square Clamp

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) suffixes denote bolt propert�es.

a
b

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.FD.TKE.203.620E StZn M.6x20 20x3 mm 20x3 mm 0,19

ET.FD.TKE.253.620E StZn M.6x20 25x3 mm 25x3 mm 0,19

ET.FD.TKE.303.620E StZn M.6x20 30x3 mm 30x3 mm 0,19

ET.FD.TKE.305.620E StZn M.6x20 30x5 mm 30x5 mm 0,19

ET.FD.TKE.404.620E StZn M.6x20 40x4 mm 40x4 mm 0,24

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�zed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.  
Square bolts for easy �nstallat�on

b
a

ET.FD.TKE.505.825E StZn M.8x25 50x5 mm 50x5 mm 0,40

ET.FD.TKE.605.825E StZn M.8x25 60x5 mm 60x5 mm 0,55

Earth�ng Systems
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Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.C.TKE.30325.620E Cu M.6x20 30x3 mm 25 mm² 0,19

ET.C.TKE.30335.620E Cu M.6x20 30x3 mm 35 mm² 0,19

ET.C.TKE.30350.620E Cu M.6x20 30x3 mm 50 mm² 0,20

ET.C.TKE.30370.620E Cu M.6x20 30x3 mm 70 mm² 0,20

ET.C.TKE.30395.620E Cu M.6x20 30x3 mm 95 mm² 0,20

ET.C.TKE.40325.620E Cu M.6x20 40x3 mm 25 mm² 0,24

ET.C.TKE.40335.620E Cu M.6x20 40x3 mm 35 mm² 0,24

ET.C.TKE.40350.620E Cu M.6x20 40x3 mm 50 mm² 0,25

ET.C.TKE.40370.620E Cu M.6x20 40x3 mm 70 mm² 0,25

ET.C.TKE.40395.620E Cu M.6x20 40x3 mm 95 mm² 0,26

ET.C.TKE.403120.620E Cu M.6x20 40x3 mm 120 mm² 0,26

Bakır Bağlantı Klemensler�
Copper Square Clamp

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.

a
b

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor

D�ameter (b)
We�ght (each)

ET.FD.TKE.30325.620E StZn M.6x20 30x3 mm 25 mm² 0,19

ET.FD.TKE.30335.620E StZn M.6x20 30x3 mm 35 mm² 0,19

ET.FD.TKE.30350.620E StZn M.6x20 30x3 mm 50 mm² 0,19

ET.FD.TKE.30370.620E StZn M.6x20 30x3 mm 70 mm² 0,20

ET.FD.TKE.30395.620E StZn M.6x20 30x3 mm 95 mm² 0,20

ET.FD.TKE.40425.620E StZn M.6x20 40x4 mm 25 mm² 0,24

ET.FD.TKE.40435.620E StZn M.6x20 40x4 mm 35 mm² 0,24

ET.FD.TKE.40450.620E StZn M.6x20 40x4 mm 50 mm² 0,24

ET.FD.TKE.40470.620E StZn M.6x20 40x4 mm 70 mm² 0,24

ET.FD.TKE.40495.620E StZn M.6x20 40x4 mm 95 mm² 0,24

ET.FD.TKE.404120.620E StZn M.6x20 40x4 mm 120 mm² 0,25

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�zed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.  
Square bolts for easy �nstallat�on

ba
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Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.C.TKE.30308.620E Cu M.6x20 30x3 mm 8.0 mm 0,19

ET.C.TKE.30310.620E Cu M.6x20 30x3 mm 10.0 mm 0,19

ET.C.TKE.30312.620E Cu M.6x20 30x3 mm 12.0 mm 0,19

ET.C.TKE.30316.620E Cu M.6x20 30x3 mm 16.0 mm 0,20

ET.C.TKE.30318.620E Cu M.6x20 30x3 mm 18.0 mm 0,20

ET.C.TKE.30320.620E Cu M.6x20 30x3 mm 20.0 mm 0,20

ET.C.TKE.30322.620E Cu M.6x20 30x3 mm 22.0 mm 0,20

ET.C.TKE.30326.620E Cu M.6x20 30x3 mm 26.0 mm 0,21

Bakır Bağlantı Klemensler�
Copper Square Clamp

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.

a
b

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar D�ameter 

(b)
We�ght (each)

ET.FD.TKE.30308.620E StZn M.6x20 30x3 mm 8.0 mm 0,19

ET.FD.TKE.30310.620E StZn M.6x20 30x3 mm 10.0 mm 0,19

ET.FD.TKE.30312.620E StZn M.6x20 30x3 mm 12.0 mm 0,19

ET.FD.TKE.30316.620E StZn M.6x20 30x3 mm 16.0 mm 0,20

ET.FD.TKE.30318.620E StZn M.6x20 30x3 mm 18.0 mm 0,20

ET.FD.TKE.30320.620E StZn M.6x20 30x3 mm 20.0 mm 0,20

ET.FD.TKE.30322.620E StZn M.6x20 30x3 mm 22.0 mm 0,20

ET.FD.TKE.30326.620E StZn M.6x20 30x3 mm 26.0 mm 0,21

ET.FD.TKE.30332.620E StZn M.6x20 30x3 mm 32.0 mm 0,28

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�zed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.  
Square bolts for easy �nstallat�on

b
a
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Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.C.TKE.40408.620E Cu M.6x20 40x4 mm 8.0 mm 0,24

ET.C.TKE.40410.620E Cu M.6x20 40x4 mm 10.0 mm 0,24

ET.C.TKE.40412.620E Cu M.6x20 40x4 mm 12.0 mm 0,24

ET.C.TKE.40416.620E Cu M.6x20 40x4 mm 16.0 mm 0,25

ET.C.TKE.40418.620E Cu M.6x20 40x4 mm 18.0 mm 0,25

ET.C.TKE.40420.620E Cu M.6x20 40x4 mm 20.0 mm 0,25

ET.C.TKE.40422.620E Cu M.6x20 40x4 mm 22.0 mm 0,25

ET.C.TKE.40426.620E Cu M.6x20 40x4 mm 26.0 mm 0,26

Bakır Bağlantı Klemensler�
Copper Square Clamp

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) sufExes denote bolt propert�es.

a
b

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar

D�ameter (b)
We�ght (each)

ET.FD.TKE.40408.620E StZn M.6x20 40x4 mm 8.0 mm 0,24

ET.FD.TKE.40410.620E StZn M.6x20 40x4 mm 10.0 mm 0,24

ET.FD.TKE.40412.620E StZn M.6x20 40x4 mm 12.0 mm 0,24

ET.FD.TKE.40416.620E StZn M.6x20 40x4 mm 16.0 mm 0,25

ET.FD.TKE.40418.620E StZn M.6x20 40x4 mm 18.0 mm 0,25

ET.FD.TKE.40420.620E StZn M.6x20 40x4 mm 20.0 mm 0,26

ET.FD.TKE.40422.620E StZn M.6x20 40x4 mm 22.0 mm 0,26

ET.FD.TKE.40426.620E StZn M.6x20 40x4 mm 26.0 mm 0,27

ET.FD.TKE.40432.620E StZn M.6x20 40x4 mm 32.0 mm 0,29

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�zed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) sufExes denote bolt propert�es
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.  
Square bolts for easy �nstallat�on.

b
a

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.C.TKE.40408.620E Cu M.6x20 40x4 mm 8.0 mm 0,24

ET.C.TKE.40410.620E Cu M.6x20 40x4 mm 10.0 mm 0,24

ET.C.TKE.40412.620E Cu M.6x20 40x4 mm 12.0 mm 0,24

ET.C.TKE.40416.620E Cu M.6x20 40x4 mm 16.0 mm 0,25

ET.C.TKE.40418.620E Cu M.6x20 40x4 mm 18.0 mm 0,25

ET.C.TKE.40420.620E Cu M.6x20 40x4 mm 20.0 mm 0,25

ET.C.TKE.40422.620E Cu M.6x20 40x4 mm 22.0 mm 0,25

ET.C.TKE.40426.620E Cu M.6x20 40x4 mm 26.0 mm 0,26

Bakır Bağlantı Klemensler�
Copper Square Clamp

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) sufExes denote bolt propert�es.

a
b

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar

D�ameter (b)
We�ght (each)

ET.FD.TKE.40408.620E StZn M.6x20 40x4 mm 8.0 mm 0,24

ET.FD.TKE.40410.620E StZn M.6x20 40x4 mm 10.0 mm 0,24

ET.FD.TKE.40412.620E StZn M.6x20 40x4 mm 12.0 mm 0,24

ET.FD.TKE.40416.620E StZn M.6x20 40x4 mm 16.0 mm 0,25

ET.FD.TKE.40418.620E StZn M.6x20 40x4 mm 18.0 mm 0,25

ET.FD.TKE.40420.620E StZn M.6x20 40x4 mm 20.0 mm 0,26

ET.FD.TKE.40422.620E StZn M.6x20 40x4 mm 22.0 mm 0,26

ET.FD.TKE.40426.620E StZn M.6x20 40x4 mm 26.0 mm 0,27

ET.FD.TKE.40432.620E StZn M.6x20 40x4 mm 32.0 mm 0,29

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�zed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) sufExes denote bolt propert�es
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.  
Square bolts for easy �nstallat�on.

b
a
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Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.C.TKE.25.620E Cu M.6x20 25 mm² 25 mm² 0,18

ET.C.TKE.2535.620E Cu M.6x20 25 mm² 35 mm² 0,18

ET.C.TKE.2550.620E Cu M.6x20 25 mm² 50 mm² 0,18

ET.C.TKE.2570.620E Cu M.6x20 25 mm² 70 mm² 0,18

ET.C.TKE.2595.620E Cu M.6x20 25 mm² 95 mm² 0,18

ET.C.TKE.25120.620E Cu M.6x20 25 mm² 120 mm² 0,18

ET.C.TKE.25150.620E Cu M.6x20 25 mm² 150 mm² 0,19

ET.C.TKE.25185.620E Cu M.6x20 25 mm² 185 mm² 0,19

ET.C.TKE.25240.620E Cu M.6x20 25 mm² 240 mm² 0,20

Bakır Bağlantı Klemensler�
Copper Square Clamp

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.

a
b

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
We�ght (each)

ET.C.TKE.35.620E Cu M.6x20 35 mm² 35 mm² 0,18

ET.C.TKE.3550.620E Cu M.6x20 35 mm² 50 mm² 0,18

ET.C.TKE.3570.620E Cu M.6x20 35 mm² 70 mm² 0,18

ET.C.TKE.3595.620E Cu M.6x20 35 mm² 95 mm² 0,18

ET.C.TKE.35120.620E Cu M.6x20 35 mm² 120 mm² 0,18

ET.C.TKE.35150.620E Cu M.6x20 35 mm² 150 mm² 0,19

ET.C.TKE.35185.620E Cu M.6x20 35 mm² 185 mm² 0,19

ET.C.TKE.35240.620E Cu M.6x20 35 mm² 240 mm² 0,20

Bakır Bağlantı Klemensler�
Copper Square Clamp

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es. 

a
b
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Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar

D�ameter (b)
We�ght (each)

ET.FD.TKE.08.620E StZn M.6x20 8.0 mm 8.0 mm 0,19

ET.FD.TKE.0810.620E StZn M.6x20 8.0 mm 10.0 mm 0,19

ET.FD.TKE.0816.620E StZn M.6x20 8.0 mm 16.0 mm 0,20

ET.FD.TKE.0818.620E StZn M.6x20 8.0 mm 18.0 mm 0,20

ET.FD.TKE.0820.620E StZn M.6x20 8.0 mm 20.0 mm 0,20

ET.FD.TKE.0822.620E StZn M.6x20 8.0 mm 22.0 mm 0,20

ET.FD.TKE.0826.620E StZn M.6x20 8.0 mm 26.0 mm 0,21

ET.FD.TKE.0832.620E StZn M.6x20 8.0 mm 32.0 mm 0,23

ET.FD.TKE.10.620E StZn M.6x20 10.0 mm 10.0 mm 0,19

ET.FD.TKE.1016.620E StZn M.6x20 10.0 mm 16.0 mm 0,20

ET.FD.TKE.1018.620E StZn M.6x20 10.0 mm 18.0 mm 0,20

ET.FD.TKE.1020.620E StZn M.6x20 10.0 mm 20.0 mm 0,20

ET.FD.TKE.1022.620E StZn M.6x20 10.0 mm 22.0 mm 0,20

ET.FD.TKE.1026.620E StZn M.6x20 10.0 mm 26.0 mm 0,21

ET.FD.TKE.12.620E StZn M.6x20 12.0 mm 12.0 mm 0,19

ET.FD.TKE.1216.620E StZn M.6x20 12.0 mm 16.0 mm 0,20

ET.FD.TKE.1218.620E StZn M.6x20 12.0 mm 18.0 mm 0,20

ET.FD.TKE.1220.620E StZn M.6x20 12.0 mm 20.0 mm 0,21

ET.FD.TKE.1222.620E StZn M.6x20 12.0 mm 22.0 mm 0,21

ET.FD.TKE.1226.620E StZn M.6x20 12.0 mm 26.0 mm 0,21

ET.FD.TKE.16.620E StZn M.6x20 16.0 mm 16.0 mm 0,21

ET.FD.TKE.1618.620E StZn M.6x20 16.0 mm 18.0 mm 0,21

ET.FD.TKE.1620.620E StZn M.6x20 16.0 mm 20.0 mm 0,22

ET.FD.TKE.1622.620E StZn M.6x20 16.0 mm 22.0 mm 0,22

ET.FD.TKE.1626.620E StZn M.6x20 16.0 mm 26.0 mm 0,22

ET.FD.TKE.20.620E StZn M.6x20 20.0 mm 20.0 mm 0,22

ET.FD.TKE.2022.620E StZn M.6x20 20.0 mm 22.0 mm 0,22

ET.FD.TKE.2026.620E StZn M.6x20 20.0 mm 26.0 mm 0,23

Galvan�z Bağlantı Klemensler�
Hot D�p Galvan�zed Square Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) sufExes denote bolt propert�es.
K�l�tl� T�p Özell�ğ�: Kullanıcıya montaj kolaylığı sunmaktadır.   
Square bolts for easy �nstallat�on.

ba
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Elektrod Bağlantı Klemensler� (J T�p�)
Rod to Tape Clamp (Type J)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter

We�ght (each)

ET.C.EKJ.16203.825E Cu M.8x25 16.0 mm 20x3 mm 0,35

ET.C.EKJ.16253.825E Cu M.8x25 16.0 mm 25x3 mm 0,35

ET.C.EKJ.16303.825E Cu M.8x25 16.0 mm 30x3 mm 0,35

ET.C.EKJ.16404.825E Cu M.8x25 16.0 mm 40x4 mm 0,35

ET.C.EKJ.18203.825E Cu M.8x25 18.0 mm 20x3 mm 0,35

ET.C.EKJ.18253.825E Cu M.8x25 18.0 mm 25x3 mm 0,35

ET.C.EKJ.18303.825E Cu M.8x25 18.0 mm 30x3 mm 0,35

ET.C.EKJ.18404.825E Cu M.8x25 18.0 mm 40x4 mm 0,35

ET.C.EKJ.20203.825E Cu M.8x25 20.0 mm 20x3 mm 0,35

ET.C.EKJ.20253.825E Cu M.8x25 20.0 mm 25x3 mm 0,35

ET.C.EKJ.20303.825E Cu M.8x25 20.0 mm 30x3 mm 0,35

ET.C.EKJ.20404.825E Cu M.8x25 20.0 mm 40x4 mm 0,35

Cu: Bakır / Copper   
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Elektrod Bağlantı Klemensler� (J T�p�)
Rod to Cable Clamp (Type J)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter

We�ght (each)

ET.C.EKJ.16235.825E Cu M.8x25 16.0 mm 2x35 mm² 0,25

ET.C.EKJ.16250.825E Cu M.8x25 16.0 mm 2x50 mm² 0,25

ET.C.EKJ.16270.825E Cu M.8x25 16.0 mm 2x70 mm² 0,25

ET.C.EKJ.16295.825E Cu M.8x25 16.0 mm 2x95 mm² 0,25

ET.C.EKJ.162120.825E Cu M.8x25 16.0 mm 2x120 mm² 0,25

ET.C.EKJ.18235.825E Cu M.8x25 18.0 mm 2x35 mm² 0,25

ET.C.EKJ.18250.825E Cu M.8x25 18.0 mm 2x50 mm² 0,25

ET.C.EKJ.18270.825E Cu M.8x25 18.0 mm 2x70 mm² 0,25

ET.C.EKJ.18295.825E Cu M.8x25 18.0 mm 2x95 mm² 0,25

ET.C.EKJ.182120.825E Cu M.8x25 18.0 mm 2x120 mm² 0,25

ET.C.EKJ.20235.825E Cu M.8x25 20.0 mm 2x35 mm² 0,25

ET.C.EKJ.20250.825E Cu M.8x25 20.0 mm 2x50 mm² 0,25

ET.C.EKJ.20270.825E Cu M.8x25 20.0 mm 2x70 mm² 0,25

ET.C.EKJ.20295.825E Cu M.8x25 20.0 mm 2x95 mm² 0,25

ET.C.EKJ.202120.825E Cu M.8x25 20.0 mm 2x120 mm² 0,25

Cu: Bakır / Copper   
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Earth�ng Systems

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar

D�ameter (b)
We�ght (each)

ET.FD.TKD.30308.825E StZn M.8x25 30x3 mm 8.0 mm 0,22

ET.FD.TKD.30312.825E StZn M.8x25 30x3 mm 12.0 mm 0,22

ET.FD.TKD.30316.825E StZn M.8x25 30x3 mm 16.0 mm 0,22

ET.FD.TKD.30320.825E StZn M.8x25 30x3 mm 20.0 mm 0,22

ET.FD.TKD.30326.825E StZn M.8x25 30x3 mm 26.0 mm 0,23

ET.FD.TKD.40408.825E StZn M.8x25 40x4 mm 8.0 mm 0,26

ET.FD.TKD.40412.825E StZn M.8x25 40x4 mm 12.0 mm 0,26

ET.FD.TKD.40416.825E StZn M.8x25 40x4 mm 16.0 mm 0,26

ET.FD.TKD.40420.825E StZn M.8x25 40x4 mm 20.0 mm 0,26

ET.FD.TKD.40426.825E StZn M.8x25 40x4 mm 26.0 mm 0,27

Galvan�z D�key Bağlantı Klemensler�
Hot D�p Galvan�zed Vert�cal Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar

D�ameter (b)
We�ght (each)

ET.FD.TKY.30308.825E StZn M.8x25 30x3 mm 8.0 mm 0,22

ET.FD.TKY.30312.825E StZn M.8x25 30x3 mm 12.0 mm 0,22

ET.FD.TKY.30316.825E StZn M.8x25 30x3 mm 16.0 mm 0,22

ET.FD.TKY.30320.825E StZn M.8x25 30x3 mm 20.0 mm 0,22

ET.FD.TKY.30322.825E StZn M.8x25 30x3 mm 22.0 mm 0,22

ET.FD.TKY.30326.825E StZn M.8x25 30x3 mm 26.0 mm 0,22

ET.FD.TKY.40408.825E StZn M.8x25 40x4 mm 8.0 mm 0,26

ET.FD.TKY.40412.825E StZn M.8x25 40x4 mm 12.0 mm 0,26

ET.FD.TKY.40416.825E StZn M.8x25 40x4 mm 16.0 mm 0,26

ET.FD.TKY.40420.825E StZn M.8x25 40x4 mm 20.0 mm 0,26

ET.FD.TKY.40422.825E StZn M.8x25 40x4 mm 22.0 mm 0,26

ET.FD.TKY.40426.825E StZn M.8x25 40x4 mm 26.0 mm 0,26

Galvan�z Yatay Bağlantı
Hot D�p Galvan�zed Hor�zantal Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.
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Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar

D�ameter (b)
We�ght (each)

ET.FD.TKD.30308.825E StZn M.8x25 30x3 mm 8.0 mm 0,22

ET.FD.TKD.30312.825E StZn M.8x25 30x3 mm 12.0 mm 0,22

ET.FD.TKD.30316.825E StZn M.8x25 30x3 mm 16.0 mm 0,22

ET.FD.TKD.30320.825E StZn M.8x25 30x3 mm 20.0 mm 0,22

ET.FD.TKD.30326.825E StZn M.8x25 30x3 mm 26.0 mm 0,23

ET.FD.TKD.40408.825E StZn M.8x25 40x4 mm 8.0 mm 0,26

ET.FD.TKD.40412.825E StZn M.8x25 40x4 mm 12.0 mm 0,26

ET.FD.TKD.40416.825E StZn M.8x25 40x4 mm 16.0 mm 0,26

ET.FD.TKD.40420.825E StZn M.8x25 40x4 mm 20.0 mm 0,26

ET.FD.TKD.40426.825E StZn M.8x25 40x4 mm 26.0 mm 0,27

Galvan�z D�key Bağlantı Klemensler�
Hot D�p Galvan�zed Vert�cal Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar

D�ameter (b)
We�ght (each)

ET.FD.TKY.30308.825E StZn M.8x25 30x3 mm 8.0 mm 0,22

ET.FD.TKY.30312.825E StZn M.8x25 30x3 mm 12.0 mm 0,22

ET.FD.TKY.30316.825E StZn M.8x25 30x3 mm 16.0 mm 0,22

ET.FD.TKY.30320.825E StZn M.8x25 30x3 mm 20.0 mm 0,22

ET.FD.TKY.30322.825E StZn M.8x25 30x3 mm 22.0 mm 0,22

ET.FD.TKY.30326.825E StZn M.8x25 30x3 mm 26.0 mm 0,22

ET.FD.TKY.40408.825E StZn M.8x25 40x4 mm 8.0 mm 0,26

ET.FD.TKY.40412.825E StZn M.8x25 40x4 mm 12.0 mm 0,26

ET.FD.TKY.40416.825E StZn M.8x25 40x4 mm 16.0 mm 0,26

ET.FD.TKY.40420.825E StZn M.8x25 40x4 mm 20.0 mm 0,26

ET.FD.TKY.40422.825E StZn M.8x25 40x4 mm 22.0 mm 0,26

ET.FD.TKY.40426.825E StZn M.8x25 40x4 mm 26.0 mm 0,26

Galvan�z Yatay Bağlantı
Hot D�p Galvan�zed Hor�zantal Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) suffixes denote bolt propert�es.

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Conductor

D�ameter (b)
We�ght (each)

ET.A.TKP.5070.1025E Al M.10x25 50 mm² 70 mm² 0,06

ET.C.TKP.5070.1025E Cu M.10x25 50 mm² 70 mm² 0,13

ET.FD.TKP.5070.1025E StZn M.10x25 50 mm² 70 mm² 0,12

ET.A.TKP.5070.1025SS Al M.10x25 50 mm² 70 mm² 0,06

ET.C.TKP.5070.1025SS Cu M.10x25 50 mm² 70 mm² 0,13

ET.FD.TKP.5070.1025SS StZn M.10x25 50 mm² 70 mm² 0,12

ET.FD.TKPZ.5070.1025E StZn M.10x25 50 mm² 70 mm² 0,12

İletken Bağlantı Klemensler�
Conductor Clamp

Al: Alümnyum / Alum�n�um
Cu: Bakır / Copper
StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 17 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Part No. Mater�al
Screw

D�ameter
Conductor 

D�ameter (a)
Rebar D�ameter 

(b)
We�ght (each)

ET.FD.TKOP.30322.820E StZn M.8x20 30x3 mm 8.0-22.0 mm 0,08

ET.FD.TKOP.30326.820E StZn M.8x20 30x3 mm 20.0-26.0 mm 0,10

ET.FD.TKOP.30332.820E StZn M.8x20 30x3 mm 26.0-32.0 mm 0,12

ET.FD.TKOP.1022.840E StZn M.8x40 10.0 mm 8.0-22.0 mm 0,15

ET.FD.TKOP.1026.840E StZn M.8x40 10.0 mm 20.0-26.0 mm 0,17

ET.FD.TKOP.1032.840E StZn M.8x40 10.0 mm 26.0-32.0 mm 0,19

İletken Bağlantı Klemensler�
Rebar to Conductor Connect�ng Cl�p

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) sufExes denote bolt propert�es.

ET.FD.TKPZ.5070.1025E

Earth�ng Systems



247

İletken Tesp�t Kroşes�
Dc Conductor Cl�p

Part No. Mater�al
Screw

D�ameter
Conductor
D�ameter

We�ght (each)

ET.FD.TKU.303.510E StZn M.5x10 30x3 mm 0,08

ET.FD.TKU.404.510E StZn M.5x10 40x4 mm 0,08

ET.FD.TKU.8.510E StZn M.5x10 8.0 mm 0,08

ET.FD.TKU.10.510E StZn M.5x10 10.0 mm 0,08

ET.FD.TKU.12.510E StZn M.5x10 12.0 mm 0,08

ET.C.TKU.303.510E Cu M.5x10 30x3 mm 0,09

ET.C.TKU.404.510E Cu M.5x10 40x4 mm 0,09

ET.C.TKU.8.510E Cu M.5x10 8.0 mm 0,09

ET.C.TKU.10.510E Cu M.5x10 10.0 mm 0,09

ET.C.TKU.12.510E Cu M.5x10 12.0 mm 0,09

ET.C.TKU.14.510E Cu M.5x10 14.0 mm 0,09

ET.C.TKU.16.510E Cu M.5x10 16.0 mm 0,09

ET.C.TKU.18.510E Cu M.5x10 18.0 mm 0,10

ET.C.TKU.20.510E Cu M.5x10 20.0 mm 0,10

Cu: Bakır / Copper
StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Montaj Del�ğ� / Hole D�ameter : 6.5 x 15mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Part No. Mater�al
Conductor
D�ameter

We�ght (each)

ET.FD.TMT.303 StZn 30x3 mm -30x3.5 mm 0,37

İletken Mesafe Tutucu
Earth Str�p Holder

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
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Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter

We�ght (each)

ET.C.EKH.14150.620E Cu M.6x20 14.0 mm 50 mm² 0,06

ET.C.EKH.16110.620E Cu M.6x20 16.0 mm 10 mm² 0,06

ET.C.EKH.16116.620E Cu M.6x20 16.0 mm 16 mm² 0,06

ET.C.EKH.16125.620E Cu M.6x20 16.0 mm 25 mm² 0,06

ET.C.EKH.16135.620E Cu M.6x20 16.0 mm 35 mm² 0,06

ET.C.EKH.16150.620E Cu M.6x20 16.0 mm 50 mm² 0,06

ET.C.EKH.16170.620E Cu M.6x20 16.0 mm 70 mm² 0,06

ET.C.EKH.16195.620E Cu M.6x20 16.0 mm 95 mm² 0,06

ET.C.EKH.161120.620E Cu M.6x20 16.0 mm 120 mm² 0,06

ET.C.EKH.18110.620E Cu M.6x20 18.0 mm 10 mm² 0,06

ET.C.EKH.18116.620E Cu M.6x20 18.0 mm 16 mm² 0,06

ET.C.EKH.18125.620E Cu M.6x20 18.0 mm 25 mm² 0,06

ET.C.EKH.18135.620E Cu M.6x20 18.0 mm 35 mm² 0,06

ET.C.EKH.18150.620E Cu M.6x20 18.0 mm 50 mm² 0,06

ET.C.EKH.18170.620E Cu M.6x20 18.0 mm 70 mm² 0,06

ET.C.EKH.18195.620E Cu M.6x20 18.0 mm 95 mm² 0,06

ET.C.EKH.181120.620E Cu M.6x20 18.0 mm 120 mm² 0,06

ET.C.EKH.20110.620E Cu M.6x20 20.0 mm 10 mm² 0,06

ET.C.EKH.20116.620E Cu M.6x20 20.0 mm 16 mm² 0,06

ET.C.EKH.20125.620E Cu M.6x20 20.0 mm 25 mm² 0,06

ET.C.EKH.20135.620E Cu M.6x20 20.0 mm 35 mm² 0,06

ET.C.EKH.20150.620E Cu M.6x20 20.0 mm 50 mm² 0,06

ET.C.EKH.20170.620E Cu M.6x20 20.0 mm 70 mm² 0,06

ET.C.EKH.20195.620E Cu M.6x20 20.0 mm 95 mm² 0,06

ET.C.EKH.201120.620E Cu M.6x20 20.0 mm 120 mm² 0,06

Elektrod Bağlantı Klemensler� (H T�p�)
Rod to Cable Clamp (Type H)

Cu:Bakır / Copper  
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E”(Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) suffixes denote bolt propert�es.

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
 Hole

D�ameter
We�ght (each)

ET.C.EKK.16M8.620E Cu M.6x20 16.0 mm 8.5 mm 0,07

ET.C.EKK.18M8.620E Cu M.6x20 18.0 mm 8.5 mm 0,07

ET.C.EKK.20M8.620E Cu M.6x20 20.0 mm 8.5 mm 0,07

ET.C.EKK.22M8.620E Cu M.6x20 22.0 mm 8.5 mm 0,07

Cu: Bakır / Copper  
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) suffixes denote bolt propert�es.

Elektrod Bağlantı Klemensler� (K T�p�)
Rod to Cable Clamp (Type K)
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Elektrod Bağlantı Klemensler� (J T�p�)
Rod to Tape Clamp (Type J)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter

We�ght (each)

ET.C.EKJ.16203.825E Cu M.8x25 16.0 mm 20x3 mm 0,35

ET.C.EKJ.16253.825E Cu M.8x25 16.0 mm 25x3 mm 0,35

ET.C.EKJ.16303.825E Cu M.8x25 16.0 mm 30x3 mm 0,35

ET.C.EKJ.16404.825E Cu M.8x25 16.0 mm 40x4 mm 0,35

ET.C.EKJ.18203.825E Cu M.8x25 18.0 mm 20x3 mm 0,35

ET.C.EKJ.18253.825E Cu M.8x25 18.0 mm 25x3 mm 0,35

ET.C.EKJ.18303.825E Cu M.8x25 18.0 mm 30x3 mm 0,35

ET.C.EKJ.18404.825E Cu M.8x25 18.0 mm 40x4 mm 0,35

ET.C.EKJ.20203.825E Cu M.8x25 20.0 mm 20x3 mm 0,35

ET.C.EKJ.20253.825E Cu M.8x25 20.0 mm 25x3 mm 0,35

ET.C.EKJ.20303.825E Cu M.8x25 20.0 mm 30x3 mm 0,35

ET.C.EKJ.20404.825E Cu M.8x25 20.0 mm 40x4 mm 0,35

Cu: Bakır / Copper   
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Elektrod Bağlantı Klemensler� (J T�p�)
Rod to Cable Clamp (Type J)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter

We�ght (each)

ET.C.EKJ.16235.825E Cu M.8x25 16.0 mm 2x35 mm² 0,25

ET.C.EKJ.16250.825E Cu M.8x25 16.0 mm 2x50 mm² 0,25

ET.C.EKJ.16270.825E Cu M.8x25 16.0 mm 2x70 mm² 0,25

ET.C.EKJ.16295.825E Cu M.8x25 16.0 mm 2x95 mm² 0,25

ET.C.EKJ.162120.825E Cu M.8x25 16.0 mm 2x120 mm² 0,25

ET.C.EKJ.18235.825E Cu M.8x25 18.0 mm 2x35 mm² 0,25

ET.C.EKJ.18250.825E Cu M.8x25 18.0 mm 2x50 mm² 0,25

ET.C.EKJ.18270.825E Cu M.8x25 18.0 mm 2x70 mm² 0,25

ET.C.EKJ.18295.825E Cu M.8x25 18.0 mm 2x95 mm² 0,25

ET.C.EKJ.182120.825E Cu M.8x25 18.0 mm 2x120 mm² 0,25

ET.C.EKJ.20235.825E Cu M.8x25 20.0 mm 2x35 mm² 0,25

ET.C.EKJ.20250.825E Cu M.8x25 20.0 mm 2x50 mm² 0,25

ET.C.EKJ.20270.825E Cu M.8x25 20.0 mm 2x70 mm² 0,25

ET.C.EKJ.20295.825E Cu M.8x25 20.0 mm 2x95 mm² 0,25

ET.C.EKJ.202120.825E Cu M.8x25 20.0 mm 2x120 mm² 0,25

Cu: Bakır / Copper   
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.
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Elektrod Bağlantı Klemensler� (L T�p�)
Rod to Tape Clamp (Type L)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter 

We�ght (each)

ET.C.EKL.16203.620E Cu M.6x20 16.0 mm 20x3 mm 0,21

ET.C.EKL.16253.620E Cu M.6x20 16.0 mm 25x3 mm 0,24

ET.C.EKL.16303.620E Cu M.6x20 16.0 mm 30x3 mm 0,24

ET.C.EKL.18203.620E Cu M.6x20 18.0 mm 20x3 mm 0,21

ET.C.EKL.18253.620E Cu M.6x20 18.0 mm 25x3 mm 0,24

ET.C.EKL.18303.620E Cu M.6x20 18.0 mm 30x3 mm 0,24

ET.C.EKL.20203.620E Cu M.6x20 20.0 mm 20x3 mm 0,21

ET.C.EKL.20253.620E Cu M.6x20 20.0 mm 25x3 mm 0,24

ET.C.EKL.20303.620E Cu M.6x20 20.0 mm 30x3 mm 0,24

Cu: Bakır / Copper  
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Elektrod Bağlantı Klemensler� (L T�p�)
Rod to Cable Clamp (Type L)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter 

We�ght (each)

ET.C.EKL.16250.620E Cu M.6x20 16.0 mm 2x50 mm² 0,13

ET.C.EKL.16270.620E Cu M.6x20 16.0 mm 2x70 mm² 0,13

ET.C.EKL.16295.620E Cu M.6x20 16.0 mm 2x95 mm² 0,20

ET.C.EKL.162120.620E Cu M.6x20 16.0 mm 2x120 mm² 0,20

ET.C.EKL.18250.620E Cu M.6x20 18.0 mm 2x50 mm² 0,13

ET.C.EKL.18270.620E Cu M.6x20 18.0 mm 2x70 mm² 0,13

ET.C.EKL.18295.620E Cu M.6x20 18.0 mm 2x95 mm² 0,20

ET.C.EKL.182120.620E Cu M.6x20 18.0 mm 2x120 mm² 0,20

ET.C.EKL.20250.620E Cu M.6x20 20.0 mm 2x50 mm² 0,13

ET.C.EKL.20270.620E Cu M.6x20 20.0 mm 2x70 mm² 0,13

ET.C.EKL.20295.620E Cu M.6x20 20.0 mm 2x95 mm² 0,20

ET.C.EKL.202120.620E Cu M.6x20 20.0 mm 2x120 mm² 0,20

Cu: Bakır / Copper  
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Elektrod Bağlantı Klemensler� (L T�p�)
Rod to Tape Clamp (Type L)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter 

We�ght (each)

ET.C.EKL.16203.620E Cu M.6x20 16.0 mm 20x3 mm 0,21

ET.C.EKL.16253.620E Cu M.6x20 16.0 mm 25x3 mm 0,24

ET.C.EKL.16303.620E Cu M.6x20 16.0 mm 30x3 mm 0,24

ET.C.EKL.18203.620E Cu M.6x20 18.0 mm 20x3 mm 0,21

ET.C.EKL.18253.620E Cu M.6x20 18.0 mm 25x3 mm 0,24

ET.C.EKL.18303.620E Cu M.6x20 18.0 mm 30x3 mm 0,24

ET.C.EKL.20203.620E Cu M.6x20 20.0 mm 20x3 mm 0,21

ET.C.EKL.20253.620E Cu M.6x20 20.0 mm 25x3 mm 0,24

ET.C.EKL.20303.620E Cu M.6x20 20.0 mm 30x3 mm 0,24

Cu: Bakır / Copper  
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.

Elektrod Bağlantı Klemensler� (L T�p�)
Rod to Cable Clamp (Type L)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter 

We�ght (each)

ET.C.EKL.16250.620E Cu M.6x20 16.0 mm 2x50 mm² 0,13

ET.C.EKL.16270.620E Cu M.6x20 16.0 mm 2x70 mm² 0,13

ET.C.EKL.16295.620E Cu M.6x20 16.0 mm 2x95 mm² 0,20

ET.C.EKL.162120.620E Cu M.6x20 16.0 mm 2x120 mm² 0,20

ET.C.EKL.18250.620E Cu M.6x20 18.0 mm 2x50 mm² 0,13

ET.C.EKL.18270.620E Cu M.6x20 18.0 mm 2x70 mm² 0,13

ET.C.EKL.18295.620E Cu M.6x20 18.0 mm 2x95 mm² 0,20

ET.C.EKL.182120.620E Cu M.6x20 18.0 mm 2x120 mm² 0,20

ET.C.EKL.20250.620E Cu M.6x20 20.0 mm 2x50 mm² 0,13

ET.C.EKL.20270.620E Cu M.6x20 20.0 mm 2x70 mm² 0,13

ET.C.EKL.20295.620E Cu M.6x20 20.0 mm 2x95 mm² 0,20

ET.C.EKL.202120.620E Cu M.6x20 20.0 mm 2x120 mm² 0,20

Cu: Bakır / Copper  
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es.
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Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter 

We�ght (each)

ET.C.EKL.16150.620E Cu M.6x20 16.0 mm 1x50 mm² 0,14

ET.C.EKL.16170.620E Cu M.6x20 16.0 mm 1x70 mm² 0,14

ET.C.EKL.16195.620E Cu M.6x20 16.0 mm 1x95 mm² 0,14

ET.C.EKL.161120.620E Cu M.6x20 16.0 mm 1x120 mm² 0,14

ET.C.EKL.18150.620E Cu M.6x20 18.0 mm 1x50 mm² 0,14

ET.C.EKL.18170.620E Cu M.6x20 18.0 mm 1x70 mm² 0,14

ET.C.EKL.18195.620E Cu M.6x20 18.0 mm 1x95 mm² 0,14

ET.C.EKL.181120.620E Cu M.6x20 18.0 mm 1x120 mm² 0,14

ET.C.EKL.181150.620E Cu M.6x20 18.0 mm 1x150 mm² 0,18

ET.C.EKL.181185.620E Cu M.6x20 18.0 mm 1x185 mm² 0,21

ET.C.EKL.181240.620E Cu M.6x20 18.0 mm 1x240 mm² 0,21

ET.C.EKL.20150.620E Cu M.6x20 20.0 mm 1x50 mm² 0,14

ET.C.EKL.20170.620E Cu M.6x20 20.0 mm 1x70 mm² 0,14

ET.C.EKL.20195.620E Cu M.6x20 20.0 mm 1x95 mm² 0,14

ET.C.EKL.201120.620E Cu M.6x20 20.0 mm 1x120 mm² 0,14

ET.C.EKL.201150.620E Cu M.6x20 20.0 mm 1x150 mm² 0,18

ET.C.EKL.201185.620E Cu M.6x20 20.0 mm 1x185 mm² 0,21

ET.C.EKL.201240.620E Cu M.6x20 20.0 mm 1x240 mm² 0,21

Elektrod Bağlantı Klemensler� (L T�p�)
Rod to Cable Clamp (Type L)

Cu: Bakır / Copper  
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) suffixes denote bolt propert�es.

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor 
D�ameter

We�ght (each)

ET.C.EKC.16150.620E Cu M.6x20 16.0 mm 1x50 mm² 0,05

ET.C.EKC.18150.620E Cu M.6x20 18.0 mm 1x50 mm² 0,05

ET.C.EKC.20125.620E Cu M.6x20 20.0 mm 1x25 mm² 0,05

ET.C.EKC.20135.620E Cu M.6x20 20.0 mm 1x35 mm² 0,05

ET.C.EKC.20150.620E Cu M.6x20 20.0 mm 1x50 mm² 0,05

ET.C.EKC.20250.620E Cu M.6x20 20.0 mm 2x50 mm² 0,05

ET.C.EKC.16150.620SS Cu M.6x20 16.0 mm 1x50 mm² 0,05

ET.C.EKC.18150.620SS Cu M.6x20 18.0 mm 1x50 mm² 0,05

ET.C.EKC.20125.620SS Cu M.6x20 20.0 mm 1x25 mm² 0,05

ET.C.EKC.20135.620SS Cu M.6x20 20.0 mm 1x35 mm² 0,05

ET.C.EKC.20150.620SS Cu M.6x20 20.0 mm 1x50 mm² 0,05

ET.C.EKC.20250.620SS Cu M.6x20 20.0 mm 2x50 mm² 0,05

Elektrod Bağlantı Klemensler� (C T�p�)
Rod to Cable Clamp (Type C)

Cu: Bakır / Copper 
Anahtar Ölçüsü / Spanner 10 mm
Ürün Kodu sonunda bel�rt�len “E”(Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) suffixes denote bolt propert�es.
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Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.EKU.2050120.10P CuPbZn M.10 20.0 mm 1x50 mm²-1x120 mm² 0,29

Elektrod Bağlantı Klemensler� (U T�p�)
Rod to Cable Clamp (Type U)

CuPbZn: P�r�nç / Brass 
Anahtar Ölçüsü / Spanner 17 mm
Ürün Kodu sonunda bel�rt�len "P" (P�r�nç) ve "SS" (Paslanmaz) C�vata Özell�ğ�n� bel�rler.  
"P" (Brass) and "SS" (Sta�nless) suffixes denote bolt propert�es. 

Elektrod Bağlantı Klemensler� (U T�p�)
Rod to Cable Clamp (Type U)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.EKU.20150.10SS CuPbZn M.10 20.0 mm 1x50 mm² 0,19

ET.P.EKU.20170.10SS CuPbZn M.10 20.0 mm 1x70 mm² 0,19

CuPbZn: P�r�nç / Brass  
Anahtar Ölçüsü / Spanner 17 mm
Ürün Kodu sonunda bel�rt�len "P" (P�r�nç) ve "SS" (Paslanmaz) C�vata Özell�ğ�n� bel�rler.  
"P" (Brass) and "SS" (Sta�nless) suffixes denote bolt propert�es. 

Elektrod Bağlantı Klemensler� (U T�p�)
Rod to Tape Clamp (Type U)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.EKU.16253.10SS CuPbZn M.10 16.0 mm 25x3 mm 0,20

ET.P.EKU.18253.10SS CuPbZn M.10 18.0 mm 25x3 mm 0,20

ET.P.EKU.20253.10SS CuPbZn M.10 20.0 mm 25x3 mm 0,20

ET.P.EKU.16303.10SS CuPbZn M.10 16.0 mm 30x3 mm 0,20

ET.P.EKU.18303.10SS CuPbZn M.10 18.0 mm 30x3 mm 0,20

ET.P.EKU.20303.10SS CuPbZn M.10 20.0 mm 30x3 mm 0,20

CuPbZn: P�r�nç / Brass 
Anahtar Ölçüsü / Spanner 17 mm
Ürün Kodu sonunda bel�rt�len "P" (P�r�nç) ve "SS" (Paslanmaz) C�vata Özell�ğ�n� bel�rler.  
"P" (Brass) and "SS" (Sta�nless) suffixes denote bolt propert�es. 
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Elektrod Bağlantı Klemensler� (G T�p�)
Rod to Cable Clamp (Type G)

CuPbZn: P�r�nç / Brass  
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es. 

Elektrod Bağlantı Klemensler� (G T�p�)
Rod to Tape Clamp (Type G)

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.EKG.161650.825SS CuPbZn M.8x25 16.0 mm 1x16 mm²-1x50 mm² 0,07

ET.P.EKG.181670.825SS CuPbZn M.8x25 18.0 mm 1x16 mm²-1x70 mm² 0,07

ET.P.EKG.201695.825SS CuPbZn M.8x25 20.0 mm 1x16 mm²-1x95 mm² 0,08

Part No. Mater�al
Screw

D�ameter
Rod

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.EKG.16253.825SS CuPbZn M.8x25 16.0 mm 25x3 mm 0,20

ET.P.EKG.18253.825SS CuPbZn M.8x25 18.0 mm 25x3 mm 0,20

ET.P.EKG.20253.825SS CuPbZn M.8x25 20.0 mm 25x3 mm 0,20

ET.P.EKG.16303.825SS CuPbZn M.8x25 16.0 mm 30x3 mm 0,22

ET.P.EKG.18303.825SS CuPbZn M.8x25 18.0 mm 30x3 mm 0,22

ET.P.EKG.20303.825SS CuPbZn M.8x25 20.0 mm 30x3 mm 0,22

CuPbZn: P�r�nç / Brass  
Anahtar Ölçüsü / Spanner 13 mm
Ürün Kodu sonunda bel�rt�len “E” (Elektrogalvan�z) ve “SS” (Paslanmaz) C�vata Özell�ğ�n� bel�rler.
"E" (Electrogalvan�zed) and "SS" (Sta�nless) sufExes denote bolt propert�es. 
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Part No. Mater�al
Screw

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.EKAS.35.8 CuPbZn M.8x15 1x35 mm² 0,05

ET.P.EKAS.50.8 CuPbZn M.8x15 1x50 mm² 0,08

ET.P.EKAS.70.8 CuPbZn M.8x15 1x70 mm² 0,10

ET.P.EKAS.95.8 CuPbZn M.8x15 1x95 mm² 0,13

ET.P.EKAS.120.8 CuPbZn M.8x15 1x120 mm² 0,17

ET.P.EKAS.150.8 CuPbZn M.8x15 1x150 mm² 0,21

ET.P.EKAS.185.8 CuPbZn M.8x15 1x185 mm² 0,23

Elektrod Bağlantı Klemensler� 
Rod to Cable Clamp

CuPbZn: P�r�nç / Brass
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İletken Tesp�t Klemensler�
F�x�ng Clamp

Part No. Mater�al
 Hole

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.TKA.1035.6 CuPbZn M.6 1x10 mm²-1x35 mm² 0,03

ET.P.TKA.1035.8 CuPbZn M.8 1x10 mm²-1x35 mm² 0,03

ET.P.TKA.3570.6 CuPbZn M.6 1x35 mm²-1x70 mm² 0,06

ET.P.TKA.3570.8 CuPbZn M.8 1x35 mm²-1x70 mm² 0,06

ET.P.TKA.70150.6 CuPbZn M.6 1x70 mm²-1x150 mm² 0,10

ET.P.TKA.70150.8 CuPbZn M.8 1x70 mm²-1x150 mm² 0,10

ET.P.TKA.150185.6 CuPbZn M.6 1x150 mm²-1x185 mm² 0,14

ET.P.TKA.150185.8 CuPbZn M.8 1x150 mm²-1x185 mm² 0,14

CuPbZn: P�r�nç / Brass 

Part No. Mater�al
 Hole

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.TKS.1035.6 CuPbZn M.6 1x10 mm²-1x35 mm² 0,03

ET.P.TKS.1035.8 CuPbZn M.8 1x10 mm²-1x35 mm² 0,03

ET.P.TKS.3570.6 CuPbZn M.6 1x35 mm²-1x70 mm² 0,05

ET.P.TKS.3570.8 CuPbZn M.8 1x35 mm²-1x70 mm² 0,05

ET.P.TKS.70150.6 CuPbZn M.6 1x70 mm²-1x150 mm² 0,10

ET.P.TKS.70150.8 CuPbZn M.8 1x70 mm²-1x150 mm² 0,10

ET.P.TKS.150185.6 CuPbZn M.6 1x150 mm²-1x185 mm² 0,15

ET.P.TKS.150185.8 CuPbZn M.8 1x150 mm²-1x185 mm² 0,15

ET.P.TKS.240.6 CuPbZn M.6 1x240 mm² 0,16

ET.P.TKS.240.8 CuPbZn M.8 1x240 mm² 0,16

İletken Tesp�t Klemensler�
F�x�ng Clamp

CuPbZn: P�r�nç / Brass

İletken Tesp�t Klemensler�
F�x�ng Clamp

Part No. Mater�al
 Screw

D�ameter
We�ght (each)

ET.P.TKAV.6x22 CuPbZn M.6x22 0,01

ET.P.TKAV.8x22 CuPbZn M.8x22 0,01

CuPbZn: P�r�nç / Brass
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Part No. Mater�al
 Hole

D�ameter
Conductor
D�ameter

We�ght (each)

ET.P.TKS.21035.6 CuPbZn M.6 2x10 mm²-2x35 mm² 0,04

ET.P.TKS.21035.8 CuPbZn M.8 2x10 mm²-2x35 mm² 0,04

ET.P.TKS.23570.6 CuPbZn M.6 2x35 mm²-2x70 mm² 0,07

ET.P.TKS.23570.8 CuPbZn M.8 2x35 mm²-2x70 mm² 0,07

ET.P.TKS.270150.6 CuPbZn M.6 2x70 mm²-2x150 mm² 0,13

ET.P.TKS.270150.8 CuPbZn M.8 2x70 mm²-2x150 mm² 0,13

ET.P.TKS.2150185.6 CuPbZn M.6 2x150 mm²-2x185 mm² 0,19

ET.P.TKS.2150185.8 CuPbZn M.8 2x150 mm²-2x185 mm² 0,19

ET.P.TKS.2240.6 CuPbZn M.6 2x240 mm² 0,21

ET.P.TKS.2240.8 CuPbZn M.8 2x240 mm² 0,21

Eletken Tesp�t Klemensler�
F�x�ng Clamp

CuPbZn: P�r�nç / Brass

Klemens Tesp�t Pulu
F�x�ng Washers

Part No. Mater�al
 Hole

D�ameter
Area

of  Usage
We�ght (each)

ET.CS.TNP.23.6 Cu+Sn M.6 Max. 35 mm²-70 mm² 0,01

ET.CS.TNP.23.8 Cu+Sn M.8 Max. 35 mm²-70 mm² 0,01

ET.CS.TNP.32.6 Cu+Sn M.6 Max. 70 mm²-240 mm² 0,01

ET.CS.TNP.32.8 Cu+Sn M.8 Max. 70 mm²-240 mm² 0,01

ET.CS.TNP.4230.12 Cu+Sn M.12 C Profile 0,02

Cu+Sn: Tek Yön Kalay Kaplı Bakır / T�n Plated Copper (one way) 
P�r�nç Tesp�t Klemensler�n�n, Galvan�z Kaplı ve Alüm�nyum Yüzeylere Montajında Kullanılmalıdır. 
To be used to mount brass fix�ng clamps on galvan�zed and alum�num surfaces

Earth�ng Systems
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İletken Tesp�t Klemensler� (U T�p�)
F�x�ng Clamp (Type U)

Part No. Mater�al
Screw

D�ameter
Spanner

Conductor 
D�ameter 

We�ght (each)

ET.P.TKU.6 CuPbZn - - 1x6 mm² 0,01

ET.P.TKU.10 CuPbZn - - 1x10 mm² 0,02

ET.P.TKU.16 CuPbZn M.4x15 - 1x16 mm² 0,03

ET.P.TKU.25 CuPbZn M.4x15 - 1x25 mm² 0,04

ET.P.TKU.35 CuPbZn M.4x20 - 1x35 mm² 0,05

ET.P.TKU.50 CuPbZn M.5x20 - 1x50 mm² 0,07

ET.P.TKU.70 CuPbZn M.5x25 - 1x70 mm² 0,09

ET.P.TKU.95 CuPbZn M.6x25 10 mm 1x95 mm² 0,12

ET.P.TKU.120 CuPbZn M.6x25 10 mm 1x120 mm² 0,15

ET.P.TKU.150 CuPbZn M.6x30 10 mm 1x150 mm² 0,19

İletken Tesp�t Klemensler� (Tırnaklı T�p�)
F�x�ng Clamp (Type Sp�der)

Part No. Mater�al
Screw

D�ameter
Spanner

Conductor 
D�ameter 

We�ght (each)

ET.P.TKT.10 CuPbZn M.6x20 10 mm 1x10 mm² 0,02

ET.P.TKT.16 CuPbZn M.6x20 10 mm 1x16 mm² 0,02

ET.P.TKT.25 CuPbZn M.6x25 10 mm 1x25 mm² 0,03

ET.P.TKT.35 CuPbZn M.6x30 10 mm 1x35 mm² 0,05

ET.P.TKT.50 CuPbZn M.6x30 10 mm 1x50 mm² 0,07

ET.P.TKT.70 CuPbZn M.8x35 13 mm 1x70 mm² 0,10

ET.P.TKT.95 CuPbZn M.8x40 13 mm 1x95 mm² 0,17

ET.P.TKT.120 CuPbZn M.8x40 13 mm 1x120 mm² 0,18

CuPbZn: P�r�nç / Brass
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Part No. Mater�al
Conductor

D�ameter (a)
Conductor

D�ameter (b)
We�ght (each)

ET.C.TKH.10 Cu 10 mm² 10 mm² 0,02

ET.C.TKH.16 Cu 16 mm² 16 mm² 0,03

ET.C.TKH.2535 Cu 25 mm² 35 mm² 0,04

ET.C.TKH.35 Cu 35 mm² 35 mm² 0,04

ET.C.TKH.3550 Cu 35 mm² 50 mm² 0,04

ET.C.TKH.50 Cu 50 mm² 50 mm² 0,03

ET.C.TKH.5070 Cu 50 mm² 70 mm² 0,05

ET.C.TKH.70 Cu 70 mm² 70 mm² 0,04

ET.C.TKH.7095 Cu 70 mm² 95 mm² 0,09

ET.C.TKH.95 Cu 95 mm² 95 mm² 0,10

ET.C.TKH.95120 Cu 95 mm² 120 mm² 0,09

ET.C.TKH.120 Cu 120 mm² 120 mm² 0,09

ET.C.TKH.120150 Cu 120 mm² 150 mm² 0,10

ET.C.TKH.150 Cu 150 mm² 150 mm² 0,10

ET.C.TKH.150185 Cu 150 mm² 185 mm² 0,12

ET.C.TKH.185 Cu 185 mm² 185 mm² 0,13

ET.C.TKH.185240 Cu 185 mm² 240 mm² 0,13

ET.C.TKH.240 Cu 240 mm² 240 mm² 0,17

Eletken Tesp�t Klemensler� (H T�p�)
"H" Shape Connector

Cu: Bakır / Copper

b
a

Eletken Tesp�t Klemensler� (C T�p�)
"C" Shape Connector

Cu: Bakır / Copper

Part No. Mater�al
Conductor

D�ameter (a)
Conductor

D�ameter (b)
We�ght (each)

ET.C.TKC.10 Cu 10 mm² 10 mm² 0,01

ET.C.TKC.16 Cu 16 mm² 16 mm² 0,02

ET.C.TKC.25 Cu 25 mm² 25 mm² 0,02

ET.C.TKC.35 Cu 35 mm² 35 mm² 0,04

ET.C.TKC.50 Cu 50 mm² 50 mm² 0,04

ET.C.TKC.70 Cu 70 mm² 70 mm² 0,06

ET.C.TKC.95 Cu 95 mm² 95 mm² 0,11

ET.C.TKC.120 Cu 120 mm² 120 mm² 0,12

ET.C.TKC.150 Cu 150 mm² 150 mm² 0,13

ET.C.TKC.185 Cu 185 mm² 185 mm² 0,14

ET.C.TKC.240 Cu 240 mm² 240 mm² 0,17 b

a
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Pabuçlu Flex�ble İletkenler
Flex�ble C�rcular Copper Bra�d Bond

Part No. Mater�al
Hole

D�ameter
Cross-Sect�onal 

Area (mm²)
Length We�ght (each)

ET.CS.SWP.6200.05 CuSn 5 mm 6 mm² 200 mm 0,01

ET.CS.SWP.6400.05 CuSn 5 mm 6 mm² 400 mm 0,02

ET.CS.SWP.10200.06 CuSn 6 mm 10 mm² 200 mm 0,02

ET.CS.SWP.10400.06 CuSn 6 mm 10 mm² 400 mm 0,04

ET.CS.SWP.16200.06 CuSn 6 mm 16 mm² 200 mm 0,03

ET.CS.SWP.16400.06 CuSn 6 mm 16 mm² 400 mm 0,06

ET.CS.SWP.25200.08 CuSn 8 mm 25 mm² 200 mm 0,05

ET.CS.SWP.25400.08 CuSn 8 mm 25 mm² 400 mm 0,10

ET.CS.SWP.35200.10 CuSn 10 mm 35 mm² 200 mm 0,08

ET.CS.SWP.35400.10 CuSn 10 mm 35 mm² 400 mm 0,16

ET.CS.SWP.50200.10 CuSn 10 mm 50 mm² 200 mm 0,10

ET.CS.SWP.50400.10 CuSn 10 mm 50 mm² 400 mm 0,20

ET.CS.SWP.70200.10 CuSn 10 mm 70 mm² 200 mm 0,13

ET.CS.SWP.70400.10 CuSn 10 mm 70 mm² 400 mm 0,25

ET.CS.SWP.95200.10 CuSn 10 mm 95 mm² 200 mm 0,19

ET.CS.SWP.95400.10 CuSn 10 mm 95 mm² 400 mm 0,37

CuSn: Kalay Kaplı Bakır / T�n Plated Copper
Standart İletken ölçüler� ver�lm�şt�r. Özel s�par�ş durumunda; boyutları ve pabuç özell�kler� değ�şt�r�leb�l�r.
Standard bra�d s�zes are shown. Bra�ds are ava�lable �n other s�zes, lengths or term�nat�ons to spec�al order.

 length 

 dameter 

Pabuçlu Flex�ble İletkenler
Flex�ble Flat Copper Bra�d Bond

Part No. Mater�al Hole D�ameter
Cross-Sect�onal 

Area (mm²)
Length

We�ght 
(each)

ET.CS.FBP.121200.06 CuSn 6 mm 6 mm² 200 mm 0,01

ET.CS.FBP.121400.06 CuSn 6 mm 6 mm² 400 mm 0,02

ET.CS.FBP.152200.06 CuSn 6 mm 10 mm² 200 mm 0,02

ET.CS.FBP.152400.06 CuSn 6 mm 10 mm² 400 mm 0,04

ET.CS.FBP.202200.08 CuSn 8 mm 16 mm² 200 mm 0,03

ET.CS.FBP.202400.08 CuSn 8 mm 16 mm² 400 mm 0,06

ET.CS.FBP.253200.08 CuSn 8 mm 25 mm² 200 mm 0,05

ET.CS.FBP.253400.08 CuSn 8 mm 25 mm² 400 mm 0,10

ET.CS.FBP.254200.08 CuSn 8 mm 35 mm² 200 mm 0,08

ET.CS.FBP.254400.08 CuSn 8 mm 35 mm² 400 mm 0,16

ET.CS.FBP.305200.10 CuSn 10 mm 50 mm² 200 mm 0,10

ET.CS.FBP.305400.10 CuSn 10 mm 50 mm² 400 mm 0,20

ET.CS.FBP.306200.10 CuSn 10 mm 70 mm² 200 mm 0,13

ET.CS.FBP.306400.10 CuSn 10 mm 70 mm² 400 mm 0,25

ET.CS.FBP.405200.10 CuSn 10 mm 95 mm² 200 mm 0,19

ET.CS.FBP.405400.10 CuSn 10 mm 95 mm² 400 mm 0,37

CuSn: Kalay Kaplı Bakır / T�n Plated Copper
Standart İletken ölçüler� ver�lm�şt�r. Özel s�par�ş durumunda; boyutları ve pabuç özell�kler� değ�şt�r�leb�l�r.
Standard bra�d s�zes are shown. Bra�ds are ava�lable �n other s�zes, lengths or term�nat�ons to spec�al order.

dameter 

 length 
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Part No. Mater�al
Screw

D�ameter
Mount�ng 
D�ameter

Length We�ght (each)

ET.P.TP.108.815 CuPbZn M.8x15 8.0 mm 70 mm 0,15

ET.P.TP.108.1015 CuPbZn M.10x15 8.0 mm 70 mm 0,16

ET.SS.TP.108.815 Inox-304 M.8x15 8.0 mm 70 mm 0,14

ET.SS.TP.108.1015 Inox-304 M.10x15 8.0 mm 70 mm 0,15

Part No. Mater�al
Screw

D�ameter
Mount�ng 
D�ameter

Length We�ght (each)

ET.P.TP.208.815 CuPbZn M.8x15 8.0 mm 50 mm 0,28

ET.P.TP.208.1015 CuPbZn M.10x15 8.0 mm 50 mm 0,30

Topraklama Pr�zler�
Earth Po�nts

CuPbZn: P�r�nç / Brass
Inox-304: Paslanmaz / Sta�nless Steel

Topraklama Pr�zler�
Earth Po�nts

CuPbZn: P�r�nç / Brass

Earth�ng Systems



260

Eşpotans�yel Bara
Equal Potant�al Bar

Part No. Mater�al
Bar

D�mens�on
Length L�nk We�ght (each)

ET.FEC.EPSİ.30320 Cu 30x3 mm 200 mm 4 0,55

ET.FEC.EPSİ.30520 Cu 30x5 mm 200 mm 4 0,68

ET.FEC.EPSİ.30525 Cu 30x5 mm 250 mm 5 0,80

ET.FEC.EPSİ.30530 Cu 30x5 mm 300 mm 7 0,89

ET.FEC.EPSİ.30540 Cu 30x5 mm 400 mm 10 1,10

ET.FEC.EPSİ.30550 Cu 30x5 mm 500 mm 13 1,40

ET.FEC.EPSİ.40520 Cu 40x5 mm 200 mm 4 0,75

ET.FEC.EPSİ.40525 Cu 40x5 mm 250 mm 5 0,90

ET.FEC.EPSİ.40530 Cu 40x5 mm 300 mm 7 1,00

ET.FEC.EPSİ.40540 Cu 40x5 mm 400 mm 10 1,30

ET.FEC.EPSİ.40550 Cu 40x5 mm 500 mm 13 1,60

ET.FEC.EPSİ.50530 Cu 50x5 mm 300 mm 7 1,15

ET.FEC.EPSİ.50540 Cu 50x5 mm 400 mm 10 1,45

ET.FEC.EPSİ.50550 Cu 50x5 mm 500 mm 13 1,85

Cu: Bakır /  Copper
Bağlantı del�kler� standart 8.5 mmd' �r. Özel s�par�ş durumunda; boyutları ve bağlantı özell�kler� değ�şt�r�leb�l�r.
Standard s�ze for fix�ng holes �s 8.5 mm. Custom s�zes and propert�es are also poss�ble.

Eşpotans�yel Bara (Ç�ft şalterl�)
Equal Potant�al Bar (Tw�n D�sconnect�ng L�nk)

Part No. Mater�al
Bar

D�mens�on
Length L�nk We�ght (each)

ET.FEC.EPCİ.40550 Cu 40x5 mm 500 mm 5 2,10

ET.FEC.EPCİ.40560 Cu 40x5 mm 600 mm 8 2,40

ET.FEC.EPCİ.40570 Cu 40x5 mm 700 mm 11 2,70

ET.FEC.EPCİ.50550 Cu 50x5 mm 500 mm 5 2,40

ET.FEC.EPCİ.50560 Cu 50x5 mm 600 mm 8 2,70

ET.FEC.EPCİ.50570 Cu 50x5 mm 700 mm 11 3,10

Cu: Bakır /  Copper
Bağlantı del�kler� standart 8.5 mmd' �r. Özel s�par�ş durumunda; boyutları ve bağlantı özell�kler� değ�şt�r�leb�l�r.
Standard s�ze for fix�ng holes �s 8.5 mm. Custom s�zes and propert�es are also poss�ble.
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Part No. D�ameter He�ght
Connect�on

S�ze
We�ght (each)

ET.00.İ.M6.2C 25 mm 30 mm M.6 0,05

ET.00.İ.M8.2C 40 mm 40 mm M.8 0,12

ET.00.İ.M10.2C 40 mm 40 mm M.10 0,15

Ezolatör
Insulator

M6

M6

M8-M10

M8-M10

Ezolatör
Insulator

Part No. D�ameter He�ght
Connect�on

S�ze
We�ght (each)

ET.00.İ.M6.1C1S 25 mm 30 mm M.6 0,04

ET.00.İ.M8.1C1S 40 mm 40 mm M.8 0,11

ET.00.İ.M10.1C1S 40 mm 40 mm M.10 0,13

Ezolatör
Insulator

Part No. D�ameter He�ght
Connect�on

S�ze
We�ght (each)

ET.00.İ.M6.2S 25 mm 30 mm M.6 0,03

ET.00.İ.M8.2S 40 mm 40 mm M.8 0,11

ET.00.İ.M10.2S 40 mm 40 mm M.10 0,12

M6

M8-M10
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Thermoweld�ng must be done accord�ng to the follow�ng:

Metal d�sk (1) �s �nserted to the mold. Suffic�ent weld�ng powder (2) �s poured �n the mould over the 
metal d�sk. Lastly, Ign�t�ng powder (3) �s poured on top and �gn�ted w�th fl�nt gun.

1

2

3

Molten copper compound w�ll melt the metal d�sk and flow �nto the weld conta�ner. React�on takes place 
safely �ns�de the conta�ner.

After the molten copper compound cools off and the thermo weld�ng �s complete, the mould �s cleaned 
w�th the brush for the next use.

Conductors are placed �n the mould. The mould �s closed w�th a su�table handle clamp mak�ng sure the 
seams are t�ghtly closed.
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Mould: ET.00.TKP.C.BS3

Mould: ET.00.TKP.C.BB1 Mould: ET.00.TKP.C.BB3 Mould: ET.00.TKP.C.BB7 Mould: ET.00.TKP.C.BB14

 

Mould: ET.00.TKP.C.BB41

Mould: ET.00.TKP.C.BE1 Mould: ET.00.TKP.C.BE2

Baradan Topraklama Elektroduna / Bar to Earth Rod

Mould: ET.00.TKP.C.BS1 Mould: ET.00.TKP.C.BS2

Baradan Çel�k Yüzeye / Bar to Steel Surface

Mould: ET.00.TKP.C.CB1 Mould: ET.00.TKP.C.CB4 Mould: ET.00.TKP.C.CB5

Kablodan Baraya / Cable to Bar

Baradan Baraya  / Bar to Bar

Bağlantı Seçenekler�
Connect�on Selector
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Earth�ng Systems

Bağlantı Seçenekler�
Connect�on Selector

Mould: ET.00.TKP.C.CE1

Mould: ET.00.TKP.C.CE24

Mould: ET.00.TKP.C.CE2 Mould: ET.00.TKP.E.CE3 Mould: ET.00.TKP.E.CE4 Mould: ET.00.TKP.C.CE17

Kablodan Topraklama Elektroduna  / Cable to Earth Rod

Mould: ET.00.TKP.C.CR2 Mould: ET.00.TKP.C.CR1 Mould: ET.00.TKP.C.CR3 Mould: ET.00.TKP.C.CR6 Mould: ET.00.TKP.C.CR17

Kablodan İnşaat Dem�r�ne / Cable to Re�nforc�ng Bar

Mould: ET.00.TKP.C.CS1 Mould: ET.00.TKP.C.CS2 Mould: ET.00.TKP.C.CS3 Mould: ET.00.TKP.D.CS7

 

Kablodan Çel�k Yüzeye / Cable to Steel Surface

Mould: ET.00.TKP.C.CC6 Mould: ET.00.TKP.C.CC7Mould: ET.00.TKP.C.CC1

Kablodan Kabloya / Cable to Cable 

Mould: ET.00.TKP.C.CC2 Mould: ET.00.TKP.C.CC4

Mould: ET.00.TKP.B.CC11 Mould: ET.00.TKP.C.CC14
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Part No. We�ght (each)

ET.00.TKP.B 1,60

ET.00.TKP.C 1,40

ET.00.TKP.D 2,40

ET.00.TKP.E 2,40

Pota
Mould

Part No. We�ght (each)

ET.00.TPP 1,18

ET.00.TPP.B 1,24

Pota Penses�
Handle Clamps

Part No. We�ght (each)

ET.00.TPC 0,11

Pota Çakmağı
Fl�nt Gun

Part No. We�ght (each)

ET.00.TPF 0,10

Pota Fırçası
Mould Clean�ng Brush
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Part No. We�ght (each)

ET.00.TPM 1,00

Pota Macunu
Mould Paste

Part No. We�ght (each)

ET.00.TKT.32 0,04

ET.00.TKT.45 0,05

ET.00.TKT.65 0,07

ET.00.TKT.90 0,10

ET.00.TKT.115 0,12

ET.00.TKT.150 0,16

ET.00.TKT.200 0,22

ET.00.TKT.250 0,27

Kaynak Tozu
Weld�ng Powder

Part No. We�ght (each)

ET.00.TPK 0,08

Pota Kazıyıcısı
Mould Clean�ng Scraper
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Determ�n�ng the Protect�on Level �n L�ghtn�ng Protect�on Systems

To m�n�m�ze l�ghtn�ng-related losses, var�ous protect�on measures are requ�red to be taken. Whether they are needed or the protect�on levels thereof 
are determ�ned by r�sk analyses that depend largely on the number of l�ghtn�ng str�kes, s�ze and propert�es of the bu�ld�ng and �ts locat�on as well as 
env�ronmental factors. Abovement�oned analyses are done as follows:

To determ�ne the protect�on level, N  value �s compared to N  value; where:
d c

N  �s the probable frequency of d�rect l�ghtn�ng str�kes on a bu�ld�ng
d

N  �s the average annual frequency of d�scharges assumed for the bu�ld�ng �nspected.
c

If N  ≤ N ; then a  l�ghtn�ng protect�on system �s not compulsory
d c

If N  > N ; then a l�ghtn�ng protect�on system must be present.
d c

Protect�on level of such system �s calculated by the formula: E 1-(N  / N )
c d

LPS Effic�ency, E Protect�on Level

E > 0.98  Protect�on Level 1 + Add�t�onal measures

0.95 < E ≤ 0.98 Protect�on Level 1

0.90 < E ≤ 0.95 Protect�on Level 2

0.80 < E ≤ 0.90 Protect�on Level 3

0 < E ≤ 0.80 Protect�on Level 4

N  value �s calculated as follows:
d

-6N  = N .A .C .10  (ea/yr) where:
d g e e

N
g
 �s the dens�ty of l�ghtn�ng d�scharge on the ground; C

e
 �s the env�ronmental factor; A

e
 �s the equ�valent l�ghtn�ng collect�on area of the bu�ld�ng (m²).

N = 0.04 T
g d

1.25 2 L�ghtn�ngs /year.km ; where:
Value of A be�ng �n square meters, h �s he�ght; a �s length and b �s w�dth of the bu�ld�ng:

e

A =ab+6h(a+b)+9Ԉ
e

C = Env�ronmental factor
e

Env�ronmental Factor surround�ng the bu�ld�ng C
e

 

Presence of any other h�gh bu�ld�ngs or structures  (towers, forests, etc) 0.25

Bu�ld�ng w�th smaller bu�ld�ngs  around �t 0.5

Isolated bu�ld�ng; where a bu�ld�ng �s separated from the others by at least 3h d�stance 1

Bu�ld�ng on a h�ll top 2

A Coefficent of construct�on type (type of bu�ld�ng, bu�ld�ng mater�als)

B Coeffic�ent of purpose of the bu�ld�ng and the monetary value of objects

C Coefficent of damages

N
c
 �s calculated as follows N

c
=A.B.C

L�ghtn�ng Protect�on Systems

L�ghtn�ng, one of the most ser�ous natural d�sasters, has �ncreas�ng threats worldw�de on human l�fe and prem�ses al�ke. 
Although unavo�dable, �t �s st�ll poss�ble to m�n�m�ze the damages. Start�ng from 1800's and �mprov�ng �n parallel w�th advanced 
technolog�es, the quest for l�ghtn�ng protect�on has reached a level where fears and concerns have gradually been d�m�n�sh�ng. 
We offer all sorts of equ�pments to our customers both through �mport�ng and product�on along w�th a know-how on eng�neer�ng 
and expert�se. In every field of the l�ghtn�ng protect�on �ndustry, wh�ch can be class�fied as act�ve l�ghtn�ng rods, cag�ng methods and 
surge protect�on, we del�ver products and serv�ces that str�ctly comply w�th  nat�onal regulat�ons and product�on cr�ter�a.
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Çatının yapılış tarzına �l�şk�n b�leşen A
2

Coeffic�ent of roof type A
2

Çel�k 4 Steel 4

Betonarme 2 Re�nforced concrete 2

Betonarme - Prefabr�k 0.5 Re�nforced concrete - prefabr�cated 0.5

Ahşap 0.1 Wood 0.1

Duvarların yapılış tarzına �l�şk�n b�leşen, A
1

Coeffic�ent of wall type A
1

Sürekl� metal cephe kaplaması, takv�yel� beton 5 Cont�nuous metal cladd�ng, re�nforced concrete 5

B�rb�r� �le �letken olarak bağlanmış prefabr�k yapı,çel�k 
�skelet veya elektr�ksel sürekl�l�ğ� olan beton

4
Prefabr�cated bu�ld�ng connected w�th conductor mater�als, 
steel w�reframe or electr�cally conduct�ve concrete

4

Duvar, hasırsız beton, b�rb�r� �le �letken olarak 
bağlanmayan prefabr�k yapı kısımları

0.5
Wall, meshless concrete, prefabr�cated bu�ld�ng parts that 
are not connected w�th conduct�ve mater�als

0.5

Ahşap duvar veya yanab�l�r duvarlar 0.1 Wood or flammable walls 0.1

A= A .A .A .A
1 2 3 4

Çatı kaplamasının türüne �l�şk�n b�leşen A
3

Coeffic�ent of roof structure A
3

Hasırlı beton 4 Re�nforced mesh concrete 4

Galvan�ze Sac 2 Galvan�zed t�n 2

K�rem�t 1 Br�ck 1

Pvc kaplama çatı kağıda preslenm�ş levha 0.5 PVC cover�ng, roof paper, pressed plywood 0.5

Yalıtkanlığı daha �y� preslenm�ş çatı kaplamaları 0.05 Isolated pressed roof mater�als 0.05

Çatı üzer�ndek� yapılara (Baca vb.) �l�şk�n b�leşen A
4

Coeffic�ent of Structures on the roof (ch�mneys etc.) A
4

Çatı üzer�nde h�çb�r şey yok 1 No objects 1

Çatı üzer�nde topraklanmamış metal kısımlar 0.6 Unearthed metal parts on the roof 0.6

Çatı üzer�ndek� elektr�kl� c�hazlar 0.2 Electr�cal appl�ances on the roof 0.2

Çatı üzer�ndek� hassas elektron�k c�hazlar 0.1 Del�cate electron�cs on the roof 0.1

1. Level

2-3. Level
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B�nanın �ç�n�n türü �le �lg�l� katsayı B
2

Coeffic�ent of equ�pments �ns�de the bu�ld�ng B
2

Yanmaz, çok zor tutuşab�l�r 1 Non-combustable, non-flammable 1

Tutuşab�l�r 0.2 Flammable 0.2

Patlama tehl�kes� olan tes�sler 0.1 Explos�on hazard 0.1

İç�nde parlayıcı maddeler olan tes�sler 0.01 Systems w�th explos�ve mater�als 0.01

Nükleer tes�sler 0.01 Nuclear fac�l�t�es 0.01

İnsanların kullanımı �le �lg�l� katsayı B
1

Coeffic�ent for Human usage B
1

Pan�k tehl�kes� yok 1 No threat for pan�c 1

Orta değerl� pan�k tehl�kes� 0.1 Moderate level threat for pan�c 0.1

Büyük pan�k tehl�kes� 0.01 H�gh level of threat for pan�c 0.01

B= B .B .B .B
1 2 3 4

B�nanın �ç�ndek� eşyaların değerler� �le �lg�l� katsayı B
3

Coeffic�ent of equ�pment value B
3

Çok bas�t donanım 1 S�mple equ�pments 1

Değerl� donanım 0.2 Valuable equ�pments 0.2

Özell�kle değerl� donanım 0.1 Espec�ally valuable equ�pments 0.1

Çok değerl� donanım 0.01 Very valuable equ�pments 0.01

Hasarın azaltılması �ç�n alınacak önlemlerle �lg�l� katsayı B
4

Coeffic�ent of prevent�ve measures B
4

Otomat�k yangın söndürme s�stem� 10 Automat�c fire ext�ngu�sh�ng system 10

Yangın azaltıcı donanım 5 F�re prevent�on equ�pment 5

Yangından korunma donanımı 2 F�re prevent�on equ�pment 2

Önlems�z donanım 1 No prevent�ve measures 1

C= C.C .C
1 2 3

D�ğer zararlar C
3

Coeffic�ent of other damages C
3

Az 1 Small 1

Orta 0.5 Med�um 0.5

Yüksek 0.1 H�gh 0.1

Çok yüksek 0.01 Very h�gh 0.01

Yapının �ç�ndek�ler neden�yle çevreye ver�leb�lecek zararlar C
1

Coeffic�ent of poss�ble damages due to the objects �n the bu�ld�ng C
1

H�çb�r 1 No poss�ble damage 1

Orta 0.5 Med�um 0.5

Yüksek 0.1 H�gh 0.1

Çok Yüksek 0.01 Very h�gh 0.01

Yapının �ç�ndek�ler neden�yle yapının öneml� altyapı
h�zmetler�n�n yok olması

C
2

Coeffic�ent of poss�ble �nterrupt�on of �mportant 
�nfrastructural serv�ces due to the objects �n the bu�ld�ng

C
2

Kes�lme yok 1 No �nterrupt�on 1

Kısmen kes�lme 0.1 Part�al �nterrupt�on 0.1

Tamamen kes�lme 0.01 Permanent �nterrupt�on 0.01
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Roof Installat�on Deta�ls for Conductors 

Installat�on of l�ghtn�ng rod conductor and down conductor on �ncl�ned 
roof r�dges

 Installat�on of gutter connected down conductor

Examples for Su�table S�zes  

Install�ng test jo�nts �n down conductors and connect�on to ra�nwater 
downp�pes

Installat�on of l�ghtn�ng rod for roof protect�on us�ng protect�on 
angle 

a = 1 m d = 0.4 m g = 1 m j = 1.5 m

b = 0.15 m e = 0.2 m h = 0.05 m k = 0.5 m

c = 1 m f = 0.2 m � = 0.3 m
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 h
>

2
m

 

Rp:  Protect�on Rad�us of L�ghtn�ng Arrester
h:    D�fferece of he�ght between the structure to be protected and the t�p of the arrester  
D:   Str�k�ng D�stance

I.For Level 1 Protect�on: 20m
II.For Level 2 Protect�on: 45m
III.For Level 3 Protect�on: 60m

∆L: ∆t.1m/µs  
h ≥ 5m �ç�n Rp :   h (2D - h) +  ∆L (2D + ∆L)  
for h<5m, Rp �s calculated from the table below: 

Protect�on 
Level

 Protect�on Rad�us of L�ghtn�ng Arrester

I (D=20m) II (D=20m) III (D=20m)

Pulsar30 Pulsar45 Pulsar60 Pulsar30 Pulsar45 Pulsar60 Pulsar30 Pulsar45 Pulsar60

h (m)
 Protect�on Rad�us (m)  Protect�on Rad�us (m)  Protect�on Rad�us (m)

2 19 25 32 25 32 40 28 36 44

3 28 38 48 38 48 59 42 57 65

4 38 51 64 50 65 78 57 72 87

5 48 63 79 63 81 97 71 89 107

6 48 63 79 64 81 97 72 90 107

8 49 64 79 65 82 98 73 91 108

10 49 64 79 66 83 99 75 92 109

15 50 65 80 69 85 101 78 95 111

20 50 65 80 71 86 102 81 97 113

45 50 65 80 75 90 105 89 104 119

60 50 65 80 75 90 105 90 105

√

120
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Part No. ∆T Value We�ght (each)

EY.00.P.PULSAR 60 155µs 3,70

EY.00.P.PULSAR 45 70µs 3,50

EY.00.P.PULSAR 30 45µs 3,40

Akt�f Paratoner
Act�ve L�ghtn�ng Conductor

 

Pulsar'ın ΔT değerler�, 5 farklı ülkedek� çeş�tl� yüksek ger�l�m laboratuvarlarında yapılan testlerle bel�rlenm�şt�r. 

Pulsar act�vates only when the electr�c field dens�ty �n the a�r �s close to the m�n�mum value for a l�ghtn�ng to str�ke; therefore Pulsar rema�ns a 
pass�ve rod �n normal weather, w�thout tr�gger�ng l�ghtn�ngs. 

 
Pulsar, kontrollü frekans ve genl�ktek� yüksek ger�l�m darbeler� üreterek yeryüzünden yukarı doğru başlayacak olan korona 
deşarjlarının çok daha kısa sürede kend� üzer�nden başlatarak yıldırımı kend�s�ne doğru yönelt�r.

ΔT value of Pulsar has been determined by tests from various high voltage laboratories in 5 countries.
 
W�th cert�ficates such as LCIE, BSI, SOULE, BAZET and WHVRI, Pulsar has a ΔT value of 155 m�croseconds. 
Pulsar collects �ts energy (10~20kV/m) from the electr�c field present �n the a�r dur�ng a stormy weather.

 
Pulsar, enerj�s�n� yıldırımlı havadak� mevcut elektr�k alanından tem�n eder (10 �la 20 kV/m). Havadak� elektr�k alan yoğunluğu, 
yıldırımın oluşab�leceğ� m�n�mum değer� bulduğunda Pulsar çalışmaya başlar. Bu da Pulsar'ın sadece yıldırım r�sk� olan havalarda 
çalışmasını, d�ğer zamanlarda pas�f uç görev� görmes�n� sağlar. Böylece düşmeyecek yıldırımları tet�klemez.

LCIE, BSI, SOULE, BAZET, WHVRI g�b� sert�fikalara sah�p olan Pulsar, 155 m�krosan�yel�k ΔT değer�ne sah�pt�r.

Pulsar d�rects the l�ghtn�ng onto �tself by generat�ng h�gh voltage pulses w�th controlled frequency and ampl�tude, thus start�ng the coronal 
d�scharges (that or�g�nate from the ground upwards) sooner. 
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Part No. We�ght (each)

EY.00.P.TESLA 7,50

Part No. Product Descr�pt�on We�ght (each)

EY.00.P.YS.FOREND Yıldırım Sayacı / L�ghtn�ng Str�ke Counter 0,65

EY.00.P.TC.FOREND Test C�hazı / Conductor Tester 0,40

Akt�f Paratoner
Act�ve L�ghtn�ng Conductor

Akt�f Paratoner Yıldırım Sayıcı ve Test C�hazı
L�ghtn�ng Str�ke Counter & Conductor Tester

NFC 17 102 standardına göre üret�m� yapılan akt�f paratoner başlığıdır. Havadak� elektrostat�k alan değ�ş�m� prens�b�ne dayanan 

çalışma s�stem� sayes�nde yıldırım yakalama görev� görmekted�r. 

Test ed�leb�lme özell�ğ�ne sah�pt�r. 

ICMET ve BET g�b� Avrupa laboratuvarlarından alınmış test belgeler� bulunmaktadır. 

Ayrıca rüzgar dayanım test belges�ne sah�p b�r üründür. 

Act�ve arrest�ng rod produced �n l�ne w�th NFC 17 102 standards. Its arrest�ng pr�nc�ple depends on the change �n electrostat�c field �n the a�r. 

Cert�fied by European test laborator�es such as ICMET and BET. 

Testable on s�te. 

Also cert�fied for w�nd res�stance.
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Part No. We�ght (each)

EY.00.P.PETEX 3,00

EY.00.P.PETEX TE 1,90

Akt�f Paratoner
Act�ve L�ghtn�ng Conductor

Test ed�leb�lme özell�ğ�ne sah�pt�r. 

Act�ve arrest�ng rod produced �n l�ne w�th NFC 17 102 standards. Its arrest�ng pr�nc�ple depends on the change �n electrostat�c field �n the 

a�r. 

ICMET ve BET g�b� Avrupa laboratuvarlarından alınmış test belgeler� bulunmaktadır. 

NFC 17 102 standardına göre üret�m� yapılan akt�f paratoner başlığıdır. Havadak� elektrostat�k alan değ�ş�m� prens�b�ne dayanan 

çalışma s�stem� sayes�nde yıldırım yakalama görev� görmekted�r. 

Cert�fied by European test laborator�es such as ICMET and BET. 

Testable on s�te. 

Also cert�fied for w�nd res�stance.

As well as be�ng a more affordable solut�on by des�gn, �t also offers easy �nstallat�on �n locat�ons such as h�gh towers.

Ayrıca rüzgar dayanım test belges�ne sah�p b�r üründür. 
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Part No. Mater�al D�ameter Length We�ght (each)

EY.FE.D.203 StZn 2" 3 m 16,10

EY.FE.D.206 StZn 2" 6 m 32,20

EY.FE.D.253 StZn 2 ½" 3 m 20,60

EY.FE.D.256 StZn 2 ½" 6 m 41,30

EY.FE.D.303 StZn 3" 3 m 26,80

EY.FE.D.306 StZn 3" 6 m 53,60

Paratoner Montaj D�reğ�
L�ghtn�ng Conductor Mast

StZn: Galvan�zl� Çel�k / Galvan�zed Steel

Part No. Mater�al D�ameter (a) D�ameter (b) We�ght (each)

EY.FE.DA.20 StZn 2" 2" 1,00

EY.FE.DA.25 StZn 2 ½" 2 ½" 1,80

EY.FE.DA.30 StZn 3" 3" 2,30

EY.FE.DA.2520 StZn 2 ½" 2" 2,40

EY.FE.DA.3020 StZn 3" 2" 3,00

EY.FE.DA.3025 StZn 3" 2 ½" 2,60

Paratoner D�reğ� Montaj Adaptörü
L�ghtn�ng Conductor Mast Adapters

StZn: Galvan�zl� Çel�k / Galvan�zed Steel

a

b

Part No. Mater�al D�ameter Hole D�ameter We�ght (each)

EY.FD.DTD.20 StZn 2" 10.0 mm 0,25

EY.FD.DTD.25 StZn 2 ½" 10.0 mm 0,30

EY.FD.DTD.30 StZn 3" 10.0 mm 0,35

Paratoner D�reğ� Montaj Tabanı
L�ghtn�ng Conductor Mast Base

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
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Part No. Mater�al D�ameter Hole D�ameter We�ght (each)

EY.FD.DTM.20 StZn 2" 13x25 mm 4,50

EY.FD.DTM.25 StZn 2 ½" 13x25 mm 4,90

EY.FD.DTM.30 StZn 3" 13x25 mm 5,40

Paratoner D�reğ� Montaj Tabanı (Orta T�p)
L�ghtn�ng Conductor Mast Base (Type M�ddle)

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 17 mm

Part No. Mater�al D�ameter Mount�ng D�ameter We�ght (each)

EY.FD.DTP.2016 StZn 2" 16.0 mm 0,72

EY.FD.DTP.2516 StZn 2 ½" 16.0 mm 0,76

EY.FD.DTP.3016 StZn 3" 16.0 mm 0,80

EY.FD.DTP.2020 StZn 2" 20.0 mm 0,72

EY.FD.DTP.2520 StZn 2 ½" 20.0 mm 0,76

EY.FD.DTP.3020 StZn 3" 20.0 mm 0,80

Paratoner Tesp�t Kelepçes�
L�ghtn�ng Conductor Clamp

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 17 mm

Part No. Mater�al D�ameter (a) D�ameter (b) We�ght (each)

EY.FE.DPA.20 StZn 2" 30.0 mm 2,25

EY.FE.DPA.25 StZn 2 ½" 30.0 mm 3,35

EY.FE.DPA.30 StZn 3" 30.0 mm 4,60

Paratoner Tesp�t Adaptörü
L�ghtn�ng Conductor Adapter

StZn: Galvan�zl� Çel�k / Galvan�zed Steel
Sadece Frankl�n ve Pulsar Ser�s� Paratonerler�n D�reğe Montajında Kullanılır.
Used only for pole �nstallat�on of Frankl�n Frank and Pulsar l�ghtn�ng arresters.
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184 www.escoelektr�k.com

Part No. Mater�al D�ameter We�ght (each)

EY.FD.DKG.20 StZn 2" 0,49

EY.FD.DKG.25 StZn 2 ½" 0,52

EY.FD.DKG.30 StZn 3" 0,55

Paratoner D�reğ� Gerd�rme Kelepçes�
Stretch W�re Cl�p

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 13 mm

Part No. Mater�al Hole D�ameter We�ght (each)

EY.FD.DGT.3 StZn 10.0 mm 0,9

Gerg� Tel� Tabanı
Stretch W�re F�x�ng Foot

StZn: Galvan�zl� Çel�k / Hot D�p Galvan�zed Steel

Part No. Mater�al W�re D�ameter We�ght (each)

EY.FE.DEG.3 StZn 3.0 mm 0,05

EY.FE.DEG.5 StZn 5.0 mm 0,08

EY.FE.DEG.8 StZn 8.0 mm 0,11

EY.FE.DKG.3 StZn 3.0 mm 0,01

EY.FE.DKG.5 StZn 5.0 mm 0,01

EY.FE.DKG.8 StZn 8.0 mm 0,02

Paratoner D�reğ� Gerd�rme Kelepçes� 
Stretch W�re Cl�p

StZn: Galvan�zl� Çel�k / Galvan�zed Steel

DEG

DKG

Part No. Mater�al We�ght (each)

EY.FE.DTG.3 StZn 0,03

EY.FE.DTG.5 StZn 0,09

EY.FE.DTG.8 StZn 0,18

EY.FE.DTGİ.3 StZn+Pvc 0,04

EY.FE.DTGİ.5 StZn+Pvc 0,10

EY.FE.DTGİ.8 StZn+Pvc 0,20

Gerg� Tel�
Steel Stretch W�re

StZn: Galvan�zl� Çel�k /  Galvan�zed Steel

Earth�ng Systems
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Part No. Mater�al D�ameter Length We�ght (each)

EY.FD.MB.26 StZn 1" 3 m 2,00

EY.FD.MB.42 StZn 1 ¼ 3 m 3,75

Muhafaza Borusu 
Protect�ve P�pe

StZn: Galvan�zl� Çel�k /  Hot D�p Galvan�zed Steel

Part No. Mater�al D�ameter Screw D�ameter We�ght (each)

EY.FD.BKP.26 StZn 1" M.6x25 0,28

EY.FD.BKP.42 StZn 1 ¼ M.6x25 0,30

Muhafaza Borusu Tesp�t Kelepçes� (Plon T�p)
Protect�ve P�pe Cl�p (Pylon Type)

StZn: Galvan�zl� Çel�k /  Hot D�p Galvan�zed Steel
Anahtar Ölçüsü / Spanner 13 mm

Part No. Mater�al D�ameter  Hole D�ameter We�ght (each)

EY.FD.BKB.26 StZn 1" 7.0 mm 0,03

EY.FD.BKB.42 StZn 1 ¼ 7.0 mm 0,07

Muhafaza Borusu Tesp�t Kelepçes�
Protect�ve P�pe Cl�p

StZn: Galvan�zl� Çel�k /  Hot D�p Galvan�zed Steel

Earth�ng Systems
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Inox: Paslanmaz Çel�k / Sta�nless Steel

Yakalama Ucu
A�r Rod

Part No. Mater�al D�ameter Thread S�ze Length We�ght (each)

EY.SS.YC.16020 Inox 16.0 mm G 3/8" 200 mm 0,32

EY.SS.YC.16030 Inox 16.0 mm G 3/8" 300 mm 0,48

EY.SS.YC.16040 Inox 16.0 mm G 3/8" 400 mm 0,64

EY.SS.YC.16050 Inox 16.0 mm G 3/8" 500 mm 0,80

EY.SS.YC.16060 Inox 16.0 mm G 3/8" 600 mm 0,97

EY.SS.YC.16080 Inox 16.0 mm G 3/8" 800 mm 1,29

EY.SS.YC.16100 Inox 16.0 mm G 3/8" 1000 mm 1,61

EY.SS.YC.16150 Inox 16.0 mm G 3/8" 1500 mm 2,41

EY.SS.YC.20020 Inox 20.0 mm G 3/8" 200 mm 0,50

EY.SS.YC.20030 Inox 20.0 mm G 3/8" 300 mm 0,75

EY.SS.YC.20040 Inox 20.0 mm G 3/8" 400 mm 1,01

EY.SS.YC.20050 Inox 20.0 mm G 3/8" 500 mm 1,26

EY.SS.YC.20060 Inox 20.0 mm G 3/8" 600 mm 1,51

EY.SS.YC.20080 Inox 20.0 mm G 3/8" 800 mm 2,01

EY.SS.YC.20100 Inox 20.0 mm G 3/8" 1000 mm 2,51

EY.SS.YC.20150 Inox 20.0 mm G 3/8" 1500 mm 3,77

EY.SS.YC.20200 Inox 20.0 mm G 3/8" 2000 mm 5,02

Yakalama Ucu
A�r Rod

Cu/CrN�: Krom Kaplı Bakır / Chrome Plated Copper

Part No. Mater�al D�ameter Thread S�ze Length We�ght (each)

EY.CCR.YC.16020 Cu/CrN� 16.0 mm G 3/8" 200 mm 0,33

EY.CCR.YC.16030 Cu/CrN� 16.0 mm G 3/8" 300 mm 0,51

EY.CCR.YC.16040 Cu/CrN� 16.0 mm G 3/8" 400 mm 0,69

EY.CCR.YC.16050 Cu/CrN� 16.0 mm G 3/8" 500 mm 0,87

EY.CCR.YC.16060 Cu/CrN� 16.0 mm G 3/8" 600 mm 1,04

EY.CCR.YC.16080 Cu/CrN� 16.0 mm G 3/8" 800 mm 1,40

EY.CCR.YC.16100 Cu/CrN� 16.0 mm G 3/8" 1000 mm 1,76

EY.CCR.YC.16150 Cu/CrN� 16.0 mm G 3/8" 1500 mm 2,66

EY.CCR.YC.20020 Cu/CrN� 20.0 mm G 3/8" 200 mm 0,53

EY.CCR.YC.20030 Cu/CrN� 20.0 mm G 3/8" 300 mm 0,81

EY.CCR.YC.20040 Cu/CrN� 20.0 mm G 3/8" 400 mm 1,09

EY.CCR.YC.20050 Cu/CrN� 20.0 mm G 3/8" 500 mm 1,37

EY.CCR.YC.20060 Cu/CrN� 20.0 mm G 3/8" 600 mm 1,65

EY.CCR.YC.20080 Cu/CrN� 20.0 mm G 3/8" 800 mm 2,21

EY.CCR.YC.20100 Cu/CrN� 20.0 mm G 3/8" 1000 mm 2,77

EY.CCR.YC.20150 Cu/CrN� 20.0 mm G 3/8" 1500 mm 4,17
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Part No. Mater�al D�ameter
Thread

S�ze
Length We�ght (each)

EY.C.YCB.16030 Cu 1,25

EY.C.YCD.16050 Cu 16.0 mm G 3/8" 500 mm 0,87

EY.C.YCD.16100 Cu 16.0 mm G 3/8" 1000 mm 1,76

EY.C.YCD.16150 Cu 16.0 mm G 3/8" 1500 mm 2,66

EY.C.YCD.16200 Cu 16.0 mm G 3/8" 2000 mm 3,55

EY.C.YCD.16300 Cu 16.0 mm G 3/8" 3000 mm 5,35

Çoklu Yakalama Ucu
A�r Rod (Mult�ple Po�nt)

Cu: Bakır / Copper

EY.C.YCD.16100

EY.C.YCB.16030

Part No. Mater�al
Conductor 
D�ameter

Thread
S�ze

 Hole 
D�ameter

We�ght (each)

EY.FE.YCTS.450 StZn 4x50mm² G 3/8" 6.0 mm 0,24

EY.C.YCTS.450 Cu 4x50mm² G 3/8" 6.0 mm 0,26

EY.CCR.YCTS.450 CuCrN� 4x50mm² G 3/8" 6.0 mm 0,26

EY.A.YCTS.450 Al 4x50mm² G 3/8" 6.0 mm 0,10

EY.P.YCTS.450 CuPbZn 4x50mm² G 3/8" 6.0 mm 0,25

Yakalama Ucu Tabanı
A�r Rod Base

StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Cu: Bakır / Copper 
CuCrN�: Krom Kaplı Bakır / Chrome Plated Copper 
Al: Alüm�nyum / Alum�n�um 
CuPbZn: P�r�nç / Brass
Anahtar Ölçüsü / Spanner 10 mm 
Ürün Görsel� EY.FE.YCTS.450 Kodlu üründür. 
Photo dep�cts product: EY.FE.YCTS.450  
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Part No. Mater�al
Conductor 
D�ameter

Thread
S�ze

 Hole 
D�ameter

We�ght (each)

EY.FE.YCTS.4303 StZn 4x30x3mm G 3/8" 8.0 mm 0,35

EY.C.YCTS.4303 Cu 4x30x3mm G 3/8" 8.0 mm 0,39

Yakalama Ucu Tabanı
A�r Rod Base

StZn: Galvan�zl� Çel�k / Galvan�zed Steel
Cu: Bakır / Copper 
Anahtar Ölçüsü / Spanner 10 mm

Yakalama Ucu Tabanı
A�r Rod Base

Part No. Mater�al
Conductor 
D�ameter

Thread
S�ze

 Hole 
D�ameter

We�ght (each)

EY.P.YCTF.4303 CuPbZn 4x30x3mm G 3/8" 6.0 mm 0,54

EY.A.YCTF.4303 Al 4x30x3mm G 3/8" 6.0 mm 0,23

CuPbZn: P�r�nç / Brass
Al: Alüm�nyum / Alum�n�um
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Yakalama Ucu Tabanı
A�r Rod Base

Yakalama Ucu Tabanı
A�r Rod Brackets

CuPbZn: P�r�nç / Brass
Al: Alüm�nyum /  Alum�n�um

Part No. Mater�al
 Rod 

D�ameter
 Hole

D�ameter
We�ght (each)

EY.P.YCTDT.16 CuPbZn 16.0 mm 8.0 mm 0,80

EY.A.YCTDT.16 Al 16.0 mm 8.0 mm 0,25

CuPbZn: P�r�nç / Brass
Al: Alüm�nyum /

 

Alum�n�um

Part No. Mater�al
Conductor 
D�ameter

Thread
S�ze

Screw 
D�ameter

We�ght (each)

EY.P.YCTD.150 CuPbZn 1x50mm² G 3/8" M.6x20 0,23

EY.A.YCTD.150 Al 1x50mm² G 3/8" M.6x20 0,08

EY.P.YCTD.1253 CuPbZn 25x3mm G 3/8" M.6x20 0,25

EY.A.YCTD.1253 Al 25x3mm G 3/8" M.6x20 0,08
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D�rek İn�ş Kelepçes�
Pole Cl�ps

D�rek İn�ş Kelepçes�
Pole Cl�ps

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 13 mm, 10 mm
C�vata / Screw: Paslanmaz / Sta�nless

Cu: Bakır / Copper
Anahtar Ölçüsü / Spanner 13 mm, 10 mm
C�vata / Screw: Paslanmaz / Sta�nless

Part No. Mater�al
Conductor 
D�ameter

Pole
S�ze

Screw 
D�ameter

We�ght (each)

EY.FDC.DKİ.20303 Cu 30x3mm 2" M.6x20 0,21

EY.FDC.DKİ.25303 Cu 30x3mm 2 ½" M.6x20 0,24

EY.FDC.DKİ.30303 Cu 30x3mm 3" M.6x20 0,26

Part No. Mater�al
Conductor 
D�ameter

Pole
S�ze

Screw 
D�ameter

We�ght (each)

EY.FDC.DKİİ.20303 Cu 30x3mm 2" M.6x20 0,25

EY.FDC.DKİİ.25303 Cu 30x3mm 2 ½" M.6x20 0,28

EY.FDC.DKİİ.30303 Cu 30x3mm 3" M.6x20 0,30
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Part No. Mater�al
Conductor
D�ameter

We�ght (each)

EY.PVC.İK.150 Pvc 1x50mm² 1,00

EY.PVC.İK.170 Pvc 1x70mm² 1,00

Part No. Mater�al
Conductor 
D�ameter

Thread
S�ze

We�ght (each)

EY.PFE.YCTS.450 Pvc+StZn 4x50mm² G 3/8" 1,45

EY.PVC.NP1 Yapıştırıcı/Adhes�ve 290 Ml 0,52

StZn: Galvan�zl� Çel�k / Galvan�zed Steel

Part No. Mater�al
Conductor
D�ameter

We�ght (each)

EY.PVC.İKA.250 Pvc 2x50mm² 0,02

EY.PVC.İKA.303 Pvc 30x3mm 0,01

Çatı İletken Tutucu
Roof Conductor Holder

Sadece İletken Tutucuyu �çer�r. EY.PVC.İK.150 kodlu üründe ops�yonel olarak kullanılmaktadır.
Includes only conductor holder. For opt�onal use w�th product: EY.PVC.İK.150

Çatı İletken Tutucu
Roof Conductor Holder

Yakalama Ucu Tabanı
A�r Rod Base



285

Earth�ng Systems

Part No. Mater�al
Conductor 
D�ameter

Screw 
S�ze

Screw 
D�ameter

We�ght (each)

EY.FD.İKT.303.8060E StZn 30x3mm 6x60mm M.6x20 0,06

EY.FD.İKT.303.8100E StZn 30x3mm 6x100mm M.6x20 0,07

EY.FD.İKT.303.8120E StZn 30x3mm 6x120mm M.6x20 0,07

EY.FD.İKT.303.8150E StZn 30x3mm 6x150mm M.6x20 0,08

EY.FDC.İKT.303.8060E Cu 30x3mm 6x60mm M.6x20 0,08

EY.FDC.İKT.303.8060SS Cu 30x3mm 6x60mm M.6x20 0,08

EY.FDC.İKT.303.8100E Cu 30x3mm 6x100mm M.6x20 0,09

EY.FDC.İKT.303.8100SS Cu 30x3mm 6x100mm M.6x20 0,09

EY.FDC.İKT.303.8120E Cu 30x3mm 6x120mm M.6x20 0,10

EY.FDC.İKT.303.8120SS Cu 30x3mm 6x120mm M.6x20 0,10

EY.FDC.İKT.303.8150E Cu 30x3mm 6x150mm M.6x20 0,11

EY.FDC.İKT.303.8150SS Cu 30x3mm 6x150mm M.6x20 0,11

Duvar İn�ş Klemens�
Wall Cl�ps

StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Cu: Bakır / Copper 
Anahtar Ölçüsü / Spanner 10 mm 
Ürün Kodu sonunda bel�rt�len "E" (Elektrogalvan�z) ve "SS" (Paslanmaz) C�vata Özell�ğ�n� bel�rler. 
"E" (electrogalvan�zed) and "SS" (sta�nless) suffixes denote bolt propert�es.

Duvar İn�ş Klemens�
Wall Cl�ps

StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Cu: Bakır / Copper 
Al: Alüm�nyum / Alum�n�um
Anahtar Ölçüsü / Spanner 10 mm 
Ürün Kodu sonunda bel�rt�len "E" (Elektrogalvan�z) ve "SS" (Paslanmaz) C�vata Özell�ğ�n� bel�rler. 
"E" (electrogalvan�zed) and "SS" (sta�nless) suffixes denote bolt propert�es.

Part No. Mater�al
Conductor 
D�ameter

Screw
S�ze

Screw 
D�ameter

We�ght (each)

EY.FD.İKT.150.8060E StZn 1x50mm² 6x60mm M.6x20 0,06

EY.FD.İKT.150.8100E StZn 1x50mm² 6x100mm M.6x20 0,07

EY.FD.İKT.150.8120E StZn 1x50mm² 6x120mm M.6x20 0,07

EY.FD.İKT.150.8150E StZn 1x50mm² 6x150mm M.6x20 0,07

EY.FDC.İKT.150.8060E Cu 1x50mm² 6x60mm M.6x20 0,06

EY.FDC.İKT.150.8060SS Cu 1x50mm² 6x60mm M.6x20 0,06

EY.FDC.İKT.150.8100E Cu 1x50mm² 6x100mm M.6x20 0,07

EY.FDC.İKT.150.8100SS Cu 1x50mm² 6x100mm M.6x20 0,07

EY.FDC.İKT.150.8120E Cu 1x50mm² 6x120mm M.6x20 0,07

EY.FDC.İKT.150.8120SS Cu 1x50mm² 6x120mm M.6x20 0,07

EY.FDC.İKT.150.8150E Cu 1x50mm² 6x150mm M.6x20 0,08

EY.FDC.İKT.150.8150SS Cu 1x50mm² 6x150mm M.6x20 0,08

EY.FDA.İKT.150.8060E Al 1x50mm² 6x60mm M.6x20 0,05

EY.FDA.İKT.150.8100E Al 1x50mm² 6x100mm M.6x20 0,06

EY.FDA.İKT.150.8120E Al 1x50mm² 6x120mm M.6x20 0,06

EY.FDA.İKT.150.8150E Al 1x50mm² 6x150mm M.6x20 0,08
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Duvar İn�ş Klemens�
DC Clamp

Duvar İn�ş Klemens�
Saddle Clamp

Part No. Mater�al
Conductor 
D�ameter

 Hole 
D�ameter

Screw 
D�ameter

We�ght (each)

EY.P.İKS.203 CuPbZn 20x3mm 6.0mm M.5x15 0,05

EY.P.İKS.253 CuPbZn 25x3mm 6.0mm M.5x15 0,05

EY.P.İKS.303 CuPbZn 30x3mm 6.0mm M.5x15 0,06

EY.A.İKS.203 Al 20x3mm 6.0mm M.5x15 0,03

EY.A.İKS.253 Al 25x3mm 6.0mm M.5x15 0,03

EY.A.İKS.303 Al 30x3mm 6.0mm M.5x15 0,03

CuPbZn: P�r�nç / Brass
Al: Alüm�nyum /  Alum�n�um

Part No. Mater�al
Conductor 
D�ameter

 Hole 
D�ameter

Screw 
D�ameter

We�ght (each)

EY.P.İK.150 CuPbZn 1x50mm² 6.0mm M.5x15 0,07

EY.A.İK.150 Al 1x50mm² 6.0mm M.5x15 0,03

CuPbZn: P�r�nç / Brass
Al: Alüm�nyum /  Alum�n�um
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Part No. Mater�al
Conductor 
D�ameter

Screw
D�ameter

We�ght (each)

EY.P.İKD.150 CuPbZn 1x50mm² M.8x30 0,17

EY.A.İKD.150 Al 1x50mm² M.8x30 0,07

Duvar İn�ş Klemens�
Square Clamp

Duvar İn�ş Klemens�
Tee Clamp

Part No. Mater�al
Conductor 
D�ameter

Screw
D�ameter

We�ght (each)

EY.P.İKT.150 CuPbZn 1x50mm² M.10x30 0,20

EY.A.İKT.150 Al 1x50mm² M.10x30 0,09

CuPbZn: P�r�nç / Brass 
Al: Alüm�nyum /  Alum�n�um
Anahtar Ölçüsü / Spanner 13 mm 
C�vata / Screw: Paslanmaz / Sta�nless

CuPbZn: P�r�nç / Brass 
Al: Alüm�nyum /  Alum�n�um
Anahtar Ölçüsü / Spanner 17 mm 
C�vata / Screw: Paslanmaz / Sta�nless
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Platform İn�ş Klemens�
Metalwork Clamp

Part No. Mater�al
Conductor
D�ameter

Screw
S�ze

Screw 
D�ameter

We�ght (each)

EY.P.İKP.250 CuPbZn 2x50mm² M.8x25 M.10x30 0,40

EY.A.İKP.250 Al 2x50mm² M.8x25 M.10x30 0,15

İn�ş Ek Klemens�
Jo�nt�ng Clamp

Part No. Mater�al
Conductor
D�ameter

Screw
D�ameter

We�ght (each)

ET.P.TKE.253 CuPbZn 25x3mm M.10x30 0,20

ET.P.TKE.303 CuPbZn 30x3mm M.10x30 0,22

CuPbZn: P�r�nç / Brass 
Anahtar Ölçüsü / Spanner 17mm 
C�vata / Screw: Paslanmaz / Sta�nless

CuPbZn: P�r�nç / Brass
Al: Alüm�nyum / Alum�n�um  
Anahtar Ölçüsü / Spanner 13 mm, 17 mm 
C�vata / Screw: Paslanmaz / Sta�nless

İn�ş Ek Klemens�
Jo�nt�ng Clamp

Part No. Mater�al
Conductor
D�ameter

Screw
D�ameter

We�ght (each)

EY.P.İKE.250 CuPbZn 2x50mm² M.8x30 0,18

EY.A.İKE.250 Al 2x50mm² M.8x30 0,08

CuPbZn: P�r�nç / Brass 
Al: Alüm�nyum /  Alum�n�um
Anahtar Ölçüsü / Spanner 13 mm 
C�vata / Screw: Paslanmaz / Sta�nless
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Part No. Mater�al
Conductor
D�ameter

Screw
S�ze

Screw 
D�ameter

We�ght (each)

EY.FD.İKP.150.620E StZn 1x50mm² M.8x30 M.6x20 0,13

EY.FDC.İKP.150.620E Cu 1x50mm² M.8x30 M.6x20 0,13

EY.FDC.İKP.170.620E Cu 1x70mm² M.8x30 M.6x20 0,14

EY.FDC.İKP.195.620E Cu 1x95mm² M.8x30 M.6x20 0,14

EY.FDC.İKP.1120.620E Cu 1x120mm² M.8x30 M.6x20 0,15

EY.FDA.İKP.150.620E Al 1x50mm² M.8x30 M.6x20 0,12

Platform İn�ş Klemens�
Metalwork Clamp

Platform İn�ş Klemens�
Metalwork Clamp

Part No. Mater�al
Conductor 
D�ameter

Screw
S�ze

Screw 
D�ameter

We�ght (each)

EY.FD.İKP.250.620E StZn 2x50mm² M.8x30 M.6x20 0,13

EY.FDC.İKP.250.620E Cu 2x50mm² M.8x30 M.6x20 0,14

EY.FDA.İKP.250.620E Al 2x50mm² M.8x30 M.6x20 0,12

StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Cu: Bakır / Copper 
Al: Alüm�nyum /  Alum�n�um
Anahtar Ölçüsü / Spanner 13 mm, 10 mm 
Ürün Kodu sonunda bel�rt�len "E" (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler. 
"E" (electrogalvan�zed) suffixes denote bolt propert�es.

StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Cu: Bakır / Copper 
Al: Alüm�nyum /  Alum�n�um
Anahtar Ölçüsü / Spanner 13 mm, 10 mm 
Ürün Kodu sonunda bel�rt�len "E" (Elektrogalvan�z) C�vata Özell�ğ�n� bel�rler. 
"E" (electrogalvan�zed) suffixes denote bolt propert�es.
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Test Klemens�
Test Clamp

Part No. Mater�al
Conductor
D�ameter

Screw 
D�ameter

Screw 
D�ameter

We�ght (each)

EY.P.TK.150 CuPbZn 1x50mm² M.5x10 M.6x25 0,15

EY.A.TK.150 Al 1x50mm² M.5x10 M.6x25 0,06

CuPbZn: P�r�nç / Brass 
Al: Alüm�nyum / Alum�n�um
Anahtar Ölçüsü / Spanner 10 mm

Test Klemens�
Test Clamp

Part No. Mater�al
Conductor
D�ameter

We�ght (each)

EY.C.TK.250 Cu 2x50mm² 0,26

EY.FD.TK.250 StZn 2x50mm² 0,24

EY.A.TK.250 Al 2x50mm² 0,17

Cu: Bakır / Copper
StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Al: Alüm�nyum / Alum�n�um
Anahtar Ölçüsü / Spanner 10 mm, 13 mm
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Part No. Mater�al
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
Screw 

D�ameter
We�ght (each)

EY.C.OTK.108 Cu 1x50mm² 1x50mm² M.6x20 0,48

EY.FD.OTK.108 StZn 1x50mm² 1x50mm² M.6x20 0,44

EY.A.OTK.108 Al 1x50mm² 1x50mm² M.6x20 0,20

Test Klemens�
Test Clamp

Cu: Bakır / Copper
StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Al: Alüm�nyum / Alum�n�um
Anahtar Ölçüsü / Spanner 10 mm

Part No. Mater�al
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
Screw 

D�ameter
We�ght (each)

EY.C.OTK.303108 Cu 30x3mm 1x50mm² M.6x20 0,48

EY.FD.OTK.303108 StZn 30x3mm 1x50mm² M.6x20 0,44

EY.C.OTK.404108 Cu 40x4mm 1x50mm² M.6x20 0,58

EY.FD.OTK.404108 StZn 40x4mm 1x50mm² M.6x20 0,56

Test Klemens�
Test Clamp

Cu: Bakır / Copper 
StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 10 mm

a

a

b

b

Part No. Mater�al
Conductor 

D�ameter (a)
Conductor 

D�ameter (b)
Screw 

D�ameter
We�ght (each)

EY.C.OTK.303 Cu 30x3mm 30x3mm M.6x20 0,48

EY.FD.OTK.303 StZn 30x3mm 30x3mm M.6x20 0,44

EY.C.OTK.404 Cu 40x4mm 40x4mm M.6x20 0,58

EY.FD.OTK.404 StZn 40x4mm 40x4mm M.6x20 0,56

Test Klemens�
Test Clamp

Cu: Bakır / Copper 
StZn: Galvan�zl� Çel�k / Galvan�zed Steel 
Anahtar Ölçüsü / Spanner 10 mm a

b
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Address: Ortakoy Sanayi Sitesi Mor Menekse Sokak
            No:6 Selimpasa - Istanbul / TURKIYE

           

Phone   : +90 532 580 73 88
Fax      : +90 212 549 06 87
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